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PREFACE 
The proceedings of the 27th Aerospace Mechanisms Symposium, which was 
hosted by Ames Research Center, Moffett Field, California, on May 12, 13, 
and 14, 1993, are reported in this NASA Conference Publication. The symposium 
was sponsored by the National Aeronautics and Space Administration, the California 
Institute of Technology, and Lockheed Missiles and Space Company, Inc. 
The purpose of the symposium was to provide a forum for the interchange of 
information among those active in the field of mechanisms technology. To that end, 
24 papers were presented on aeronautics and space flight, with special emphasis on 
actuators, aerospace mechanism applications for ground-support equipment, lubri- 
cants, latches, connectors, robotics, and other mechanisms for large space struc- 
tures. The papers were prepared by authors from a broad aerospace background, 
including the U.S. aerospace industry, NASA, and European and Asian participants. 
The efforts of the review committee, session chairmen, and speakers contributing 
to the technical excellence and professional character of the conference are 
especially appreciated. 
The use of trade names or names of manufacturers in this publication does not 
constitute an official endorsement of such products or manufacturers, either 
expressed or implied, by the National Aeronautics and Space Administration. 
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COLLECTING COMETARY SOIL SAMPLES ? 
DEVELOPMENT OF THE ROSETTA SAMPLE ACQUISITION SYSTEM 
P. A. Coste *, M. Fenzi **, M. Eiden* N94- 29628 
ABSTRACT 
In the reference scenario of the ROSETTA CNRS mission, the 
Sample Acquisition System is mounted on the Comet Lander. Its 
tasks are to acquire three kinds of cometary samples and to 
transfer them to the Earth Return Capsule. Operations are to be 
performed in vacuum and microgravity, on a probably rough and 
dusty surface, in a largely unknown material, at temperatures 
in the order of 100  K. 
The concept and operation of the Sample Acquisition System 
are presented. The design of the prototype corer and surface 
sampling tool, and of the equipment for testing them at 
cryogenic temperatures in ambient conditions and in vacuum in 
various materials representing cometary soil, are described. 
Results of recent preliminary tests performed in low 
temperature thermal vacuum in a cometary analogue ice-dust 
mixture are provided. 
INTRODUCTION 
The goal of the ROSETTA Comet-Nucleus Sample-Return (CNSR) 
Mission, is to send an unmanned spacecraft to a comet, to 
collect and bring back to the Earth samples of cometary 
material for further laboratory investigations. The analysis of 
this material will constitute a fundamental step towards under- 
standing the early evolutionary stages of the Solar System. 
The Sample Acquisition System (SAS) is to be mounted on 
the lower part of the Comet Lander, together with the Anchoring 
Subsystem. SAS's tasks are first to anchor the Lander to the 
Comet, then to acquire three kinds of cometary samples and 
transfer them to the Earth Return Capsule (ERC) attached to the 
Return Carrier (the anchored Lander will evenfually be 
abandoned on the Comet). The SAS is primarily made up of : a 
coring tool, a shovelling tool, an external cutting device, a 
manipulator arm, the associated three anchoring systems and the 
control electronics. Fig. 1 shows the anchored spacecraft with 
an earlier SAS concept (inset, from ref. 7), and sketches the 
present design concept. 
* ESA-ESTEC, Noordwijk (The Netherlands) 
** TECNOSPAZIO, Milan (Italy) 
This development is the result of a technology study 
performed by TECNOSPAZIO and their sub-contractors, under 
European Space Agency (ESA) contract. 
GENE ROSETTA REQUIaElvlENTS 
Based on the results of Halley and other comet missions, 
there is a general agreement that cometary matter consists of 
volatile and non-volatile components and that the bulk 
composition and the physical properties of cometary material 
change spatially throughout the comet and its nucleus. For 
these reasons, three different types of sample are considered 
essential in order to obtain the optimum information about the 
comet nucleus : 
1. A core sample : this to be a continuous sample taken 
from the surface of the nucleus down to a depth of at 
least 1 m (goal 3 m); it should provide the 
interrelation between volatile and refractory compounds 
in the comet. This sample should be subdivided and 
stored in separate segments, preserving also its coarse 
stratigraphy. 
2. A v o l a t i l e  sample : this is to be taken from a location 
where the most volatile components can be expected, 
i.e. from the bottom of the core sample hole (it may be 
the lower part of the core sample). To retain these 
components, the sample should be stored in a totally 
sealed container. 
3 .  A surface sample : this is to be collected from one or 
more locations at the surface of the nucleus. This 
sample is intended for studies of the refractory 
carbonaceous and inorganic compounds. 
The Sample Acquisition System is designed for the minimum 
scientific coring depth requirement of 1 m, whilst operating 
under the following constraints : 
- Environmental (comet surface a t  5 AU) : milligravity, 
vacuum, surface temperature from 100 to 150 K; soil 
compressive strength ranging from lom4 to 100 MPa ; 
soil density from 0.05 to 2 g/cm3 (dust mantle) and 
from 0.1 to 1.5 g/cm3 below. Composition: ca. 80 % H20 
(ice), remainder inorganic and organic (volatile) 
materials (ref. 3). 
- S c i e n t i f i c  : acquire nominally 1 m core, diameter 100 
mm; mass 15 kg of core/volatile sample, 5 kg of surface 
sample, including loose hard pieces, max. size 5 cm; 
minimize perturbation and contamination : limit sample 
temperature increase to 10 K; seal volatile sample; 
sample compression allowed. 
- S y s t m  and engineering : one core h o l e  minimum; a c q u i r e  
sample on a rough s u r f a c e ,  0.5 m above or under t h e  
l e v e l  of  t h e  l a n d i n g  pads;  max- s t o r a g e  l e n g t h  for 100 
mm dia. core segments and s u r f a c e  sample c o n t a i n e r s  : 
0 - 6  m, dia.  ca. 140 mm; max. e l e c t r i c a l  power 100 W ,  
t o r q u e  100 Nm, v e r t i c a l  t h r u s t  100 N. ( r e f .  4 ) .  Mass 
and s i z e  budget g o a l :  100 kg, 1 m3, 
- Anchoring : react w i t h  margins i n  maximum sampling 
t h r u s t  and f o r c e s  ( i .e.  t y p i c a l l y  300 N p e r  a n c h o r ) .  
One of  t h e  g r e a t e s t  d i f f i c u l t i e s  i s  t h a t  t h e  p h y s i c a l  
p r o p e r t i e s  of t h e  cometary so i l  are n o t  well-known, and 
t h e r e f o r e  a v e r y  wide range  of  p o s s i b l e  v a l u e s  must be 
cons ide red  : t h e  ha rdness  ranges  o v e r  6 orders of  magnitude 
from t h a t  of s o f t  snow's  t o  t h a t  of a medium-hard rock  ( t u f f ) .  
This  extreme ha rdness ,  s c i e n t i f i c a l l y  f o r e s e e n  f o r  l o o s e  p i e c e s  
on ly ,  has been t a k e n  a s  a development g o a l  : t h e  s p a c e c r a f t  h a s  
t o  be anchored and a s i n g l e  c o r e r  needs t o  o p e r a t e  i n  t h e  
h a r d e s t  soil .  A s  t h e  s p a c e c r a f t  can  o n l y  p rov ide  l imi t ed  power 
and t h r u s t  ( u n u s u a l l y  l o w  for r o c k - l i k e  m a t e r i a l ) ,  t h i s  
combinat ion o f  h a r d  so i l ,  r e l a t i v e l y  l a r g e  core and l imi ted  
r e s o u r c e s  p r e s e n t s  t h e  most c h a l l e n g i n g  d e s i g n  c o n s t r a i n t .  
SAMPLING ACQUISITION SYSTEM CONCEPT AND OPERATIONS 
The Sampling A c q u i s i t i o n  System (SAS) has  t o  p r o v i d e  t h e  
fo l lowing  f u n c t i o n s  : 
* anchor ing  of  t h e  s p a c e c r a f t  t o  t h e  comet so i l ;  
* c o l l e c t i n g  of core, v o l a t i l e  and s u r f a c e  samples; 
* hand l ing  of samples i n  o r d e r  t o  store them i n  t h e  E a r t h  
r e - e n t r y  capsu le .  
To e n s u r e  maximum s i m p l i c i t y  and r e l i a b i l i t y ,  t h e  
e s s e n t i a l  f u n c t i o n s  have been a s s i g n e d  t o  d e d i c a t e d  mechanisms, 
i n  p a r t i c u l a r  t h a t  f o r  c o r i n g ,  which i s  t h e  most demanding 
sampling f u n c t i o n .  
Core Samplinq Subsystems,  D e s c r i p t i o n  and O ~ e r a t i o n s  
The i n i t i a l  c o n f i g u r a t i o n  from which a l l  subsystems are 
deployed i s  t h e i r  upper  p o s i t i o n ,  r e q u i r e d  a t  comet l a n d i n g ,  t o  
avo id  c o l l i s i o n  of  l o w e s t  p a r t s  such as t h e  d r i l l  b i t  w i t h  t h e  
h i g h e s t  f o r e s e e n  s u r f a c e  i r r e g u l a r i t i e s  a t  t h e  l a n d i n g  site. 
Th is  may also r e p r e s e n t  a launch mounting p o s i t i o n ,  which c a n  
be mainta ined u n t i l  a f t e r  l and ing .  
The f u n c t i o n s  and o p e r a t i o n s  of t h e  subsystems n e c e s s a r y  
t o  a c q u i r e  a core sample are b e s t  d e s c r i b e d  w i t h  r e f e r e n c e  t o  
t h e  schemat ic  of  Fig.  1. : it shows a n  i n t e r m e d i a t e  p o s i t i o n  
where s e v e r a l  components have a l r e a d y  been d i sconnec ted  
The corer rod i s  composed of t h e  drill bit (1) f i x e d  t o  
t h e  torque t u b  (2), whose helical augers ensure  c h i p  removal. 
The c o r e r  rod i s  connected t o  t h e  main rotary joint (10) and 
enc loses  t h e  core canister (8) whose bottom shutter valves ( 4 )  
a r e  open. A t  t h e  s t a r t ,  t h e  support Lable (5 )  i s  lowered by t h e  
secondary linear joint ( 3 ) ,  and stopped when t h e  d r i l l  b i t  
reaches  t h e  su r f ace ,  a f t e r  a maximum descent  of 1 m. The main 
rotary j o i n t  provides to rque  and r o t a t e s  t h e  corer rod on ly  : 
t h e  core  c a n i s t e r  does not  t u r n  w i t h  t h e  to rque  tube  ( t o  
minimize mechanical o r  thermal  d i s tu rbances  on t h e  c o r e  sample 
which pene t r a t e s  and f i l l s  it, e.g. t w i s t i n g  o r  temperature 
i nc rease  due t o  f r i c t i o n ) .  The main linear joint (12) provides  
downwards t h r u s t  and c o n t r o l s  t h e  advance of t h e  corer ; i t s  
s t r o k e  al lows a maximum co r ing  depth of 1 m. 
When t h i s  lower co r ing  p o s i t i o n  i s  reached, r o t a t i o n  i s  
s t i l l  maintained, and t h e  i n n e r  systems a r e  operated 
sequen t i a l l y .  F i r s t ,  t h e  s p h e r i c a l  sectors of t h e  s h u t t e r  
va lves  ( 4 )  are c losed  t o  perform t h e  c o r e  bottom sec t ion ing  ( a  
d e t a i l e d  d e s c r i p t i o n  of t h e  bottom s h u t t e r  subsystem fo l lows) .  
The s h u t t e r  va lves  eventua l ly  c l o s e  t h e  c o r e  c a n i s t e r .  Rotat ion 
i s  t h e n  stopped,  and t h e  separable link (9)  d isconnects  t h e  
to rque  tube  ( 2 )  from i ts  a c t u a t o r  ( 1 0 ) .  The c losed  core 
c a n i s t e r  i s  l i f t e d  a lone,  t h e  d r i l l  rod being l e f t  i n  t h e  s o i l  
( pos s ib ly  spr ing- la tched on t h e  support  table) .  Fig.  1 
i l l u s t r a t e s  t h e  end of t h i s  s t a g e ,  where t h e  sample- f i l l ed  co re  
c a n i s t e r  i s  completely e x t r a c t e d ,  
C o r e  segmentation and handling opera t ions  t hen  proceed as 
fol lows : t h e  ancillary rotary joint (11) p o s i t i o n s  t h e  co re  
c a n i s t e r  sideways i n  t h e  gripper (6)  which c l o s e s  i t s  claws. 
Sawing disks of t h e  external cutting device (7)  are r o t a t e d ;  
f ac ing  t h e  middle position to be cut(14), t hey  t r a n s l a t e  
towards t h e  c a n i s t e r  and c u t  it wi th  i t s  co re  sample, The j o i n t  
(11) rotates t h e  separa ted  assembly t o  p l ace  t h e  upper c a n i s t e r  
segment above a first cap (16) ,  i n t o  which it is  lowered and 
engaged by a c t i o n  of t h e  j o i n t  (12)  - (care i s  r equ i r ed  a t  t h i s  
s t a g e ,  a s  both c a n i s t e r  ends remain open momentarily, whi le  
conta in ing  loose ly  r e s t r a i n e d  c o r e  samples; t h i s  sequence, wi th  
a s h o r t  cr i t ical  path ,  i s  accep tab le  i n  micrograv i ty ) .  
The manipulator arm (similar t o  t h e  one shown i n  Fig .1)  
g rasps  a second cap (15) ;  a f t e r  r e t r a c t i o n  of t h e  saw d i s k s ,  it 
c l o s e s  t h e  upper end of t h e  lowest c a n i s t e r  segment, g rasps  t h e  
whole lower sample and, wi th  g r ippe r  re leased ,  it t r a n s p o r t s  
and stores it i n t o  t h e  ERC - ( t h e  co re  sample conta in ing  
v o l a t i l e  compounds is  then  s t o r e d  f i r s t  i n  t h e  c a p s u l e ) .  
S imi l a r  ope ra t ions  are performed on t h e  upper sample 
segment: displacement by a c t i o n s  of j o i n t s  (12)  and (10 )  wi th  
i t s  upper section to be cut (13) f ac ing  d i s k s  ( 7 ) ,  cap tu re  by 
( 6 ) ,  c u t t i n g ,  t o p  c l o s i n g  by a third cap (17) ,  and f i n a l l y  
storage in the ERC - (this second sample contains core with 
some crust at the top). 
Surface Sampling 
The surface tool (similar to the one of Fig. 3) is driven 
by the manipulator arm. It is composed of a fixed outer tube 
and an inner helical screw with a cutting blade at the bottom, 
which rotates until the tube is filled with chips and loose 
pebbles. It is foreseen to cap it and disconnect its drive 
before storage in the ERC. 
The use of brushless DC or stepper motors is generally 
foreseen for all relevant subsystems, most linear and rotary 
joints being provided with a brake and a position encoder. 
It can be noted that tasks in the core sample acquisition 
sequence are performed by a succession of well separated 
operations of dedicated mechanisms. The only exception is the 
manipulator arm : this complex subsystem is used for handling 
and manipulation, but is also essential for surface sampling. 
It requires 7 degrees of freedom, and complex joints. As it has 
the additional benefit of being available for assisting in 
eventual recovery strategies, this dexterous item could not be 
easily replaced by a set of simpler mechanisms. 
Mass and Power Svstem Budqets 
The provisional mass budget for a SAS coring to 1 m depth 
is 159  kg, without margins, composed essentially of 110 kg for 
the sampling systems (structure and actuators, including 1 9  kg 
of tools (corer : 12 kg; surface tool : 7 kg) and 40 kg for the 
manipulator arm. 30 kg for the anchoring subsystem (i.e. 3 
anchors, each with their deployment and lateral actuation 
devices) are also included in this budget. 
The maximum power budget is 202 W, bearing in mind that 
operations are non-simultaneous : coring (109  - 202 W) ,  
external cutting ( 2 0  W), surface tool (125  - 155 W) and 
handling (105 W). 
The testing program will allow refinement of these 
figures, which represent approximately twice the mass and power 
budget goals ( 100  kg, 100 W)  for a nominal core diameter of 100  
mm. If necessary to achieve compatibility with mission budgets, 
the present 100 mm core diameter can be scaled down to 
approximately 70 mm. 
PROTOTYPE CORER AND SURFACE TOOLS 
A prototyping activity has been started in order to verify 
the design feasibility of critical subsystems by testing, and 
to demonstrate the ability to collect different types of 
m a t e r i a l s ,  r ang ing  from snow t o  t u f f ,  under  s e v e r e  
envi ronmenta l  c o n d i t i o n s ,  i.e. vacuum and -180 C (ca. 90 K ,  or 
b o i l i n g  t empera tu re  of l i q u i d  n i t r o g e n  ( L N 2 )  ) .  
C u r r e n t l y  under  development a r e  : 
* t h e  c o r i n g  tool;  
J; t h e  s u r f a c e  t o o l ;  
* t h e  e x t e r n a l  c u t t i n g  d e v i c e ;  
* t h e  anchors .  
The core c a n i s t e r  e x t r a c t i o n  and o t h e r  f u r t h e r  o p e r a t i o n s  
are n o t  y e t  modelled. N o  s p e c i a l  motor development i s  i n c l u d e d  
i n  t h e  programme a t  t h i s  s t a g e .  The manufactured p r o t o t y p e  
tools are o n l y  r e p r e s e n t a t i v e  of  t h e  samples and o t h e r  main 
o u t e r  t o o l  dimensions. I n  accordance  w i t h  t h e  test  objectives, 
t h e y  are n o t  o t h e r w i s e  mass and material r e p r e s e n t a t i v e ,  as 
t h e y  are mos t ly  manufactured from s t a i n l e s s  steel AISI 304, 
i n s t e a d  of  aluminium a l l o y  7075. Tubes are t h i c k e r  t h a n  
r e q u i r e d ,  t o  a l l o w  t e s t i n g  f o r  a wider  r ange  of f o r c e s  and 
t o r q u e s  w i t h  t h e s e  development models. 
C o r e r  Tool P r o t o t y P e  D e s c r i p t i o n  
The corer t o o l  p r o t o t y p e  ( F i g .  2 )  is  mainly composed of : 
- t h e  t o r q u e  t u b e ;  
t h e  d r i l l  b i t  (F ig .  2 d ) ;  
- t h e  core c a n i s t e r ;  
- t h e  s h u t t e r  v a l v e s  ( F i g s .  2 b,c and e ) ;  
- t h e  s h u t t e r  mechanism ( F i g .  2 a ) .  
The torque tube t r a n s m i t s  t h e  t o r q u e  and t h e  t h r u s t  from 
t h e  a c t u a t o r s  t o  t h e  d r i l l  b i t ,  and t o r q u e  t o  t h e  s h u t t e r  
v a l v e s .  Its o u t e r  s u r f a c e  and a u g e r s  are covered  w i t h  a t h i c k  
PTFE c o a t i n g  (EMRALON 333) .  
The " m u l t i s t e p "  d r i l l  b i t  ( F i g .  2 d )  c u t s  t h e  soi l  i n  a n  
a r e a  of ca. 100 cm2 (OD 150, I D  100 mm) by means of t w e l v e  
p l y c r y s t a l l i n e  diamond (PCB) c u t t e r s .  The c u t t e r s  are 
p o s i t i o n e d  a t  t h r e e  d i f f e r e n t  levels or " s t e p s "  t o  a l l o w  a 
g r a d u a l  c u t t i n g  a c t i o n .  There are two p a i r s  of c u t t e r s  a t  e a c h  
s t e p  w i t h  a s l i g h t  o v e r l a p  between t h e i r  c u t t i n g  envelopes .  
They are brazed  o n t o  t h e i r  s t a i n l e s s  steel s u p p o r t  by a 
s i l v e r / c o p p e r  a l l o y  t h a t  i s  s u i t a b l e  f o r  u s e  a t  low 
tempera tu re .  Each c u t t e r  has  a n e g a t i v e  ( a p p a r e n t )  r a k e  a n g l e  
of  10 deg. and a r e l i e f  a n g l e  of  15 deg. ,  and a c u t t i n g  edge of  
e i t h e r  3.5 or 4.5 rnrn. 
The core canister is t h e  t h i n  i n n e r  t u b e  t h a t  c o n t a i n s  t h e  
sample d u r i n g  t h e  sample e x t r a c t i o n  and hand l ing  phase,  and 
which i s  later s e c t i o n e d  and r e t u r n e d  w i t h  t h e  samples.  The 
s h u t t e r  v a l v e s  are a t t a c h e d  t o  i t s  lower end.  
The shutter valves ( c f .  f i g s .  2 b, c and e )  sever t h e  core 
sample when t h e  desired d e p t h  i s  reached.  They are two p i v o t i n g  
s p h e r i c a l  s e c t o r s  which may r o t a t e  through 60 deg. from open 
t o  closed p o s i t i o n  around a p i v o t  r a d i a l  t o  t h e  corer a x i s .  
Four PCD c u t t e r s  a r e  b razed  o n t o  t h e  c l o s i n g  edges ,  a s  f o r  t h e  
d r i l l  b i t .  The valve pivots are p a r t  of  an  i n t e r m e d i a t e  mobile 
collar, i t s e l f  l i n k e d  by a r o t a r y  j o i n t  t o  t h e  bottom o f  t h e  
c a n i s t e r  around which it t u r n s  f r e e l y .  Keys on t h e  collar 
engage o p p o s i t e  slots i n s i d e  t h e  t o r q u e  t u b e ,  which d r i v e s  t h e  
open v a l v e s ,  and t r a n s m i t s  t o r q u e  t o  them when t h e y  s ta r t  
c l o s i n g .  C losure  i s  commanded by t h e  s h u t t e r  mechanism l i n k e d  
t o  t h e  s h u t t e r  v a l v e s .  
The shutter mechanism i s  located i n  t h e  upper p a r t  o f  t h e  
corer tool. I n  t h e  concep t  i l l u s t r a t e d  by F i g  2  a, two long 
rods of  c a .  1 m a r e  connected  t o  a  linkage of  t h e  s h u t t e r  
v a l v e s  and a t  t h e  t o p  t o  a threaded sliding nut w i t h  keys, 
which can  slide i n s i d e  t h e  t o r q u e  tube .  A driving screw i n s i d e  
t h i s  n u t  is  t h e  rotor of a motor, normally n o t  powered and 
t u r n i n g  f r e e l y .  When t h e  motor i s  a c t i v a t e d ,  a  d i f f e r e n t i a l  
r o t a t i o n a l  speed between t h e  t o r q u e  t u b e  and t h e  d r i v i n g  screw 
o c c u r s ,  which l i f t s  t h e  s l i d i n g  n u t ,  p u l l i n g  t h e  r o d s  and 
consequen t ly  c l o s i n g  t h e  s h u t t e r  v a l v e s .  I t  c a n  be  no ted  t h a t  
t h e  r o d s  w i l l  later be s e c t i o n e d  w i t h  t h e  sample c a n i s t e r .  
For  a c u t t i n g  t h r u s t  of  20 N on e a c h  s h u t t e r  edge  (wors t -  
s o i l  case), t h e  maximum rod c l o s i n g  f o r c e  i s  120 N ( a t  s t a r t  of  
c l o s u r e ) ;  t h e  power r e q u i r e d  t o  p u l l  t h e  rods i s  o n l y  1 2  W ,  
which adds t o  t h e  c u t t i n g  power provided by t h e  main r o t a r y  
a c t u a t o r  ( compara t ive ly  lower f o r  bottom c u t t i n g  t h a n  t h e  one 
r e q u i r e d  f o r  d r i l l i n g ) .  
S u r f a c e  Tool 
The a i m  o f  t h e  p r o t o t y p e  s u r f a c e  t o o l  (F ig .  3 )  i s  t o  
demonst ra te  t h e  c o l l e c t i o n  of  s o f t  and medium hard  materials, 
w i t h  s u p e r f i c i a l  l a y e r  of  d u s t  and h a r d e r  g r a i n s ,  under  v a r i o u s  
envi ronmenta l  c o n d i t i o n .  I t  i s  s i z e d  f o r  t h e  c o l l e c t i o n  of 
g r a i n s  w i t h  d iamete r s  o f  up t o  5 cm. The s u r f a c e  t o o l  c o n s i s t s  
p r i m a r i l y  of  : 
JC a f i x e d  o u t e r  t u b e ;  
~r a r o t a t i n g  i n n e r  screw, w i t h  doub le  h e l i x ;  
* a double  c u t t i n g  edge;  
* a f i l l  s e n s o r ;  
J; a motor and g e a r  box d r i v e  u n i t .  
The c o l l e c t i o n  f u n c t i o n  i s  performed w i t h  t h e  combined 
a c t i o n  of  t h e  r o t a t i n g  helical screw, which a l lows  l i f t i n g  of  
t h e  c u t  material, and of t h e  s t a t i c  outer tube (OD 140 mm), 
which p rov ides  s t o r a g e  f o r  t h e  sample. 
The h e l i c a l  screw i s  made by welding a n  h e l i c o i d a l  
s t r u c t u r e  o n t o  a s h a f t .  I t  t r a n s m i t s  t h e  t o r q u e  and t h e  t h r u s t  
t o  t h e  c u t t i n g  edge.  To avo id  jamming w h i l e  t h e  material i s  
t r a n s p o r t e d ,  t h e  screw p i t c h  of  ca. 130 mrn i s  s l i g h t l y  
i n c r e a s e d  upwards. The cutting edge is  composed of  a c o n i c a l  
s u p p o r t  s t r u c t u r e  w i t h  a series o f  ceramic ( W I D I A )  c u t t e r s ,  
brazed o n t o  t h e  suppor t .  A s p i k e  made of  t h e  same ceramic 
prov ides  c e n t r i n g  a c t i o n  a t  so i l  c o n t a c t .  The fill sensor s t o p s  
t h e  motor when t h e  o u t e r  t u b e  is  f u l l .  It  is  p o s i t i o n e d  i n  t h e  
upper p a r t  of t h e  o u t e r  t u b e  and is  composed of two s p r i n g s  
connected w i t h  a n  electrical c o n t a c t  and a p l a t e .  When t h e  
material reaches  t h e  p l a t e ,  t h e  c l o s u r e  of t h e  electrical 
c o n t a c t  s i g n a l s  t h e  motor t o  s t o p .  The motor and gear box 
sys tem comprizes a 750 W DC motor, d e l i b e r a t e l y  o v e r s i z e d  f o r  
t e s t i n g  purposes .  It  is  a customized i t e m  d e r i v e d  from a 
s t a n d a r d  model w i t h  some m o d i f i c a t i o n s  i n  order t o  work i n  t h e  
h o s t i l e  test c o n d i t i o n s  (i .e.  vacuum a t  -180 C ) .  The gearbox 
has  a 1:4 ratio.  The motor a x i s  i s  p a r a l l e l  t o  t h a t  of  t h e  
h e l i x  f o r  compactness.  
S e l e c t i o n  of  M a t e r i a l s  and L u b r i c a n t s  
A l l  t h e  materials used f o r  t h e  p r o t o t y p e s  are e i t h e r  s p a c e  
q u a l i f i e d  or a b l e  t o  w i t h s t a n d  space  environments ,  i n c l u d i n g  
v e r y  low working t empera tu res .  On-ground c ryogen ic  a p p l i c a t i o n s  
have been t a k e n  i n t o  account  d u r i n g  t h e  m a t e r i a l  s e l e c t i o n  pro-  
cess. Major a t t e n t i o n  has  been p a i d  t o  t r i b o l o g y  d u r i n g  t h e  
p r o t o t y p e  d e s i g n  phase  due t o  t h e  envi ronmenta l  t e s t i n g  condi-  
t i o n s  (vacuum and -180 C/  90 K). S i n c e  t h e  l o w e s t  t empera tu re  
l i m i t  of any l i q u i d  l u b r i c a n t  is  about  -70 C, d r y  l u b r i c a t i o n  
i s  r e q u i r e d .  Duty c y c l e  and components c o n s i d e r a t i o n s  led t o  
t h e  c h o i c e  of MoS2 f o r  b a l l  b e a r i n g s  and o f  PTFE f i l m s  or 
VESPEL for s l i d i n g  p a r t s .  A t h i c k  PTFE c o a t i n g  coats t h e  corer 
augers  and s u r f a c e - t o o l  h e l i x ,  t o  p rov ide  b o t h  e f f i c i e n t  tool 
p e n e t r a t i o n  and c h i p  t r a n s p o r t ,  and t o  resist a b r a s i o n .  
PRELIMINARY TESTS ON CRITICAL CORER COMPONENTS 
To assess t h e  corer too l ' s  performance f o r  t h e  a n t i c i p a t e d  
range  of  comet so i l  p r o p e r t i e s  and t h e  envi ronmenta l  c o n d i t i o n s  
expec ted  (vacuum and v e r y  low tempera tu re ,  100-150 K ) ,  series 
of  g r a d u a l l y  more complex p r e l i m i n a r y  tests w e r e  performed, t o  
de te rmine  t h e  behaviour  of  some cr i t ica l  components. 
Model m a t e r i a l s  were, from softer t o  h a r d e r ,  porous ice, 
Cometary Analogue M a t e r i a l ( s )  (CAMS, e s s e n t i a l l y  LN2-sprayed 
i c e / O l i v i n e  d u s t  m i x t u r e s ) ,  compact ice and n a t u r a l  E t t r i n g e r  
t u f f  (medium-hard r o c k  w i t h  h a r d e r  i n c l u s i o n s ) .  
Corer  b i t s  and s h u t t e r  mechanisms were manufactured and 
tested t o  a s s e s s  f i r s t  t h e  adequacy of t h e  c u t t i n g  technology 
and t h e n  select t h e  most s u i t a b l e  d e s i g n ,  p r o v i d i n g  l o w  c u t t i n g  
power and proper "dry c h i p  removal", i .e. without t h e  
a s s i s t a n c e  of any c u t t i n g  and c h i p  t r a n s p o r t a t i o n  f l u i d .  
An early test rig us ing  an i n d u s t r i a l  power d r i l l  on a 
s l i d i n g  c a r r i a g e  w a s  f i r s t  used ( F i g . 4 ) ;  a cons tan t  t h r u s t  w a s  
imposed by imbalanced counterweight. The r i g  w a s  instrumented 
t o  measure d r i l l i n g  to rque  and advance. 
Up t o  n ine  "single step" drill bits with  d i f f e r e n t  t ypes  
and geometries of c u t t e r s  (var ious  tungs ten  carb ide ,  
impregnated and p o l y c r i s t a l l i n e  diamond) w e r e  sub jec ted  t o  
screening tests on t u f f  under ambient cond i t i ons  before  
s e l e c t i n g  a multistep drill bit with p o l y c r i s t a l l i n e  diamond 
c u t t e r s  and spec i fy ing  i t s  f i n a l  des ign (Fig .  3 a ) .  
T e s t s  w e r e  performed a t  ambient temperature on t u f f  and a t  
-25 C on t u f f ,  ice and ice-sand mixture.  A number of problems 
and d i f f i c u l t i e s  w e r e  encountered, mainly r e l a t e d  t o  d r y  c h i p  
removal. T e s t  on ice showed some problems due t o  increased  t e m -  
pe ra tu re ,  which changes t h e  water phase from s o l i d  t o  l i q u i d ,  
and v i c e  ve r sa ,  r e s u l t i n g  i n  ice production on t h e  auger,  
inducing r a p i d  c h i p  c logging and s topping d r i l l  pene t ra t ion .  
Despi te  t h e s e  i n i t i a l  problems, it was decided t o  pursue 
tests i n  cond i t i ons  more r e p r e s e n t a t i v e  of t h e  cometary o n e ' s ,  
a t  -180 C ( L N 2 ) ,  bu t  s t i l l  a t  ient nitrogen pressure. Tests 
on ice, t u f f  and CAMS (shown i n  Fig. 4 )  demonstrated successful 
coring performance of t h e  mu l t i s t ep  d r i l l  b i t  ( c f .  Table 1) 
under t h e s e  otherwise  more demanding condi t ions  : t h e  average 
hardness of t h e  t u f f  rock had no t iceab ly  increased  above t h e  
maximum s p e c i f i e d  value.  Temperature e l e v a t i o n  of t h e  d r i l l  b i t  
w a s  i n  t h e  o rde r  of 30 C max. f o r  t h i s  harder  mater ia l .  
The shutter valves w e r e  t e s t e d  a t  component l e v e l  i n  
a s s o c i a t i o n  w i t h  t h e  d r i l l  b i t  and c o r e r  w i t h  a simplified 
shutter mechanism, dead-weight loaded, (Fig .  5 ) ,  t o  v e r i f y  
t h e i r  c u t t i n g  ac t ion .  The i r  des ign (Fig .  3 e)  is  der ived from 
t h a t  of t h e  d r i l l  b i t ,  reaping thereby  t h e  b e n e f i t  of i t s  good 
performance, T e s t s  w e r e  conducted on g r a p h i t e  and on a 
s p e c i a l l y  prepared porous concre te  ("Gasbeton") i n  o rder  t o  
d e f i n e  t h e  c o r r e c t  va lve  geometry and t h e  most e f f i c i e n t  
p o s i t i o n  f o r  t h e  PCD c u t t e r s .  Af t e r  f i n a l  d e f i n i t i o n  of t h e  
va lves ,  tests w e r e  succes s fu l ly  performed on t u f f  a t  ambient 
temperature,  t hen  a t  -180 C on ice and on t h e  same concrete .  
Low Thermal-Vacuum Riq and Corer Tests 
An "external" test rig ( c f .  Figs.  6 t o  8 )  has been b u i l t  
t o  a l l o w  t e s t i n g  wi th  f u l l  control of rotation and drill 
advance parameters under ambient p re s su re  and, wi th  external 
actuation, under the 1 vacum (TV) condi t ions  : it f e a t u r e s  
t h e  main r o t a t i o n a l  and t r a n s l a t i o n a l  j o i n t s  of t h e  SAS ( i t e m s  
10 and 12 of  F i g . 2 ) .  
'IIV tests a r e  performed on t h i s  e x t e r n a l  test r i g  w i t h  t h e  
a d d i t i o n a l  implementat ion of a long  feed-through between t h e  
e x t e r n a l  a c t u a t i o n  and t h e  c o r e r  tool  i n s i d e  t h e  TV chamber : 
a s  no  emphasis on motors i s  given a t  t h i s  s t a g e  of  t h e  
development programme, t h e  e x t e r n a l  a c t u a t i o n  of  t h e  t o o l s  was 
a c c e p t a b l e .  The feed-through i s  made of  $WO concentric tubes of 
ca. 3 m long. :  t h e  outer tube t r a n s m i t s  t h e  t o r q u e  t o  t h e  c o r e r  
rod a l o n e ,  and t h e  inner tube t r a n s l a t e s  t h e  core c a n i s t e r .  
Th i s  c o n c e n t r i c  feed-through s l i d e s  on a f i x e d  s u p p o r t  mounted 
on t h e  upper f l a n g e  of  t h e  TV chamber, some 3 m from t h e  sample 
upper s u r f a c e ,  which imposes such a t u b e  l e n g t h .  
A t  f u l l  s t r o k e ,  some 4 m of  t u b e  and corer ex tend  i n s i d e  
t h e  chamber : t h e  l a t e r a l  s t i f f n e s s  must s t i l l  be h igh  enough 
t o  r o t a t e  t h e  corer up t o  150 rpm below t h e  f i r s t  c r i t ical  
speed;  it imposes a r i g i d  guidance  on t h e  f l a n g e .  
Consequentely,  a v e r y  c a r e f u l  a l ignment  of t h e  whole d r i v i n g  
s h a f t  i s  necessa ry ,  t o  l i m i t  t h e  a d d i t i o n a l  f r i c t i o n  on t h e  
f l a n g e  b e a r i n g s ,  d e s p i t e  t h e  implementat ion of  a n  e x t e r n a l  
compliance j o i n t .  Tubes are i n i t i a l l y  s u b j e c t  t o  a l a r g e  
t e m p e r a t u r e  g r a d i e n t  from o u t e r  ambient t o  t h a t  of t h e  cold 
shroud,  and t h e n  encoun te r  r a p i d  t empera tu re  v a r i a t i o n s  d u r i n g  
t h e i r  downwards d isplacement  whi le  c o r i n g .  
The c o n c e n t r i c  j o i n t s  and t h e  f l a n g e  b e a r i n g s  p r e s e n t  a 
d e s i g n  c h a l l e n g e ,  as t h e y  need t o  be vacuum-tight b u t  also t o  
a l l o w  r o t a t i o n  and t r a n s l a t i o n  of 1 m w i t h  a minimum f r i c t i o n ,  
i n  order n o t  t o  over load  t h e  e x t e r n a l  a c t u a t o r s ,  and t o  l i m i t  
fo rce - to rque  v a r i a t i o n s  which pose a c o n t r o l  problem. 
A h y d r a u l i c  p i s t o n  assists t h e  l i n e a r  a c t u a t i o n  d u r i n g  t h e  
TV tests, compensating f o r  t h e  a d d i t i o n a l  f o r c e s  due t o  t h e  
feed-through weight  and t o  t h e  vacuum. 
A l l  o f  t h e s e  v a r i o u s  mechanical ,  s t r u c t u r a l  and the rmal  
development problems w e r e  e v e n t u a l l y  overcome. For  a l e a k  rate 
a l l o w i n g  t o  main ta in  a vacuum of 10-3 Pa, t h e  r e s u l t i n g  f r i c t i o n  
t o r q u e  of t h e  o u t e r  s e a l  did n o t  exceed 100 Nm, and was less 
t h a n  60 Nm f o r  most of t h e  1 m s t r o k e .  F u t u r e  improvement 
shou ld  reduce  t h i s  f r i c t i o n  s t i l l  f u r t h e r .  
P r e l i m i n a r y  c o r i n g  tests have been r e p e a t e d  w i t h  t h i s  
equipment under  low t h e r m a l  vacuum c o n d i t i o n s ,  i n  a LN2 cooled 
CAM sample (Fig .10)  and i n  porous ice, w i t h  e q u a l  s u c c e s s  as a t  
ambient  p r e s s u r e .  C o n t r o l l i n g  t h e  speed of  advance, two 1 m 
c o r e s  w e r e  d r i l l e d  a t  t h e  lower speed of  30 rpm w i t h i n  15 min. 
The observed c h i p s  were f i n e ,  and t h e r e  was no c logg ing  
problem : no q u a l i t a t i v e  d i f f e r e n c e  due t o  t h e  vacuum c o u l d  be  
no ted  compared w i t h  p r e v i o u s  tests. 
Measurements, derived externally from motor current, and 
thus subject to uncertainties on the additional feed-through 
friction, indicated that the coring torque did not exceed 10 
Nm, well in the order of magnitude of previous values of 4 to 
5 Nm. For the next TV tests, adequate force and torque sensors 
will be placed in the chamber, mounted at the tip of the feed- 
through outer tube close to the corer rod, in order to measure 
and control these parameters more directly and more accurately. 
Test results achieved so far are promising with respect to 
the next tests in this programme : in a near future, a 
prototype integrated corer including its shutter valves and 
shutter  mechanism will also be operated in thermal vacuum. 
To our knowledge, this was the first time such a corer's 
capabilities had been demonstrated in a hard material under 
extremely cold conditions, using such a low specific thrust and 
power, and moreover in vacuum. 
CONCLUSION 
The Sample Acquisition System has been developed to meet 
the particular and highly unusual requirements of the ROSETTA 
CNSR mission. A functional design via which well-defined 
actions are performed sequentially by specific tools has been 
selected to provide reliability of operation. 
A step-by-step test programme has demonstrated so far that 
a corer and shutter valves with synthetic diamond cutters pro- 
vide adequate performance under low specific thrust and power 
at low temperature and in vacuum even for a rocky material with 
hardness superior to that anticipated in the cometary soil. It 
is concluded that, subject to there being a successful anchor- 
age, coring is an effective means of cometary soil sampling. 
Testing of the prototype corer with bottom shutter and of 
the surface tool under thermal vacuum will be the next step in 
the development of the Sample Acquisition System. 
The design of the tool described here is expected to find 
application in the context of other planetary missions in which 
large soil samples have to be acquired either for in-situ 
analysis or for return to Earth. 
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Table 1: Main drill bit test results achieved at -180 C 
(multistep drill bit, OD 150 / ID 100 mm) 
~ i g .  1. Sample A c q u i s i t i o n  
.. (3 Systems (SAS) overv iew . . .  
top left : ar t i s t ' s  c o n c e p t i o n  o f  
t h e  anchored  ROSETTA CNSR 
s p a c e c r a f t  ( r e f .  7 ) ,  w i t h  SAS 
( e a r l y  c o n c e p t )  a t  bottom centre, 
manipulator arm sampling w i t h  a 
surface tool, and earth return 
capsule a t  t h e  centre. 
right : p r e s e n t  SAS d e s i g n ,  s k e t c h e d  a f t e r  e x t r a c t i o n  of t h e  
1 m core sample.  Main elements : 1 : d r i l l  b i t ;  2 : t o r q u e  
t u b e ;  3 : secondary  l i n e a r  j o i n t ;  4 : s h u t t e r  v a l v e s ;  5 : 
s u p p o r t  table;  6 : g r i p p e r ;  7 : e x t e r n a l  c u t t i n g  d e v i c e ;  8: 
core c a n i s t e r ;  9 : s e p a r a b l e  l i n k ;  10 : main r o t a r y  j o i n t ;  11 : 
a n c i l l a r y  r o t a r y  j o i n t ;  1 2  : main l i n e a r  j o i n t ;  13,  14 : r e s p .  
upper  and middle  p o s i t i o n s  t o  be c u t ;  15-17 : c a p s .  
Fig. 2 .  Integrated corer  t o o l  prototype. 
a : s h u t t e r  mechanism; b, c  : s h u t t e r  l inkage; 
d : mult i s tep  d r i l l  b i t ;  e : s h u t t e r  valves.  
Fig. 3. Surface tool prototype 
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1 : c o r e r  t o o l  
2 : feed-through 
3 : i n t e r f a c e  w i t h  TV chamber 
4 : l i n e a r  a c t u a t i o n  
5 : h y d r a u l i c  p i s t o n  
6 : r o t a r y  a c t u a t i o n  
7 : s l i d i n g  c o n t a c t s  
8 : compliance j o i n t  
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A Compact Roller-Gear Pitch-Yaw Joint Module: 
Design and Control Issues 
Mark E. Dohring William J. Anderson f 
Wyatt S. Newman ! Douglas A Rohn 3 
Abstract 
Robotic systems have been proposed as a means of accomplishing assembly 
and maintenance tasks in space. Desirable characteristics of these systems include 
compact size, low mass, high load capacity, and programmable compliance to im- 
prove assembly performance. In addition, the mechanical system must transmit 
power in such a way as to allow high performance control of the system. Effi- 
ciency, linearity, low backlash, low torque ripple and low friction are all desirable 
characteristics. This work presents a pitch-yaw joint module designed and built to 
address these issues. Its effectiveness as a two degree-of-freedom manipulator using 
natural admittance control, a method of force control, is demonstrated. 
1 Introduction 
The use of robotic manipulators is attractive in space operations, whether as autonomous 
systems, or as tele-operated devices. Possible uses include assembly, repair and servicing, 
inspection, retrieval and exploration. Much effort has been devoted to the development 
of controls to accomplish suitable tasks. Somewhat less has been expended for improving 
the mechanical components in robotic systems. The interaction of the controls and 
the mechanical components' characteristics (i.e.: stiffness, backlash, friction) is often a 
serious issue. 
The major task in any control scheme is enforcing the desired behavior of the con- 
trolled system in the presence of disturbances: gravity, end effector forces, and collisions 
with obstacles; and internal dynamics: friction, mechanical stiffness, transmission dy- 
namics, actuator dynamics, sensor noise, and time delay. Position control attempts to 
force a specific end-effector trajectory. Force control tries to enforce a specified end- 
effector contact force. However, classical approaches to force control have had severe 
limitations and problems with instabilities [I]. 
'Case Western Reserve University, Cleveland, OH 
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An alternate approach to direct or explicit force control is to control not a vector of 
positions or forces, but the relationship between those variables using a programmable 
con~pliance or impedance [2,3]. The controller specifies the manipulator's response to en- 
vironmental disturbances in some desired way, usually emulating programmable springs 
and dampers. In impedance control, the stiffness and damping parameters can be ad- 
justed to the task at hand: high stiffness for precise positioning, and low stiffness to 
accommodate interaction forces. However, st ability of the system when interacting with 
its environment is still a problem [4, 5, 6, 7, 81 If the controlled system is to remain stable 
when coupled to an arbitrary passive environment (one that can be modeled using only 
passive elements), it must itself present a passive mechanical admittance to the envi- 
ronment at the end effector [7]. This imposes restrictions on how the intrinsic endpoint 
dynamics of a manipulator may be modified by the control. In particular, reducing the 
apparent (i.e. desired) inertia can result in a system that is not passive which will be 
unstable when coupled to some passive environment. 
One remedy is to accept the natural manipulator inertia and make no attempt to 
change it. However, this is often disappointing on machines which have large amounts 
of friction and other non-linearities such as gearing backlash. Friction limits sensitivity 
to small end effector forces and backlash makes stable control more difficult. Robots 
can be designed with lower friction and direct drive actuators to reduce transmission 
dynamics, but payload capacities are reduced, and the motors become larger and heavier. 
This raises several questions. Is it possible to compensate for friction and other effects 
without violating passivity? If systems must contain high friction components to meet 
payload, weight, and size requirements, can they be designed to make the compensation 
task easier? What approach can be used to get the maximum possible performance, 
given a particular manipulator system? 
Natural admittance control (NAC) [9,10] addresses these issues. Using this approach, 
i t  is not only possible to improve performance while maintaining stability, but also to 
identify mechanical design guidelines that improve ultimate performance. Also, it sug- 
gests that the endpoint admittance is a good performance measure. 
In this paper, we review the design of a 2-degree-of-freedom (2-DOF) pitch-yaw roller- 
gear joint module which has been developed to exhibit low friction and no backlash. The 
application of natural admittance control to the transmission will also be examined. 
Resulting system performance will be presented, along with recommendations for other 
designs. 
Two Degree of Freedom Arm 
The pitch-yaw module is part of a 2-DOF manipulator and was designed and built by 
NASTEC under contract to NASA Lewis Research Center [Ill.  It is similar in specifica- 
tions to the large joint of the Micro-Gravity Manipulator and the Laboratory Telerobotic 
Manipulator built by Oak Ridge National Laboratories for NASA-Lewis and NASA- 
Langley, respectively [12, 131, but uses roller-gears for torque transmission. Transmis- 
sions of this type have been shown to have some of the smoothness of pure traction drive 
transmissions with higher torque capacity at a given roller loading due to the gear teeth 
[14]. The module input is driven by a pair of gear motor drives having a 90:l ratio in the 
gear heads. A link is mounted to the pitch- yaw module output, creating a 2-DOF ma- 
nipulator arm, capable of moving payloads through a spherical-surface workspace. Over 
all, the joint is capable of lifting 220 Newtons (501bs) at a moment arm of 0.84m (33in), 
the length of the link. 
2.1 Pitch-Yaw Module Design 
The pitch-yaw module provides two degrees of freedom in a compact space. Figure 1 
shows a cross-section of the components in the module. In this drawing, the roller and 
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Figure 1: Drawing of pitch yaw module 
gear elements are cross-hatched, and much of the housing detail is omitted for simplicity. 
The module is a differential, having two parallel bidirectional inputs and a crossed-axis 
output which moves in pitch and yaw. Referring to the figure, the input bevel pinion 
gears drive the intermediate bevel gears. The input bevel rollers are splined to the pinion 
gears, and are spring-loaded axially against the intermediate bevel rollers. On each side 
of the module, the intermediate gear and roller are fixed to each other as well as to 
the transversing bevel gears and rollers. These intermediateltransversing assemblies are 
not, however, fixed to each other, but rotate individually about the pitch axis. Both 
transversing bevel gears drive the pitch-yaw output gear. The output roller is spring- 
loaded against the transversing bevel rollers and moves axially on the bevel gear via a 
spline. Rotation of the two inputs in the same direction at the same speed results in a 
pure yaw output; rotation in opposite directions at the same speed results in a pure pitch 
motion. All other combinations of input speed and rotation result in motions about both 
the pitch and yaw axes. The speed ratio across the module to either a pure pitch or pure 
yaw output is 3.4283. 
Figure 2 shows a photo of the module partially assembled. In this orientation, the two 
Figure 2: Photo of pitch yaw module 
input members are hidden at the bottom with axes vertical. The pitch-yaw output bevel- 
roller is on top, with the yaw axis vertical and the pitch axis horizontal. A bracket (not 
shown) is bolted to the output member, to which the link is attached. When integrated 
in the manipulator arm, the module's pitch axis, yaw axis, and the centerline of the 
output link are mutually perpendicular. The input members are each driven by a 90:l 
ratio gearbox at a maximum input speed of 2.3radiansIsec (22rpm). Maximum input 
torques are 27.1 N-m (240 in-lbf). Maximum output torque is 186 N-m (1650 in-lbf) on 
each axis. 
All gears are 20' pressure angle Zero1 bevel gears of case carburized AISI 9310 steel. 
Gear data are as follows: 
Number of Diametrical Pitch 
teeth pitch dia., in. 
Input Bevel Pinion (2) 28 16 1.750 
Intermediate Bevel Gear (2) 96 16 6.000 
Transversing Bevel Gear (2) 39 12 3.250 
P/Y Output Bevel Gear 39 12 3.250 
Rollers are also made of case carburized AISI 9310 steel with slightly crowned cones to 
produce elliptical contact areas. Rollers are loaded so that they can transmit 20 percent of 
rated torque at a traction coefficient of 0.06 with traction grease. This requires a normal 
force of 4900N (1100 lbf) at each input bevel roller/intermediate bevel roller contact 
(axial spring force of 1370N (308 Ibf)), and a normal force of 6620N (1490 lbf) at each 
transversing bevel roller/output bevel roller contact (axial spring force per contact of 
9360N (2100 lbf)). Other critical features of the roller-gear design include the following: 
precision setup of each bevel gear pair with fitted spacers for minimum backlash; precision 
control of roller-gear pair axis concentricity; and high capacity needle thrust and radial 
bearings for reacting input roller forces. Complete details are given in [ll].  
The value of having rollers in the drive train is twofold. First, they remove backlash 
from the system. At startup, when the gear teeth are not fully engaged, rollers transmit 
torque. Although the theoretical speed ratio of each roller pair is identical to that of 
its paralleled gear pair, rollers undergo a small loss in motion known as "creep" when 
transmitting torque. This allows the gear pair to "catch up", and begin transmitting 
torque shortly after motion ensues. Second, they attenuate gear cogging and ripple in 
the output motion. Rollers accomplish this by reacting the radial component of gear 
tooth contact forces so that the teeth transmit purely tangential forces. 
An alternative design which uses only rollers and transmits all torque through traction 
contacts will produce smoother motion that is completely free of gear induced ripple. A 
pure roller design, however, requires much higher magnitudes of normal forces at the 
roller contacts. This necessitates incorporation of a cam-actuated variable load system 
to maintain reasonable part load efficiencies, and larger bearings and heavier housings to 
- 
minimize deflections. Also, high preloads result in high inherent friction. In comparison, 
the large, all-roller pitch-yaw joint, with a dry-lubed traction coefficient of 0.1 [12] had 
roller normal loads 2.5 to 3 times greater than those in the present roller-gear drive 
module. If the roller drive had been designed with a coefficient of 0.06, as was the 
roller-gear drive, the loads would have been even higher. Further, the present spring- 
loaded, constant roller-preload design represents a simplification over the variable preload 
mechanism. 
2.2 Drive System and Instrumentation 
The system is well-instrumented, making it useful for analyzing its characteristics and 
developing sophisticated control strategies. Each gear motor has a tachometer (as well as 
a brake) coupled directly to the motor shaft. The roller-gear inputs are driven through a 
torque meter, and a brushless resolver for measurement of input angle is built into each 
input drive train. As shown on figure 1, brushless resolvers are incorporated in both the 
pitch and yaw axes for measurement of output angle. For measurement of end-effector 
force, a load cell was mounted at the end of the link, although this signal was not used 
for control. 
The module is controlled from a PC with custom made electronics for either prepro- 
grammed tasks or operation with a joystick. A data processing system stores values from 
all system variables at 5 millisecond intervals for either digital printout or direct plotting 
of motor speeds, input angular positions, input torques, output pitch and yaw positions, 
output pitch and yaw velocities, and endpoint force parallel to the yaw axis. 
2.3 Pitch-Yaw Module Tests 
Static stiffness tests were conducted by fixing the inputs and measuring deflections of 
the output link in the pitch direction only under various dead-weight loads. The input 
pinion couplings were locked, and a .0001 in/div dial indicator was used to measure 
output deflections at a distance from the axis centerline of 0.84 m (33 in). The link and 
loading system represented a tare torque of 28.7 N-m (254 in-lbf) at the initially "zero" 
deflection point. Load torques of 9.29, 18.8, 37.2, and 58.4 N-m (82.2, 166, 329, and 
517 in-lbf) were applied. The resulting deflection data were fairly linear, producing a 
least-squares fit for the slope (i.e.: stiffness) of 15,100 N-m/rad (134,000 in-lbf/rad). 
By comparison, at full rated input torque, the theoretical stiffness of the gears was 
calculated to be 565,000 N-m/rad (5,000,000 in-lbf/rad). Since the rollers act in parallel 
with the gears, and are expected to have approximately the same order of magnitude 
stiffness as the gears 1151, the stiffness of the roller-gear train should be higher than the 
gears alone. Note that this is for the rollers and gears alone. The large discrepancy 
between measured and theoretical is due to the fact that the theoretical value does not 
include the compliance of shafting, bearings, structure, and connections. It has been 
shown that the soft elements in similar systems are the structure and bearings [16]. The 
complex interaction of these components is beyond the scope of this paper. Backlash 
was also evaluated with the stiffness setup. No backlash was measured at the output 
pitch-yaw member with the inputs locked. 
Efficiency of the pitch-yaw module was measured by summing the input torques from 
each input while lifting weights through a 30' angle with the link near horizontal. The 
loading system made it impossible to apply a torque about the yaw axis without also 
loading the pitch axis. Therefore for simplicity, tests were limited to pitch moves. The 
module was operated at four load levels: 0, 24.4, 81.9, and 137 N-m (0, 216, 725, 1210 
in-lbf). Measurements were averaged during the constant speed portions of open-loop 
lifts, consisting of an acceleration, constant speed, and deceleration to stop. The total 
lift move required less than one second; the duration of the constant speed portion was 
about 0.35 sec. 
The total frictional loss at zero output load was determined to be .89 N-m (7.9 in- 
Ibf). Efficiency data are plotted as a function of percent design load in figure 3. As 
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Figure 3: Pitch-Yaw Module Efficiency: Pitch Axis 
would be expected for roller or gear systems, efficiency increases with increasing load. 
At approximately 50% load, measured values ranged from 88 to over 97% efficiency. The 
results indicate that pitch axis efficiencies of 98% or greater can be expected when the 
module is loaded at 80% or greater of full load rating. 
2.4 Implications for Natural Admittance Control 
This system is well-suited to NAC. Perhaps the most important feature is the location 
of the torque transducers between the gear-motors and the pitch-yaw module. Other 
experimenters have shown that closing torque or force loops around transmissions, not 
around links or whole manipulators, produces more robust force control [17, 18, 191. In 
this configuration the pitch-yaw module and its link mass act as a filter for the environ- 
ment, in effect becoming part of it. The filtering effect of the combination of link mass 
and transmission compliance makes the control more robust by limiting the apparent en- 
vironmental stiffness. Further, endpoint dynamics are bandwidth limited by the physical 
dynamics between the sensor and the endpoint. 
The pitch-yaw module's design qualities: smoothness, low-backlash, and moderate 
friction, provide a fairly linear, distortion-free filter. This is important since the location 
of the torque transducers makes it impossible to perform feedback compensation of any 
friction or other dynamics in the pitch-yaw module itself (or the link). Fortunately, most 
of the friction and backlash in the system resides in the gear-motor. This friction, located 
between the actuators and the torque transducers, can be compensated by the control 
using torque-feedback compensation. 
An obvious question immediately comes to mind: why not put a sensor at the endpoint 
and compensate for all of the friction? The answer is fundamental to the nature of force 
control and the guiding principle behind NAC. Simply put, one can, but the limit on 
how far the dynamics at the end effector can be improved (i.e. friction reduced) is more 
restrictive. It is far more difficult to passively compensate for friction located beyond a 
major compliance in a mechanical chain. This has been analyzed elsewhere (see [20]), 
however to get a feel for why this might be so, consider the task of pulling a cinder 
block slowly along a floor using a bungee cord. As one begins to pull, the cord stretches, 
building up a force until it exceeds the maximum static friction between the block and 
the floor. The block then breaks free and begins to slide, possibly too fast requiring 
the actuator (person pulling the cord) to back off. The block then stops and the cycle 
repeats. The resulting motion is jerky instead of smooth. 
Placing a force sensor at the distal end of the block and using it in a force feedback 
scheme is an exaggerated analogy to the task of force feedback around an entire manip- 
ulator. However, if one mounts the actuator firmly to the block, places the sensor, as 
before, on the other side, and connects the cord to the sensor and to a second, polished 
block, the task of making this second block move smoothly is much easier and much of 
the friction in the cinder block can also be masked. This is similar to the situation in 
the present mechanism. Most of the friction is close to the actuator. The torque sensor 
is next, and the output, the pitch-yaw module, is relatively low friction. 
Another beneficial feature of this system for NAC is the selection of feedback sensors, 
which is larger than that in more standard manipulator designs. These sensors allow for 
the identification of important dynamic quantities used in the control, and also provide 
more flexibility for feedback. The tachometers, mounted directly on the motor shafts, 
are particularly important because the velocity loops closed around the motors include 
a minimum of unmodeled dynamics. 
3 The controller 
3.1 A simple model 
In designing any controller, several goals must be met; a crucial one is stability. For 
systems that interact with the environment, stability must be assured not only for iso- 
lated operation, but also when the system is coupled to the environment. Guaranteeing 
coupled stability for an arbitrary environment is not possible; however, the class of en- 
vironments presenting a passive impedance (i.e. one that could be constructed entirely 
from passive elements) represents a useful class of target environments. By designing a 
controller that presents a passive endpoint admittance, coupled stability with any pas- 
sive environment is assured. Passivity places limits on what is achievable in masking 
manipulator dynamics [6]. In particular, attempting to reduce the apparent mass of the 
manipulator is problematical at best and easily violates the passivity criterion, resulting 
in coupled instability for some passive environment. 
Consider the simple, linear, 1 degree of freedom model of figure 4. This model repre- 
sents a single mechanical link with one resonance. M, is the actuator inertia reflected 
Figure 4: Simple two mass model 
through the transmission, and M, is the link inertia. F, and v, are the actuator effort 
and velocity, while Fe and v, are the force and velocity at the end of the link. 16 and 
Bt represent transmission stiffness and damping. F, represents the force in the spring- 
damper combination. This model can be used for one joint on any manipulator with 
rigid links and one dominant compliance in the transmission. 
Feedback from an end-mounted effort sensor is often used to implement force control 
on an existing manipulator. This is the approach used in [lo] where an implementation 
of NAC on a General Electric P-50 manipulator is presented in detail. The two-port 
admittance matrix was used to develop an appropriate control law using feedback from v, 
and F,. As shown in [lo], the high frequency closed loop endpoint admittance approaches 
This represent the maximum possible performance at low frequency as well since, increas- 
ing the low frequency admittance above this asymptote will violate passivity conditions. 
Nevertheless, NAC can be successfully implemented on this type of architecture if 
this limit is accepted. However, if the sensor is moved closer to the motor, as in the 
manipulator in this work, measuring F, instead, the control problem is not only simplified, 
but stability is easier to achieve, since the distal mass, M,, and transmission compliance 
form a mechanical filter which effectively limits the environmental stiffness the control 
will encounter. Thus, passivity with respect to 2 need only be maintained over a certain 
band of frequencies to achieve passivity with respect to z. 
The following is a description of the natural admittance controller implemented on 
the pitch-yaw module manipulator. For convenience, all measurements were reflected 
to the input pinions of the pitch-yaw module and converted to SI units, providing a 
consistent frame of reference for all dynamic quantities and eliminating the need for 
explicitly including the transmission ratios in the design. 
3.2 Natural Admittance controller 
A natural admittance controller operates by enforcing the manipulator's behavior to 
track a frictionless dynamic model of the manipulator, thus maximizing the end-point 
mechanical admittance. NAC also recognizes that there is a theoretical limit to what 
that maximum is. The limit (at low frequency, arguably the most important region 
for interaction tasks) is set by the intrinsic inertia of the manipulator as seen at the 
endpoint. In our case, most of the inertia in the system is the inertia of the gear-motors 
seen through the 90:l transmission. 
An inner proportional+integral velocity loop is given commands based on what the 
acceleration of the drive axis would be if there were no friction. The torque transducer 
signals are combined with gravity and friction estimates, as well as a virtual torque 
command derived from the desired endpoint stiffness and damping, to generate a net 
torque. The net torque is divided by the control's design inertia (normally the best 
estimate of the actual inertia) to generate a desired acceleration. This acceleration is 
integrated once for the velocity command, and a second time for the position (integral 
velocity) command. 
If the velocity loop was perfect, then the manipulator would indeed appear frictionless 
from the torque transducer to the motor. Again, since the friction in the pitch-yaw 
module itself is outside the feedback loop, it is not compensated for in any way. However, 
making the velocity loop as good as possible motivated two key components of the control 
strategy: an observer to reduce tachometer signal noise, and a feed-forward friction model 
containing a dependence on the load applied. The friction model was used not only to 
reduce the burden on the velocity loop, but to improve the filtering capabilities of the 
observer. A more detailed presentation of the control design appears in [21], while a 
simple mechanical model offers an explanation of the load dependence of the friction 
appears in [22]. 
It is, in principle, possible to choose a control design inertia different from the ac- 
tual inertia. Decreasing it would increase the low frequency admittance and help reduce 
impact transients. However, this will exceed the restrictions imposed by passivity re- 
quirements and lead to instability in contact with some stiff but passive environments. 
It is possible to increase the design inertia higher than the actual, but this will reduce 
the endpoint admittance at low frequency. 
The endpoint's desired stiffness and damping can be controlled, however. This is 
done using a virtual reference frame (i.e. desired endpoint position and velocity) which is 
connected (mathematically) to the actual endpoint position and velocity through virtual, 
and programmable, springs and dampers. A correcting force is calculated based on 
the deviation of the desired and actual endpoint states and the desired stiffness and 
damping characteristics. This force is projected mathematically to the individual drive 
axes as torque commands and added to the other torques (sensed, gravity, and friction) 
in the NAC algorithm. Thus, dragging the virtual frame around the workspace causes 
the manipulator to follow, but, when obstacles (or work surfaces) are encountered, the 
endpoint force is regulated by the desired stiffness and damping characteristics chosen 
by the operator. 
3.3 Friction Measurements under Natural Admittance Con- 
trol 
With the virtual end-point stiffness and damping set to zero, the manipulator would 
ideally behave like a pure inertia. In reality, it comes quite close. The friction in the 
gear-motor drives is nearly completely masked, leaving only the much lower friction in 
the pitch-yaw roller-gear module. 
Measurements were taken to determine the extent of the natural admittance con- 
troller's effect on the gearbox friction. A force was applied through the load cell to 
impart a slow, constant-velocity pure pitch motion. With NAC off, a force of 67N at 
the endpoint was required to overcome the friction of the drive trains and establish mo- 
tion. Turning NAC on reduced the force required to about 2.5N. These figures translate 
into expected pinion torques (assuming lossless transmission through the differential) of 
8.3N-m (NAC off) and 0.31N-m, (NAC on). The torque transducer signals were 6.5N-m 
and 0.07N-m for the two cases, implying frictional torques in the pitch-yaw differential 
of 1.8N-m and 0.24N-m. 
The reduction in the required effort at the endpoint (and similarly the reduced torque 
measured at the pinion roller-gears) indicates that the apparent friction in the gear-motor 
drives was attenuated by more than an order of magnitude. Therefore the minimum force 
the manipulator can present to the environment under NAC is now limited mainly by 
the friction in the pitch-yaw differential itself. Since this friction is inherently low, the 
end-point force deadband is also low, and the system using NAC exhibits good sensitivity 
to end-point forces. 
This result illustrates the advantage of placing the majority of the mechanical fric- 
tion in a manipulator close to the actuator, between the actuator and the torque sensor. 
Friction beyond the torque sensor is not compensated for in the implementation. 
One may well ask why not? Why not use the endpoint sensor in the natural admit- 
tance controller? One could, but doing so forfeits the robustness enhancing effects of a 
mechanical filter between the sensor and the environment. 
3.4 Stiff Environment Contact Tests 
To test the ability of our control to exhibit stable behavior when interacting with stiff 
environments, the endpoint was programmed for moderate stiffness and damping and 
commanded to collide with a rigidly mounted aluminum angle bracket at moderate speed. 
The load cell mounted on the end of the link measured the contact force. As shown in 
figure 5, the contact force reached a stable final value. 
To explore the effects of incorrectly estimating the inertia, we repeated the experiment 
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Figure 5: Impact with best estimate of inertia 
using different inertias to compute the desired acceleration in the natural admittance 
controller. (The observer still used the best estimate of the inertia.) Values of one- 
half, one-quarter, twice, and four times the measured inertia were tried. Values for the 
endpoint stiffness and damping were also scaled to maintain a similar response. As 
expected, lower inertia values resulted in contact instability (figure 6). Contact using 
high inertia values was stable and tended to settle sooner (figure 7). 
200, Design Inertia = 112 * Actual Inertia I 
-501 I 
0 1 2 3 4 5 6 7 
T i e  (sec) 
200, Design Inertia = I14 * Actual Inertia I 
-501 I 
0 1 2 3 4 5 6 7 
T i e  (sec) 
Figure 6: Impact with underestimated inertia 
4 Discussion 
Natural admittance control provides a mechanism for implementing force control in sys- 
tems containing high levels of friction and transmission non-linearities in a manner that 
maintains passivity, provided that those undesirable characteristics are placed carefully 
in the mechanical design. Performance can approach the theoretical limit. 
Our experiments indicate the beneficial effects of a final transmission stage that is 
low in inherent friction. It can be shown that there are fundamental restrictions on the 
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Figure 7: Impact with overestimated inertia 
ability of a control algorithm to reject friction in a mechanical system. A particular 
problem occurs if the friction to be rejected is located far from the actuator coupled to it 
through a compliance, even a linear one. Trying to reject this "distal" friction can lead 
to an unstable system, showing the importance of designing mechanical systems with low 
inherent friction near the output, instead concentrating mechanical compliance (linear 
and non-linear), backlash, and non-linear friction such as Coulomb friction close to the 
actuator so that they can be successfully mitigated. 
Also, as shown by this investigation, a crucial factor in the design of a controller is 
simply the availability of sensor signals. These are important for control model develop- 
ment, as well as for actual use by the control algorithms. Additionally, it is important 
to have at least one signal directly from the motor, either position or velocity. 
5 Summary and Conclusions 
A pitch-yaw joint was developed making use of a unique cone roller and Zero1 bevel gear 
differential module. The use of rollers and gears in parallel combines the backlash-free 
operation of pure roller drives with the high torque capacity and lower bearing loads 
of gears. Reaction loads on the bearings of the roller-gear module were at least 2.5 
times smaller than a similarly designed pure roller module. The variable preload devices 
required on pure roller drives were also replaced with a simpler spring-load system. The 
pitch-yaw module was driven by two gear motors via inline torque transducers. Rated 
load in either pitch or yaw was 186 N-m (1650 in-lbf). Mechanical efficiency of 97.5% 
was measured at 73% of rated output load, and zero backlash was found. 
A force-control scheme modeled on natural admittance control was implemented on 
the drive system. The system exhibited good force control performance maintaining 
stable interaction with a stiff environment. The natural inertia of the system was ac- 
cepted and used as the desired inertia and friction was compensated through the natural 
admittance controller which made the manipulator track an ideal, frictionless manipula- 
tor. An observer greatly improved the performance of the velocity controller, allowing a 
four-fold increase in the loop gain. Interestingly, using the integrated velocity estimate 
for the position (integral velocity) feedback was also beneficial. The observer, in turn, 
was improved through the use of a friction estimator which included a load-dependent 
friction component and was fit to experimental data. As implemented, we successfully 
compensated for a large measure of the friction in the gear-motors in the presence of 
severe backlash. 
The configuration of the joint module helped make the control more robust. The 
placement of the pitch-yaw module between the torque transducers and the environment 
limits the apparent environmental stiffness presented to the control by acting as a me- 
chanical filter. However, any friction, backlash, or other undesirable mechanical effects 
located past the torque sensors could not be compensated for. Therefore the properties 
of the pitch-yaw module, with its low friction, smoothness, and low backlash, were crucial 
to the ultimate performance of the system. 
Two mechanism design principles may be drawn from this for force-controlled manip- 
ulator systems. First, it is beneficial to have some form of mechanical filtering between 
the force or torque sensor and the environment. Second, since it is not possible to use 
the torque sensor to compensate for down-stream dynamics, it is important to make 
them as "friendly" as possible, i.e. put the most "ideal" (e.g.: low friction) components 
down stream of the sensor and put the components with undesirable dynamics (e.g.: high 
friction) up stream, closer to the actuator than the sensor is. 
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Mars Rover Mechanisms 
Designed for Rocky IV 
Tommaso P. Rivellini* 
ABSTRACT 
A Mars rover prototype vehicle named Rocky IV was designed 
and built at the Jet Propulsion Laboratory during the fall of 1991 and 
spring 1992. This vehicle is the fourth in a series of rovers designed 
to test vehicle mobility and navigation software. Rocky IV was the 
first attempt to design a vehicle with "flight like" mass and 
functionality. It was consequently necessary to develop highly 
efficient mechanisms and structures to meet the vehicles very tight 
mass limit of 3 Kg for the entire mobility system (7 Kg for the full 
system). This paper will discuss the key mechanisms developed for 
the rover's innovative drive and suspension system. These are the 
wheel drive and strut assembly, the rocker-bogie suspension 
mechanism and the differential pivot. The end-to-end design, 
analysis, fabrication and testing of these components will also be 
discussed as will their performance during field testing. The lessons 
learned from Rocky IV are already proving invaluable for the design 
of Rocky VI. Rocky VI is currently being designed to fly on NASA's 
MESUR mission to Mars scheduled to launch in 1996. 
INTRODUCTION 
Research on planetary rovers began in the early sixties for the 
Surveyor lunar rover (which never flew) by M.G. ~ e k k d r  [I]. 
Bekker's work culminated in a six wheeled rover with a flexible 
body. Planetary rover work lapsed for many years until the Mars 
Rover Sample Return mission was conceived. At that time the Jet 
Propulsion Laboratory (JPL) began investigating new rover 
configurations to offer even higher mobility. The design evolution 
began with the invention of six wheeled configurations utilizing links 
to articulate the body so that equal weight distribution was 
maintained on all wheels at all times. This rover was 
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named the Pantograph. A Rocker-Bogie configuration was then 
developed to overcome some of the limitations of the link articulated 
rovers. Rocky and Rocky IIT were built to prove their rock climbing 
capability. Rocky III, a rover weighing 25 kg and 50 crn long showed 
enough potential as an integrated rover system that Rocky IV was 
funded by NASA's code-R to demonstrate a full end-to-end behavior 
controlled high mobility planetary rover system. The project was 
managed in a fast paced "skunk works" fashion to show that such a 
vehicle could not only be built, but that it could be done quickly and 
inexpensively. In addition to the functional requirements of the 
rover system it was required that the rover be built to "flight-like" 
mass of only 7 kg. Some of the key components of the rover 
mobility system will be discussed in more detail. 
SUSPENSION 
The term Rocker-Bogie refers to the two link suspension 
system comprised of a trailing rocker arm with one wheel, and a 
bogie with two wheels pivoted at one end of the rocker arm. This 
configuration gives the vehicle excellent terrain following abilities 
which is crucial for a high mobility vehicle. The suspension 
geometry, which includes wheel diameter and spacing, pivot 
locations and center of gravity location, was optimized in 2-D for the 
minimum coefficient of friction required to climb axle high vertical 
bumps when the vehicle was going both forward and backward. The 
3-D performance on rocky terrain was then analyzed using an 
elastodynamic analysis software package called Adams [2]. 
Figure 1 shows the geometry of the Rocky IV suspension 
system. The front and rear wheels are steerable whereas the center 
wheels are not. This allows Rocky IV to turn in place by steering 
about its center point. The behavior control navigation scheme relies 
on sensor information on the rover suspension to tell it what the 
rover is doing and what position it is in. This allows the computer to 
decide if the rover is getting into a hazardous situation or not. To 
provide this information potentiometers are used to give the angular 
position of the bogie with respect to the rocker arm. Physical stops 
limit the maximum rotation but the sensors allow the rover to stop 
and back away before these limits are reached. A potentiometer is 
also located in the differential link, which will be discussed later, to 
provide the rest of the information required to define the state of the 
rover. The two physical stops are called the bump stop and the cable 
stop. The bump stop consists of two rubber pads attached to a steel 
pin through the back of the bogie, which makes contact with the back 
side of the rocker arm's forks This limits foreword rotation of the 
bogie. The cable stop is a cable attached to the aft end of the bogie 
going up the the rocker arm through a small hole. Impact shock is 
mitigated by compressing a foam pad between the rocker arm and 
the cable end as the cable reaches maximum extension. 
The maximum rotation of the bogies with respect to the rocker 
was chosen by considering the rover's ability to traverse a trench. 
Figure 2 shows the rover configuration analyzed. If the front wheel 
is allowed to fall too far, the moment created when contacting the far 
side of the trench would have a tendency to overturn the vehicle. If 
the front wheel was not allowed to rotate enough the vehicle's 
terrain following ability would have been reduced. The angle was 
chosen which required the .front wheel to have the same minimum 
coefficient of friction to climb the far wall as the largest minimum 
coefficient of friction required for any one of the wheels to climb a 
step directly in front of it. This angle is 30 degrees. 
A static test model of the  main rocker arm structure was 
fabricated early on to verify the structural analysis done on it. A 
series of dead weight static tests were conducted where the 
maximum deflection was recorded. The tests were performed by 
incrementally adding and then removing weights suspended from 
the rocker arm. No more weight was added when there was 2% yield 
on the structure. The results verified the analysis to within 10 
percent of the predicted performance. The results of the tests were 
that the servo mounting structure was thinned down and some 
thickness was added to the top of the arm just above the main pivot. 
WHEEL DRIVE ASSEMBLY 
The wheel drive assembly is comprised of two major parts, the 
wheel strut and the motor-gearbox. The wheel strut is the structure 
which holds the wheel to the suspension. Steering is done on four of 
the six struts at the top of the strut. Due to the fact that there were 
six wheel drive assemblies, it was crucial that as much mass as 
possible be removed from the structure without compromising its 
integrity. The first attempt at the strut design involved machining a 
channel down the length of the strut and then closing the cross 
section by welding on a cover. A complete test strut was fabricated 
in this manor early on. The machine time and the added wall 
thickness' required to counter the effect of annealing caused by 
welding, proved to be costly and heavy. With the knowledge gained 
from having fabricated the first test model we were able to invent a 
lighter and cheaper strut. This approach involved designing a tool to 
allow under cutting in the strut cross section. The process utilized an 
end mill with a neck whose diameter was half that of the cutting 
diameter. The tool first penetrated all the way through the strut, it 
was then raised so that the cutting length of the tool was in the 
middle of the strut cross section, thus leaving a predetermined wall 
thickness above and below the tool. The part was then moved 
around under the tool (N/C machine) so that a region larger than the 
through hole was milled out, in effect hollowing out the strut. Figure 
3 shows the resultant wavy pattern in the strut walls. The 
machining for the strut was done on a numerical control end mill in 
order to save both time and money. 
A NASTRAN analysis was done on the strut using the worst 
case loading conditions. The worst case loading was assumed to be 
an accidental drop of one wheel diameter. Figure 4 shows the 
NASTRAN model of the strut. The maximum stress was found to be 
on the inner portion (of the arc) of the 3rd and 5th through holes 
(from the top) as well as the outside portion of the 4th through hole. 
There was not enough time in the project to optimize the strut design 
so the NASTRAN analysis was used only to verify that the structure 
was not stressed beyond its limits. The analysis did give a 
considerable amount of insight as to where mass could be removed 
and were mass should be added. This information is already proving 
useful in planing the follow-on rover strut design. 
Steering is performed on four of the six wheels. A single thin- 
line X-type bearing is used to allow rotation. The bearing is 
protected from dust by two O-rings, one above and one below it. In 
an effort to save time and money, commercial radio controlled model 
sailboat servo motors are used to perform the steering. One servo 
per steerable wheel is used. The servos are hard wired into the 
computer which controls their rotation. Ackerman steering is 
employed for Rocky for efficient turning. Rather than compute all 
the angles required for all wheels for any given turn angle, six 
discrete turn angles were preprogramed and the ackerman angles 
were "looked up" to make a turn. 
The drive mechanism contains a single 12 volt DC permanent 
magnet electric motor coupled to a four stage planetary gearbox. The 
motors were purchased from Escap but the gearbox was purchased 
from a surplus store and modified to reduce the mass of the casing. 
The gearing ratio is 400:l and provides a maximum of 0.20 N cm of 
torque. This torque level ensures that Rocky 4 is not torque limited 
under the worst predicted loading conditions. The motor rotations 
are counted for the computer via an optical encoder mounted just 
before the pinion on the motor drive shaft. An encoder wheel, 
painted half black and half white alternately reflects light back to 
the encoder once per revolution. Four hundred revolutions indicated 
one wheel revolution. The last stage of the gearbox couples directly 
to the wheel hub through four steel pins, one per planet gear. The 
wheel hub was also machined with a numerical controlled milling 
machine. Figure 5 shows a photograph of a complete bogie assembly 
with all the parts of one wheel drive assembly displayed. The wires 
are for the optical encoder, no motor wires are shown. 
DIFFERENTIAL PIVOT 
Rocky 4 is a single body design with independent left and right 
suspension. The main structural support to the body is via a single 
aluminum tube connecting the left and right side. This alone 
however leaves one degree of freedom unconstrained, pitch rotation. 
This degree of freedom is taken out by a differential pivot which 
mounts at the rear of the rover body and connects the left and right 
suspension. The pivot has the effect of averaging the motion of the 
left and the right, thus providing a relatively smooth and stable ride 
for onboard electronics. The pivot mechanism is made up of a main 
mast with a pivot at the top. The angle of the pivot axis of rotation is 
parallel to the line connecting the rocker arm main pivot and the link 
attach point. A cross arm pivots about this axis and extends from the 
left to the right suspension. The cross bar is connected to the 
suspension via two links with ball joint ends. The ball joint ends 
allow the links to rotate and follow the rocker arm and the cross bar 
freely. The height of the mast was determined by the maximum 
angle the ball links could rotate laterally. To save time and money 
model airplane ball links purchased from a local hobby shop were 
used, and performed very well. 
As was previously mentioned the differential link was encoded 
using a potentiometer to provide the computer with "attitude" 
information. The potentiometer was designed into the pivot design 
from the beginning to allow easy access for calibration and removal. 
VEHICLE SYSTEM DESIGN 
The total vehicle mass came out to 7.1 kg which was 
distributed as follows: 
Control Electronics 1212 g 
Rock Chipper 150 g 
Video transmitter 500 g 
Electrical systems 1717 g 
Mobility System (structure) 3521 g 
Rocky IV was designed and sponsored for a demonstration which 
occurred in early may at JPL in a dry riverbed behind the lab.. The 
Rocky IV complete system included the rover, a "lander" which 
provided a radio link to the rover, stereo imaging, an optical homing 
beacon and a radio link to the control crew. The purpose of the 
demonstration was to show an end-to-end operation of the high 
mobility behavior controlled rover system. To this end the demo 
required the rover to first exit the lander and deploy a functional 
micro seismometer one meter from the lander. A soil sample was 
then taken by Rocky with an onboard scooping mechanism. A rock 
to be inspected was then selected by the ground crew via the lander 
imaging system. The rover drove to the rock, avoiding hazardous 
obstacles on the way, took a spectrum of the weathered rock, 
chipped the weathering rind off the rock and took another spectrum 
of the virgin rock. The rover then returned to the lander on its own 
and deposited the previously acquired sample. A considerable 
amount of time was spent debugging and refining the software 
responsible for controlling the vehice1e. The final result was a highly 
successful demonstration of the fully functioning system. Figure 6 
shows the computer drawings used to fabricate piece parts as well as 
to configure the rover. Figure 7 is a photograph taken of Rocky IV 
just after final assembly. 
CONCLUSIONS 
The experiences gained from the end-to-end design and 
fabrication of Rocky 4 are already proving to be of great value. We 
are currently designing Rocky 6 which is scheduled to be launch 
aboard NASA's MESUR Pathfinder Mars lander in 1996. Many of the 
issues the design team must address have already been dealt with on 
a first order basis therefore allowing us to design a much better 
system. Some of the lessons learned are given here. 
The field test verification of the quasi static computer modeling 
and optimization was tremendously valuable. It gives the rover 
design team a very high level of confidence in the design tools which 
have been developed over years. This level of confidence is very 
important for making accurate predictions for highly constrained 
missions such as MESUR which can not afford to carry large rovers to 
Mars. The field testing also revealed aspects of the design which are 
not feasible for modeling on a computer. Vehicle-ground interaction 
over rough and rocky terrain is the most important aspect. Field 
testing has shown when and where the rover would "hang up" on 
obstacles. It showed us that almost every time the rover became 
caught on a rock, it was able to successfully back out of the situation. 
It was also found that the wheel struts would occasionally catch on 
rocks and hold the rover back. Such testing is not only valuable for 
design purposes but will also prove valuable to operations planning. 
Integration of the potentiometers into the vehicle structure 
was not as simple a matter as thought. Simplicity was a design goal 
in order to increase reliability. Unfortunately the simplest ideas 
were not always the lightest. Often the most mass efficient ideas 
were impossible to assemble. The final designs for the potentiometer 
integration was both simple and light, but was somewhat delicate at 
first. The potentiometers slipped during the first week of field 
testing. Fortunately only a simple modification was required to fix 
the problem. 
Finally, the fast paced, low cost approach to the design was 
very successful. So successfui that the JPE micro-rover project was 
singled out in the latest NASA report card as a successful example of 
cheaper, faster, better, and a paradigm for future projects. 
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Figure 1. Rocky IV Rocker-Bogie suspension geometry. 
Figure 2. Geometry analyzed for the rover crossing a trench. 
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A Module Concept for a Cable-Mesh Deployable Antenna +3ybj$ 
Akira Meguro" i' 
Abstract 
This paper describes the design, manufacture, and deployment tests of a 
modular mesh deployable antenna. Reaction forces and moments created by a 
mesh and cable network are estimated using CASA. Deployment analysis is carried 
out using DADS. Three types of deployable antenna modules are developed and 
fabricated. Their design approach and deployment characteristics are also 
presented. Ground deployment tests are performed to verify design criteria. 
INTRODUCTION 
In recent years, the role of satellite communication has changed from being a 
supplemental system to being the main element of an advanced mobile 
communication system. An advance satellite communication experiment is being 
conducted using the engineering test satellite VI (ETS-VI) which is equipped with 
two deployable antennas 2.5 m and 3.5 m in diameter. While ETS-VI is expected to 
achieve its primary goal of advanced satellite communication, it may be insufficient 
for personal and anytime-anywhere satellite communication due to it's limited 
mission capabilities and relatively high cost. The future advanced satellite 
communication system, represented by the super compact hand-held telephone, 
will not be accomplished without carrying out further innovative research. 
Large scale on-board antennas from 10 m to 100 m in diameter are desirable 
for future advanced mobile satellite communication systems. The current trend of 
recent reseach into large deployable space structures is the metamorphosis of a 
solid into a plane, a plane into a line and a line into a point. The weight per unit 
volume decreases rapidly with each of these metamorphoses. However, the ratio 
of deployment mechanism weight to the entire structure weight rapidly increases. 
Moreover, difficulties in ground testing would also increase. Figure 1 plots the 
estimated difficulty of deployment tests (DDT) in dimensionless units.') It indicates 
that antennas whose apertures exceed 10 m would be difficult to test on the ground. 
There is some influence from the diameter of the antenna's stowed configuration. 
Therefore, large antennas whose aperture is over 10 m would be best realized with 
a modular structure. 
A 10-1 5 m diameter deployable mesh antenna is under development at NTT. 
The antenna reflector consists of a gold plated mesh surface, a spatially determined 
cable network, and deployable truss modules as the supporting structure. Seven 
standoffs connect each cable network to its truss structure. The cable network 
consists of surface, tie and back cables. Adjustment of tie cable length controls the 
* Senior research engineer, NTT Radio Communication Systems Laboratories, 1-2356 Take, 
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displacement of the surface cable nodes. Seven deployable truss modules will be 
used to construct the 10 m diameter antenna reflector. The modules are 
independent of each other, so a larger reflector can be easily achieved by adding 
more modules. In addition, the modules can be independently fabricated and 
tested, and they are easy to handle and adjust. 
MODULAR MESH DEPLOYABLE ANTENNA 
System conf iguralion 
Figure 2 shows a system configuration candidate for the future advanced 
mobile communication satellite. Several deployable antenna modules will be used 
to construct antenna reflectors ranging from 10 m to 15 m in diameter. Each module 
is hexagonal and is from 2 m to 4 m in equivalent diameter. They are arranged 
annularly. 
Structure of the basic module for large deployable antenna 
Figure 3 shows the general composition of the basic deployable antenna 
module. Each module consists of a gold plated mesh surface, a spatially 
determined cable network, and a deployable truss module as the supporting 
structure. The cable network and deployable truss are connected to stand-offs. The 
cable network consists of three kinds of cables: surface, tie, and back cables. 
Surface cables link surface nodes that are distributed uniformly on the parabolic 
surface. Adjustment of tie cable length displaces the surface cable nodes. Nylon 6 
was used for the surface cables and polyester coated Kevlar was used for the tie 
and back cables. They exhibit good mechanical performance in the cable network. 
However, they have not been proven suitable for long term space usage. Nylon 6 
may not be suitable for the space environment. 
Deployable truss structure 
Figure 4 shows the basic deployment truss structure. The structure consists 
of longitudinal members, radial members, circumference members, folding 
members, diagonal members, revolving hinges, folding hinges, sliding hinges, and 
one driving motor. The basic concept of the deployable truss modules is a statically 
determined truss structure with a synchronized deployment motion. Truss joints are 
capable of either revolving or translating, and each truss module has only one 
degree of freedom. Thus only one driving motor is necessary for full deployment. 
Figure 5 shows the BBM (bread board model) of the central module of the 10m 
antenna that was fabricated to confirm the basic concept of the synchronized 
deployment truss structurea2) It is 4m in equivalent diameter. Seven deployable 
antenna modules will be used to construct the 10 m diameter antenna reflector. A 
surface control experiment was performed, and after a few surface adjustments, 
surface accuracy of less than 1 mm RMS, was obtained. 
As shown in figure 5, the synchronized deployment motion was confirmed by 
ground deployment tests. Moreover, the deployment characteristics were analyzed 
using the Dynamic Analysis and Design System (DADS). The synchronized 
deployment motion was also analytically evaluated. However, some problems due 
to hinge mechanisms were found. Successful results have been obtained by a 
model that consists of rigid elements and tight hinges. In practice, the BBM suffered 
from joint slop, joint elasticity, and structural elasticity, so that the BBM actually had 
many degrees of freedom. This seriously degraded the deployment characteristics. 
For example, the peripheral sliding hinge did not reach its final position even t h ~ u g h  
the driving motor hinge reached its final position. The points at issue can be 
summarized as (1) insufficient latch torque at folding hinges against cable network 
reaction forces, (2) insufficient transmission efficiency of the driving forces due to 
hinge slop or hinge elasticity. 
Design of integrated antenna modules 
Although the previously described 4 m diameter BBM is symmetrical, the 
antenna reflector curvature required that peripheral modules should be slightly 
skewed. The reason for this is that standoff length would be excessive if the 
modules were symmetrical. In addition, considering the connectivity of each 
module, at least three types of deployable truss modules are necessary to 
assemble a structure of seven or more modules. The lacing pattern of the truss 
must be designed such that truss members can be synchronized to the adjacent 
modules. Because the design of the peripheral truss modules is complex, the hinge 
mechanisms of the 4 m diameter BBM were modified. Moreover, the driving 
mechanism and the latch mechanisms were also modified to improve deployment 
performance. 
Figure 6 shows the upper view of the 4 m diameter BBM; the radial members 
and peripheral members are drawn as grid lines. As shown in this figure, grid lines 
of the 4 m diameter BBM cross at a 60 degree angle. In contrast to the 4 m 
diameter BBM, the integrated truss modules were designed to have square grids 
(90 degree crossing angle). The deployment truss modules with orthogonal grid 
lines have simple and superior deployment characteristics. The basic concept of the 
deployment and stowing motion of the deployment truss module is represented by 
the two dimensional shearing transformation of square links in the cross section of 
the deployment truss module. The initial shearing transformation of square links is 
accomplished by sliding one end of a diagonal member of the square links. Final 
shearing transformation, i.e., transformation from plane form to parabolic form, is 
accomplished by elongating or shortening the diagonal members of the square 
links. In this square grid concept, all deployment truss modules share common 
design criteria. The amount of elongation or shortening of the diagonal members 
and the length of folding members determines the final shape of the deployable 
truss module. In order to improve the deployment characteristics of the folding hinge 
mechanism, the square link hinge was employed. In addition, to offset the loss of 
transmission efficiency, two additional motors were set on each module. 
BREAD BOARD MODELS OF INTEGRATED DEPLOYABLE ANTENNA 
MODULES 
Figure 7 shows a photograph of the three integrated antenna modules. The 
modules were designed to have the same FID (Focus divided by Diameter) value as 
the 4 m diameter BBM. They are I m in equivalent diameter. 
Structural basis 
The deployable truss structure consists of longitudinal members, radial 
members, circumference members, diagonal member, folding members, revolving 
hinges, sliding hinges, folding hinges, and driving motors. Longitudinal, radial and 
circumference members are made of CFRP (Carbon Fiber Reinforced Plastic). 
Diagonal members consist of an aluminum tube, a steel stem, a coil spring, and a 
IocWrelease mechanism. Figure 8 shows the cross section of both a collapsing and 
a extending diagonal member. The folding hinge mechanism consists of a revolving 
hinge axis, two linkage arms and a spiral spring set on a linkage node. Sliding 
hinges move along the motor axes and are driven by motors. 
Three functionally independent antenna modules were fabricated and 
integrated. They were named type 1, type 2, and type 3. Their locations on the 
parabolic surface are shown in figure 9. Figure 10 explains the deployment direction 
of the truss nodes. In this figure, filled triangles denote in-plane motions, double 
circles denote upward motions and crosses denote downward motions. In order to 
synchronize a module to the two adjacent modules, one of the three modules must 
be designed to turn the truss topology upside down. The type 3 module was 
designed to achieve this. Structural features of each antenna module are described 
as follows. 
(1) The type 1 antenna module is placed on the center of the parabolic surface, so it 
is symmetrical. 
(2) Diagonal members of each antenna module have different combinations of 
collapsing and extending elements. 
(3) The final shape of each antenna module is determined by the length of the 
folding and diagonal members. 
Design and analysis of deployment mechanism 
The sliding hinge mechanisms and the latch mechanisms of the folding 
members must driven with sufficient force and moment to overcome the resistant 
forces of the cable network and surface mesh. These resistant forces were 
estimated by calculating the reaction forces against the cable network at each 
standoff point using CAble Structure Analyzer (CASA)3). Figure 11 shows the 
transition in standoff force during deployment as a function of the rotation angle of 
the truss member. These forces rapidly increase as the fully deployed position is 
approached. 
Excessive torque of folding members results in anomalous deployment. 
Figure 12 shows the motor reaction force transition during deployment motion. The 
instant that the truss module is released, rapid deployment motion is induced 
independently of the three driving motors. The reason for this is that elastic 
deformations arise at hinge mechanisms due to folding members. Soon, these 
deployed members rebound to their original position. When this happens, 
unexpected reaction forces arise at the driving motors which then failed to hold their 
predetermined positions. 
GROUND DEPLOYMENT TEST 
The object of ground deployment tests is to confirm design criteria for the 
integrated antenna modules under the 1 G environment and to get meaningful data 
for the estimation of deployment characteristics. These data will be compared to the 
actual deployment characteristics under micro-gravity environment to improve the 
accuracy of analytical models. 
Test equipment 
Ground deployment tests must be carried out to verify the deployability of the 
antenna modules and improve the analytical model. However, the antenna module 
has insufficient structural strength to overcome gravity, especially the integrated 
modules. In addition, deployment characteristics are seriously altered by gravity. 
Therefore, a gravity compensation technique was developed around a simple 
suspension method. Figure 13 shows the ground deployment apparatus for both the 
unit module and the integrated modules. The suspension equipment consists of 
nine movements set on nine linear bearings, pulleys, suspending wires and counter 
weights. The linear bearings are aligned along the projected motion tracks of the 
deployment truss nodes. Suspension wires are fixed to truss nodes and the wires 
are tensioned by counter weights through pulleys. The nine bearings are not driven 
by any actuators, but follow the truss nodes passively. The antenna module is fixed 
to the ground plate at lower end of the central motor axis for single deployment 
while the antenna modules are fixed at lower end of the central motor axis of the 
central modules for integrated deployment. 
Measurement and Data handling method 
Deployment characteristics were quantitatively measured by several strain 
gauges and qualitatively observed by a video recording system. Several LEDs were 
set on truss nodes to indicate instantaneous position in the video records. The video 
tracking system will be used to deal with these data. The operations of the diagonal 
members and latch mechanisms were confirmed by this visual observation. Figure 
14 indicates the locations selected for the strain gauges. These locations were 
selected considering the following evaluation items. 
(1) Reaction force transitions due to the cable network during deployment. 
(2) The influence of diagonal members on the deployment motion. 
(3) Twisting mode shapes due to excessive torque of folding members or 
inadequate gravity compensation. 
(4) The influence of module integration on the deployment motion. 
A pair of strain gages was fastened to the center of each member to be tested. 
Strain data were amplified by a strain amplifier and quantized by a micro computer. 
These data were then converted into axial forces and bending moments using the 
following equations, 
where ~1 and ~2 are the pair of strain data, E is Young's ratio ( N i d ) ,  A is the cross- 
sectional area of the member (me), d is the diameter of the member (m), I i s  the 
moment of inertia (m4), F is the axial force, and M is the bending moment. 
Experimental results 
Figure 15 shows the deployment motion of the integrated antenna modules. 
The deployment of each antenna module and the integrated antenna modules were 
successfully completed and latch up was achieved. However, unexpected stresses 
arose at hinge mechanisms during deployment. Figure 16 shows bending moment 
transition in a radial upper member of the type 1 module. This figure indicates that 
bending moments arise when the diagonal members are released but disappear at 
full deployment. The reason for this is the unexpected deformations that arose at 
the hinge mechanisms. Figure 17 shows bending moment transition in a standoff 
during deployment. The reaction forces against the cable networktthe bending 
moment divided by standoff length) increase gently as compared to analytical 
resultstfigure 11). The most undesirable result was that the cable network 
frequently clung to the hinge mechanisms. To prevent cable entanglement, the 
cable network must be arranged carefully before deployment. 
DEPLOYMENT ANALYSIS FOR SQUARE GRID DEPLOYABLE f RUSS 
As described previously, transformation from a plane form to a parabolic 
form, is accomplished by elongating or shortening the diagonal members of the 
square links. The transformation must be smoothly accomplished without any 
elastic deformation. According to experimental results, however, some elastic 
deformations were created when the diagonal members were released. These 
elastic deformations vanished at full deployment. The reason for this is that the 
antenna modules were not designed for transient deployment but only for stowed 
and deployed configurations. In order to clarify the transient deployment motions, a 
simple geometric model and a actual dynamic model were considered. Elastic 
deformations at hinge mechanisms in a dynamic model were calculated using 
DADS (Dynamic Analysis and Design System). 
Deployment to a plane form 
Figure 18 shows a simple geometric model of the integrated antenna 
modules. In this figure, Pij denotes a grid point located at the i-th coordinate in the x 
direction and the j-th coordinate in the y direction. aij and pij denote inclination 
angles of members which are connected to Pij from x direction and y direction, 
respectively. aij and Pij are defined as , 
aij = pij = (-1 )%-lo 
. . . . . (3) 
where 8 is the stowing angle from full deployment position. The coordinates of grid 
point Pij are expressed as follows. 
L 
m=l m=l 
.....( 6) 
These equations indicate that Xij and yij are independent of j and i, respectively. 
Thus grid lines that consist of truss members cross at an orthogonal angle during 
deployment to a plane. 
Shearing deformation from a plane form 
In this analytical case, the shearing deformation to a parabolic surface is 
assumed to begin at the fully deployed plane form. Assuming the surface to be the 
central part of a parabolic surface, the coordinates on the surface are related 
2 2 
through focal length f where zij = 
+ Yij. Thus shearing angles in the line parallel 4f 
to the x axis or y axis, have the same value. aij and pij are defined as 
X 
aij = qi 
.....( 7) 
Pij ~ $ 7  
.....( 8) 
where cp:, qf' are the shearing angles in x direction, and y direction respectively. 
<p:, cpy are arbitrary values during deployment . The final values are determined as 
.....( 10) 
Considering qm = cpY, = tp,, the coordinates of grid points are expressed as 
j 
Yij = C (1~0s P I )  = ~ i j ( j )  
m=l 
.....( 12) 
These equations also indicate that xij and yij are independent of j and i, 
respectively. Thus grid lines that consist of truss members cross orthogonally during 
shearing deformation. 
Composite deployment motion 
During composite deployment motion, inclination angles of truss members 
and coordinates of grid points can be written as follows. 
j 
Zij = 2 sin amj + I: sin pi, 
\m = 1 m = l  I 
.....( 17) 
Above equations indicate that Xij and yij are functions of i and j. This means that the 
grid points Xin (n=1,2,3, ...) or Xnj (n=1,2,3, ...) are not in line, and the crossing angles 
of grid lines vary with their position. Thus some elastic deformation arises when the 
diagonal members are released. 
Dynamic deployment analysis using DADS 
According to the above simple model, hinge stress is inevitable. However, 
elasticity and hinge mechanism slop would ease geometric distortion in actual 
deployment modules. Forces and moments at a hinge mechanism can be 
calculated using DADS. Truss members are assumed to be rigid bodies. Their 
degrees of freedom are connected to each other by elastic elements (except for the 
rotation around the hinge axes). Deployment motion is divided into three portions: 
deployment to a plane form, composite deployment, and deployment to a parabolic 
form. Extending or shortening of diagonal members can be modeled by three 
discontinuous constraint conditions. These conditions are fixed initial length, a 
constant elongation or shortening rate and fixed final length. Joint slop is not 
considered in this case. Figure 19 shows schematic deployment motions of a 
portion of the deployment antenna module. In this figure, a gap between two 
portions of a diagonal member indicates elongation of the diagonal member. Figure 
20 shows axial force transition at a hinge mechanism during deployment. Elastic 
deformation arises when the diagonal members are released, and vanishes at full 
deployment. 
CONCLUSION 
The modular concept for the construction of cable-mesh deployable antennas was 
proposed. In order to extend the unit antenna module to the integrated antenna 
modules, square grid deployable trusses were designed, fabricated, and tested. The 
integrated antenna modules were successfully deployed and latched up in both 1 G 
and micro gravity environment. However, unexpected loads arose in the hinge 
mechanisms. These loads could be analytically estimated by a simple model and 
DADS. More consideration has to be paid to the difference in the deployment 
characteristics between the 1 G and micro gravity environments. 
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WAVES IN SPACE PLASMA DIPOLE ANTENNA SUBSYSTEM , ~ 2  4<& 
I 
Mark Thomssn* 
ABSTRACT 
The Waves In Space Plasma (WISP) flight experiment requires a 50-meter- 
long deployable dipole antenna subsystem (DASS) to radiate radio frequencies from 
the STS Orbiter cargo bay. The transmissions are to excite outer ionospheric 
plasma between the dipole and a free-flying receiver (Spartan) for scientific 
purposes. This report describes the singular DASS design requirements and how 
the resulting design satisfies them. A jettison latch is described in some detail. The 
latch releases the antenna in case of any problems which might prevent the bay 
doors from closing for re-entry and landing of the Orbiter. 
INTRODUCTION 
The DASS is composed of 25-meter-long monopoles mounted back to back in 
the aft end of the cargo bay as shown in Figure 1. They are deployed from the 1.2- 
meter-long antenna element assemblies (AEAs) shown in Figure 2. The antenna 
elements are storable tubular extendible members (STEMsTM) which are each 
deployed 23.6 meters from an aperture in the deployer mechanism housing. During 
the experiment the Orbiter executes a number of complex maneuvers with the DASS 
at various deployed extensions during as many as 50 deployment cycles. 
A veteran of many space flights, a STEMTM mechanism is the basic 
component of the DASS. It is formed into a tubular configuration from a single strip 
of thin metal, then spread and flattened so it can be rolled onto a spool for launch. 
Its simplicity is appropriate for the high degree of reliability and straightness that are 
demanded of the DASS antenna elements. 
All functions of the AEA must have redundant backup. Furthermore, for re- 
entry and landing it must be possible to safe the cargo bay from failure of the 
monopoles despite two electrical and/or mechanical faults. If there is a failure to 
retract and cage the STEM, the element must be jettisoned cleanly away from the 
Orbiter. A unique and single-fault-tolerant jettison latch is the result of this need. 
The powerful jettison latch is subject to a common problem: Just at the point 
of release, contact stresses go up exponentially, thus yielding or fracturing the latch. 
Although the mechanism was designed to be tolerant of this tendency, an anomaly 
was observed during initial testing. The latch and results of the anomaly are 
highlighted in the discussion. 
* ~ s t r s  Aerospace Corporation, Carpinteria, CA 
The WISP experiment transmitter has a peak power of 500 watts at 
frequencies up to 30 MHz. This range of propagation is outside that to which the 
Orbiter was designed and qualified. Understandably, there is significant concern 
about any effects the strong radiated emissions might have on electrical equipment 
in the AEA and the Orbiter. Mechanisms that will be at RF potential are therefore 
isolated from the components that are susceptible to EMI. The requirement for a 
reliable jettison capability and for electrical isolation have influenced the design of 
the AEA to the greatest extent. 
REQUIREMENTS 
The AEA configuration evolved from the most influential of the electrical and 
mechanical DASS performance requirements. 
Electrical design drivers include the following: 
Dipole lengths of 5.0, 6.0, 7.0 10.01 m to 50 +0.05 meters 
Total shunt capacitance of 20 picofarads or less at the RF interface 
Low sensitivity to EM1 
Magnetic permeability 10.190 of that of free space 
Antenna element DC surface resistivity of 1,000 ohmslcm2 or less 
Electrical control of safety critical functions two-fault-tolerant 
Mechanical design drivers include: 
Antenna element linearity: 
- 21 percent tip deflection due to Orbiter induced loads based on monopole 
length 
- 14 percent tip deflection due to the worst combination of: 
- As-manufactured straightness 
- Repeatability upon multiple deployments 
- Alignment errors relative to the Orbiter 
- Thermal distortions 
Safety Critical: safe the cargo bay with a tolerance to two faults 
- Single-fault-tolerant capability to jettison the element without debris in the 
event of buckling or a failure to retract 
- Single-fault-tolerant capability to cage the elements during launch and landing 
5 emlsee (2 inlsee) minimum deployment rate 
Peak random vibration spectral density of 0.1 4 G2 Hz, 150 to 250 Hz 
182 kg (400 Ib) maximum DASS total weight 
DESIGN APPROACH 
Electrical lsolafion 
The STEM deployer and its contiguous mechanisms are at RF potential by 
necessity. They are thus mounted on top of a NEMA G-11 dielectric tower structure 
to electrically isolate them. As shown in Figure 3 and amplified by the cutaway view 
in Figure 4, the electromechanical components are underneath the tower. An 
assembly of two electronic controllers, potentiometers, seventeen switches, wiring 
harnesses and 4 DC motors are mounted on grounded base plate. Actuation of the 
deployer and the related mechanical status indicators are attained by the rotation of 
hollow shafts that are also of NEMA G-1 1 . 
To meet the capacitance requirement the amount of dielectric separation 
between the deployer housing and the grounded base was controlled. On the basis 
of the surface area presented between the two large assemblies it was necessary to 
provide an average separation of 0.2 meters (8.0 inches) to achieve an overall 
DASS shunt capacitance below 20 picofarads. 
Mechanical Drives 
Four electromechanical actuators are powered by 28 V DC brushed gear 
motors that protrude from the underside of the base plate. The motors drive 25 mm 
(1 inch) inside diameter G-11 tubes that are visible in Figure 4. Crowned-spline 
couplings are used at the ends of the tubes. The pivoting splines prevent thermal 
distortions and misalignment between the upper and lower structures from being a 
concern, and carry out an important function of the jettison latch. 
The motors are modular in design. Three different groupings of the modules 
are needed to power antenna deployment, jettison, and caging functions. A tandem 
motor with a redundant power-off-brake drives the STEM deployer. Redundant 
potentiometers track the length of the deployed STEM via a gear reduction at the 
output spline of this actuator. Another tandem motor drives the caging shutter 
mechanism, but without a brake. Two single armature motors drive the redundant 
jettison latches. The jettison and STEM drive motors protrude from underneath the 
base assembly at the near (inboard) end of the AEA in Figure 4. 
Retraction stores a significant amount of potential energy in the STEM and is 
therefore the sizing case for the motor. Motor power is based on a deployment 
speed of 5 cmlsec (2 inlsec) under the worst conditions. The output speed of the 
gear motor was set at 9 RPM so that the jettison latch and caging mechanisms could 
operate slowly without further gear reductions. 
All switches are actuated through smaller hollow '2-11 tubes. The deployed 
position of the STEM is indicated accurately by rollers that fall into pre-punched slots 
in the STEM. Rockers attached to the rollers cause the tubes to rotate, which 
actuates the redundant switch assemblies attached below. A number of other status 
indications are available by way of switches that are actuated in the same manner. 
Because the indicator tubes can only rotate, the switches will not be abused during 
vibration testing and launch. A simple flexure fitting allows the indicator shafts to 
rotate without angular play while behaving like a gimbal of limited range to mitigate 
the need for careful alignment of the deployer and base assemblies. 
Design for Cost 
The chosen design approach results in an increase in size and complexity 
compared to what is typical for a STEM unit. It was possible to keep the cost of the 
AEA and related engineering relatively low, however, by taking advantage of the 
specified 182-kg (400-lb) maximum weight limit. A finite element model of the unit 
was generated to yield the loads on subassemblies. The ample weight ceiling allows 
individual structures and mechanisms to be of sturdy proportions. Because it is not 
necessary to relieve weight at every opportunity, the effort required for the detail 
design and machining of the parts is greatly reduced. With worst-case strength 
margins of 400 to 1,000 percent in most cases, the detailed stress analysis of piece 
parts could be carried out in a somewhat abbreviated manner. The analytical scope 
for the fracture critical components is significantly reduced as well. 
Most space flight mechanisms require some kind of adjustment or inspection 
before flight. Every effort was therefore made to ensure that more complex 
components would not be buried within the AEA. Assembly and disassembly of the 
unit were streamlined by making each G-11 panel in the tower individually 
removable. Access to every component inside the AEA is available from several 
directions with a minimum of effort. The indicator shafts are easily removed for 
access to multiple-switch assemblies which are calibrated in a separate fixture. The 
motors and electronic controllers can be unbolted directly from the external surface 
of the base assembly. The larger G-11 tubes for the actuator drives have female 
splines in each end and are thus easily removed. 
The STEM and Guidance Mechanism 
To satisfy the overall antenna element linearity requirements, the STEM 
material must be formed into uncommonly straight and long lengths. The resulting 
elements display a basic straightness of less than k1.0 cm (k0.4 inch) RMS over the 
23.6-m deployed length. Straightness was measured by supporting the element on 
floats in a water table, which closely approximates zero-g in a plane, as shown in 
Figure 5. 
The antenna element itself is made of beryllium copper to conform to the 
requirement for magnetic permeability. Its thickness is 0.1 8 mm (0.007 inch), and it 
is formed into a 34-mm (1.34-inch) diameter tubular shape from 15.2-cm (6-inches) 
wide flat strip, as shown in Figure 6. The resulting circumferential overlap of 153 
degrees places the mechanical shear center of the element in coincidence with the 
geometric center of the tube. 
The element is plated with silver to maintain the lowest possible surFace 
resistivity and operating temperatures. Metallic plating is the only type of conductive 
coating that is compatible with the deployable STEM element, and silver has a lower 
CYIE ratio than any metal that is appropriate for plating STEMS. The maximum solar 
thermal gradient across the STEM is about 3°C. This results in a deflection of 
0.44 m (17 in) at the tip of the element. 
A special guidance mechanism supports the STEM, as shown in the figure, 
while adding a minimum amount of friction during retraction. Shown schematically in 
Figure 6, the guidance mechanism keeps pointing hysteresis upon multiple 
deployments within k0.1 degree. The combined straightness, including hysteresis, 
became +2 cm (k0.8 inch) RMS. The stiffness of support provided by the guidance 
rollers and edge guides is 97 percent of the ideal value, which is based on a potted 
element. 
Thermal Control 
The original plan was to coat the antenna element deployer housing with a 
conductive, optically benign coating such as indium tin. A white, inorganic and 
electrically conductive paint developed by Marshall Space Flight Center for the 
tethered satellite program also came to our attention. The principle investigator 
ultimately decided, however, that the surface conductivitymust be constant along the 
length of the monopole. A mismatch might not result in a consistent path for DC 
current to flow into the plasma when it is attached to the dipole. It thus became 
necessary to plate the deployer housing with silver as well as the STEM. 
Silver-plating the housing results in temperatures of 1 80°C (356°F) when re- 
radiation and reflectivities of the cargo bay are accounted for. This temperature is 
compatible with the exclusively mechanical deployer, but not with the electronic 
components. It is fortunate, then, that the NEMA G-11 tower also serves as an 
effective thermal isolator for the base assembly. The actuators and electronics have 
a maximum temperature of about 70°C (158°F) during long transients, which is 
acceptable. 
Jettison Mechanism 
The height of the deployer on the pallet in the cargo bay is just sufficient to 
ensure that a jettisoned port-side unit will clear the remote manipulator system 
(RMS) arm when stowed on the sill. The monopole must be jettisoned without 
generating debris and with a highly predictable trajectory. The track and roller 
ejection scheme shown in Figure 7 were therefore selected, 
During launch and normal operation, the deployer is supported by a rigid four- 
point support system that is integral with the aluminum jettison tracks. The outboard 
supports, visible in Figure 4, are VespelTM bushings that are located on crowned pins 
facing outboard from the base assembly. The inboard two supports are cups 
centered on cones. The cones are backed by large stacks of disc springs that are 
compressed in series. The jettison latch preloads the springs flat ta establish a 
precisely repeatable deployer position. When the latch is released, the kickoff 
springs provide a total initial impulse of 365 kg (800 Ib). This accelerates the 30-kg 
(65-15) deployer to I m'sec aver the I -cm distance that Pha sprit~gs act. 
Mechanical interfaces with the actuators and indicators in the base assembly 
are separable. The STEM deployment and caging drive mechanisms have pairs of 
spur gears meshed at the points of separation. The teeth simply disjoin laterally 
along a line connecting the pitch axes. The indicator mechanisms, which normally 
exchange rotary motion through levers with pins in forks, disengage similarly. If any 
one of these interfaces become jammed, the high kickoff force ensures that the parts 
will separate. 
Redundant negator motors then accelerate the deployer at 0.3 g up to 2.3 
mfsec until only a few rollers remain engaged with the track to guide a straight 
trajectory away from the Orbiter. . Each negator motor pulls one end of a shared 
cable that is wrapped around pulleys on the deployer. The course of the cable 
through the mechanism is well-shielded, and all features near the pulleys are 
controlled to defeat jamming. The cable is attached to each reel with less than 
1 inch of excess length when the latch is armed. If one of the negator motors fails to 
operate, the other reel simply pulls in all the cable. The 23-kg (50-lb) accelerating 
force normally exerted by both negators on the deployer is reduced by only a few 
percent when one negator is operating. The losses are due to cable friction around 
what becomes a 2:1 purchase. 
An initial concern was that the deployer might spin when jettisoned because 
the jettison tracks and spring forces do not act through the deployer center of gravity. 
A vertical, off-loaded jettison test was therefore conducted which verified the function 
of the latch and proved that a significant rotation is not induced by the mechanism. 
Jettison Latch and Preload Asseinbly 
The safety-critical jettison latch is shown in Figure 8. The two cups that seat 
the deployer on the inboard ejection cones are machined from blocks of Custom 
455TM stainless steel. The cup blocks have teeth that face inward to engage the 
toothed faces of the latches. The teeth make contact at an angle of 30 degrees. 
The latches are also made of Custom 455TM. They are held in engagement with the 
cup block by the presence of two square-headed Nitronic 60TM release shafts and a 
cylindrical Custom 455TM shuttle rod in between. The latches swivel inward on 
pivots in the jettison track assembly to release the deployer. All the latch 
components are dry-film lubricated with VitrolubeTM to provide durable lubrication 
and in hibit metal-to-metal contact. 
Finally, disc springs on each pivoting latch arm is tightened against the 
jettison track assembly to pull the depioyer cups onto the cones with a controlled 
preload of 1,400 kg (3,100 Ib). This load is 25 percent greater than the maximum 
load resulting from the specified launch limit load environment per a detailed finite 
element analysis. The 30-degree inclination of the latch faces earn the latches 
inward to squeeze the release shafts and shuttle rod with up to 700 kg (1,550 Ib). If 
either release shaft is pulled out of engagement, the resulting gap is wide enough for 
both latches to swivel inwards while the shuttle rod finds a more neutral position. 
Jettison Latch Release Shaft 
The release shafts have acme lead screws on their lower ends as shown in 
Figure 9. The force needed to overcome friction between the dry lubricated surfaces 
of the latch and the shuttle rod was estimated between 35 and 70 kg using a friction 
coefficient of 0.05 to 0.1. The acme nut and gear motor are capable of exceeding 
this force by more than an order of magnitude. 
When rotated, the nut ascends the lead screw within an operating gap as the 
dielectric'shaft slides on the crowned spline. At the full extent of its travel in the gap, 
the nut flattens a thin disk spring and bears firmly on a thrust bearing that is backed 
by the track assembly. The spring normally preloads the bearing and thrust-washer 
combination to prevent them and the release shaft from rattling during vibration. It is 
sized by the launch limit load environment with 11 kg of force when flat. It also is 
intended to help ram the shaft assembly downward and out of the way upon release 
of the latch. The gap ensures that the assembly has room to move downward as the 
radiused edge of the release shaft is powerfully cammed by the force of the 
opposing latch, via the shuttle rod. The dielectric drive shaft slides on the crowned 
splines at the motor shaft to accommodate its axial motion. 
The clamped tip of the square release shaft cannot turn. When the acme nut 
seats firmly on the thrust bearing, the lead screw begins to retract. Once it is clear of 
the shuttle rod the latch adjacent to it swivels to the right to release the deployer, 
which pushes the shaft assembly to the right as shown in Figure 9. This lateral 
motion is accommodated by the oblong retainer and a slotted penetration in the track 
assembly while the shaft rocks about 2 degrees on the crowned spline. 
The shuttle rod or the release shaft will obviously yield or fail in some manner 
as contact stresses approach infinity at the bitter end of engagement. It was decided 
that such yielding could be made acceptable. The release shaft was therefore made 
of Nitronic 60TM, which has an extremely high galling threshold of about 50 ksi, 
versus 2 or 3 ksi for other stainless alloys. Its strength and hardness are half or less 
that of the Custom 455TM shuttle rod. The shuttle rod should thus cut a clean groove 
in the edge of the release shaft tip during release. 
The shaft tips have four sides and can be rotated to present fresh material. 
Nonetheless, i t  was hoped ikrai once formed the grooves would have a better 
geometry for the intended purpose and that they wo~ild be work-hardened. If this 
were to be the ease, the grooves could be re-used. The initial jettison test would 
simply be the final step in machining and subsequent operation would not produce a 
"failure." 
The Latch Anomaly 
The first jettison tests verified that the latch functioned, but the tip of the 
release shaft was grooved well into its center, as shown on the left in inset A, Figure 
9. The deep cu wed groove traced the path of shuttle rod. This was not immediately 
understood. Subsequent tests on the fresh surfaces produced the same results. 
Then a faint peak of motor current with indiscernible duration was noticed on the 
strip chart. The peak was nearly coincident with a sharp reduction of current that 
immediately follows release. The release shaft was obviously jammed into contact 
with the accelerating shuttle rod and instantaneously stalling the motor as the kickoff 
springs did their job. 
On a hunch, the thin disc spring that preloads the thrust bearing and the shaft 
assembly was removed, see Figure 9. This time a clean groove was produced that 
was on the edge of the release shaft tip only, as originally expected. The anomaly 
was caused by the fact that the force exerted by the thin disc spring exceeds the 
static friction force between the release shaft, latch and shuttle rod. The acme nut 
never climbed the lead screw into the gap to compress the spring. When the shuttle 
rod cammed across the radius on the tip of the shaft, the shaft had nowhere to go 
since it was still in contact with the flanged retainer below. The effectivecoefficient of 
sliding friction displayed by the surfaces lubricated with Vitrolubem is estimated to 
be in the vicinity of 0.01, which is far below the anticipated value. 
The fix for the problem was to use a very light spring for the operating gap in 
the release shaft assembly, its purpose being only to prevent the thrust bearing and 
washer from rattling in vibration. While working with the engineering model it 
became clear that the consequences of a release shaft shifting position during 
vibration are insignificant. 
The latches were tested further by repeatedly releasing the latch over the 
same groove in the release shaft tip. It was confirmed that their geometry remains 
essentially unchanged after the first cycle of release. 
CONCLUSIONS 
The WISP DASS configuration evolved from the synthesis of electrical, radio 
frequency and mechanical design requirements with emphasis on Shuttle safety- 
critical functions. The requirements to safe the elements, provide high surface 
conductivity, low shunt capacitance, and electrically isolate the radiating elements 
were the most influential. 
The combination of antenna element length, basic straightness and positional 
repeatability required by the plasma investigations is unprecedented for a STEM or 
BI-STEM. A straightness of f2 cm (k0.8 inch) RMS, including hysteresis from 
multiple deployments, was achieved over the 23.6-m (930-in) length of each 
monopole by refining the forming process used at Astro Aerospace Corporation. 
This allowed a very comfortable margin to the overall straightness requirement. 
The generous weight allocated to the DASS allows for a very robust design 
with minimal analysis. Consequently, a very fast detail design and fabrication 
process took place during months 7 through 11 of the program to produce an 
engineering model that is very close to the flight design. 
The latch anomaly that was described was not serious, yet it reminds us that 
friction is not a very reliable phenomenon on which to base our designs. The 
tendency is to be conservative about the value of whatever coefficient we use, but 
this does not necessarily ensure success. The results also verified that controlled 
and well understood material yielding is acceptable for single event designs. 
Figure I. .ASS Deployed on the Space Shultle Orbiter. 
Figure 2. Antenna Element Assembly Partially Deployed. 
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Figure 5. Deployed Engineering Model Antenna Element. 
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DESIGN AND TESTING OF THE 
LITE VARIABLE FIELD STOP MECHANISM 
Robert A. Dillman* 
ABSTRACT 
The Variable Field Stop (VFS) is a rotary mechanism that reliably 
positions any of four aperture plates in the optical path of a space- 
flight experiment, limiting the amount of light reaching the detectors. 
This paper discusses the design, operation, and testing of the VFS. 
INTRODUCTION 
The Lidar In-Space Technology Experiment (LITE) is the primary 
payload of a Shuttle mission scheduled to be flown in March of 1994. 
LITE will generate a three-wavelength, pulsed laser beam and direct it 
down toward the Earth, then catch the return signal from atmospheric 
scattering in a 1-meter Cassegrain telescope. The return signal 
intensities will be measured by detectors in the Aft Optics subsystem, 
mounted behind the primary telescope mirror; later analysis will yield 
data on the composition of the upper atmosphere as a function of 
altitude. 
The VFS is one of the first elements in the Aft Optics encountered by 
the beam of light coming in from the telescope. It is designed to limit 
the amount of light reaching the sensitive photomultiplier tubes that 
are the main sensors in the Aft Optics. On command from ground 
controllers, the VFS positions one of three apertures in the beam; a 
fourth option is a solid mirrored plate intended for use during any 
Shuttle maneuvers that involve pointing the telescope near the Sun. 
One of the challenges that this design meets is to allow fine 
adjustment of the aperture positions while using a motor with a fixed 
step size. The VFS achieves this through use of a flex pivot between the 
drive motor and the cam and ratchet that determine aperture 
positions. Other requirements on the design include stability and 
repeatability of the aperture positions, reliability, fitting in limited 
* NASA Langley Research Center 
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space in the Aft Optics, survival of shuttle launch and landing 
conditions, and operation on-orbit. 
The VFS mechanism is shown in Figure 1, along with an arrow that 
represents the light coming from the telescope. The VFS is 22 
centimeters (8.5 inches) long, 14 centimeters (5.6 inches) high, and 16 
centimeters (6.2 inches) wide, with a total mass of 1.4 kilograms (3.1 
pounds). Most visible surfaces are coated with a non-reflective black 
paint (see photo in Figure 2.) 
The three apertures of the VFS are machined into interchangeable 
0.25 centimeter (0.10 inch) thick aluminum plates. Two of the 
apertures are circular; the larger is 1.7 centimeters (0.67 inches) in 
diameter, and the smaller is 0.53 centimeters (0.21 inches) in 
diameter. The third aperture shares both these dimensions, having a 
large circular opening with a small obscuration disk supported in the 
center. The solid mirrored plate in the fourth position is thicker than 
the other three; its thickness was increased to 0.64 centimeters (0.25 
inches) to provide more margin for the high thermal load that occurs 
while blocking sunlight from the rest of the Aft Optics. The apertures 
and the mirrored plate are shown in Figure 3. 
These four plates attach to the Aperture Base, which holds them at 
45 degrees to the VFS axis of rotation. The active plate is 
perpendicular to the incoming light, with the aperture centered on the 
beam. The spaces between the plates are blocked by a light baffle, to 
prevent stray light from entering the system during aperture changes. 
To change apertures, the VFS rotates 90 degrees about its main 
shaft, which attaches to the back of the Aperture Base (see Figure 4). 
This shaft turns on two bearing rings, which fit inside the shaft 
housing. Stop positions are set by a four-position cam, which attaches 
to the shaft on the far side of the housing. A ratchet arm rides against 
the outside of the cam, held in place by a torsion spring; the rubbing 
surfaces of the ratchet and cam are coated with a type 111 anodize to 
reduce wear. The four stop points on the cam each have a protruding 
set screw, which is what actually contacts the tip of the ratchet. These 
set screws allow adjustment of the cam stop points. 
Power to rotate the VFS comes from a DC stepper motor, which 
moves in 1.5 degree increments. It is connected to the main shaft 
through a bellows coupling to prevent axial misalignment from causing 
the motor to bind. The motor rotates the cam past each desired stop 
point, then backs up to place the ratchet tip in contact with the set 
screw from the cam. Since the screw positions are adjustable and the 
motor steps are fixed, a flex pivot was also included between the motor 
shaft and the main shaft which turns the cam. The stepper motor 
backs the cam into contact with the ratchet, and then continues 
backing several more steps; the flex pivot takes up the rotation, and its 
spring force holds the cam against the tip of the ratchet. This allows 
the aperture positions to be controlled by the set screws in the cam, 
despite the relatively large step size of the motor. Once the new 
aperture is in place, the motor power is turned off; the motor brake 
locks it in position until power is applied again. 
However, the flex pivot is fairly delicate, and winding it up more 
than ten degrees can cause damage. To prevent excessive winding, a 
hard stop was added. The hard stop consists of a pair of protrusions 
from the coupling that connect the flex pivot to the main VFS shaft. 
These protrusions span the joint of the flex pivot and fit into notches in 
the end of the bellows coupling, as shown in Figures 5 and 6. When the 
flex pivot has wound up six degrees, the protrusions come into solid 
contact with the bellows, and prevent further motion of the flex pivot. 
An exploded view of the shaft coupling, flex pivot, bellows coupling, 
and the pins that attach them is shown in Figure 7. 
The VFS attaches to the Aft Optics Bench at three points, using 
fasteners which fit through oversized clearance holes in the VFS Base, 
Spacer rings between the Bench and the VFS Base adjust the height of 
the apertures above the Bench, to roughly center them on the beam of 
light; the system is designed to require the spacers even if all parts are 
machined perfectly, so it can be lowered as well as raised in height. 
Once the VFS Base is positioned properly,. epoxy is injected through 
small holes around the three fasteners to lock them in place. Coarse 
adjustment of the aperture positions is made by turning the cam set 
screws so that the apertures are perpendicular to the incoming beam 
of light, and the set screws are then staked in place. Final centering of 
each aperture is made by sliding the aperture plates relative to the 
Aperture Base, using the clearance on the mounting holes. Once this is 
completed, the aperture plate fasteners are also staked in place. 
After assembly, the VFS was functionally tested. Some initial 
problems with the stepper motor mis-stepping were fixed by adjusting 
the cam set screws so that the coupling hard stop points coincided with 
whole steps of the motor. This caused the apertures to tilt slightly 
relative to the incoming light and forced them off-center. The 
apertures were recentered by opening up the aperture plate fastener 
holes to form slots. The aperture tilt could have been corrected by 
shimming the aperture plates at the three points where they attach to 
the Aperture Base, but calculations showed the tilt to have negligible 
effect.  
The mechanism was then subjected to random and sine vibration 
tests as described in Figures 8 and 9; optical alignment checks were 
included to measure the stability of the apertures. The vibration tests 
were passed successfully, and the optical tests showed the aperture 
alignment to be stable and repeatable to within a few arc-minutes. 
While not equal to the stability of a fixed optical mount, this was 
deemed acceptable. 
Thermal/vacuum testing followed the vibration tests. The VFS was 
mounted inside a bell jar (see photo in Figure 10) and put through four 
cycles of the profile shown in Figure 11, while under vacuum. The test 
included operation of the mechanism at room temperature, after the 
one-hour cold soak, and after the one-hour hot soak. The mechanism 
operated properly in all cases, and the optical alignment tests were 
again acceptable. 
After cycling concluded, a strip heater was attached to the mirrored 
shield plate; once vacuum was reestablished in the bell jar, this heater 
was energized, simulating use of the shield plate to reflect focused 
sunlight. Data from the shield test were used to verify the computer 
thermal model. 
The VFS mechanism was then attached to the Aft Optics Bench and 
aligned with the installed optical elements. It operated successfully for 
several months, until problems developed with the ratchet spring. 
Examination of the spring showed that it had deformed and was no 
longer holding the ratchet in contact with the cam. The spring was 
replaced and the mounting hardware was modified slightly, giving the 
spring a bit more room to expand. Testing of several spare springs 
indicated no change in spring tension or behavior out to 10,000 cycles, 
many times the expected lifetime. 
The VFS achieves its design goal of accurately and reliably 
positioning three apertures and one mirrored plate. The mechanism 
also allows adjustment of these positions through set screws and three- 
point mounting systems. Thorough functional and environmental 
testing has qualified the VFS for space flight; the test results indicate 
that it will perform as intended in the expected environment. 
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ABSTRACT 
The application of pyrotechnics to aerospace systems has been 
resisted because normal engineering methods cannot be used in 
design and evaluation. Commonly used approaches for energy 
sources, such as electrical, hydraulic and pneumatic, do not 
apply to explosive and pyrotechnic devices. This paper 
introduces the unique characteristics of pyrotechnic devices, 
describes how functional evaluations can be conducted, and 
demonstrates an engineering approach for pyrotechnic 
integration. Logic is presented that allows evaluation of 
two basic types of pyrotechnic systems to demonstrate 
functional margin. 
INTRODUCTION 
The reluctance to use pyrotechnic devices (explosive and 
propellant-actuated mechanisms) is based on their unique 
functional characteristics and limited engineering approaches 
to pyrotechnic system integration. Although pyrotechnic 
devices have been successfully applied to a wide variety of 
mission-critical functions for aerospace systems, failures 
(references 1, 2 and 3) continue to occur. ~uring the early 
development of the Space Shuttle, there was substantial 
resistance to the use of pyrotechnic devices. This 
resistance was based on one-shot devices being inappropriate 
for a reusable vehicle. Yet now more than 400 such devices 
fly on each orbiter. Pyrotechnic devices: are single-shot, 
cannot be functioned prior to flight (such as repeatedly 
cycling an electrical switch), provide short-duration, 
impulsive outputs (microseconds to milliseconds), and contain 
explosive materials, requiring special safety considerations. 
For these reasons, the search for alternate mechanisms is 
understandable. 
Adding to the resistance was the inability to apply 
approaches for design, test and evaluation that are used on 
conventional energy sources (electrical, hydraulic and 
pneumatic). Well-defined test methods and a logic to 
demonstrate system functional margins were not always 
available to support new pyrotechnic applications. For 
example, devices are sometimes qualified with a limited 
number of ttgo/no-govt tests. Consequently, systems could be 
marginal or overpowered. If marginal, unexpected failures 
could occur with changes in system variables. And if 
overpowered, other problems could occur, such as 
inadvertently actuatinq valves on the Apollo mission, 
reference 2, and induclng possible damage through structural 
deformation, fragmentation and pyrotechnic shock (references 
4 and 5). 
The objectives of this paper are to provide: 
1. An introduction to pyrotechnic functional principles 
and test methods. 
2. An engineering approach (with examples) for 
pyrotechnic integration, including demonstration of 
functional margin. 
PYROTECHNIC FUNCTIONAL PRINCIPLES AND TEST METHODS 
Pyrotechnics have been extensively applied, because of high 
efficiency in terms of long-term storable energy per unit 
volume and weight. 
Some functions accomplished by pyrotechnic systems are: 
* initiation * release * severance/fracture 
* jettison * valvinq * switching 
* time delay * actuation 
The majority of pyrotechnically actuated mechanical functions 
are accomplished through piston/cylinder devices. Others are 
accomplished through the use of linear explosives. 
Pistonlcylinder functional mechanisms - Typical actuators, a 
thruster and a pin puller, are shown in figure 1 (reference 
6). Firing the propellant-loaded, gas-generating cartridges 
pressurizes the volume behind the pistons to drive each pin 
from left to right. These actuators can be used to 
accomplish work by: thrusting or pulling against a force, 
jettisoning a mass, or working against a mechanism. 
To measure the energy delivered in working against a constant 
force, the energy sensor apparatus, shown in figure 2 and 
described in references 7, 8 and 9, can be used. The 
actuator can be simulated by using the piston/cylinder 
configuration in the initiator firing block, or the actual 
device could be used. On firing the cartridge, the piston is 
driven against calibrated aluminum honeycomb cubes, which 
crush at a constant force. Multiplying the crush distance by 
the crush strength provides a measurement of energy delivered 
in inch-pounds. This apparatus, as shown, has been used to 
measure and compare the outputs of a variety of cartridges. 
To measure the energy delivered in jettisoning a mass, the 
dynamic test device apparatus, shown in figure 3 and 
described in references 8 and 9, can be used. The piston in 
this case is a 1-pound, I-inch diameter mass with an o-ring 
set to vent after a 1-inch stroke. Energy is obtained by 
measuring the velocity and calculating the kinetic energy, 
1 . The pressure vs time history of the cartridge is 
also obtained in this apparatus for further comparison. 
Again, this apparatus provides a comparative test method to 
evaluate a varlety of cartridges. simulating or using the 
exact mass and piston/cylinder interface is critical for 
determining the energy deliverable in the actual production 
item. 
Linear explosive functional mechanisms - Figure 4 (reference 
6) shows the application of round cross-section explosive 
cord, called mild detonating cord (MDC), to sever or fracture 
structure. MDC is composed of a high-explosive core, encased 
in metal sheaths, such as lead, silver or aluminum. On 
initiation, the explosive combustion (detonation) proceeds 
along its length at a rate of about 25,000 feetisecond. The 
detonation pressure (several million psi) is directed against 
the skin structure, as shown in the sketch on the left, to 
accomplish severance. Explosive products can be fully 
contained through the use of a flattened steel tube, as shown 
in the sketch on the right. Considerable energy is 
attenuated by the work required to expand the tube, so a 
notch is machined in the structure to focus the fracture 
point. Figure 5 (reference 6) shows flexible linear shaped 
charge (FLSC), which is also used to sever structure. Rather 
than a round cross section, the metal sheath has been shaped 
into a chevron. The explosive pressure wave leaves the 
source perpendicularly from the surface. The two legs of the 
chevron focus the pressure waves into a high-velocity jet of 
metal sheathing particles and gases, which penetrate the 
target structure. This penetration, in conjunction with the 
pressure wave, can sever structure without FLSC confinement. 
The apparatus, shown in figure 6 (reference 8), was developed 
to measure the capability of linear explosives to accomplish 
severance as well as detonation and energy-delivery 
characteristics. The linear explosive is placed in a 
machined groove, which represents the backup structure shown 
in figure 4. A tapered plate of the same material to be 
severed for a particular application is placed on the linear 
explosive and is followed by the external backup structure 
(hold-down plate), which further enhances it's severance 
ability. The energy sensor, described in figure 2, is placed 
over a length of the explosive to measure the energy 
delivered. ~iming circuit wires are placed across the 
explosive to measure the velocity of detonation propagation 
(typicaliy 40 microseconds/foot) through supporting 
electronic timinq circuits. The tapered plate provides a 
method of obtaining the maximum severance capability of the 
linear explosive in each firing. The thickest dimension of 
the plate is selected to assure that full severance is not 
achievable. Again, emphasis must be placed on simulating or 
using the flight structure to relate test results with 
expected system performance. 
APPROACHES FOR PYROTECHNIC SYSTEM INTEGRATION 
Following are two examples of the engineering evaluation of 
pyrotechnic devices. These efforts were prompted by failures 
(fortunately in non-flight evaluations) of two devices that 
had been fully qualified 20 years earlier. 
The approach for these investigations was either: 1) measure 
and compare the energy required to accomplish the desired 
mechanical function wlth the energy deliverable from the 
pyrotechnic or explosive source; or 2) quantify functional 
performance. To obtain a reliable functional margin: 1) the 
energy deliverable must substantially exceed the energy 
required; or 2) the performance of key functional parameters 
must substantially exceed conditions allowed in flight 
hardware. In the following examples, functional margin based 
on an energy comparison was applied to the Viking pin puller; 
margin based on functional performance was applied to the 
Super*Zip separation joint. 
Viking Pin puller 
The Viking pin puller released an antenna on the mission's 
Mars Lander. It's design and system variables are shown in 
figure 7, and the investigation is described in reference 3. 
Firinq either cartridge first failed the shear pin and drove 
the plston from left to right to withdraw the pin. The shock 
absorber, a thin-walled steel crush cup, expanded on impact 
to lock the piston, remove the excess energy from the piston 
and reduce the pyrotechnic shock impulse. 
Following failures in subsequent attempts to apply this same 
device to current spacecraft, an investigation was initiated. 
Enerq~ required - The energy required to stroke the 
pistonlpin was determined by dropping small weights on the 
vertically oriented pin. The drop height, multiplied by the 
weight, produced a direct measurement of energy in inch- 
pounds. Furthermore, dropping these weights at heiqhts of 
several feet, simulated the dynamics of an actual flring (3 
ms for the drop tests versus 0.5 ms for the actual 
pyrotechnic function). Increasing the energy in subsequent 
drop tests provided a calibration of the shock absorbing 
crush cup. 
The largest enerqy consumer was friction, particularly 
without lubrication of the o-rings. Without lubrication, the 
o-ring rolled on its axis and had material torn from its 
body, yielding an energy required to stroke of over 100 inch- 
pounds. For the properly lubricated flight hardware, the 
energy required to stroke was less than 20 inch-pounds. 
The total energy required to fail the shear pin, stroke the 
pistonlpin and lock the energy absorbing cup was 25 inch- 
pounds. 
Enersv deliverable - The energy deliverable (measured by the 
crush of the steel shock absorber cup) by the cartridge was 
influenced by the housing material, the coatings on the pin 
and the interior housing and the o-ring seals. 
Early firings at Langley Research Center of residual Viking 
hardware in three system-level tests indicated no excess 
enerqy. That is, the piston had not traveled its total 
possible stroke, or the shock absorber cup had just contacted 
the pin puller cap with no indication of crush. 
Three different cartridge lots, manufactured to similar 
specifications in 1972 (the original Viking unit), 1985 and 
1988, were functionally evaluated, using the honeycomb energy 
sensor placed against the stroking piston in a steel-bodied 
pin puller. Five to ten units tested in each group produced 
99 inch-pounds with a standard deviation of 21; 127 with a 
standard deviation of 20; and 53 with a standard deviation of 
49; respectively. These variations were caused by combustion 
inefficiencies, possibly by different particle sizes of the 
cartridge propellant materials. The 1985 lot was selected 
for flight. 
As examples of design and manufacturing variables influencing 
energy deliveries, the first laboratory firing at Langley 
Research Center produced considerable melting and deformation 
of the bottom of the cartridge port. Also, blowby occurred 
around each set of o-rings. The blowby problem was caused by 
the coatings. Some of the molybdenum disulfide coating on 
the pin wiped off and was deposited on the pressurized side 
of the o-ring, preventing contact with the pin.  his was 
corrected by using an electrodeposited nickellTeflon coating. 
The soft chemical chromate coating on the piston bore wiped 
off on the o-rings, again preventing a seal. This was 
corrected by using a steel housing for the flight units. 
 his problem was also corrected in later tests, using hard 
anodized aluminum housings. 
The energy deliverable by the flight cartridges in system- 
level tests (functioned in a spacecraft interface with a 
maximum side load on the pin), as determined by the amount of 
shock absorber cup,crush, averaged 165 inch-pounds. 
Functional marqin - The functional margin for the redesigned 
pin puller was determined as follows: 
Functional Margin = 
Lockheed Super*Zip Separation Joint 
The Super*Zip separation joint has been used on a wide 
variety of rocket staging systems, including the release of 
the Inertial Upper Stage (IUS) from the Shuttle carqo bay. 
It's design and functional variables are shown in flgure 8, 
and the investigation is described in reference 10. 
Initiating either explosive cord produces an explosive 
pressure wave that is transferred through the silicone rubber 
extrusion and steel tube to the 7075 aluminum doublers. 
Expansion of the steel tube fractures the doubler ligaments. 
Functional Parameters - Since this design did not permit an 
energy comparison, functional parameters were quantified and 
compared. The key parameters were explosive load and doubler 
severability. A standard tapered witness plate, was used to 
quantify severance (reference 10). 
Explosive load - The influence of the explosive on joint 
severance was established by determining the functional 
limits of the system. The minimum explosive load that could 
fracture the worst-case joint conditions (maximum thickness) 
was determined to be 7.5 grainslfoot. Since the tube 
ruptured at 11 grains/foot, the maximum allowable explosive 
load was set at 10 grainslfoot. The flight load was 
controlled at a maximum of 10 grainslfoot and a minimum of 
9.5 grainslfoot. 
Doubler severability - Of the total of 18 variables 
evaluated, the primary functional parameters proved to be the 
mechanical properties of the doublers, the web thickness 
(thickness of the doubler at the edge of the fasteners), and 
the ligament thickness. The aluminum doubler was heat 
treated (annealed) from 7075-T6, a fracture-sensitive 
condition to 7075-T73, a fracture-resistant condition to 
avoid stress-corrosion. The web thickness was critical, 
because the plates had to bend to induce the tensile failure 
at the ligament. Failures occurred in qround tests of a 
complete separation joint at doubler thicknesses of 0.083 to 
0.086 inch. Tapered plate tests, using a nominal explosive 
load for the redesigned joint, demonstrated that the maximum 
thickness of the doubler to allow ligament fracture was 0.098 
inch; the maximum allowable thickness of the doubler for 
flight was 0.082 inch. 
Functional marsin - The functional margin for this system was 
analyzed based both on explosive load and on web thickness. 
For explosive load, functional margin is: 
For web thickness, recognizing that the bending moment to 
deflect beams is proportional to the thickness of the beam, 
cubed, and assuming that the web behaves in that manner 
through failure, Functional Margin is: 
These margin equations indicate: 1) the minimum flight 
explosive load is 27% greater than that required to sever the 
thickest flight doubler, and 2) the severing capability of 
the doublers in this joint is 71% greater than the flight 
doublers. 
CONCLUSIONS AND RECOMMENDATIONS 
Engineering test methods and logic have been demonstrated to 
integrate pyrotechnics into aerospace systems by providing 
quantitative assessments of performance and functional 
margin. The unique characteristics of pyrotechnics (single 
shot, inability to evaluate flight units functionally, and 
short-duration, dynamic delivery of output) require a 
quantitative approach for evaluation and analysis. 
Principles of pyrotechnic performance, test methods and 
functional analysis have been explained and justified in this 
paper by providing examples of investigations of two 
pyrotechnic designs that had failed to function 20 years 
after their initial qualification. The cause of these 
failures was demonstrated to be that adequate functional 
margins had not been achieved in the original designs. In 
the case of the pin puller, the initial design could not 
accommodate lot-to-lot variations in cartridges, combined 
with improper o-ring seals. In the case of the separation 
joint, the design had inadequate functional margin to 
accommodate changes in the properties and thicknesses of the 
material to be fractured. 
To avoid such failures, it is recommended that variables of a 
pyrotechnic system be evaluated and functional margins 
established. Tests should be conducted with flight- 
representative hardware and functional dynamics to either: 1) 
measure and compare the energy delivery capability of the 
explosive or pyrotechnic power source to the energy required 
by the mechanical function, or 2) quantify and compare key 
functional performance parameters. 
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ABSTRACT 
The Wake S h i e l d  F a c i l i t y  (WSF) i s  a  s p a c e  t r a n s p o r t a t i o n  
sys t em (STS) p a y l o a d  t h a t  i s  schedu led  f o r  l a u n c h  on STS-GO i n  
November, 1993.  I t  i s  b e i n g  des igned ,  t e s t e d  a n d  i n t e g r a t e d  
i n t o  t h e  STS by Space I n d u s t r i e s  I n c .  f o r  t h e  U n i v e r s i t y  o f  
H o u s t o n ' s  Space Vacuum E p i t a x y  Cen te r ,  a  NASA C e n t e r  f o r  t h e  
Commercial Development of Space .  The WSF i s  composed o f  t w o  
main components:  a  c ros s -bay  c a r r i e r  a n d  a  f r e e - f l y i n g  
e x p e r i m e n t a l  p l a t f o r m .  The WSF's p r imary  o b j e c t i v e  i s  t h e  
e p i t a x i a l  growth o f  t h i n  f i l m s  by c o n t r o l l e d  beam t e c h n i q u e s  i n  
t h e  u l t r a - h i g h  vacuum t h a t  e x i s t s  i n  t h e  wake o f  t h e  f r e e - f l y e r .  
The R e t e n t i o n  La tch  Mechanism (RLM) h a s  been  deve loped  t o  a c t  as 
t h e  s t r u c t u r a l  i n t e r f a c e  between t h e  f r e e - f l y e r  a n d  t h e  c a r r i e r .  
INTRODUCTION 
F u n c t i o n a l i t y ,  redundancy,  r e l i a b i l i t y  a n d  c o s t  were t h e  
d r i v i n g  f a c t o r s  i n  t h e  d e s i g n  o f  t h e  RLM. The RLM h a s  t h r e e  
main f u n c t i o n s :  t o  c o n n e c t  t h e  f r e e - f l y e r  t o  t h e  c a r r i e r  d u r i n g  
a s c e n t ;  t o  r e l e a s e  t h e  f r e e - f l y e r  f o r  t h e  e x p e r i m e n t a t i o n  
p o r t i o n  o f  t h e  m i s s i o n ;  and  t h e n  t o  r e - a t t a c h  t h e  f r e e - f l y e r  t o  
t h e  c a r r i e r  f o r  t h e  r e t u r n  t o  E a r t h .  The WSF i n  i t s  p a y l o a d  bay  
c o n f i g u r a t i o n  i s  shown i n  F i g u r e  1 and t h e  f r e e - f l y e r  i s  shown 
i n  F i g u r e  2 .  Dur ing  a l l  p o r t i o n s  o f  t h e  f l i g h t  when t h e  f r e e -  
f l y e r  i s  a t t a c h e d  t o  t h e  c a r r i e r ,  t h e  RLM must b e  a b l e  t o  
e f f e c t i v e l y  t r a n s m i t  any  l o a d s  e n c o u n t e r e d  d u r i n g  f l i g h t  f rom 
t h e  f r e e - f l y e r  t o  t h e  car r ie r .  A s  a  s e c o n d a r y  f u n c t i o n  o f  t h e  
RLM i s  t o  e n s u r e  t h a t  t h e  s e n s i t i v e  materials p r o c e s s e d  on t h e  
WSF a r e  p r o t e c t e d  d u r i n g  a s c e n t  and  d u r i n g  r e - e n t r y .  T h i s  i s  
accompl i shed  by t h e  RLM a l s o  p r o v i d i n g  a  c lamping  f o r c e  t o  a n  o- 
r i n g  s e a l  between t h e  f r e e - f l y e r  and  a  s e a l e d  c o n t a i n e r  i n  t h e  
c a r r i e r .  The RLM must a l l o w  f o r  u n r e s t r i c t e d  u n - b e r t h i n g  a n d  
b e r t h i n g  p r o c e d u r e s .  A d d i t i o n a l l l y  it must b e  a b l e  t o  c a p t u r e  
t h e  f r e e - f l y e r ,  g i v e n  t h e  o p e r a t i o n a l  t o l e r a n c e s  o f  t h e  R e m o t e  
M a n i p u l a t o r  System (RMS) . The sys tem must be r e l i a b l e  enough 
and  r edundan t  enough t h a t  t h e  o p e r a t i o n  o f  t h e  RLM can  b e  
accompl i shed  w i t h o u t  any  Ex t r a -Veh icu la r  A c t i v i t y  ( E V A ) .  The 
RLM s h o u l d  b e  
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simple, using "off -the-shelf -technologyg' and proven mater ia ls  t o  
d r ive  t o t a l  cos t s  down and t o  reduce the  amount of t e s t i n g  
required.  
DESCRIPTION OF RETENTION LATCH MECHANISM 
Developed t o  s a t i s f y  t h e  design requirements of the  WSF 
program, t h e  RLM cons is t s  of two s e t s  of four ( 4 )  over cen te r  
l a t ches  t h a t  a r e  mechanically connected through a  l inkage system 
t o  two dual dr ive  electromechanical ro tary  ac tua to r s .  Each s e t  
of l a t ches  has four ( 4 )  hooks t h a t  a re  driven i n  cam-slots near 
the  i n t e r f a c e  r ing  between t h e  f ree- f lyer  and t h e  c a r r i e r .  The 
primary l a t c h  hooks a r e  spaced a t  90 degrees from each o the r ,  
while t h e  second s e t  of hooks i s  s l i g h t l y  o f f s e t  from t h e  f i r s t  
s e t .  The RLM and associated hardware a r e  shown i n  Figure 3 .  
One s e t  of four  ( 4 )  l a tches  and hooks i s  adequate t o  perform a l l  
of t h e  requirements of the  RLM; t h e  other  s e t  i s  used i n  t h e  
event of a  mechanical f a i l u r e ,  providing a  redundant f e a t u r e .  
Once on o r b i t ,  t he  RLM i s  ac t iva ted  which causes t h e  
electromechanical ac tua tors  t o  unlock t h e  l a t c h  mechanism and 
move t h e  hooks out of the  way so t h a t  t h e  f r ee - f lye r  can be 
deployed. When mater ial  processing i s  completed, the  RMS 
pos i t ions  the  f ree- f lyer  within the  capture envelope of RLM. As 
the  RLM i s  ac t iva ted ,  the  ac tua tors  cause t h e  hooks t o  move i n  
t h e i r  cam-slots which f i r s t  center  the  f r ee - f lye r  over t h e  
c a r r i e r  then move the  f ree- f lyer  i n t o  mating pos i t ion .  The RLM 
continues i t s  motion u n t i l  t h e  la tches  lock t h e  f r ee - f lye r  i n  
p lace .  The pos i t ion  of the  RLM i s  monitored by microswitch 
assemblies on the  c a r r i e r  and i s  cont ro l led  by crew members i n  
the  Orb i t e r .  
The hear t  of the RLM a r e  two dual dr ive  electromechanical 
ro ta ry  a c t u a t o r s .  Each ac tua tor  has two 3-phase, 110 v o l t  
motors t h a t  a r e  driven d i f f e r e n t i a l l y  through a  5 : l  reduction 
gear box. This allows f o r  no loss  i n  torque due t o  t h e  l o s s  of 
a  motor; only the  time f o r  ac tua t ion  i s  increased. The primary 
l a t c h  system's actuat ion time f o r  both motors running i s  1 . 1 7  
minutes. For t h e  secondary system, the  ac tua t ion  time i s  1.02 
minutes. I f  a  motor were t o  not operate i n  e i t h e r  of t h e  
ac tua to r s ,  t h e  actuat ion time would double f o r  t h a t  ac tua to r .  
These ac tua to r s ,  made by Honeywell, a re  f l i g h t  proven having the  
same design been flown on SPARTAN. The ro tary  ac tua tors  
t r a n s l a t e  t h e i r  ro tary  motion i n t o  l i n e a r  motion v ia  two 
i n d u s t r i a l  precis ion ballscrew assemblies. The s t r u c t u r e  of the  
RLM has been designed so t h a t  the  motors can be s t a l l e d  with no 
adverse e f f e c t s .  A s t a l l e d  ac tua tor  event would only happen i f  
t h e r e  were a  f a i l u r e  of one of the  RLM pos i t ion  sensing 
microswitch assemblies. The ro tary  ac tua tors  and ballscrew 
assemblies of the  lower l a t c h  mechanism a r e  shown i n  Figure 4 .  
As t h e  ac tua tors  r o t a t e  and dr ive t h e  ballscrew assemblies, 
t h e i r  l i n e a r  motion dr ives  two unique aspects  of the  RLM. These 
unique fea tures  a re  the  over center  pivot mechanisms, and t h e  
hooks and cam-slots. The ballscrews a re  mechanically connected 
through linkages t o  t h e  over center  pivot mechanisms and then 
a l s o  t o  t h e  hooks i n  t h e i r  cam-slots a t  t h e  i n t e r f a c e  r i n g  
between t h e  f ree- f lyer  and t h e  c a r r i e r .  These l inkages,  p ivots ,  
and hooks a r e  t h e  main load carrying members of the  RLM. They 
a re  f ab r i ca ted  from 15-5PH s t a i n l e s s  s t e e l  i n  t h e  1025 heat 
t r e a t  condi t ion.  The container  i n  the  c a r r i e r  t h a t  serves a s  
the  support s t r u c t u r e  f o r  t h e  RLM i s  a  welded s t r u c t u r e  
f ab r i ca ted  from 304L s t a i n l e s s  s t e e l .  A d e t a i l  of t h e  RLM 
l inkages,  pivot assembly and hooks i s  shown i n  Figure 5.  When 
the  f r ee - f lye r  i s  a t tached t o  the  c a r r i e r  and t h e  p ivo t s  a r e  
locked over center ,  any loads impacted t o  the  hooks tend t o  
dr ive  t h e  pivot f a r t h e r  over cen te r .  The loads a r e  then 
dispersed i n t o  t h e  support s t r u c t u r e  and w i l l  not t r a v e l  down 
t h e  l inkages t o  the  ballscrew assemblies and a c t u a t o r s .  A c lose  
up of t h e  pivot mechanism i s  shown i n  Figure 6 .  The hooks and 
cam-slots allow f o r  s i zab le  misalignment during berthing 
operat ions between the  f ree- f lyer  and the  c a r r i e r .  The reach- 
then-grab ac t ion  of the  hooks r e s u l t s  i n  a  la rge  capture 
envelope t h a t  is well within the  pos i t iona l  to lerances  of t h e  
RMS. The operat ional  reach l i m i t s  of the  l a t c h  hooks a r e  shown 
i n  Figure 7 .  Microswitch assemblies around the  i n t e r f a c e  r i n g  
between t h e  f r ee - f lye r  and t h e  c a r r i e r  n o t i f y  t h e  crew i f  t h e  
f r ee - f lye r  i s  within t h e  la tching  envelope. The crew then 
a c t i v a t e s  t h e  RLM and the  hooks begin t h e i r  motion i n  which they 
center  t h e  f ree- f lyer  then move it i n t o  pos i t ion  f o r  mating. 
The hooks, l inkages and p ivots  a l s o  a re  t h e  mechanism by which 
an o-ring s e a l  i s  compressed a t  t h e  in te r face  r ing  t o  provide a  
cont ro l led  environment f o r  s e n s i t i v e  components on t h e  f r ee -  
f l y e r .  A t o t a l  force of 56.5 kN ( 1 2 7 0 0  l b )  i s  needed t o  
compress t h e  o-ring and provide an adequate s e a l .  This 
t r a n s l a t e s  t o  a  preload i n  each hook-linkage-pivot system of 
1 4 . 1 2  k N  (3175  l b ) .  The ac tua l  preload used during f l i g h t  i s  
2 8 . 9  kN (6500 l b )  per hook-linkage-pivot system, which prevents 
any gap occurring between t h e  f ree- f lyer  and container  during 
any f l i g h t  loading condition due t o  def lec t ions  of t h e  
s t r u c t u r e .  
To ensure t h a t  the  RLM meets a l l  of the  s a f e t y  c r i t e r i a  f o r  
a  s a f e t y  c r i t i c a l  system, a l l  moving p a r t s  must have a redundant 
f e a t u r e .  To f a c i l i t a t e  t h i s ,  a l l  r o t a t i n g  p a r t s  of t h e  
mechanism have two s l i d i n g  surfaces so t h a t  the  chances of a  
f a i l u r e  due t o  any one of t h e  surfaces g a l l i n g  and s i ez ing  i s  
reduced. F r i c t ion  between s l i d i n g  surfaces i s  reduced by 
coat ing a l l  s l i d i n g  and ro ta t ing  surfaces with molybdenum 
d i s u l f a t e  s o l i d  f i lm lubr ica t ion .  
To minimize cos t s  but s t i l l  ensure safe ty ,  a l l  of t h e  
f a s t ene r s  used a r e  commercially avai lab le ,  high s t r eng th  
m i l i t a r y  spec i f i ca t ion  hardware. In highly loaded areas ,  t h e  
f a s t ene r s  a re  high s t rength  a l loy  s t e e l ,  and i n  support a reas ,  
the  f a s t ene r s  a r e  300 s e r i e s  s t a i n l e s s  s t e e l .  A l l  of t h e  
fas teners  have f u l l  t r a c e a b i l i t y  and a r e  subjected t o  t h e  
requirements s t a t e d  i n  the  J S C  Fastener Testing I n t e g r i t y  
Program. 
Since the  REM i s  located i n  t h e  environmentally harsh area 
of t h e  Orbi te r  payload bay, environmental e f f e c t s  have played a  
key ro le  i n  i t s  design. However due t o  t h e  mechanical nature of 
the  RLM, t h e  thermal/vacuum environment i s  the  key design 
d r i v e r .  A l l  of the  load carrying, r o t a t i n g  components and 
support s t r u c t u r e s  of the  RLM a re  f ab r i ca ted  from s t a i n l e s s  
s t e e l s .  These s t e e l s  minimize problems encountered due t o  
thermal expansion o r  contraction because of t h e i r  s imi la r  
thermal expansion c o e f f i c i e n t s .  The sealed container i n  t h e  
c a r r i e r ,  t h e  attachment b e l l ,  i s  f ab r i ca ted  from s t a i n l e s s  s t e e l  
and provides a  g rea t  thermal i n e r t i a  which minimizes temperature 
gradients  across  t h e  s t r u c t u r e .  Problems t h a t  may a r i s e  due t o  
the  vacuum, cold welding spec i f i ca l ly ,  a r e  eliminated by t h e  
r o t a t i n g  redundancy and f r i c t i o n  reduction methods described 
above. 
Another key component of the  RLM a r e  t h e  microswitch 
assemblies t h a t  re lay  the  pos i t ion  of the  RLM t o  t h e  crew i n  the  
Orb i t e r .  These assemblies have t o  be e f f e c t i v e ,  r e l i a b l e ,  
simple, and redundant. There a re  t h r e e  d i f f e r e n t  microswitch 
assemblies associa ted  with the  RLM: the  ready-to-latch 
ind ica to r s ,  t h e  la tched indica tors  and t h e  unlatched ind ica to r s .  
The f i r s t  of these  assemblies, the  ready-to-latch ind ica to r s ,  
a re  located around t h e  in te r face  r ing  between the  f r ee - f lye r  and 
the  c a r r i e r .  Each of the  four loca t ions  have two microswitches 
i n  one assembly, o f fe r ing  dual redundancy. The assembly 
ac tua tes  t h e  switches when t h e  f r ee - f lye r  i s  2 5 . 4  mm ( 1 . 0  i n )  
from t h e  c a r r i e r  i n  t h e  four ( 4 )  loca t ions  of the  assemblies. A 
close  up of the  ready-to-latch assembly i s  shown i n  Figure 8 .  
The second microswitch assemblies a r e  t h e  latched ind ica to r s .  
These switches a r e  located a t  the  pivot  assembly of t h e  RLM. 
Each l a t c h  system has two microswitch assemblies and each 
assembly contains  one microswitch f o r  a  t o t a l  of four la tched 
microswitches. The assembly a c t i v a t e s  t h e  microswitch only when 
the  pivot i s  i n  i t s  over center  pos i t ion  and locked i n  p lace .  
When t h e  microswitch i s  ac t iva ted ,  t h e  c i r c u i t  t h a t  c a r r i e s  
power the  d r ive  motors i n  each ac tua to r  i s  broken. A d e t a i l e d  
view of t h e  la tched microswitch ind ica to r  assembly i s  shown i n  
Figure 9 .  The f i n a l  microswitch assemblies a r e  the  unlatched 
i n d i c a t o r s .  These assemblies a re  located adjacent t o  t h e  
ballscrew assemblies.  The switches a re  ac t iva ted  only when the  
l a t c h  hooks a re  a t  the  end of t h e i r  s t roke  and f u l l y  open. When 
the  microswitches a re  ac t iva ted  by the  assemblies, again t h e  
c i r c u i t  t h a t  c a r r i e s  power t o  the  motors i s  broken. Like t h e  
la tched ind ica to r s ,  the re  a r e  two microswitches per l a t c h  
system, f o r  a  t o t a l  of four ( 4 )  microswitches i n  t h e  unlatched 
i nd ica to r  assemblies.  A d e t a i l e d  view of the  unlatched 
ind ica to r s  i s  shown i n  Figure 1 0 .  
The design of the  RLM was completed i n  accordance with t h e  
WSF program requirements f o r  s t r u c t u r a l  design. These 
requirements s t a t e  t h a t  a l l  load carrying elements w i l l  have a  
f a c t o r  of s a f e t y  of a t  l e a s t  two on f l i g h t  l i m i t  loads.  
S t ruc tu ra l  t e s t i n g  must then be completed a t  1 4 0  percent of 
f l i g h t  l i m i t  loads.  Testing i s  then completed on the  f l i g h t  
hardware t o  qua l i fy  the  s t r u c t u r e  f o r  f l i g h t  loads.  The RLM has 
successful ly  met the  above requirements. 
CONCLUSION 
The RLM has been designed and developed expedi t iously.  The 
conceptual design was f ina l i zed  i n  the  f a l l  of 1 9 9 0  and d e t a i l  
design, f ab r i ca t ion ,  and assembly was completed jus t  e igh t  
months l a t e r .  To date,  the  e n t i r e  s t r u c t u r e  of the  WSF, 
including t h e  RLM, has been through modal, acous t ic  and s t a t i c  
s t r u c t u r a l  t e s t i n g  a t  NASA's Johnson Space Center. The RLM has 
met o r  exceeded a l l  of i t s  planned object ives ,  and a t  the  time 
of t h i s  wr i t ing ,  the  WSF i s  undergoing f i n a l  in t eg ra t ion .  
Through proven mechanical design techniques and proper a t t e n t i o n  
t o  t h e  design c r i t e r i a ,  an e f f e c t i v e ,  r e l i a b l e ,  redundant, s a fe  
and cost  e f f e c t i v e  system has been developed i n  a  short  amount 
of time. 
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DEVEmPMENT AND TESTING OF THE 
AUTOMATED FLUID INTERFACE SYSTEM 
Martha E. Milton*, Tony R. Tyler* 
ABSTRACT 
The Automated Fluid Interface System (AFIS) is an 
advanced development program aimed at becoming the standard 
interface for satellite servicing for years to come. The AFIS 
will be capable of transferring propellants, fluids, gasses, 
power and cryogens from a tanker to an orbiting satellite. 
The AFIS program currently under consideration is a joint 
venture between the NASA/Marshall Space Flight Center and 
Moog, Inc. An engineering model has been built and is 
undergoing development testing to investigate the mechanism's 
abilities. 
INTRODUCTION AND BACKGROUND 
The overall goal of the AFIS program is to develop and 
demonstrate a system capable of making multiple fluid and 
electrical connections between two docked spacecraft. This 
system would become the standard interface for satellite 
servicing and other similar applications. The end goal of the 
program is to build a flight qualified AFIS and demonstrate 
its capability on-orbit. 
The primary mission of the AFIS is to resupply 
consumables to on-orbit satellites. This technology could 
greatly increase the life and flexibility of future 
satellites. Other possible applications could include space 
station systems, space based engines, and on-orbit integration 
of space systems too large to launch as a single unit. 
The AFIS was initially developed to be a flight 
experiment as part of the Satellite Servicer System (SSS). 
The AFIS has been delivered to MSFC and technically evaluated. 
As a result of this evaluation, follow-on testing is being 
conducted at the MSFC and is the subject of this paper. The 
SSS program was canceled but the AFIS development is 
continuing. 
DESIGN REQUIREMENTS 
In order to meet the objectives of providing a flexible 
system for satellite servicing, the following requirements 
were imposed: 
* NASA/Marshall Space Flight Center, Huntsville, AL 
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- Compatible with both the Orbital Maneuvering Vehicle ( O W )  
and the Orbital Spacecraft Consumables Resupply System 
(OSCRS) tanker. 
- Compatible with both existing docking mechanisms; the Three 
Point Docking Mechanism (TPDM), and the Remote Grapple 
Docking Mechanism (RGDPI). (Spacecraft would be docked 
before transfer would take place). 
- Accommodate final engagement compliance. 
- Reusable for launched servicing activities to all orbits. 
- Life of forty missions. 
- Minimize life cycle costs and maximize safety and 
reliability. 
- Carry loads resulting from fluid transfer (2000 pounds 
total). 
- Provide coupling contamination protection as well as 
separation between oxidizer and fuel couplings. 
- Minimize hardware and moving parts on spacecraft side. 
- Allow for a standard footprint for all spacecraft. 
- Reconfigurable for monopropellant, bipropellant or cryogenic 
supply - 
DESCRIPTION 
The AFIS utilizes technology previously developed for a 
system called the Automated Umbilical Connector (AUC). The 
AUC was used by NASA/Johnsan Space Center to demonstrate 
cryogenic resupply. 
The AFIS is comprised of an active and passive side. The 
active side is on the tanker and the passive side is on the 
spacecraft. Both sides are octagon shaped and measure 26 
inches across the flats. The active side weighs approximately 
36 pounds and the passive side weighs 17 pounds without 
couplings. Figure 1 shows both sides of the AFIS positioned 
and ready for engagement. This initial alignment is done by 
the docking mechanism. 
Figure 2 depicts an exploded view of the active side of 
the AFIS. This side contains all components requiring 
electrical power and/or control and is comprised of a chassis 
and a carriage assembly. The chassis is hard mounted to the 
spacecraft structure, provides a structure for the carriage 
assembly to ride on, and contains a rotating cover which 
protects the couplings. 
The main component of the carriage assembly is an 
electromechanical actuator that powers and controls all AFIS 
functions. This actuator is responsible for the following 
tasks : 
- Rotates covers on both the spacecraft and tanker side. 
- Locks/unlocks the two sides together. 
- Engages/disengages couplings and connectors. 
- Aligns the tanker and spacecraft sides of AFIS. 
- Carries the loads from f l u i d  transfer. 
The carriage assembly also contains the couplings and 
connectors. This assembly is stiffened by a truss assembly 
and is compliantly mounted to the chassis assembly. The 
compliant mounting allows the AFIS to adjust for misalignments 
resulting from the docking mechanism. 
The passive side of the AFIS is shown in Figure 3. It 
was designed to be as simple and lightweight as possible and 
to rewire no power or control. Moving parts are limited to a 
rotating cover which is rotated by the active side. 
The operation of the AFIS is controlled by three signals: 
'@Enablew, "EngageM, and "Disengage1'. The AFIS has redundant 
electronics and motors which are selected by choosing 
different channels. When the AFIS is disengaged, as shown in 
Figure 4a, the carriage assembly is preloaded against the back 
of the rotating covers. This allows the floating carriage to 
withstand the necessary vibration loads. When the @@engageM 
command is received by the actuator, a square shaft is 
extended across the interface as shown in Figure 4b. Once 
this actuator is fully extended, it has protruded into the 
center hub of the passive side. The actuator then rotates 45 
degrees which rotates both covers and locks the two sides 
together. The two halves are locked together by having the 
square end of the actuator rod rotated 45 degrees from the 
square center hub hole. The actuator then begins retracting. 
Because the end of the actuator is now fixed, the carriage 
assembly of the active side (with couplings) begins to move 
across the interface towards the passive side. The engagement 
is complete when all couplings are engaged as is shown in 
Figure 4c. Disengagement is the reverse of engagement. 
DEVELOPMENT TESTING 
In order to fully understand the characteristics of the 
AFIS and determine the acceptability of the design, a full 
series of development tests are being conducted at the MSFC. 
These include: 
Functional Checkout 
Upon receipt of the AFIS engineering model, it was 
functionally checked out to assure the design requirements 
were fully satisfied, The AFIS performed well and adequately 
satisfied all requirements. Figure 5 shows the AFIS in the 
disengaged and engaged configurations while mounted in a 
structure which simulated a docked spacecraft. This structure 
also provided the means to introduce misalignments. The AFIS 
easily perfomed with all required misalignments. 
A major mishap did occur during this phase of the 
testing. The square end of the actuator s ~ d  id not disengage 
from the center hub of the passive half during disengagement 
operations. As a result, the AFIS was damaged. The AFIS was 
repaired and this problem has not reoccurred. 
  em on strati on Dockina and Fluid Transfer 
In order to evaluate the compatibility of AFIS with the 
three point docking system and the ability of the AFIS to 
transfer fluids, a demonstration docking and engagement was 
accomplished in the flight robotics facility of the MSFC. The 
active side was integrated into the Orbital Maneuvering 
Vehicle (OMV) mock-up. This mock-up was stationary and 
contained a working Three Point Docking Mechanism (TPDM). 
This mounting arrangement is shown in Figure 5. A truss 
structure and tubular frame were used to attach the AFIS. 
The passive side of the AFIS was mounted on a mobile cart 
which contained a trunnion arrangement compatible with the 
TPDM. The mobile cart floated on air bearings and was 
propelled by air thrusters. The test apparatus is shown in 
Figure 6. The mobile cart was flown in and docked to the OMV 
mock-up using a Automatic Rendezvous and Docking system 
developed at the MSFC. Once docked, the AFIS was engaged and 
power and air were successfully transferred across the 
interface. 
This demonstration placed the AFIS in the horizontal 
orientation. Because the AFIS was designed for microgravity, 
several changes were required for this test. Even with these 
changes, the actuator sag prevented any misalignment studies 
during this demonstration. 
This test successfully demonstrated that the AFIS can be 
integrated with the TPDM. It also demonstrated gas and power 
transfer across the interface. The AFIS performed well even 
in the horizontal orientation and with the excessive 
tolerances inherent with the experimental hardware. 
Load Test 
A primary concern with the AFIS is the amount of force 
transmitted back to the spacecraft. A load test is planned 
which will evaluate this. The passive side of the AFIS is 
mounted to a load frame and is integrated into the spacecraft 
simulator used for the functional checkout. The loads 
transferred back to the spacecraft and tanker are expected to 
be small. The loads measured will be those caused by the 
mechanisms engagement. Fluid transfer loads are carried 
internally by the AFIS. This test will also provide 
additional information on the effects of misalignment on the 
AFIS . 
Thermal Vacuum Test 
The objective of the thermal vacuum test is to examine 
the- AFIS in an on-orbit configuration. Both the active and 
passive sides will be thermally isolated from the space 
environment except for the front mounting plates and rotating 
covers. Before docking, both sides will be independently 
subjected to the extreme temperature variations of space. 
This will result in the active and passive sides being at 
different temperatures. In order to assimilate these 
conditions a special test fixture was required. 
This test fixture includes four basic components: the 
test support structure, a translational system, solar lamps, 
and the AFIS support structure including the mechanical stops 
(Figure 8). The test support structure is a tubular frame 
approximately eight feet long. It encompasses all testing 
hardware and provides an interface with the vacuum chamber. 
The translation system provides a means of separating the 
active and passive sides for independent thermal conditioning 
(Figure 9). The system is made up of several components 
including: a single axis linear translation table, stepper 
motor, and the computer hardware necessary for operations. 
This system is operated remotely by compumotor and personal 
computer. 
The AFIS support structure simulates the tanker and the 
spacecraft in that they provide a mounting structure and 
thermal protection for the AFIS (Figure 10). The upper/passive 
side attaches to the test support structure. The lower/active 
side is connected to the translation table and has a bank of 
eleven solar lamps cantilevered to one side to heat the 
upper/passive half during testing. These solar lamps simulate 
on-orbit solar heating. They have a lighted length of ten 
inches giving a maximum temperature on a target surface of 375 
degrees F. The lower/active half is heated by a second bank 
of eleven solar lamps located on the test support structure. 
Both AFIS support structures contain two lamps to maintain 
ambient temperature within the enclosures. Also included in 
the AFIS support structure are the mechanical stops which keep 
the lower/active support structure from being pulled upward 
during the AFIS engagement. 
This hardware provides the means to simulate an on-orbit 
AFIS engagement, In addition to this engagement $est the 
transfer of power, cryogens and gas will be demonstrated. 
Alignment studies will also be a part of this themal vacuum 
testing. 
Vibration Test 
When launched into orbit, the AFIS will be subjected to a 
severe vibration environment. In order to evaluate the effect 
of launch and landing on AFIS, a vibration test will be done. 
A shaker table at the MSFC! will be used to conduct the test. 
Each half of the AFIS will be tested independently. 
The test will consist of a sine sweep and random 
vibration test. The sine sweep will determine the natural 
frequencies and modes for the mechanism. The random vibration 
test will determine the mechanisms response to the launch 
environment. These tests will also provide information on the 
internal stresses of the AFIS. Initial analysis has already 
shown that the mounting plate for the Type I half may rewire 
stiffening and will be verified. 
A design for an Automated Fluid Interface System (AFIS) 
which can meet the challenge of satellite servicing has been 
successfully developed. The AFIS is very flexible in that it 
lends itself very easily to a variety of spacecraft, tankers, 
launch vehicles and fluids. The AFIS is capable of 
monopropellant, bipropellant or cryogenic supply. Up to 
twenty couplings can be used and can be sized up to 6 inches 
in diameter. The couplings can easily be reconfigured on the 
AFIS for various missions. The AFIS design is redundant, 
reliable, and simple. The passive side of the AFIS is very 
simple and light weight making it very attractive for 
satellites requiring fluid or cryogen resupply. 
At least two improvements are necessary with the current 
design. The issue of emergency separation was not addressed. 
If the actuator fails or the actuator rod does not unlock from 
the spacecraft side, the two spacecraft will be stuck 
together, possibly causing the loss of both vehicles. It 
would not be very difficult to include a means of emergency 
separation with the current design. Another weakness of the 
current AFIS is in the locating mechanism of the rotating 
covers. In one instance, the cover did not lock in the 
proper position and a coupling snagged the cover during 
engagement. Only operator awareness prevented any damage from 
being done. Another possible improvement would be the 
availability of additional feedback during operation. This is 
very important in the robotics operation of spacecraft where 
visual feedback is limited. 
Additional Testing of the AFIS will provide the required 
experience and knowledge for the development sf specifications 
for flight unit procurement. 
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Figure 6: WFPS Pngtegrated with TPDM on O W  Mock-up. 
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METAL BAND DRIVES IN SPACECRAFT MECHANISMS 
ABSTRACT 
Transmitting and changing the characteristics of force and stroke is a requirement 
in nearly all mechanisms. Examples include changing linear to rotary motion, 
providing a 90" change in direction, and amplifying stroke or force. Requirements 
for size, weight, efficiency and reliability create unique problems in spacecraft 
mechanisms. Flexible metal band and cam drive systems provide powerful 
solutions to these problems. 
Band drives, rack and pinion gears, and bell cranks are compared for 
effectiveness. Band drive issues are discussed including materials, bend radius, 
fabrication, attachment and reliability. Numerous mechanisms are shown which 
illustrate practical applications of band drives. 
1.0 PERSPECTIVE 
1 .I Approaches to changing force and stroke 
Various mechanical methods can be used to change force and stroke including 
gears, linkages and belt drives. Appended to this paper, are scale drawings 
(figures 1.1 .I, 1.1.2, 1.1.3) illustrating the typical layout and part sizing for 
transmitting a linear input of 444 N (1 00 Ibs) over 1.9 cm (.7511) into a rotary output. 
1.2 Summary of effectiveness 
Each of these three approaches was evaluated for its effectiveness in small 
compact mechanisms transmitting relatively high loads in contamination sensitive 
environments. They are ranked in descending order of effectiveness for each issue. 
1.2.1 Size and Weight 
Band- Smallest size and weight for a given load 
Rack- Gear teeth strength requirements increase size 
Crank- High loads require large rollers which interfere with short lever arms 
1.2.2 Efficiency 
Band- 96%, from loss ad axle bearing 
Rack- 94%, additional loss at gear teeth interface 
Crank- 8824, angular input requires more sliding surfaces creating more friction 
* Starsys Research Corporation, Boulder, Colorado 
! .2.3 Contamination 
Band- Band produces no contamination 
Crank- Limited to rolling surFaces 
Rack- Gear teeth wear and produce particles 
1.2.4 Lifelwear 
Band- Nearly infinite fatigue life 
Crank- Higher number of sliding surfaces 
Rack- Lubrication determines gear teeth life 
1.2.5 Tolerance requirements 
Band- Minimal 
Crank- Minimal 
Rack- Precision alignment of gear teeth required 
1.2.6 Capability for linear to rotary transmission 
Rack- Infinite angular capability 
Band- 270" maximum rotation limit 
Crank- 90" maximum rotation limit 
1.2.7 Other limitations, advantages 
Rack- Fixed output ratio, Bi-directional 
Band- One direction (only pulls), variable output ratio 
Crank- One direction (only pushes), variable output 
2.0 DESIGNING WITH METAL BANDS 
Metal band drives are easy to use. However they do have some unique design and 
production issues that require careful attention. 
2.1 Material 
The ideal metal drive band would have very high strength and a high modulus of 
elasticity. A thorough review of available materials and their properties led to a 
material with the trade name of Elgiloy. It was developed in the 1940's for watch 
springs. Elgiloy is a cobalt chromium nickel alloy with the following composition: 
CO 39/41 % 
CR 19/21% 
NI 14116% 
MO 618% 
MN 1.5/2.5% 
C 0.1 5%max 
BE Q.1 O%max 
FE balance 
Elgiloy is available as strip, ribbon wire, rod and cable. Its mechanical properties 
are derived from a combination of cold work and subsequent heat treatment. This 
material processing produces thin bands with very high strength. 
Ultimate tensile strength - 1,724 to 2,414 MPa (350 Kpsi) 
Hardness (HRC) - 45 to 60 
Elastic modulus - up to 206,910 MPa (30,000,000 psi) 
Fatigue life - excellent (see fatigue, S-N curve) 
Corrosion resistance - Excellent ( MSFC-SPEC-250) 
Stress corrosion cracking - (A rating MSFC-SPEC-522) 
Compatibility - GOX,L0XfN204,HDZE,H2 
Magnetic permeability - 1.00004 at 25OC 
Coefficient of thermal expansion - 15.17 x 106 per "C 
Temperature range for normal performance - -150°C to 450°C 
For comparison titanium has a tensile strength of only 827 MPa (1 20,000 psi) and a 
modulus of 11 4,000 MPa (16,500,000 psi). 
2.2 Bend radius 
Spacecraft mechanisms frequently have severe envelope restrictions. A band drive 
provides a good solution to these restrictions. Minimizing the overall size of a band 
drive can require using the smallest possible cam diameter and band bend radius. 
The graph shown in figure 2.2 illustrates the relationship between bend radius and 
yield strength for bands typically used in Starsys Research mechanisms. 
We typically allocate 50% of the band yield strength to load transmission and use 
the remaining strength for bending stress. Final selection of bend radius, band 
thickness and band width can be made after assigning their relative priority in the 
design and band strength margin requirements. It should be noted that by simply 
cold forming the bands to 2x the bend radius bending stress can be reduced by 
50%. 
2.3 Fatigue 
Elgiloy bands have excellent fatigue resistance. The S-N curve shown in figure 2.3 
illustrates this. 
2.4 Attachment 
Mechanical methods of attachment are superior to other methods in fatigue and 
strength. Spot welding, soldering and brazing can be used but they weaken the 
material. A simple, reliable method of mechanical fastening was developed and is 
used in the mechanisms illustrated. The drawing shown in figure 2.4.1 is from a 
telescope launch lock. It illustrates both flat and radial attachments. 
The geometry for attachment is shown in figure 2.4.2. The following formulas relate 
to the figure. Band stress at the thinnest point in the anachment is equal to the load 
carried divided by the sum of the width minus the hole diameter times the 
thickness, S=F/(W-D)xT. 
The length of the band end from the end of the band to the anachment hole center 
is ideally a minimum of 2 times the diameter. Shorter lengths have been used but 
they significantly reduce the load carrying capability of the attachment (see 
Testing). 
Band bearing stress is equal to the load divided by the hole diameter times the 
thickness, S=Fl(DxT). Because band attachment is typically sized to carry 50% of 
the yield stress of the band, the hole diameter should be from 112 to 113 the band 
width. This is consistent with allowing 50% of the absolute stress for bending. 
Bearing stress of the pin on which the band bears are high. The band clamp design 
used induces tri-axial stress which increases the effective strength of the material. 
Only minor deformation has been seen with 303 stainless steel pins. 
2.5 Fabrication 
Because the band shape is so simple, the first band components were fabricated 
by conventional machining technology. The band material was clamped between 
two pieces of aluminum and shaped with carbide tooling. While good quality bands 
were produced, this method was difficult and tooling wore out quickly. Practical 
tolerances were limited to + 50 microns (.002"). 
Because of these difficulties subsequent band components were fabricated by Wire 
Electrical Discharge Machining or WEDM. Starsys Research regularly uses WEDM 
for cutting complex shapes in electrically conductive materials. This fabrication 
process uses the electrical arc from a wire held at both ends and submerged in a 
water solution to remove material. It easily produces parts with tolerances of rt5 
microns (.0002"). 
Developing a process to fixture the thin band material was straight forward. After 
machining, minimal deburring of the edges is required. The parts produced by 
WEDM are of very high quality and accuracy. 
2.6 Design and assembly 
Metal band drives function well with easily obtained tolerances, typically f .I27 mm 
(.005") for most mechanism parts. Attachment holes and through pins are held to f 
13 microns (.0005"). Be careful to control fillet radii of integral clamp and pin 
assemblies so they do not interfere with clamping. 
Since the bands tend to adjust themselves to proper alignment, only normal visual 
alignment is required during assembly. Care must be taken to properly align and 
secure attachment clamps. 2-56 and 4-40 screws were used to secure band 
clamps. 
Metal band deformation or stretch from loads is minimal. A band loaded to 25% of 
its yield strength would stretch 2%. 
3. FAILURE MODES AND TESTING 
3.1 Attachment testing 
Testing was performed to verify the performance of the band drive designs. The 
majority of the testing focused on band attachment. Bands were fabricated and 
tested to failure. The following observations summarize the testing. 
1) When the band clamps were tight, .56 to .06 N-m (5 to 0.5 in-lb) torque, failures 
occurred at 91 - 83% of the design yield strength of the attachment. 
2) When the band clamps were loose, .08 cm (.03OW) gap, failure occurred at 66% 
of the design yield strength of the attachment. Failures began with buckling of 
the band in the bearing area. Buckling of the band concentrated stress in 
adjacent areas and allowed the attachment pin to tear out of the band. 
These bands had a band end length to attachment diameter ratio of 1.5 to 1 .O. A 
longer attachment length would perform better. Testing to verify band attachment 
strength is highly recommended. 
3.2 Corrosion 
The corrosion resistance of Elgiloy is excellent, as good or better than other metals 
typically used on spacecraft. Its galvanic potential is cathodic or protected, similar 
to passivated chromium stainless steel. 
The reliability of single bands should be established by component testing. 
Redundant bands have been successfully utilized on two mechanisms. In one 
design, the bands were slotted on one end and therefore not constrained in motion. 
In the other, the bands move through two reverse radii which equalize band length. 
Because of band elasticity and stretch, parallel bands will accommodate normal 
variations in tolerance and still distribute loads. Burnishing molydisulfide onto the 
band surfaces that contact each other eliminates visible abrasion and wear. 
4. CONCLUSION 
Metal band drives offer several advantages including; small size, high efficiency, 
low contamination and long life. They provide unique solutions to difficult problems 
for example, providing variable output from a constant input. They are 
straightforward to design and easy to fabricate. 
Because of its high tensile strength and other properties Elgiloy is an excellent 
choice of material for the drive band in these mechanisms. Bands should be 
analyzed for bending stress and attachment design should be tested. 
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Figure 1.1.1 
Belt drive - Metal band drive 
Output: 3.39 Nt-m (30 in-lbs) over 137" 
Efficiency: 96% 
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Gears - Rack and pinion 
Output: 3.28 Nt-m (29 in-lb) over 137' 
Efficiency: 93% 
Linear input 
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Linkage - Bell crank o 0.5 I 1.5 2 2.5 3 
Output: 3.73 Nt-m (33 in-lb) over 90" Bend Rams  (cm) 
(maximum efficient rotation) Figure 2.2 
Efficiency: 88% Yield strength vs. Bend radius in Elgiloy bands 
T- CAM CLAMP SCREW 
\ 
4- SHOULDER BLANK 104 105 10" 10' 276 40 
CAM CLAMP 
CLAMP SCREW - 
Figure 2.3 
Number of cycles to failure from reverse 
bending 
Width /- llw*t> 
Figure 2.4.1 
Flat and radial band attachment 
Figure 2.4.2 
Band attachment geometry 
4. MECHANISMS 
Fiaure 4.1 - Telesco~e launch lock for UVCS on SOHO-MAMA - Translates linear i n~u t  to rotarv ou t~ut  
Input: 2x 444 Nt (1 00 Ibs) over 14 rnrn (.55" ) extension 
Output: 2x 1.7 Nt-rn (15 in-lb) over 90" plus latching 
Bands: Two .076 rnrn (.003") by 6.7 rnrn (.265") wide 
Fiaure 4.2 - Cover o~erator for UVI on POLAR - Arn~lifies stroke 
Input: 444 Nt (1 00 Ibs) over 14 mm (.55" ) extension 
Output: 222 Nt (50 Ibs) over 19 rnrn (.75" ) extension plus latching and spring retraction 
Bands: Input .076 rnrn (.003") thick by 7.6rnrn (.30OW) wide, output .076 rnrn (.003") thick by 5.8 rnrn (.23OU) wide 
144 
Fiaure 4.3 - Scan mirror lock for TIR on ASTER and launch lock for SWAN on SOHO-MAMA - Pin puller 
Input: 31 1 Nt (70 Ibs) over 6.4 mm (.25" ) extension 
Output: 222 Nt (50 Ibs) over 8.1 mm (.32" ) retraction 
Bands: Two .076 mm (.003") thick by 5.7 mm (.225") wide 
Fiaure 4.4 - Mirror and occulter lock for UVCS on SOHO-MAMA - Turns ~ u s h  into oull 
Input: 444 Nt (1 00 Ibs) over 14 mm (55" ) extension 
Output: 222 Nt (50 Ibs) retraction over 11 mm (.45" ) plus latching and spring extension 
Bands: Redundant .076 mm (.003") thick by 7.6 mm (.30OU) wide 
Input: 533 Nt (120 Ibs) over 19 mm (.75") extension 
Output: 3.4 to 6.8 Nt-m (30 to 60 in-lb) over 90" 
Bands: Redundant .076 mm (.003") thick by 10 mm (.4OOw) wide 
Fiaure 4.6- Detector cover operator for UVCS & SOHO-MAMA - Stroke doubler 
Input: 2,224 Nt (500 Ibs) over 16 mm (.65") extension 
Output: 667 Nt (150 Ibs) over 32 mm (1.25") plus latching and spring extension 
Bands: Two .I27 mm (.005") thick by 7.62 mm (.30OW) wide 
BAND 
D R I V E  
CLAMP 
BAND 
Input: 2x 444 Nt (100 Ibs) over 19 mm (.75") extension 
Output: 2x 333 Nt (75 Ibs) over 45" with EVA override 
Bands: Two .I27 mm (.005") thick by 6.7 mm (.265") wide and two .I27 mm (.005") thick by 15 mm (.58OW) wide 
SMS FOR THE S m T T L E  
Gerald W. Lilienthal, Argelio M. Olivera, Lori R. Shiraishi* &yg& 7' 
ABSTRACT 
The Shuttle Radar Laboratory (SRL) is scheduled for launch in December of 1993 on 
the first of its two missions. The SRL has three major radar instruments: two distributed 
phased-array antennas, which make up the Spaceborne Imaging Radar-C System (SIR-C) 
and are capable of being electronically steered, and one X-Band Synthetic Aperture Radar 
(X-SAR), which is pointed mechanically by a suite of mechanisms. This paper will 
describe these mechanisms and summarize the development difficulties that were 
encountered in bringing them from the design stage through prototype development and 
protoflight testing. 
INTRODUCTION 
The Shuttle Radar Laboratory (SRL) is a Space Transportation System (STS or Space 
Shuttle) borne imaging radar laboratory that will be used in global scientific studies in 
geology, hydrology, ecology, oceanography and meteorology. The radar laboratory is 
the most massive flight instrument system ever designed, fabricated and assembled at the 
Jet Propulsion Laboratory (JPL). The SRL's mass is 10,400 kg, including electronics, 
and it measures 12 meters by 3.5 meters (Figure 1). It is made up of three integrated 
radar instruments: 
o Two U.S. radars, designated the Spaceborne Imaging Radar (SIR-C), which are 
fixed to the main Antenna Core Structure (ACS). These phased array antennas 
are fixed relative to the Space Shuttle coordinate system and are electronically 
steered. 
o The X-Band Synthetic Aperture Radar (X-SAR), which was developed jointly by 
the German Space Agency and the Italian Space Agency. This antenna is steered 
mechanically. 
Early Mechanisms and the SRL Systems Design 
The SRL has its roots in two prior STS instrument laboratories called SIR-A and SIR- 
B which were launched in 1982 and 1984, respectively (Figure 2). These instruments 
were smaller than the SRL and and the last, SIR-B, was constructed so that the panels 
could be folded up onto a pallet, thus saving space in the STS bay for additional 
"Jet Propulsion Laboratory, California Institute of Technology, Pasadena, California. 
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Figure 1. Model of the Shuttle Radar Laboratory Integrated Into the STS Bay 
payloads. The forward and aft leaves deployed 180 degrees from their stow position and 
then the tilt actuator would point the antenna to the desired angle. It was decided that a 
similar design approach would be followed for the SRL. Significant difficulties were 
encountered, however, because of several differences between it and the earlier 
laboratories and because of new, post-Challenger STS constraints. 
The SRL is considerably larger than 
the earlier Laboratories. The total area of 
its radar panels is 42 sq. meters in 
comparison to SIR-B's 14.9 sq. meters, 
and the total masses are 10,400 kg and 
approximately 3,500 kg, respectively. 
Simply scaling the hardware would not be 
sufficient since the stiffness and strength 
did not increase as quickly as the mass. 
As the work progressed, it quickly 
became apparent that the structure holding 
the SIR-C radar panels was not 
sufficiently stiff to prevent contact 
between the folded, inner leaf panels and 
the fixed and Outer leaves under launch Figure 2. The SIR-B Antenna Assembly 
and landing loads. Since the inner leaves 
were sandwiched between the fixed and 
outer leaves, there was little room to increase the stiffness of the supporting structure. It 
was decided that the least costly change would be to introduce springs with hardstops 
between the panels in an effort to control the deflections. Many sizes and placements of 
the springs were tried until the dynamic model confirmed that a configuration had been 
found that would control the deflections adequately. As these springs became 
progressively stiffer, the latching mechanisms required to preload them became larger. 
In addition, the original hinges were found to have inadequate stress margins and the tilt 
actuators too low a torque margin. 
Estimated completion costs were escalating rapidly. The total number of mechanisms 
and their relative positions can be seen in Figure 3. Finally, it was determined that the 
number and position of the springs that were necessary to prevent contact between the 
radar panels were very sensitive to minor changes in the structure; changes that would 
probably be necessary as the design work progressed. Thus, not only were the present 
costs high, but we would be chasing the design downstream with potentially large 
schedule and cost risks. The folded design was considered too risky, and we began a 
parallel investigation to determine the feasibility of an unfolded design that would allow 
us to add considerable structural supporting members to the panels and eliminate some of 
the mechanisms. The initial results looked promising, and with that assessment, we 
traveled to NASA headquarters with the proposal. It was accepted and we were given 
permission to start over and develop an unfolded design that would take up nearly the 
entire STS bay for the mission. (A small volume was still available in which the 
ASTROS Instrument would fly.) 
- .  
Inner Leal Fixed Leaf Outer Leal 8 Telemetry Switch 
@ Qro Actuator 
This change in the system #, Secondary F O I ~  c t .  (Spring Driv.) 
configuration reduced the required Latch (AC Dual D".) 
number of mechanisms from a total I(l)q Latch (DC Planetary) 
of 29 (9 different types) to a total of CI(( Sacondarylilt (Spring Driven) 
12 (7 different types). They were, Primary Fold Act. (DC Dual Drive) 
however, going to be massive in Primary Tilt ~ c t .  (AC Dual Drive) 
order to tilt such a large antenna and 
latch it securely in place for launch 
and landing. Tilt Mech. Capture 
- Hinge 
It  was then determined that the CIEM U0QQ BEQO 
SIR-C antennas could be rigidly ERRR UROQ BQ0E 
- 7 
fixed within the shuttle bay at a 14' Figure 3. Baseline Mechanism Schematic for the 
inclination. They could be Folded Design 
electronically steered in this 
orientation without significant loss of science, and only the long, narrow X-Band antenna 
would need to be tilted. 
The X-Band antenna would still violate the dynamic envelope of the shuttle bay doors 
when operated through the data collection range of tilt angles. It thus would still need to 
be pointed by a suite of mechanisms that would have to carry the designation of "STS 
/---'-- - - 
SPACE SHUTTLE CARGO BAY ,/'- '--. TILT ACTUATOR ASSEMBLY 
DYNAMIC ENVELOPE /' 'r X-BAND ANTENNA AND \, SUPPORTING STRUCTURE 
LINK 
Figure 4. SRL Intrusion Into the Shuttle Door Radiator Dynamic Envelope 
Safety Critical" (Figure 4). Now, however, they were fewer in number and could be 
smaller. 
The antenna needed to be capable of being successfully stowed away even if two 
independent failures were to occur. Douglas Packard, who developed the JPL Dual 
Drive Actuator, proposed using the same technology in a larger, triple redundant drive 
that he called the Tri-Drive. This actuator would have three independent and redundant 
drives instead of two. A single actuator assembly could now be used, eliminating all of 
the devices that were required to switch from one stowing mechanism to another. 
DEVELOPMENT OF THE FLIGHT MECHANISMS 
The mass of the X-Band antenna and its supporting structure is about 318 kg, with a 
center of gravity offset of 26 cm (10 in.), producing an 805 N-m (7210 in.-lb) maximum 
torque in a 1 G field. The maximum pull-out torque is about 90 N-m (800 in.-lb) during 
launch and landing. The maximum hinge-line torque was estimated to be about 34 N-m. 
We had the choice of designing and building separate latching and pointing mechanisms 
or designing a tilt actuator that could fulfill both functions. We decided to take the latter 
approach and implemented it by combining the Tri-Drive dual fault-tolerant actuator with 
a four-bar linkage arrangement that would put the crank in a bottom dead-center position 
at stow (Figure 5). This protects the gear train of the actuator from significant launch or 
landing loads and rduces the possibility of accidenlal deployment. Ground support 
equipment costs and complexity were reduced further by designing an actuator that could 
articulate the antenna in 1 C to support ground testing of the radar and easily verify that 
the safety-critical m~hanisms functioned properly immediately before launch. 
Figure 5. Tilt Actuator in Stow Position 
The only other mechanisms needed once this decision had been made were the hinges 
and a backlash eliminator that would eliminate linkage play (lost motion). Figure 6 
shows the positions of the final suite of mechanisms that were developed for the SRL. 
Table 1 lists some of the other requirements imposed on the mechanisms subsystem. 
Table 1. Requirements Summary 
Maximum Tilt Control Error . . . . . . . . . . . . . . . .  0.5 " 
Tilt Angle Knowledge . . . . . . . . . . . . . . . . . . . .  0.1 " 
Minimum Angular Velocity Between Data Takes . . . .  0.9"/s 
. . . . .  Fault Tolerance of Safety Critical Mechanisms Dual 
. . . .  Fault Tolerance of Mission Critical Mechanisms Single 
Tilt Actuator Flight Allowable Temperature Range . . .  -45"/35" C. 
Hinge Subsystem Flight Allowable Temperature Range -75"/45" C. 
BIPOD HINGES 
TILT ACTUATOR LOCATION /' CAGING HINGES 
BACKLASH ELIMINATORS 
Figure 6. Locations of Mechanisms on the SRL Structure 
The X-Band antenna can tilt between 20" and -68" relative to the SIR-C panels. 
Except for the Backlash Eliminator, all of the mechanisms are classified as STS safety 
critical. As such, the mechanisms must be dual fault-tolerant to credible mechanical or 
electrical failures. Other designs for STS safety critical mechanisms are described in 
references 1, 3 and 4. 
Tilt Actuator Assembly 
The 156 kg (343 lb) Tilt Actuator Assembly is comprised of two major subsystems: 
(1) the "Tri-Drive," and (2) the Crank and Linkage Assembly. 
Tri-Drive 
The following major subassemblies comprise the Tri-Drive (Figure 7): 
1. 319.5:l Size 50 harmonic drive stack. 
2. Spur gear box assembly. 
3. Three clutch assemblies. 
4. Dual-Drive Assembly (DDA) (motor 'C'). 
5. Two AC motor assemblies (motors 'A' and 'B'). 
2: 1 SPUR GEARS 
Figure 7. Tri-Drive Assembly Cross-Section 
The Tri-Drive is a triple redundant, two-fault-tolerant actuator that can tolerate any 
two separate mechanism failures in which a gear or bearing interface is jammed or 
motors fail. Redundancy is also maintained electrically by the use of three independent 
drives: two AC motors and one DC driven actuator, a Dual-Drive Assembly. Each drive 
is supplied through three independent STS power supplies via separately routed cables 
and connectors. Those load paths in the Tri-Drive which are not two-fault-tolerant are 
designed to satisfy shuttle safety-critical-structure design criteria. Table 2 lists some of 
the Tri-Drive's principal operating characteristics. 
Table 2. Tri-Drive Specifications 
Output Torque Capability . . . . . . . . .  782 N-m (7,000 in.-lb) 
Angular Velocity (data collection range) O.gO/s 
Mass . . . . . . . . . . . . . . . .  97 kg (214 lb) 
Stall Power (DC) . . . . . . . . . . . . . .  30 W 
Stall Power (AC) . . . . . . . . . . . . . .  130 W 
Nominal Stop and Hold Torque . . . . . .  339 N-m (3,000 in.-lb) 
Figure 8 is a block diagram of the actuator transfer function, neglecting the electrical 
dynamics of the system and focusing on the gear ratio amplifications and driving sources. 
As can be seen, each motor independently drives one of the actuator's stages. The 
angular excursions and angular velocities sum together if all inputs rotate in the same 
direction. The principle of   per at ion is similar to the Dud-Drive Actuator mechanism 
described in reference 2. 
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Figure 8. Tri-Drive Actuator Block Diagram 
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The motors may be operated concurrently by switching any two or three of them on 
together at the STS SP-1 panel, which is operated by the astronauts. In normal 
operation, ground control will issue a command to slew the X-Band antenna to a desired 
tilt angle. The Tri-Drive will rotate the antenna until telemetry received from the 
hingeline encoder indicates that the angle has been reached. Coast-down of the antenna 
system is less than 1 degree. 
The core of the Tri-Drive is made up of dual-ratio, single-output harmonic drive 
assemblies (Figure 9) that have a gear ratio of 319.5:l. Each of the three harmonic gear 
sets is independently driven by an AC or DC actuator. 
118.8 
Our prior experience with Dual-Drive actuators that we built and tested for other 
112 11319.5 w25 
- 
111 00 W33 Housing 
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Figure 9. Harmonic Drive Exploded View 
programs has shown us that Size 14 1110:l ratio and Size 20 605:l ratio units would not 
backdrive but that Size 14 110: 1 ratio units would. We did not know at what gear ratios 
the backdriving would occur in the Size 50 units. It was necessary to prevent the non- 
driven harmonic gears in a dual or triply redundant harmonic drive actuator from rotating 
backwards and thus lowering the actuator output torque or angular velocity. 
A development unit was built and tested extensively. It was discovered that the Size 
50 319.5:l ratio harmonic gears would, in fact, backdrive. Backdriving was most 
pronounced at higher temperatures, as expected. As a consequence, the stop and hold 
torque of the actuator was low and we could not rely upon the actuator to keep the crank 
arm preloaded against the hard stop during launch or landing. Thus it was necessary to 
develop a method of maintaining that preload in some other way. We developed the 
Detent Device, to be described later, to accomplish this. 
The backdrive threshold is dependent on drivetrain friction (which decreases slightly 
with wear-in) and temperature. We determined that the units are non-backdriveable to a 
limit of about 782 N-m (7,000 in.-lb) for the AC motors and only 223 N-m (2,000 in.-lb) 
for the DC Dual Drive Actuator, which runs at 10% of the speed of the AC motors. 
However, at the high end of the torque range, backdriving will reduce the output velocity 
of the Tlri-Drive. Since the maximum expected resistive torque under mission operations 
will be about 27.9 N-m (250 in.-lb), no reduction in output velocity during mission 
operations should be seen. In some ground testing orientations, the Tri-Drive will not be 
able to hold the antenna in place after it is turned off, but this is acceptable. 
The AC motor output is geared down by a factor of 2:l in the gearbox. The DDA 
output is passed unchanged through the gearbox. Even without a need for gear reduction, 
the gearbox would be necessary in order to offset the drive centers to allow mounting of 
the three motors on the unit. The gearbox and its cover are a precision match drilled 
assembly. 
Tri-Drive AC Actuators 
Considerable budget and schedule costs could have been incurred by procuring a 
space-qualified AC motorlgearbox actuator for the Tri-Drive. For the limited duty cycle 
required, it seemed reasonable that a high quality aircraft motorlgearbox might suit our 
purposes well. Therefore we procured some development units from the Astro 
Instrument Corporation in Deerfield, Florida. The assembly includes a high- 
performance, four-pole AC motor attached to a 100: 1 two-stage planetary gearbox 
(Figure 10). 
Figure 10. AC Motor Actuator Cross-Section 
Table 3 lists some of the actuator's important specifications. 
Table 3. AC Actuator Specification 
Actuator Stall Torque . . . . . . . . . . . .  6.70 N-m (60in.-lb) at 60°C 
Motor Stall Torque . . . . . . . . . . . . .  > 0.095 Ed-m (8.5 in-oz) 
Stdl Cunent . . . . . . . . . . . . . . . .  < 0.85 AIWinding 
Stall Power . . . . . . . . . . . . . . . .  130 W 
Backdrive Torque . . . . . . . . . . . . . .  < 0.279 N-m (40 in-oz) 
No Load Output Speed . . . . . . . . . . .  1 10 RPM 
We disassembled one of the early development unit actuators that we procured. A 
thorough examination, including the generation of an engineering layout of the assembly 
and reverse engineering the gearbox planetary design, taught us much about the product. 
The gearbox is a precision-fabricated, well-designed mechanism. We also conducted life 
tests in air on the gearbox assembly, running it continuously at a medium load for about 
72,000,000 input cycles without incident. A post-test examination revealed no unusual 
wear. 
Astro Instrument considered the grease to be a vendor proprietary product. They did, 
however, reveal to us what the lubricant was. After obtaining a sample, talking with the 
manufacturer, and running a vacuum condensibles and outgassing test, we became 
convinced that the lubricant was adequate to meet our needs. 
Rigorous thermal vacuum tests on the motor revealed that high torque conditions 
coupled with high motor ambient temperatures would cause the rotor to expand enough to 
contact the inner surface of the stator and seize. The first seizure took place after the 
motor had run for over 1.5 hours in a vacuum against a 5.0 N-m (45 in-lb) load and with 
a motor mounting interface temperature of 60°C. The peak recorded motor housing 
temperature was 109°C. Upon cool-down, the motor ran normally. 
We proposed to the vendor that the problem could be reduced or alleviated by 
increasing the air gap in the motor. However, after some motor efficiency calculations, 
it was determined that more harm than good might come of such a change. Although 
the efficiency degradation from the increased air gap was minor, the rotor would tend to 
run even hotter, which would somewhat offset the gap improvement under nominal 
conditions. Worse yet, the motor might be permanently disabled by an eventual seizure. 
This is because it would have to grow more and thus have a higher temperature before 
the actuator shut down. Of course, no motor seizure was acceptable, but it was better to 
have a robust design. 
Thermal tests were conducted on a disassembled prototype to determine the interface 
heat transfer coefficients for a computer model. Evaluation of this model showed that 
altering the emissivity and absorptance of the stator bore and rotor diameter would not 
appreciably lower the rotor temperature until the rotor temperature was too high in a stall 
condition. 
Now that we had determined the limits of the motor's operation, we reduced the 
severity of the tests to levels that could be used in qualifying the motors. No further 
seizures occurred when the motors were limited to running a duty cycle of 5 minutes on 
and 45 minutes off against a 5.0 N-m resistance (45 in-lb). 
Two short-duration flights with the SIR-C instrument are planned. Each flight will 
subject the actuator to intermittent operation of no more than 3 minutes on for every 45- 
minute operating window, for a total accumulation 1.5 hours of operation over the seven- 
day period. We experienced no further degradation in performance in the actuator motor 
or gearbox during the remainder of our development or qualification tests. 
Tri-Drive Clutches 
We are wary of operating an AC motor for any significant time in a stalled condition 
in a vacuum, believing that the rotor could be damaged by high temperatures. Therefore, 
we have included a breakaway roller clutch (Figure 11) in the design which will prevent 
the motor from stalling should the Tri-Drive output shaft be prevented from rotating for 
some reason. 
W n f r ~ .  CLUTCH 
RETAINER. BEAR1 The two AC motor clutches are set to 
ratchet at about 3.9 1 N-m (35 in.-lb), ROTOR 
whereas the DDA clutch ratcheting level H O U S I ~  
is about 7.26 N-m (65 in.-lb). These 
units have undergone significant 
development testing that has demonstrated 
their durability and consistency in ratchet 
level (+I- 10%). 
Tri-Drive Dual Drive 
PLUG. S P R l N 6  
The tertiary drive system must use the 
STS DC power supply. Instead of ROLLER CUP. BEARIMG 
a costly new DC drive unit, we 
incorporated the SIR-B Dual Drive cOvLR C tUTCH 
Actuator, originally used to fold the Figure 11. Tri-drive Clutch Assembly Cross- 
leaves, into the design. The development Section 
and flight units were rebuilt using new 
spur gears. The harmonic gears were 
changed from 11 10: 1 to 100: 1 to increase the velocity, and the output plate was changed 
to provide an interface with the clutch. Both output motors run simultaneously, drawing 
power from a single DC bus, because no redundancy is required at this level. 
For details concerning the Dual Drive, see reference 2. 
Crank and Linkage Assembly 
The Tri-Drive is mounted to the Crank and Linkage Assembly (Figure 12). Crank 
torques produced by launch and landing translational vibrations are minimized by a 
counterweight that balances out the mass moment of the crank and connecting link. 
Mallory 2000 tungsten alloy was used to increase the mass with a minimum of volume 
within the counterweight. Torques that might otherwise act on the crank due to pushing 
or pulling of the X-Band Antenna Assembly are eliminated by stowing the antenna in a 
bottom dead-center position. This leaves only the rotational accelerations acting to 
produce a "back-out" torque during launch. We had hoped that the stop and hold torque 
of the harmonic gears in the Tri-Drive would be sufficient to resist this. However, as 
previously mentioned, the backdrive level was too low. Upon further reflection, it would 
have been difficult to characterize the stop and hold level without running vibration tests 
on the unit. 
TRI-DRIVE 1 
COUNTERWEIGHT 
--.- --. --- 
LINK 
Figure 12. Crank and Linkage Assembly 
Detent Device 
Therefore, we developed the Detent Device (Figure 13), which automatically preloads 
the mechanism in the stow position with 268 N-m (2,400 in.-lb) of torque. The device 
consists of a cam, rollers, pivot, cable assembly, spring and housing. The critical 
spring is not guided. Instead, we kept the aspect ratio (free height to diameter) low ( 2 1 )  
and minimized side loads to eliminate any possibility of buckling. A multi-strand cable 
with double fittings connected between the spring cup and a lever arm provides precise 
control of the virtual load points for compression of the spring. By minimizing the cable 
length and lowering the fitting points as much as possible, we gained additional margin 
for buckling resistance. Deflections as high as 12.7 mm (0.5 in) were detected at the top 
of the spring during transverse vibration tests, but the assembly was not damaged, 
compression was maintained and no buckling occurred. 
The detent roller rides against a steep, 45" ramp while in the stow position to produce 
the 268 N-m (2,400 in.-lb) preload. The ramp slope then reverses, producing a torque of 
about 25 N-m (225 in.-lb) tending toward deployment. This ramp is an involute and 
gradually drops off until the roller is no longer in contact during mission data-take 
operations. 
Caging Hinges 
The X-SAR supporting structure 
does not have sufficient rigidity to 
be kinematically supported by only 
two hinges along the tilt axis during 
launch and landing. On the other 
hand, a kinematic support is desired SPRING CUP 
for mission data collection to 
eliminate redundant load paths in the 
structure and higher bearing 
frictionlstiction in the hinges. The 
Caging Hinges were specially 
designed to meet this requirement. 
PRlNG HOUSING 
They are located in the positions 
described in Figure 6. The Caging LINK 
Hinges are subjected to a maximum Figure 13. Detent Device 
of 1090 N (4800 lb) radially and 860 
N (3800 lb) axially in launch and 
landing. The two outer hinges are mounted to swiveling bipods attached to the X-SAR 
support structure. These hinges constrain the antenna in the Y-Z plane only. The center 
hinge is rigidly mounted to the XBS and provides a translational constraint in X-Y-Z. 
Each hinge is identical in all other respects. 
Figure 14 shows an exploded view of the hinge and a cross section in stowed and 
deployed positions. The rollers are in contact with the lobes of the cam when the X-SAW 
is stowed. Upon deployment, there is a gap of about 6.4 mm (0.25 in.) freeing up the 
interface in the STS Y-Z plane. 
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Figure 14. Caging Hinge 
PARTIALLY DEPLOYED 
ex,, = -6' 
Since there is no contact with the cam rollers when the antenna is deployed, redundant 
bearing surfaces are not required. The thrust surfaces on either side, do, however, 
incorporate redundancy and verification spanner wrench holes. 
Bipod Hinges 
The Bipod Hinges are shown in Figure 15 and are located on the ACS as shown in 
Figure 6. They are mounted on XBS bipods, much as the two Caging Hinges are, and 
thus carry only Y-Z plane forces, which have a maximum value of 500 N (2,200 lbs). 
Each hinge makes use of a spherical bearing to prevent any binding that might otherwise 
occur due to small local angular misalignments. The hinge encoders, used for X-SAR 
position telemetry, are mounted to these hinges using a flexible bellows coupling. 
XBS HINGE HALF, 
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ACS HINGE HALF 
B l P O U  I i l N O t  
AF T 
IS OM^ T R I C  v l r w  
Figure 15. Bipod Hinges 
Backlash Eliminator 
The Backlash Eliminator's purpose is to eliminate the lost motion or "play" in the tri- 
drive harmonic gears and the linkage joints (Figure 16). The device is a commercially 
manufactured mechanism procured from AMETEK Hunter Spring Products Company that 
has been mounted in a specially designed enclosure in order to meet STS mass 
containment requirements. 
The major components of the device consist of a cable, spool, constant force spring 
and enclosure. One end of the cable is attached to the X-SAR antenna substructure and 
the other to the spool. The negator spring keeps the cable at a nearly constant 1.1 N (5 
lb) tension regardless of the extension length. This produces approximately 5.58 N-m 
(50 in.-lb.) of torque about the tilt axis per unit. Should the cable somehow break and 
then snag and act against the tilt actuator torque, the Tri-Drive has adequate torque at 670 
N-m (6,000 in.-lb.) (F.S. of 40) to break the cables and continue to operate. Some 
pointing control accuracy would be lost, however, due to the extra play. 
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Figure 16. Backlash Eliminator 
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CONCLUSIONS 
All of the mechanisms described in this paper have been built, tested and integrated. 
The system has successfully passed the Johnson Space Center Shuttle Safety Review - 
Phase 11. The phase I11 review is scheduled for Spring of 1993. 
Some lessons learned include the following: 
o Designs cannot always be extrapolated into a larger scale. Early attention should 
be paid to dynamic analysis of deflections and stresses when doing so, before 
additional significant resources are expended in detailed design of mechanism 
subsystems. 
o As usual, friction is not there when you need it. Do not rely heavily upon the 
nonbackdriveability of gear trains. 
o Aircraft-quality AC motors can be qualified for use in spacecraft mechanisms. 
o It is possible to design and develop a truly dual fault tolerant actuator for use in a 
Space Shuttle safety critical application. 
[I] Hornyak, S . : "Inherent Problems in Designing Two-Failure Tolerant 
Electromechanical Actuators, " 
g. 155, May 1984. 
[2] Packard, D. T.: "Dual Drive Actuators," Proceedings of the 16th Aerospace 
Mechanisms Symposium, p. 123, May 1982. 
[3] Siebert, C. J. : "A Dual, Fault-Tolerant Aerospace Actuator, " Proceedin~s of the 
19th Aerospace Mechanisms Symposium, p. 293, May 1985. 
[4] Teske, D. R.: "Design of a Dual Fault Tolerant Space Shuttle Payload 
Deployment Actuator," Proceedings of the 19th Aerospace Mechanisms 
Symposium, p. 305, May 1985. 
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Optical Chopper Assembly 
For the Mars Observer 
i f3 664 7 
Terry ~ l l e n *  
ABSTRACT 
This paper describes the Honeywell-developed Optical Chopper Assembly 
(OCA), a component of Mars Observer spacecraft's Pressure Modulator Infrared 
Radiometer (PMIRR) science experiment, which will map the Martian atmosphere 
during 1993 to 1995. The OCA is unique because of its constant accurate 
rotational speed, low electrical power consumption, and long-life requirements. 
These strict and demanding requirements were achieved by use of a number of 
novel approaches. 
INTRODUCTION 
The Mars Observer is a cost-effective mission that will continue the exploration 
of the inner solar system, initiated in 1971 by the Mariner mission and carried on by 
the Viking mission. Mars Observer will further unravel the history of Mars, laying 
the foundation for further expeditions to the Red Planet. 
One of the seven scientific experiments, called PMIRR, will perform continuous 
radiometric mapping of the planet's atmosphere and surface throughout its one- 
Martian-year (687 Earth days) mission. Daily maps of surface properties, 
temperature structure, dust loading, and water vapor distribution will be derived 
from these measurements. 
MARS OBSERVER MISSION 
Mars Observer and its Transfer Orbit Stage (TOS) were launched aboard a 
Titan Ill rocket on September 25, 1992. During ascent, the Titan's booster rockets 
were jettisoned and the spacecraft1TOS separated from the Titan Ill. After 
repositioning for the orbit transfer, a TOS burn accelerated the spacecraft to the 
Earth escape velocity and a rendezvous with Mars in August 1993. The average 
transfer speed will be 25 kmls (56,000 mph) relative to the Sun. As the Mars 
Observer approaches Mars, a rocket thrust will maneuver the spacecraft into a 
highly elliptical orbit around the planet. Numerous adjustments during the next four 
months will move the spacecraft into a near-circular polar orbit for mapping at an 
orbital speed of 3.35 kmls (7,500 mph) relative to Mars. The mapping orbit will be 
Sun-synchronous so that the spacecraft passes over Mars' equator at the same 
local time during each orbit, which is about 2 pm on the day side and 2 am on the 
night side. In its mapping orbit, the Mars Observer spacecraft will be rotated once 
--------- 
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per orbit by onboard reaction gyroscopes directed by horizon and star sensors to 
keep the instruments continuously and uniformly pointed at the planet during the 
entire Martian year. For about 40 min during each 11 8-min orbit, the spacecraft will 
be in the Mars shadow and will rely on battery power. The spacecraft's solar panel 
(which generates more than a kilowatt of power) and storage battery provide 
sufficient resources to supply the spacecraft and instruments. Figure 1 shows the 
launch and transfer orbit sequence. 
SCIENCE PLATFORM EXPERIMENTS 
The Mars Observer spacecraft, shown in Figure 2, has two basic parts: the 
main body (the bus) and the science instruments (the payload). The bus houses 
the computers and other equipment necessary for operations. Four of the seven 
science instruments are mounted on the outside of the bus, and three instruments 
are mounted on booms attached to the bus. The functions of the Mars Observer's 
seven principal science instruments are: 
Gamma Ray Spectrometer - characterizes surface chemical elements 
Mars Observer Camera - photographs the Martian surface 
0 Thermal Emissions Spectrometer - measures infrared thermal radiation to 
determine the surface composition of Mars 
Mars Observer Laser Altimeter - measures topography 
0 Magnetometer and the Electron Reflectometer - search for planetary 
magnetic fields 
Pressure Modulator Infrared Radiometer - maps the Martian atmosphere 
PRESSURE MODULATOR INFRARED RADIOMETER 
PMlRR has nine spectral channels covering the wavelength range 0.3 to 50 
microns and employs pressure modulation and filter radiometry in both limb and 
nadir sounding modes to perform continuous radiometric mapping of the 
atmosphere and surface of Mars. Daily maps of the surface properties and high 
vertical resolution three-dimensional daily maps of temperature structure, dust 
loading, and water-vapor distribution will be derived from these measurements. As 
a PMIRR component, the OCA will use its optic disc to direct light from a telescope 
aimed at the Martian surface, and light from deep space, into the PMlRR optical 
system. A schematic diagram of the PMIRR optical system is shown in Figure 3. 
The optical chopper, a 12-toothed, double-sided mirror disc is dimensioned and 
optically finished to provide 100% signal modulation at 800 Hz over the life of the 
mission. The OCA has a chopper-blade synchronization circuit to generate a 
signal for use in timing and signal chain phase synchronization demodulation. The 
circuit consists of a light-emitting-diode source to switch a light-sensitive transistor 
at the leading edge of an aperture, which is machined into a skirt on the drive motor 
shaft. This occurs once per revolution. The sync-circuit configuration is shown in 
the OCA cross section in Figure 4. 
The chopper's outline requirements were specified by NASA's Jet Propulsion 
Laboratory (JPL), and photographs of OCA are shown in Figure 5. Although a 
weight limit of 1.5 p~unds  was allowed, the OCA was designed to weigh only 1.0 
pound. Nominal shaft speed is 67 Hz and steady-state power consumption (for the 
OCA only) is not to exceed 1 W while operating in the 10-to-45 OC temperature 
range. OCA runup power limit is 3.0 W maximum, and tooth jitter is not to exceed 
1 .O ps rms or 4.0 ps peak to peak. 
Time and cost budgets did not allow for an engineering model OCA. The only 
OCA built is now aboard the Mars Observer. 
MOTOR DESIGN 
The OCA disc is directly coupled to an AC hysteresis-synchronous, 2-phase, 
6-pole motor excited by a 28-V, 200-Hz supply. The motor performance data is 
presented in Figure 6. 
Although not as weight- and power-efficient as equivalent synchronous or DC 
motors, the hysteresis motor was selected because of its smooth torque, drive 
circuit simplicity, and because no commutation is required. Hysteresis motors do 
not exhibit anomaly torques, such as cogging and torque ripple, and offer excellent 
speed stability when run open loop from an accurate frequency supply. This 
makes them ideal for systems requiring low jitter with minimal drive-circuit 
complexity. 
The OCA motor was built by Honeywell's Durham, NC, facility and was based 
on an existing design to minimize cost and schedule. The motor shares the same 
materials and fabrication methods developed by Honeywell for high reliability and 
long life and has been proven in numerous space applications over the past 25 
years. The motor was subjected to component performance and acceptance 
testing prior to integration to ensure specification compliance and provide a data 
base on unit performance. 
Honeywell included a split-winding feature in the motor design, which 
provides operational flexibility by allowing the motor to be operated with its 
windings either series or parallel connected. The motor is designed to be operated 
series-connected while mapping Mars but, during system checkout on Earth in a 
one-atmosphere ambient, the higher torque output provided by parallel winding 
operation is needed for the motor to reach synchronous speed. 
A characteristic of hysteresis motors that affects jitter is a lightly damped 
rotational mode with frequency dependent on rotor inertia and the effective stiffness 
of the motor's magnetic field. The OCA motor has a rotational mode measured at 9 
Hz when operated series-connected, which, when excited by system disturbances, 
caused rate variations about the average speed. Jitter on the synchronous circuit 
output signal was measured and found to be 7.0 ps peak to peak per revolution. 
Because there are 12 teeth, this is well below the 4.0 ps per tooth jitter tolerance. A 
Hewlett-Packard model 5371 Modulation Analyzer was used for jitter 
measurements. 
oPPac Dasc 
The optical disc was machined from Brushwellman 1-2208, Type 2 structural 
grade beryllium alloy. After lapping and polishing, discs were coated with vacuum- 
deposited silver over nickel. A vacuum-deposited magnesium fluoride protective 
coating provided final disc covering. The disc's dimensional and optical 
requirements are given below: 
REQUIREMENT SPECIFICATION 
Outside Diameter 84.07 mm (3.31 0 + 0.004 in.) 
Thickness 1.52 mm (0.060 + 0.002 in.) 
Number of Teeth 12 
Tooth Edge Registration 50 Arcseconds 
Flatness, Over Teeth 0.0006 mm(24 pin.) 
Flatness, Over Disc 0.008 mm (300 pin.) 
Parallelism, Side to Side 0.005 mm(200 pin.) 
Scratch And Dig Code 60-40 (MI L-0- 1 3830) 
Surface Roughness 40 Angstroms rms 
Tooth Corner Radii 0.005 mm (200 pin.) 
Surface Coating Silver (MIL-M-3508) 
Reflectance 0.45 to 54 microns, 95% to 98% 
BEARINGS 
Custom bearings are preferred for space-flight applications such as OCA, 
where designs favorable to the intended application and nonstandard tolerances 
can be used. Race curvature for example, the race radius to ball diameter ratio, 
can be chosen to favor load capacity rather than drag torque or manufacturing cost. 
Custom bearings, however, usually require one year for procurement. Because of 
the OCA's schedule, dictated by the Mars Observer's launch window, procurement 
of a custom bearing was not possible. To meet schedule, off-the-shelf size R-3H 
bearings were selected to suspend the OCA drive motor rotor, and all size R-3H 
bearings, available from Barden and MPB hearing companies, were purchased. 
These bearings were disassembled and screened for possible use on OCA. 
Barden Bearing Company of Danbury, CT, measured the radius of each race, and 
Honeywell bearing engineers reviewed these data to select races to match the 
diameters of separately procured Titanium-Carbide (TIC)-plated balls that would 
provide the required load capacity. 
The 8-3H bearing is the angular contact type and utilizes a dam machined 
onto its outer race. During assembly, the ball complement is snapped over the 
dam to make the bearing inseparable. A drawing of the bearings cross section is 
shown in Figure 7. The ball cage was designed by Honeywell to have conical 
shaped ball pockets and is machined from sintered nylon, or r-dylasinh, The cages 
were impregnated with Coray 55 lubricating oil. The Nylasint material, which can 
hold up to 25% of its weight in oil, acts as a lubricant reservoir. 
The TIC plating, applied to 440C balls by Centre Suisse D'Electronique et de 
Microtechnique, S. A. of Switzerland, provides exceptional bearing life and is just 
now beginning to see usage in space-flight applications. Ball-and-race 
combinations with curvatures as low as 54% were found. Analyses show that 
these bearings would support the required pyrotechnic shock and launch vibration 
loads. Bearing drag torque was minimized to meet the 1.0-W steady-state running 
power requirement by selecting acceptable preload and lubricant quantities. 
Prototype R-3H bearings and cages were tested on a torque dynamometer. These 
tests showed that bearings with seven-ball complements developed less than 2 
gm-cm drag torque, and require less drive power than bearings with eight-ball 
complements. Also, cages with conical pockets were more spin stable than cages 
with cylindrical pockets. To disassemble and reassemble the bearings for testing, 
a fixture was made that allowed the ball complement to clear the dam without 
damaging the balls or races. The fixture tied the outer race thermally to a heat 
source and the inner race to a liquid-nitrogen reservoir. The fixture also prevented 
the ball complement and cage from contacting either race during the temperature 
transfer, which further increased clearances. When thermal equilibrium was 
reached, the bearing could easily be assembled (or disassembled) by applying a 
light force (50 gm) to the races. 
LUBRICATION 
Analyses and experience show that OCA bearing life depends almost entirely 
on lubricant life. Sacrificial lubricant reservoirs were therefore designed for OCA to 
ensure meeting the OCA's three-year life requirement. 
Honeywell's experience with size R-3H bearings, used on hundreds of 
instrument gyroscopes, shows that 30,000-to-40,000-hr Mean Time Between 
Failures (MTBF) are achievable. Optical Disc Assemblies with R-4H bearings, 
sintered-nylon cages, Coray 100 lubrication, and operated at 40 Hz in an 
evacuated housing have up to 50,000 hr MTBFs. Nearly all bearing failures are 
lubricant related. 
As the mission progresses, the OCA bearing's lubricant will be lost through 
the molecular flow of vapors from the bearing to deep space or within the 
spacecraft where lubricant vaporized by the vacuum environment will be deposited 
as it contacts colder bearing surfaces. 
The OCA design calls for 2.0 mg of Coray 55 lubricating oil to be applied to 
the race surfaces of each bearing. This oil is in addition to approximately 20.0 mg 
of oil absorbed by each Nylasint cage. The lubricant vapor loss rate from the 
bearing is reduced by a traditional labyrinth seal, which is an annular 0.1 mm 
(0.004 in.) radial clearance between the fixed-bearing lock ring and the disc mount. 
The labyrinth seal is shown in Figure 4, cross-sectional view of the OCA. 
Another sacrificial lubricant reservoir is mounted within the OCA housing 
cover. This reservoir stores 1.05 gm of Coray 55 oil and maintains a constant 
lubricant vapor partial pressure within the housing. This constant pressure extends 
lubricant life by replacing molecules that escaped through the labyrinth seal. 
BEARING LIFE CRITERIA 
Measurements showed that no change in bearing drag torque occurs with free 
oil within the bearing reduced by 30%. Additional lubricant loss may be possible 
without increasing torque or reducing bearing life. A 35% loss of lubricant, 
therefore, provides the basis for acceptable OCA bearing performance, although a 
30% loss is used for most Honeywell lubricant-loss analyses. 
BEARING PRELOAD SYSTEM 
A preload system is provided to maintain a near-constant 0.9 kg (2.0 Ib) axial 
load on the bearings for all expected temperatures. The preload system prevents 
damage should temperature gradients cause thermal expansions that load the 
bearing. A schematic diagram of the preload system is shown in Figure 8. Axial 
length changes caused by temperature variations are prevented from loading the 
bearing because the bearing mounting cartridge is free to slide relative to the 
housing. 
The preload system also prevents unloading during launch vibrations. 
Without the 2-lb preload, random-vibration accelerations greater than 1 3 g's would 
cause the 67.7-gm (0.149 Ib) shaft assembly to unload the bearing, thereby 
causing hammering between the balls and races, which could damage the 
bearings. 
DYNAMIC BALANCING 
Dynamic balancing of the OCA rotor assembly is required. Forces induced by 
imbalance and bearing race irregularities are to be less than 7.7 gm (0.017 Ib) 
between 40 and 50 Hz and less than 10.9 gms (0.024 Ib) between 120 and 150 Hz. 
The Schenk Dynamic 30 balance machine was used for the balancing operations. 
Balance adjustments are made by positioning size 2-56 UNC setscrews, which are 
located in threaded holes machined into the rotor and disc mount. 
MECHANICAL STRUCTURE 
The OCA housing assembly, shaft, and bearing cartridge were machined from 
Type 6A14V titanium alloy. The housing's exterior surfaces were coated with 
Tiodize V-El7 to improve emissivity for radiation heat-transfer purposes. Other 
titanium surfaces were coated with AMS 2488 Type 2 Anodic Treatment, used as 
an antigalling coating for screw thread and bearing cartridge protection. 
The disc mount and disc clamp were machined from the same Brush-Wellman 
structural grade beryllium alloy used for the optic disc. Surfaces that mate with the 
optic disc are machined to have flatnesses and surface finishes comparable to 
those of the disc. Helicoil inserts were installed into beryllium parts to receive 
threaded fasteners. 
Versamid 1401Epon 828 epoxy adhesive is used to fasten the optic disc to the 
disc mount. Disc alignment was performed as the adhesive cured, which was 
approximately 45 min. 
PMIRR CHECKOUT AT JPL 
After assembly and acceptance testing was completed at Honeywell, the OCA 
was shipped to JPL for integration with PMIRR and system testing on the optic 
bench. During these tests, JPL found that operating the motor parallel-connected 
significantly improved PMIRR's optical performance but increased the OCA motor's 
steady-state power from 0.8 to 1.8 W. The advantages of the improved 
performance are considerable and JPL requested analyses to find the effect on 
bearing life of the higher motor power. 
Estimates show the higher power increased bearing temperature from 47 to 
57 OC. This reduces bearing life from 150,000 to 26,000 hr, with zero margin for the 
three-year (26,208 hr) mission. A performance comparison is presented in Table 1. 
The OCA drive motor was sized for a load torque of 6.0 gm-cm, but power 
measurements show actual drag torque to be 12.0 gm-cm. Because drive-motor 
efficiency was higher than, expected, the 1.0 W steady-state power specification 
was met - in spite of the high bearing drag torque - and the high torque source 
was not identified. Dynamometer tests on the flight OCA motor show 0.5 W are 
required to turn a 6.0-gm-cm load, and 0.8 W for a 12.0-gm-cm load. With the 
motor parallel connected, it is estimated that 1.8 W are required to drive a 12.0-gm- 
cm load; bearing temperature will reach 57 OC; and bearing life will be 26,000 hr. 
Power measurements by JPL, with the OCA assembled into PMIRR, agree with the 
1.8-W value. 
The 12-gm-cm power measurement could be caused by excessive lubricant, 
bearing misalignment, or higher preload. If excessive lubricant causes high torque, 
then bearing life may be increased by the extra lubricant. 
Although assembly records show no discrepancies on the machined parts, the 
high sensitivity of bearing torque to misalignment makes misalignment a possible 
cause for the high torque. For misalignment to cause the high torque, high points 
on the races, cartridge, and other components would have to be aligned at 
assembly to maximize misalignment. Determining the probable torque magnitude 
will require tolerance and statistical studies. 
Dynamometer test results (Figure 9) show that bearing drag torque increases 
significantly with lubricant quantity and, to a lesser degree, with preload. Preload 
was probably adjusted to within 0.25 kg (0.5 Ib) and is an unlikely cause of the high 
bearing torque. 
An observation during checkout suggests that the bearings have excessive 
lubricant: after a several-month period of nonoperation, a chirping noise coming 
from the OCA was heard immediately following motor startup. The noise was 
intermittent and went away completely after several hours of operation. The 
chirping noise was believed caused by gravity-related puddles of lubricant formed 
in the bearing-race area. The puddles caused the ball cage to become unstable, 
which caused the noise. After several hours operation, the lubricant became 
redistributed throughout the bearing and the noise ceased. 
Bearing-life studies and PMlRR temperatures measured in flight are being 
evaluated at the time of this paper's preparation. JPL will review this data and, if 
needed, will have the opportunity of reducing the time OCA is operated with 
windings parallel connected. For example, during the long periods of Martian dust 
storms, PMlRR observations will be impaired, and the OCA might be operated 
series connected to prolong bearing life. 
SUMMARY AND CONCLUSIONS 
1. The OCA was designed, built, tested, and shipped on schedule. Cost and 
performance objectives were met. 
2. Subsequent PMlRR system tests on the JPL optical bench showed that optical 
performance could be improved by operating the motor with its windings 
parallel connected, rather than series connected, as originally intended. 
Parallel operation increased motor power and raised the bearing temperature. 
A study to show the effect on bearing life was requested by JPL. 
3. In the study, a data review showed that OCA bearing drag torque exceeded the 
design limit, however, better-than-expected motor efficiency brought motor 
input power within tolerance. The high torque is assumably caused either by 
excessive lubricant or bearing misalignment/high preload. If extra lubricant is 
present, bearing life will exceed the prediction. If misalignmentlpreload causes 
the extra torque, the three-year life requirement can be met with parallel 
operation, but with zero safety margin. 
4. Honeywell studies will be continued to determine the effect of bearing 
misalignment, lubricant quantity, and related factors on drag torque and 
bearing life. This data can be used by JPL as needed to modify the OCA 
operational regimen during mapping. 
5. The positive effect of TIC-coated balls was not considered in the bearing life 
estimates and will be further evaluated by Honeywell. 
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Abstract 
The bus actuators are the heart and at the same time the Achilles' heel of accurate spacecraft 
stabilization systems, because both their performance and their perturbations can have a 
deciding influence on the achievable pointing accuracy of the mission. 
The main task of the attitude actuators, which are mostly wheels, is the generation of useful 
torques with sufficiently high bandwidth, resolution and accuracy. This is because the 
bandwidth of the whole attitude control loop and its disturbance rejection capability is 
dependent upon these factors.These useful torques shall be provided, without - as far as 
possible, parasitic noise like unbalance forces and torques and harmonics. This is because 
such variable frequency perturbations excite structural resonances which in turn disturb the 
operation of sensors and scientific instruments. 
High accuracy spacecraft will further require bus actuators for the three linear degrees of 
freedom @OF) to damp structural oscillations excited by various sources. These actuators 
have to cover the dynamic range of these disturbances.Another interesting feature, which is not 
necessarily related to low noise performance, is a gimballing capability which enables, in a 
certain angular range, a three axis attitude control with only one wheel. 
The herein presented Teldk MWX, a five degree of freedom Magnetic Bearing Momentum 
Wheel, incorporates all the above required features. It is ideally suited to support, as a 
gyroscopic actuator in the attitude control system, all High Pointing Accuracy and Vibration 
Sensitive space missions. 
1. Introduction 
Almost all spacecraft in orbit are equipped with ball bearing momentum or reaction wheels 
serving as actuators in the attitude control system. Among the various on-board system 
components, the wheels have been identified as one of the main source of vibration noise due 
to residual unbalances, bearing imperfections, etc. 
Most approaches to overcome the vibration problem are either ineffective or cumbersome. A 
ball bearing wheel can be manufactured and balanced with higher and higher quality but this 
drives the cost to infinite while the relative improvements become asymptotically smaller and 
smaller. Putting a wheel on a passive isolator gives some improvements but such a device is 
bigger than the wheel itself. This introduces weakness and resonances and the direction of the 
*Teldix GmbH, Space Department, Bosch Telecom. Grenzhofer Weg 36,6900 Heidelberg, Germany. 
momentum vector becomes uncertain. Moreover, the launch environment can degrade the 
mechanical quality of such systems.1n the end, the vibration problem can only be avoided by 
the use of magnetic bearing wheels. 
Magnetic bearing wheels have some general advantages such as higher sped, no mechanical 
contacts, no lubrication, no stiction etc. However, this alone is not such a significant reason 
to base a decision for the magnetic bearing, because the magnetic bearing's current 
disadvantage of more expensive electronics is at least counterbalancing. 
The situation becomes entirely different with the MWX, where the following additional 
features are built in, which cannot be obtained with ball bearing wheels: 
Low Noise 
The magnetic bearing position control loops are equipped with a highly effective Active 
Vibration Suppression control law with isolates unbalance vibrations of the wheel from the 
spacecraft. This noise isolation is so effective that virtually every visible noise effect has been 
completely switched off when the isolation system has been invoked. 
The wheel's internal actuators are of the electrodynamic force generation type, which 
enables a high bandwidth, bi-directional and linear response to attitude control system (ACS) 
commands. This high bandwidth is not affected by the Active Vibration Suppression (AVS). 
Control Moment Gyro Mode 
The momentum vector of the wheel can be tilted actively with respect to the spacecraft body 
('vernier gimballing'), which allows to use the wheel in a control moment gyro mode. This 
means that in addition to the one rotational DOF which is implemented by the motor torque 
control, the other two attitude DOFs can be adjusted by the tilting of the wheel. Thus, it 
enables three axis attitude control of the spacecraft in a fine pointing range with only one wheel 
and eliminates, compared to a fixed momentum wheel system, the need for a separate nutation 
damping device. 
The vernier gimballing is supported by a special gyro control law, which allows the wheel to 
be used just like three independent attitude actuators without suffering from disturbances 
caused by gyroscopic effects. The vernier gimballing maneuvers require very little power. 
The tilting of the rotor may also be used to store cross momentum in order to compensate for a 
varying momentum of other rotating members on the satellite, like antenna pointing 
mechanism. 
Active Damping of Structural Oscillations 
A magnetic bearing wheel has no mechanical contact between rotor and stator since there is a 
prescribed gap. Within this gap the rotor can be moved in all three translational directions (in 
addition to the above mentioned rotational directions) in order to generate reaction forces usable 
within an active damping system. This can be done with the full linearity, accuracy and high 
bandwidth of the electrodynamic force generation system. Moreover, in combination with 
a side effect of the Low Noise control, it can even serve as a sensor for structural oscillations 
and can be extended to a stand alone damping device. Thus the wheel can be used further as a 
six DOF active damping device for flexible structures through fully conaollable translational 
and rotational bearing forces - simultaneously with the main purpose of the wheel as three 
BOP attitude control actuator. 
It shall not be forgotten to mention that the use of a magnetic bearing wheel permits the 
acceptance of a somewhat increased electronics complexity with inevitable impacts on mass, 
volume and reliability. A MWX is about 25% heavier than a ball bearing wheel of comparable 
size - however, this is an unfair comparison, since one MWX can substitute two or three ball 
bearing wheels. 
Thus in the end the magnetic bearing solution can be very advantageous in an AOCS level 
trade-off and moreover due to the above mentioned unique features. 
Possible applications are communication satellites, especially those with inclined orbit, 
satellites with optical communication links, micro-gravity missions, space telescopes and high 
resolution earth observation satellites. In long term manned space missions low noise wheels 
can reduce the effect of vibrations and the associated nerve-racking noise on the spacecraft 
environment and crew. 
2. The Design of the MWX Wheel 
A cross section of the MWX is shown in Fig. 1. The design goals were 
>very low vibrational noise 
>vernier gimballing capability 
>pancake profile 
>low weight, volume and power consumption 
>high reliability 
General design characteristics 
The rotor is basically composed of a rim which is connected to a hub by a set of five 
spokes. Most of the mass is concentrated in the outer rim of the rotor contributing to the 
required moment of inertia. 
The housing is devided into two compartments. The upper one contains the rotor and the 
signal processing electronics mainly consisting of sensors and controllers while in the lower 
one all the power electronics is accomodated. 
Any deviation from the nominal rotor position is detected by a set of axial and radial 
position sensors and - using five control loops - balanced by forces generated in the actuators. 
All five actively controlled degrees of freedom are of the electrodynamic (Lorentz) force 
generation type. This principle has many advantages with respect to controllability, low noise 
and the mass distribution between rotor and stator. 
A brushless dc drive motor fits well to the magnetic bearing. An emergency bearing and a 
simple locking device complete the wheel. 
Rotor rim 
The electrodynamic force generation type led to a m-shape cross section of the rotor rim 
as shorn in principle in Fig. 2. 
Also the spoke design is very important for the noise behaviour of the wheel, because 
mechanical deformations of the rotor rim would lead to a dramatically increased tilt sensor 
noise and have thus to be avoided. The optimization lead to specially shaped spokes which are 
very weak due to the rotor stretching caused by centrifugal forces or heating, while in case of 
any movement of the rotor rim relative to the central part of the rotor these spokes are 
extremely stiff. 
The detailed design of the rim as well as of the spokes was carefully optimized by FEM 
analysis in order to ensure that the stresses in the spokes and the rotor rim will not exceed the 
limit of half the tensile strength. The maximum possible rotational speed of this rotor is more 
than 12000 rpm with a safety factor of 2. 
Force generation systems 
The axial and tilt loop actuator elements are located in the outer slot of the rotor rim, see 
Fig. 2. The slot is equipped with permanent magnets which produce a circumferentially 
uniform magnetic field. Four epoxy embedded stator control coils, each of them covering 
nearly 90 * of the circumference, are fitted into the slot. The current in each of these coils 
produces a force in axial direction. Applying equal currents to all 4 coils produces axial forces. 
Tilt torques are generated by exciting two opposite coils with opposite currents. 
Since it is possible to generate the required forces and torques for the suspension by use of 
orJy three coils, sufficient redundancy is attained. 
The radial bearings are located in the hub. A disk shaped coil system on the stator fits 
between two pole plates equipped with permanent magnets. Fig.3 shows the principal 
arrangement. Two opposite coils form the actuator for one radial DOF each. 
The detailed design of the magnetic loops was optimized by three dimensional magnetic 
field computations with the goal, to get as much force as possible out of the system with the 
minimum thickness of the magnetic yokes. 
Sensor System 
The eddy current principle was chosen, because it is simple, of low weight and reliable, 
provides high bandwidth and is sufficiently linear if both mechanics and electronics are 
designed appropriately. AU sensors are of the differential type in order to minimize drift effects. 
The long term stability was calculated to about 0.5% gain and offset error for 10 years 
operation in space environment. This is in any case fully sufficient, since the position sensor of 
the magnetic bearing wheel is always in an inner loop superimposed by the AOCS. 
The motor is of the brushless-dc type, which avoids magnetic cogging torque. The ironless 
three-phase, six-pulse design is featuring a high efficiency joined with an excellent torque 
controllability and assures minimum torque ripple. The wheel drive electronics incorporates a 
two quadrant converter and operates in either speed or torque control mode. 
At low speed the wheel drive electronics receives the rotor position from a very simple 
eddy current sensor system and performs commutation switching. At higher speed (above 200 
rpm) the commutation is derived from the electromotive force generated in the motor 
windings. 
In case of a satellite power bus or main converter drop out, the motor is automatically 
switched into a generator mode to maintain the stable suspension down to about 1500 rpm 
when the electromotive force becomes too low to deliver enough power to supply the 
electronics. 
Emergency bearing 
The task of the emergency bearing is to provide a non-disturbing landing and a smooth 
run-down exhibiting minimum noise figures in case of a failure in the suspension electronics. It 
consists of two ball bearings, which are located inside the hub of the rotor. As a ball bearing 
lifetime of only 100 hours (about 200 run downs) is sufficient (only used in case of power drop 
outs at less than 1500 rpm or when a fatal failure occurs) there are only low demands to these 
bearings. Tests performed with gravity compensation have shown, that the emergency bearing 
operation is safe and uncritical. The rotor runs down with only little wobbling. 
Locking mechanism 
A locking mechanism with re-lock capability keeps the rotor in a safe mid-gap position 
during launch. The system, as shown in principle in Fig. 4, consists of two tubes of a special 
space prooven rubber. It is closed before launch by inflating the tubes with compressed gas and 
released in space by a redundant set of magnet valves. 
The locking system is reusable, thus the wheel can be tested after transportation and 
assembly into the satellite and even in the rocket short before launch. 
Technical Data (EM) 
............................................. Diameter 343 mm 
Height ................................................ 105 mm 
Total Mass (incl. electronics) .................. 11.8 kg 
Nominal Speed ................................... f 6000.. .10000 rpm 
Angular Momentum ............................. 63 ... 105 Nms 
... Gimballing Torque (around x and y axes). f 3.9 Nm 
Gimballing Angle ................................ + 1.7 o 
Slew Rate Capability .......................... 1 3.5 "/set 
Cross Angular Momentum (6000 rpm). ..... 1 1.86 Nms 
..... Motor Torque ............................. . f 0.15 Nm 
.. Power Con§umption (steady state, 6000 rpm). 14 
Force Noise ........................................ < 0.0 1 
Torque Noise ...................................... < 0.01 
............ Angular Rate Tolerance x,y axis 3.5 
............... Acceleration Tolerance z-axis 9.8 
............. Acceleration Tolerance x,y-axis 2.2 
Limits without leaving AVS 
............ Angular Rate Tolerance x,y axis 0.17 
............... Acceleration Tolerance z-axis 0.5 
............. Acceleration Tolerance x,y-axis 0.1 
............. Reliability 10 years, non redundant 0.89 
Self Suspension Time at power drop out (2) 1200 
(1) Limit can be overcome by active counterbalancing 
(2) Og condition. 
3, Vernier Gimballing 
The rotor and thus the momentum vector can be tilted actively within a range of about 
f 1.7". A special tilt control law assures, that the tilt responses are not deteriorated by 
gyroscopic effects, i.e. a tilting in one direction is decoupled from the orthogonal direction. 
This is achieved by an overcompensated gyro-decoupling, which is essential to assure the tilt 
loop stability with large margins in view of parameter degradations, 
The effect is demonstrated by the step responses shown in Fig. 5. Steps have been applied 
to one of the tilt axes and the responses of both have been measured at 6000 rpm. In the left 
column it can be seen, that with a simple uncoupled tilt control law the quality of the desired 
response is deteriorated and even the uninvolved axis becomes disturbed due to the gyroscopic 
effect. In the right column, the more sophisticated control law of the MWX has been applied 
which removes all these disturbing effects. It is easy imaginable, that such a behaviour is much 
better suited for spacecraft attitude control purposes. 
It is a special feature of the MWX-X, that it is possible to exert gyro control torques for 
the attitude control of the SIC while the produced noise of the wheel is still low. 
4. Isolation of Wheel Vibrations 
Although there is no contact between rotor and stator, magnetic bearing wheels exhibit 
nearly the same magnitude of perturbations as ball bearing wheels unless special provisions are 
made to suppress this noise. The sources of the unwanted disturbing forces and torques are: 
1.  Imbalance, which means that the axis of the positicin sensors measurement surface is 
radially shifted (-> static imbalance) orland tilted (-> dynamic imbalance) against the axis 
of inertia. 
2. Mechanical imperfections of the rotating parts as irregularities in a sensor surface, a pole 
piece or a permanent magnetic field. 
3. Poorly damped bearing control loops, for example due to passive nature, nonlinearities, 
structural modes or coupling effects between the different loops. 
4. Poorly damped gyroscopic oscillations as nutational and precessional motions, which 
means a whirling motion of the spin axis around the angular momentum vector. 
All this results in an unwmted movement of the rotor skarface wi&h the stator. If there is 
the typical force generating system which transforms gap variations into force and additionally 
a control system which tries to keep the gap constant then the same noise is produced as in a 
ball bearing wheel. 
A simple suspension loop model, shown in Fig. 6, is used to introduce and discuss AVS, 
active vibration suppression. 
The origin of all the noise is the gap variation, which can be found in the model as the 
center of gravity (CG)-position modified by the various gap disturbance sources mentioned 
above. 
If there is a gap-force coupling in the bearing, the synchronous forces are produced in the 
bearing directly out of the gap variations before it is possible to filter them out. This is true for 
all electromagnetic force generation principles, where a change of the gap causes a change of 
the (bias or permanent) flux and thus of the force. Because of this the MWX is equipped with 
the electrodynamic bearing principle, where the generated force is independent of the relative 
position and the relative motion of rotor and stator. 
The other noise path is the control loop itself and AVS means, that the sensor disturbances 
must be filtered out before reaching the power amplifier and becoming force or torque. The 
AVS method used in the MWX is the 'model following control'. 
The principle idea of the model following control is to use the output of an observer for 
the control feedback instead of the disturbed position sensor signal. Fig. 7 shows the principle 
block diagram of the control loop with observer, which is fed with the force acting on the 
rotor. 
To prevent the observer from long term drift effects, the low pass filtered difference 
between the real position signal and the model position is used to correct the observers state 
variables. Here the difference becomes evident: normally, the sensor output with it's noise is 
connected directly to the (differential!) controller, now there are a low pass filter and the 
observer in between. Thus from the real sensor signal only the lowest (near dc) frequency 
components are used. (Because of this, special care has to be taken with regard to control loop 
stability at these frequencies!) The noise contributors however are of the wheel's rotational 
frequency and harmonics thereof, thus of comparably high frequency. They are filtered out by a 
4 112 order low pass filter. This is the reason why the noise suppression becomes effective at 
speeds say above 1000 rpm and is then further getting better and better. 
The difference of the real position and the observer position is fed through a low pass filter 
to achieve the long term compensation of drift effects. To control faster externally impressed 
stator movements, for example when the satellite fires a thruster, this difference is additionally 
fed to a limit switch, which for example detects if the difference exceeds half of the gap. If so, 
it uses a second, stronger feedback to force the observer position immediately to the real 
position and, with this, the suspension loop can react and prevent a touch down of the rotor. 
During the activity of the limit switch, the low noise is of course reduced, but there is 
no low noise condition during an external disturbance anyway. When the external disturbance 
is over, the wheel automatically enters low noise condition again. 
It can be further seen from Fig. 4, that the active spacecraft a c b a ~ o n  is not Muenced by 
the MFC, because the path from the position co and to the (desired) force or torque 
remains unchanged. 
Some results achieved with the real wheel equipped with MFC in all 5 magnetically 
suspended axes sue shown in the next figures. In Fig. 8, the force Fx in radial %-direction, the 
force Fz in axial-direction and the torque Tx around the x-axis that are induced into the wheels 
mounting base, i.e, the satellite, are shown at a speed of 6000 rpm. (The forces and torques 
were measured with a six DOF dynamometer.) First, on the left hand side of the figure, the 
wheel is controlled by the conventional proportional-differential law of magnetic bearings, 
where there is practically no difference to a ball bearing wheel. On the right hand side, the 
wheel is controlled by the MFC low noise control system. It can be seen, that almost all the 
noise is removed. 
In Fig. 9, the same is shown as Fourier plots, now for all five forces and torques (the sixth 
torque is that around the spin axis, i.e. the motor torque, which is not affected by AVS.) The 
synchronous component and the harmonics can be clearly seen at n*100 Hz (n = 1 3 )  in the 
conventionally controlled case (left), but hardly with the MFC (right). 
Another view of the low noise behaviour is given in Fig. 10. The torque noise fundamental 
and the 1st and 2nd harmonics are plotted vs. speed. In the fundamental, the typical MWX 
noise suppression which increases with speed is clearly seen. The harmonics show a more 
undetermined behaviour, which is due to some parasitic resonances in the BB set-up. 
Theoretically, the harmonics should become suppressed almost like the fundamental, and with 
the EM wheel improvements are expected in this regard. However, the harmonics are already 
small and need not to be suppressed by the same factors like the fundamental. 
The absolute noise values shown in the figures 8,9 and 10 are not yet the achievable limit, 
since the wheel was a poorly balanced laboratory bread board model. The only goal was to 
demonstrate the relative attenuation of the produced noise - which is even now 100 .. 1000 
times lower than with a ball bearing wheel of comparable or even smaller size, This was proven 
in a comparing investigation of the european space agency (ESTEC) 121. 
However, later, in space, it will be a high quality wheel, well balanced, with high circular 
uniformity of the magnetic field. Then the basic noise will be even more lower and the 
suppression will further attenuate it. 
6. Active and Passive Damping Forces and Torques 
The wheel can be moved freely within the mechanical gap of the emergency bearings, 
because all DOFs are actively controlled. Thus forces and torques can be generated by 
accelerating and decelerating the rotor. 
These forces can be used to damp oscillations of antennas, solar arrays or large structures, 
i.e the wheel with it's translational or even tilt axes can perfom on the side the task of an 
-
actuator within an active damping loop without any degradation of the wheels performance. 
The left side of Fig. 1 1 shows a test measurement with the MWX with a movement of & 0.1 
mm of the rotor in axial direction (.& 0.6 are possible) that causes a force of + 2 N at 10 Hz. 
The maximum forces that can be generated are functions of the frequency and the gap. These 
maximum forces are computed for the MWX and shown in the right sideof Fig. 11. 
Another damping effect results passively from the bearing control loops, The wheel, in its 
low noise mode, is coupled to the stator only for very low frequencies up to about 4 Hz, but 
with a very good damping factor. This is illustrated by Fig. 12. Thus the wheel behaves like a 
passive damper below this corner frequency in addition to its active damping capability at all 
frequencies. There is no such coupling between the rotor and the satellite for higher 
frequencies. 
Moreover, structural oscillations can be measured by the MWX, for all higher frequencies 
up to the wheel speed, since stator movements are not followed by the rotor and can therefore 
be seen in the signals of the 3 translational and 2 rotational position sensors. Thus the wheel, 
as is, without any increased complexity and without any degradation of its main purpose, can 
serve as both a sensor and damping actuator for structural oscillations up to some hundreds of 
Hz. 
7. Applications of the MWX 
The MWX in a Mechanical Double Gimbal System 
If the MWX with it's low noise three axis attitude control capabilities is utilized, the small 
gimballing range (compared to mechanical gimbal systems) may be an unwanted limitation. A 
possible solution would be to mount the MWX into a mechanical double gimbal system. Then 
the large angular attitude maneuvers can be performed with the gimbals (the MWX with its tilt 
torque capability of some Nm has no problem with this). Thereafter, the gimbals can be locked 
in position and then the MWX resumes fine position control at low noise condition during the 
mission performance period. 
The only disadvantage would be, that the spin axis will not necessarily point to the target 
any more and two axis pointing like with a telescope would additionally require reaction 
torques from the drive motor. However, in a low noise wheel there will always be a low noise 
motor present. Just the motor torque will be substantially lower than the gimbal torques and 
require more .power. 
Two MWX Substitute a Skewed Arrangement of Reaction Wheels 
An interesting proposal is the use of two vernier gimballed wheels running in opposite 
direction to produce a net momentum in any desired direction by tilting one or both wheels and 
spinning them up and down, respectively. By doing this it is possible to align the satellite in 
every desired direction in space by tilting the overall momentum of the satellite, which is stored 
in the wheels. The principle idea is shown in Fig. 13. 
The advantages are that very little power is required for the maneuvers, since the vernier 
gimballing needs in principle little power. Also the drive motors would be used only in 
differential mode, i.e. the braking energy of one wheel would supply the other accelerating 
wheel. The main advantage over a reaction wheel system and thus the main purpose of such a 
system is, of course, still the low noise performance. 
The MWX in a communication satellite with inclined orbit 
The inclined geostationary orbit is said to be a solution towards extended satellite lifetime by 
fuel-savings through less station-keeping. The angle of this inclined orbit will be about 5' . 
This angle is also considered as the limit for a future extension of the vernier gimballing 
capability of the MWX. Thus, a MWX can serve as momentum wheel for such a satellite, 
providing not only a constant attitude stabilization and compensation of cyclic torques through 
cross momentum storage but,at the same time, the periodic attitude maneuver in order to point 
constantly at the same location on earth during all the orbit. 
Summary 
The MWX provides a free-of-mechanical-contact momentum vector inside the spacecraft and 
allows to exert forces and torques in all directions between this vector and the spacecraft such, 
that a vibrationless 3-axis attitude control in conjunction with 6-axis active damping of 
structural oscillations results. 
The special features of the wheel are: 
- Low vibrational noise, about a factor of some 100 or more lower than of a ball bearing 
wheel of comparable or even smaller size 
- Vernier Gimballing up to + 1.7 (later 3' .So) with a gyro-disturbance removing control 
law, practically 'without' additional power, enabling: 
1) Two- or three axis attitude control in a fine angular range at low noise conditions 
2) The inherently linear, high bandwidth and very strong gimbal torques are ideal for 
fast, high quality attitude control and disturbance rejection at the same time 
3) Cross momentum storage capability; 
4) Nutation damping 
- Active damping of structural oscillations, passive damping of structural oscillations, 
sensing of of structural oscillations. 
All these features have been tested at the real BB wheel and all results presented in this paper 
are real measurements, no simulations. 
The gimballing range can be extended to about 3' .. 5' from our present point of view 
without principal problems. The size of the wheel is not limited at all, just smaller ones cannot 
accommodate all the electronics and would require a separate box. 
Although the theory of the MWX looks comparably adventurous, the technical realization is 
very safe and reliable. The mechanical elements are rugged, thanks to the launch vibrations 
lock out device, without any degradation and have the unlimited life. The electronics are not 
critical and the reliability is proven predictable. Finally the control law has been designed to be 
very robust with respect to parameter variations over time. 
Thus an AOCS, build around this wheel, can be considered as a red and interesting 
alternative since it offers and combines different features not obtainable with ball bearing 
wheels. It can even be advantageous in terms of weight, volume and reliability, when the 
comparison is not performed wheel by wheel but on AOCS level. 
For high accuracy nnissions, it may be the only possible solution in the end. 
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The Use of Screening Tests in Spacecraft Lubricant f3f 6 :7/ 
Evaluation 
Chris ~alogeras*, Mike nilton*, David ~arrg*, Stephen 
~idziulis", and Paul ~leischauer" 
A lubricant screening test fixture has been devised in 
order to satisfy the need to obtain lubricant performance data 
in a timely manner. This fixture has been used to perform 
short-term tests on potential lubricants for several 
spacecraft applications. The results of these tests have 
saved time by producing qualitative performance rankings of 
lubricant selections prior to life testing. To date, this 
test fixture has been used to test lubricants for 3 particular 
applications. The qualitative results from these tests have 
been verified by life test results and have provided insight 
into the function of various anti-wear additives. 
Because of the stringent conditions placed on spacecraft 
lubricants and due to the lack of specific performance 
information, ground-based testing of lubricants is a major 
factor in the design of spacecraft mechanisms and in the 
process of selecting suitable lubricants. In most cases, the 
approach taken when testing lubricants for space qualification 
is to perform system level life-tests on actual flight 
hardware, or to perform simulation life-tests which attempt to 
duplicate the conditions of operation of the flight system. 
This approach usually produces useful results but is limited 
by the length of time necessary to obtain data and by the 
relatively high cost of testing. In most cases only one or 
two lubricant candidates can be tested, and their selection is 
usually based on past experience and not on reliable test 
information. There is a need for a test procedure which can 
rapidly screen potential lubricant candidates for applications 
before system-level life tests are performed. 
In the course of our work, we have been confronted by 
this problem on several occasions. In response to this 
situation, we have developed a test fixture and a test 
procedure which can determine relative lubricant performances 
before lubricant candidates are committed to an application 
* Mechanics and Materials Technology Center, The Aerospace 
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life test" The test fixture utilizes low cost components and 
operates under accelerated conditions in order to reduce the 
time for lubricant evaluations. The test capability of this 
apparatus enables us to rank lubricants for suitability for 
application in life testing. In particular, we have used this 
test approach to select lubricants for the following 
application tests: an oscillating scanner mechanism, a 
harmonic drive actuator, and, recently, for a reaction wheel 
support bearing. With regard to the oscillating scanner and 
the harmonic drive, the results of the screening tests have 
been verified by life tests. In these situations, the results 
from the life tests have produced a relative lubricant ranking 
which is identical to the ranking determined by the lubricant 
screening test facility. 
The approach developed to evaluate spacecraft lubricants 
is centered around two different types of lubricant tests. 
The first step utilizes a lubricant screening test facility, 
to perform short term accelerated bearing tests on a number of 
lubricant selections. The results of these tests provide a 
generalized performance ranking of the selections and indicate 
the suitability of the lubricants with respect to the intended 
application. The next step is to perform life tests or 
simulated life tests in order to evaluate the suitable 
lubricants under realistic operating conditions. In both 
cases, post-test surface analyses are performed on the test 
specimens in order to understand the results of the tests. 
SCREENING TEST BEARINGS 
The bearings used for the screening tests are INA GT-1 
thrust bearings. The primary reason for selecting these 
bearings was due to their low cost and availability. These 
bearings have a complement of 12 balls and a raceway diameter 
of 0.900 in. The balls, like the races, are made of 52100 
steel and have a diameter of 0.187 in. For the purposes of 
our screening tests, the configuration in which the bearings 
were run during the tests was changed. Instead of using 
grooved raceways for both the top and bottom, the flat side of 
the bottom(rotating race) was polished to a 0.25 micron finish 
and used in place of the raceway. This change in 
configuration was done so the bearing could be run with a 
controlled amount of misalignment. The misalignment serves to 
accelerate the wear process, the implications of which will be 
described later. In addition, a flat contacting surface 
operates at higher Hertzian stress than the raceway, which 
guarantees that more severe tribological conditions will exist 
on the flat. This situation is crucial to the success of the 
test because the flat is far easier to analyze than the 
grooved racetrack. 
TEST FIXTURES 
The mechanism that was developed to perform the screening 
tests is represented in Figure 1. This design was based on an 
earlier design2, but was changed significantly in order to 
enhance its capabilities. Similar types of testers, based on 
the earlier design have been reported in literature3. In 
short, the apparatus consists of a bottom housing, which 
contains the support bearings for the drive shaft, and a upper 
housing which is designed to contain the test bearings. On 
the top of the test fixture is a plate which is used to load 
the test bearings. This plate is free to slide up and down 
along four studs which are threaded into the top of the upper 
housing. The test load is applied to this plate with a set of 
springs(one for each stud) which are compressed along the 
studs and against the load plate. This arrangement, in turn, 
pushes the bottom of the load plate against the stationary 
race of the test bearing. In order to determine the applied 
load, a load cell is placed between the load plate and the 
stationary race of the bearing. The load cell can measure 
loads from 0 to 100 lbs and has a resolution of 0.1 lbs. 
The thrust bearings used for the screening tests are 
mounted in a housing located in the bottom of the load plate. 
During a test, these bearings are situated such that the 
stationary(top) race is mounted in the detachable housing and 
the rotating flat is on a shoulder of the drive shaft. The 
apparatus was designed to incorporate the detachable housing 
in order to vary the degree of ball skidding in the test 
bearing. As described ear.lier, the ball skidding is produced 
by mounting the upper race of the thrust bearing slightly off- 
center from the rotational center of the rotating flat. The 
resulting misalignment between the top and bottom races causes 
balls to skid as well as roll during operation. This type of 
motion imposes severe stress on the bearing and the lubricant 
because it forces the bearing to operate in a boundary 
lubrication regime. Consequently, test lives are greatly 
reduced in comparison to typical ball bearings. In addition, 
the eccentric operation of the bearing produces a relatively 
wide wear zone on the flat disk. This is beneficial because 
it provides a large area in which to conduct post-test surface 
analysis. The amount of eccentricity in the test bearing is 
variable and can be adjusted from dead center to 0.125 in. 
In order to measure the reaction torque of the bearing, 
the upper housing is connected to the lower portion of the 
test fixture through a set of aluminum flexures. The flexures 
allow the upper portion of the test fixture to rotate slightly 
with respect to the bottom housing when a torque is applied to 
the test bearing housing. The reaction torque of the bearing 
is thus determined by measuring the amount of rotation of the 
upper housing with respect to the stationary, lower housing. 
This is accomplished by mounting an inductive proximity sensor 
to the latter and measuring the change in displacement between 
it and a target plate mounted on the upper housing. The 
proximity sensor is calibrated by applying known torques to 
the upper housing and measuring its stiffness coefficient, 
which is then used to convert measured displacements into 
bearing reaction torques. 
During the tests, the reaction torque of the test bearing 
is monitored continuously with a data-acquisition computer. A 
custom Fortran program is used to acquire the data and store 
it to a disk file. The data are acquired at a relatively high 
acquisition frequency(100 Hz) and are then time compressed by 
a data averaging routine. The routine acquires 100 Hz data in 
ten second intervals and computes a mean value for each 
interval. The mean values are accumulated in a data array and 
are stored to a data file on a periodic basis. The averaging 
routine allows the reaction torque of the test bearings to be 
monitored continuously throughout the test without storing an 
excessive amount of data. 
In order to simulate the space environment, the test 
apparatus operates in a vacuum chamber. The chamber is pumped 
by a 360 11s turbo-molecular pump and reaches a baseline 
pressure of 1~10-* torr. In addition, the chamber has the 
capability of being sealed off completely and back-filled with 
gases (e.g., He for certain reaction wheel bearings). Since 
the drive motor is external to the vacuum chamber, a rotary 
(Ferro-Fluidics) feed-through is used to transmit rotary 
motion to the drive shaft of the apparatus. 
In addition to testing thrust bearings, several different 
sizes of angular contact bearings can be tested with only 
minor changes in the upper bearing housing and load plate. 
Recently, the test apparatus was modified to perform pin-on- 
disk tests. This modification allows data to be obtained on 
friction and wear of different materials and surfaces. 
An accelerated life-simulation test fixture, referred to 
as the Boundary Lubrication Test Fixture was used to verify 
some of the results from the screening test. This fixture 
utilizes modified bearing components as test specimens and 
operates at speeds and pressures which are very close to those 
experienced by the bearings in many low-speed oscillatory 
mechanisms. This test fixture operates in an linear 
oscillatory manner. The performances of the lubricants are 
assessed by measuring the wear rate of the test specimens 
during the testing. This is accomplished with capacitive 
displacement probes which are mounted directly above the 
specimens. Figure 2 shows the Boundary Lubrication Test 
Fixture's bearing and sensor configuration in detail. 
CASE #%-OSCILLATING 8C ER BEmINGS 
In this particular test program, the goal was to find a 
suitable replacement lubricant for a pair of R2 bearings which 
are used to support the shaft of an oscillating optical 
scanner. The original lubricant used in this application was 
G.E. Versilube F-50, a chloroarylalkylsiloxane(CAS) oil. This 
oil has a very low vapor pressure and excellent low 
temperature properties, but it does not function well under 
boundary lubrication conditions. In this application, the oil 
degraded very quickly which resulted in substantial bearing 
wear and reduced life. The goal of the screening tests was to 
find a replacement oil which had comparable vapor pressure 
characteristics and pour point as the CAS oil as well as 
enhanced boundary wear characteristics. Once identified, the 
oil was to be tested in a simulated life test in order to 
qualify it as a space lubricant. 
After preliminary investigation, substitute oils were 
chosen for the tests. These oils, along with some of their 
physical properties, appear in Table 1. The CAS oil was 
included in the testing in order to obtain a performance 
baseline for comparison purposes. The PFPE oil, Brayco 8152 
is a perfluoropolyalkylether oil and was selected on the basis 
of its low vapor pressure and viscosity properties. NYE 188B 
differs from the other oils because it is a synthetic 
hydrocarbon oil (poly-alpha-olefin, PAO). It was chosen 
because of its excellent physical properties and because it 
could be formulated with the anti-wear additive 
tricresylphosphate (TCP). The inclusion of an anti-wear 
additive in the oil was considered to be essential because the 
bearings operate in a boundary lubrication regime. 
In this set of tests, the earlier configuration of the 
test fixture was used1. This version utilized a thrust bearing 
of the same dimensions as the INA GT1 but incorporated a 
custom 440C disk and 440C grade 10 balls. The test specimens 
were run in a vacuum environment at a speed of 1750 rpm and 
the load ranged between 20 and 50 lbs (229-310 ksi peak 
contact stress). The motor current of the test fixture was 
measured in order to get an estimate of the reaction torque of 
the bearing. Bearing failure was defined to occur when the 
motor current reached a level 1.5X the starting current. 
The wear lives of the screening tests are shown in Figure 
3. In this chart, the wear lives of the oils have been 
normalized with respect to the worst performer. As the chart 
indicates, the PA0 oil had the longest life under these 
conditions. The primary reason for this result appears to be 
the superior boundary protection provided by antiwear additive 
(TCP) in the PA0 oil. In the absence of antiwear additives, 
the CAS and PFPE oils could not protect adequately against 
direct metal-to-metal contact in the bearing. In addition, 
both the CAS and the PFPE oils decomposed under use, The CAS 
oil was the most reactive, forming a hard vtsandlt like grit 
which caused significant wear and subsequent failure after 
only a short period of operation. 
After these tests were concluded, the same three oils 
were tested in a simulated life test of flight grade bearings 
under conditions which mimicked the operational conditions on 
orbit. The results of the life testing appear in Figure 4. 
It is obvious that the PA0 oil outperformed the other oils by 
a wide margin. Both the CAS and PFPE oils exhibited the same 
failure mechanism in this test as they had in the screening 
tests. The absence of an anti-wear additive, coupled with 
lubricant decomposition, was the most likely cause of the 
early bearing failures. By contrast, the PA0 lubricated 
bearings operated over 3.5 years and did not display abnormal 
wear upon removal. The bearings still contained an adequate 
amount of lubricant, and the lubricant did not show any signs 
of degradation. More details on these test results can be 
obtained from the literature4. 
CASE #2- ONIC DRIVE SUPPORT BEARINGS 
Another lubricant evaluation involved testing lubricants 
for a harmonic drive actuator mechanism. The goal of this 
study was to obtain comparative performance data between a 
frequently used neopentylester spacecraft oil(NPT-4), and a 
new synthetic hydrocarbon oil (Pennzane SHF-2000), a 
multiply-alkylated cyclopentane (MAC) which has some 
outstanding physical properties. Additionally, it was desired 
to gain a better understanding of the role of wear additives 
in oils and the mechanisms by which they provide protection. 
The additives of interest are TCP and lead naphthenate (PbNp). 
In order to conduct this study, the Boundary Lubrication 
Test Fixture was used in combination with the Lubricant 
Screening Test Fixture. The Lubricant Screening Test Fixture 
was first used to determine the relative performance of the 
different oils and additives. While the relative ranking of 
the lubricants was being established, some of the oils were 
then tested in the accelerated life test fixture to see if the 
performance trends established by the screening tests were 
repeated in longer term tests. 
The newer version of the Lubricant Screening Test 
Fixture along with INA GT1 bearings, described earlier, were 
used to perform the screening tests. These tests were run at 
a speed of 1800 rpm and were conducted in vacuum at a base 
pressure of l x l ~ - ~  torr. The reaction torque of the test 
bearing was monitored continuously; failure was defined to 
occur when the reaction torque of the test bearing exceeded a 
level 3x the initial run-in torque. For these tests, a 
4lb/ball load(288 ksi peak contact stress) was used in the 
test bearings, and each test bearing was lubricated with 60 pL 
of oil. This amount was somewhat excessive, but it was used 
to eliminate lubricant starvation as a failure mechanism. 
Table 2 lists the oils and oilladditive combinations that were 
tested in the Lubricant Screening Test Fixture. 
While the screening tests were proceeding, the Boundary 
Lubrication test Fixture was used to conduct longer term wear 
tests using the same oils and additives. The specimens in 
these tests were loaded to a stress level of 113 ksi and were 
run in an oscillatory manner with amplitude of 0.10" and a 
frequency of 1 Hz. The tests were conducted in a vacuum 
environment and had durations which ranged from 1000 to 1500 
hrs. This time range was chosen because its length was 
considered sufficient for wear processes to occur. 
The test results of the screening tests appear in Figure 
5, from which it is clear that oils formulated with wear 
additives outperformed the base stock oils. The poor 
performance of the unformulated Pennzane underscores the 
necessity of using boundary layer additives under these 
conditions. Of the combinations tested in the screening 
tests, Pennzane with TCP had the longest life. The addition 
of Pbnp in Pennzane also improved the life of the oil but not 
to the extent that TCP did(see later for information on 
failure modes for the two additives). NPT-4 was not 
formulated with any of the wear additives because its chemical 
structure and reactivity causes resulted in the formation of a 
protective boundary layer. However, the boundary layer 
produced by NPT-4 is not as effective as those produced by the 
oil additives. Furthermore, the method by which NPT-4 forms 
its boundary layer (chemical reaction with the steel surface) 
may result in damage to the bearing surfaces. 
Following these tests, the surfaces of the test specimens 
were analyzed with energy dispersive x-ray (EDX) and/or Auger 
electron (AES) spectroscopy. The profiles of the surfaces 
were also measured using a DecTak 3030 profilometer. These 
analyses were performed in order to determine the failure 
mechanisms of the test specimens and to assess the performance 
of the boundary wear additives. 
The post-test analyses revealed that the test bearings 
lubricated with TCP and PbNp containing oils failed by 
different mechanisms. The bearings lubricated with 
PennzanesTCP appear to have failed by a wear process that 
involves surface distress and metal removal from the wear 
track. Figure 6 contains two surface profile scans across the 
wear track of a Pennzane+TCP lubricated bearing. The graphs 
in this chart indicate that a significant wear trough, along 
with increased surface roughness, occurred in this test 
bearing. The bearing appears to have failed at the point when 
the additive could no longer provide satisfactory boundary 
layer protection. The bearings lubricated with PennzanesPbNp, 
on the other hand, do not appear to have failed as a result of 
metallic wear. Instead their increased friction appears to 
have been caused by the formation of a tough, lead-containing 
carbon film on the wear surface of the disk. The evidence for 
the existence of the carbon-lead film was first detected by 
EDX spectroscopy and later confirmed by profilometry 
measurements. Figure 7 contains several EDX scans of a test 
sample containing a carbon-lead film. As the plots show, only 
the scan of the regions within the wear-zone contain elemental 
carbon and lead in any quantity. Outside of this area, there 
is little evidence of these elements on the surface. Figure 8 
shows profilometry traces taken across the wear track of the 
same raceway. The graphs confirm the existence of a film 
build-up across the wear track and indicate that the film is 
between 0.1 and 0.5 microns in thickness. 
The apparent differences in the performances of TCP and 
PbNp in Pennzane have suggested that the two additives cannot 
be directly compared to each other. The test results suggest 
that TCP and PbNp have different boundary protection modes. 
Lead naphthenate appears to function by generating a 
relatively thick film between the contacting surfaces. This 
characteristic makes PbNp ideally suited to high stress 
applications where maximum protection against wear is desired 
and increased friction is not a factor. TCP, on the other 
hand, seems to function by reacting with the steel and forming 
a thin, friction reducing film on the contacting surfaces. 
These characteristics make TCP well suited to light or 
intermediate loads, where low friction and long life are 
desired. However, as shown by Figure 6, TCP does not provide 
the same degree of protection against wear as does PbNp. This 
is an important consideration, especially in situations where 
bearing stiffness is crucial to the success of the 
application. 
These results illustrated some of the difficulties of 
performing comparative screening tests on different lubricants 
and the need for careful consideration of the end application 
in making final selections. Many factors, such as load, 
speed, temperature and material compatibility must be 
evaluated when determining the test conditions. Post-test 
analyses of the test components are essential to proper 
interpretation of the test results. Post test analysis was 
extremely useful in our case, because it allowed us to 
reevaluate the ranking established solely by the screening 
test wear lives. Based on the screening test wear lives, 
Pennzane with TCP appeared to be the best choice. However, 
for the purpose of the harmonic drive application, the low 
friction produced by TCP is not as important as the improved 
wear protection which PbNp provides. Based on bearing wear as 
the ranking factor, Pennzane with PbNp is the best combination 
of those tested. 
Due to the length of time necessary to perform the 
accelerated life tests, not all of the lubricant combinations 
tested in the screening tests were tested in the Boundary 
Lubrication Test Fixture. Nevertheless, the results obtained 
from this test fixture have confirmed most of the findings of 
the screening tests. Post test analyses, similar to those 
performed on the screening test samples have given us 
sufficient data to make this conclusion. Table 3 is a 
compilation of all of the test results from the screening 
tests and the low speed oscillatory tests. From these data, 
it is evident that the lubricant behavior in the screening 
tests has been replicated in the accelerated life tests. In 
addition to our findings, life testing performed on actual 
harmonic drive mechanisms with NPT-4 and Pennzane+PbNp has 
confirmed these results. Additional tests with Pennzane and 
PbNp have been planned. These tests will investigate the 
effects of varying additive concentrations on wear performance 
and will look for an optimum additive concentration. 
CASE #3-REACTION m E E L  SUPPORT BEARINGS 
The Lubricant Screening Test Fixture was also used to 
evaluate lubricants which have been considered for use in 
reaction wheel support bearings. In this study, the apparatus 
was used to test a well known spacecraft lubricant SRG-40, a 
highly refined mineral oil, and two synthetic oils which were 
considered as replacements for SRG-40. The synthetic oils 
consist of NYE 179, a PA0 oil, and NYE UC-7, a poly-01-ester 
oil (POE). All of the oils tested were formulated with TCP. 
Table 4 lists some of the properties of the oils tested. 
Reaction wheel assemblies (RWAs) and gyroscopes often 
operate in atmospheres of helium or hydrogen gases. The 
particular RWA of interest uses a He-0, mixture (P, = 0.5 atm 
with 2% O,), so it was decided to perform lubricant screening 
tests in several different environments. These environments 
consisted of: 1x10-' torr vacuum simulating a worst case 
scenario of an on orbit leak; 112 atmosphere of 98% He 2% O,, 
the operating environment used on orbit; and 112 atmosphere of 
pure He. The last environment was chosen because it was 
desired to see if the inclusion of oxygen was really necessary 
for the anti-wear additive TCP to function. Many spacecraft 
designers have included oxygen in the fill gases of reaction 
wheels based on intuition rather than experimentation. The 
premise for this has been that TCP will only bond to an oxide 
surface. Hence the addition of oxygen to the helium fill gas 
will ensure that all metal surfaces will be covered with an 
iron oxide film, which can be replenished if worn off. In our 
experience, however, we have never observed that oxygen is 
necessary for TCP to function correctly. In fact, our concern 
here was that the inclusion of oxygen in the fill gas may 
actually be detrimental to life of the bearing because it 
could degrade the lubricant. Therefore, several additional 
tests were run in a 7 torr atmosphere of 0,. This amount 
represents the equivalent of the 2% 0, added to the helium, and 
it was felt that this condition would accentuate both the 
reactive effect of oxygen on the lubricant and any potential 
effect of oxygen on TCP. 
The test conditions and procedures for the screening 
tests performed in this study were virtually identical to 
those performed for the harmonic drive actuator. The only 
difference, aside from the different environments, was that 
some of the tests were run with a lighter applied load 
(3lb/ball) . 
The wear lives of the screening tests performed in vacuum 
and 7 torr 0, appear in Figure 9. In this chart, the wear 
lives represent the mean values of several tests per oil. As 
the graph indicates, the synthetic oils outlasted SRG-40 by a 
wide margin in vacuum. The main factor that accounts for this 
result seems to be the high vapor pressure of SRG-40. It is 
felt that this high vapor pressure, combined with the extreme 
operating environment, led to rapid lubricant loss from the 
bearings and subsequent failure. The synthetic oils, with 
their lower vapor pressures, appear to have remained in the 
bearings for a greater duration which resulted in their longer 
wear lives. Gas chromatography was later performed on the oil 
residues of all the test specimens which confirmed that 
significant lubricant evaporation occurred in the SRG-40 test 
bearings, while there was much less evaporation in those 
lubricated with the synthetic oils. 
Although not all of the oils were tested in 7 torr of 
oxygen, the results from those that were tested indicate that 
the presence of oxygen in the operating environment did not 
improve the test lives, and, in the case of UC-7, the wear 
life was significantly decreased. Figure 10 is a plot which 
compares the bearing reaction torques for UC-7 in vacuum and 
in the oxygen environment. From this figure it is obvious 
that the addition of oxygen to the operating environment 
results in higher torque, more torque noise, and greatly 
reduced wear life. Visual inspection of the bearings after 
the tests also revealed extensive lubricant degradation in the 
case of the oxygen tests and little or no lubricant breakdown 
in the vacuum tests. This finding was later supported by 
findings from the 1/2 atmosphere tests. 
The wear lives from the tests performed in the 112 
atmosphere environments appear in Figure 11. In general, 
these tests ran for a much greater period because the presence 
of the fill-gas reduced lubricant evaporation and allowed the 
bearings to operate at a lower temperature, providing a more 
direct comparison of the respective boundary layer 
performances of the oils. The tests that were performed with 
the helium-oxygen mixture (SGR-40 only) confirmed the results 
obtained from the 7 torr oxygen tests. The test lives in 
this case were significantly shorter than any of those 
performed under a helium only atmosphere. In the helium only 
test condition, UC-7 was the only oil that failed 
consistently, according to our torque failure criteria. In 
contrast, the tests performed with the other oils were either 
terminated before failure, due to time constraints, or were 
run for a great length of time in order to fail(179). 
Consequently, post test analyses, similar to those performed 
in the harmonic drive study were carried out on test specimens 
from all of the test environments in order to clarify the 
results 
The most notable finding, from the surface analyses(AES 
and profilometry) is that TCP does not appear to function as 
an anti-wear additive in UC-7, The Auger spectroscopy 
performed on the UC-7 wear disks never detected any trace of 
phosphorus on the steel surfaces. The absence of phosphorus 
in this case, combined with the detection of a carbon residue 
on these surfaces, suggests that the reactive nature of ester 
oils interferes with the normal protective mechanism of TCP. 
By contrast, all of the samples run with 179 and SRG-40 
contained phosphorus in the wear track, indicating that TCP 
was active in this region and indicating that oxygen is not 
required for TCP to function. 
The profilometry measurements revealed large wear troughs 
in the wear tracks of the UC-7 test specimens. Measurements 
made of the other wear disks indicate that SRG-40 operates 
with less wear than UC-7, and 179 appears to have the lowest 
wear rate of all the oils tested under these conditions. The 
presence of this type of wear and its relative absence for the 
other oils suggest that the reactive boundary layer film, that 
UC-7 generates under use, is not as effective as TCP in 
preventing wear. In fact, this method of boundary layer 
protection may actually damage the steel surfaces of the 
bearings and cause increased wchemicalH wear. 
The wear lives of the screening tests and the post test 
analyses performed on the test specimens, indicate that Nye 
179 was the best overall choice for this application. Its 
performance in vacuum was far better than that of SRG-40, and 
its performance in helium was considered to be the best of all 
the oils tested. Furthermore, the use of oxysen as a 
com~onent in the fill sas of reaction wheels was determined to 
be unnecessary and senerally harmful to the life of the 
bearins lubricant. These findings have been conveyed to the 
manufacturer and have been used to determine the configuration 
of a reaction wheel lubricant validation test which is 
currently underway. 
The Lubricant Screening Test Fixture and the procedure 
developed for its use have proven to be quite useful for 
acquiring performance information for spacecraft lubricants. 
The chief advantage of this approach is the ability to obtain 
qualitative rankings of different lubricants through the use 
of low cost, short duration bearing tests. This is 
significant, when considering the lengthy test times and high 
costs associated with most spacecraft lubricant tests. The 
test fixture and test procedure also can be used to perform 
more fundamental studies on the interactions of lubricants and 
additives with bearing surfaces. The case studies described 
in this paper have demonstrated that this test fixture, in 
conjunction with the appropriate post-test analyses, can be 
used to identify different wear protection mechanisms as well 
as to determine bearingllubricant chemistry. 
The results from the case studies, however, have also 
demonstrated some of the limitations of this approach. The 
results have shown that screening tests alone are not 
sufficient for most lubricant studies. The fact that the test 
bearings used in these tests are significantly different from 
the configuration of most satellite bearings makes it almost 
impossible to predict accurately an application's life based 
solely on screening test lives. The test results from the 
case studies have also highlighted the necessity of choosing 
the appropriate test conditions. The effects of test 
parameters, such as load, speed, temperature, atmosphere and 
lubricant quantity, on the test life need to be understood if 
a valid lubricant ranking is to be established. Even more 
important is the selection of appropriate post-test analyses. 
These analyses are often necessary in order to identify 
performance traits, such as additive surface effects, which 
may not be discernable in a torque trace or a wear life. This 
need was most evident in the harmonic drive study, where post- 
test analysis rearranged the initial lubricant ranking based 
on wear lives. 
If these limitations are understood, however, the proper 
use of lubricant screening tests can play a major role in the 
process of qualifying a spacecraft lubricant. They can save 
considerable time and expense by identifying unsuitable 
lubricants, thus eliminating unnecessary life tests. In 
addition, they can often be used to troubleshoot lubricant 
problems with existing mechanisms, as was most noticeable in 
the case study involving the reaction wheel lubricants. In 
this case, with the screening tests, we were able to identify 
almost all of the lubrication problems associated with the 
actual flight bearings. Considering their strong points, it 
seems reasonable to integrate lubricant screening tests into 
the overall process of lubricant flight qualification. 
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TABLES 
Table 1. - Oils Tested in Scanner Bearing Case Study 
index 
Pour point ('c) I -73 -73 -55 II 
Table 2. - Oils Tested in Harmonic Drive Case Studv 
Table 3. 
OIL 
PENNZANE 
PENNZANE 
+ PbNp 
(5%) 
PENNZANE 
+ TCP 
Test Results of Harmonic Drive Case Study 
SCREENING ACCELERATED 
TESTS LIFE TESTS 
carbon 
film 
carbon 
film 
no film no film 
SCREENING ACCELERATED 
TESTS LIFE TESTS 
N.A. wear patch 
wear trough wear patch 
carbon + carbon + 
lead film lead film 
film 
buildup 
-- 
film 
buildup 
thin carbon N.A. wear trough N.A. I 
Table 4. - Oils Tested in RWA Case Study 
Oil VISCOSITY 
(300K) 
POUR POINT VAPOR 
PRESSURE 
(300K) 
NYE 179 - 1x10~~ Torr 
FIGURES 
Load Cell 
Proximity Probe Reference 
Eccentric Bearing 
Test Mechanism 
L 1 
Fig. 1 - Lubricant Screening Test Apparatus 
Probe Assembly and Raceway Retainers 
Fig. 2 - Boundary Lubrication Test Fixture, Bearing and 
Sensor Assembly 
I Lubricant Type I I I 
Fig. 3 - Screening Test Results (Scanner Mechanism) 
CAS PFPE PA0 
I Lubricant Type I I 
Fig. 4 - Life Test Results (Scanner Mechanism) 
Fig. 5 
Pennzane Npt-4 Pennzans+PbNp Pennzane +TCP 
Oil 
- Screening Test Results (~armonic~rive) 
Pennzane with 1 % TCP 
7008 
6888 
5060 
4-0 
3808 
2- 
1- 
8 
- la8a 
-$-a 
I I I I I I 4 -3sao 
awe 3m-a 4398 swa 6 . a ~ ~  
Height 
Distance (ym) 
.I 
Fig, 6 - Profiles of Pennzane+TCP Wear Disk 
Penntane with 5% PbNp 
I Black Region in Track Graywhite Region in n ~ a s k  I 
2 4 6 8 2 4 6 8 10 
Energy (KeV) Energy (KeV) 
Outside of Track 
Energy (KeV) 
Fig. 7 - EDX Spectra of Pennzane+PbNp Wear ~ i s k '  
Pennzane with 5% PbNp 
-&,m 
15. cN3 
18,098 
SWJ8 
8 
Height (A) 
Fig. 8 - Profiles of Pennzane+PbNp Wear Dlsk 
Fig 
llC-7 
OIL 
9 - Vacuum and 0, Screening Test Results (RWA) 


Three High Duty Cycle, Space-Qualified Mechanisms 
David Akin, Lockheed Palo Alto Research Laboratory 
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INTRODUCTION 
The Michelson Doppler Imager (MDI) is a scientific instrument aboard 
the Solar and Heliospheric Observatory (SOHO) spacecraft. In 1995 the 
spacecraft will be put into a halo orbit about the L1 Lagrangian point 
(equal sun and earth gravity). The MDI looks at the sun continuously 
and takes a picture with a large format CCD camera every 3 seconds. 
The design goal of the mission is 6 years, so over 60 million pictures 
will be taken. The sun, being a high intensity source, provides a signal 
with a single pixel noise level of 0.2%. Many images are combined to 
measure the oscillatory motion of the sun so very high performance is 
required of the mechanisms in order that they not add noise to the 
data. The MDI instrument is made up of two parts, the electronics 
package and the optics package. Figure 1 shows the layout of the 
optics package. This paper describes the design and testing of three 
mechanisms on the MDI which are required to operate large numbers 
of times. 
SHUTTER 
The shutter precisely controls the exposure time of the CCD camera, 
and additionally selects either a magnified or an unmagnified beam 
path. Its design uses a brushless DC motor with an integral, optical, 
shaft angle encoder (figure 2). The motor is an Inland Motor RB-00502 
unhoused brushless DC motor. The rotor is supported by a wave spring 
preloaded pair of ball bearings. The bearings are MPB part number 
SR3FCHH lubricated with BRAYCO 8152. The motor drives a thin 
aluminum disk that contains a pie shaped opening of 80 degrees. The 
encoder provides the position feedback for commutating the motor, as 
well as the information required for measurement of the realized 
exposure at 9 locations across the image. Figure 3a shows exposures, 
measured by the encoder, as the shutter motor was being life tested. 
Each point represents a single 100 millisecond exposure taken after 
20,000, 50 millisecond exposures. Figure 3b shows 500 consecutive 
exposures, and 3c is a histogram of 3b. 
Shutter Characteristics: 
Exposure 40 ms to 65 sec. 
Uniformity 50 microseconds p-p. 
Repeatability 80 micrssecsnds p-p. 
Absolute Exposure Accuracy 250 microseconds 
Design Life 60 M Exposures 
Power  15 V @ 150 mA peak 
5 V @ 80 mA peak 
Weight 125 grams (motor and blade) 
A single exposure requires the shutter motor to make 3 moves. First 
the motor moves to start the exposure. After waiting in the open 
position for the desired exposure period the motor then closes the 
shutter. Because of the way the shutter is used to select the 1X or 3X 
path (see figure 1) a third move is needed. After the CCD camera 
reads out the image (this requires darkness and takes about 2 
seconds) the shutter moves to where it can begin another exposure. 
Figure 4 shows a computer simulation of a 100 millisecond exposure. 
At time = 0 and position 200 degrees the motor is started in order to 
open the shutter. The motor operates open loop (BEMF limits the 
motor speed) until position 260 degrees (label B). At this time the 
windings are shorted and the motor comes to a stop at the 280 degree 
position. At time = 100 milliseconds (the desired exposure) the motor 
is started in order to close the shutter. The windings are shorted at 
340 degrees and the motor comes to a final stop at the 360 degree 
position. 
We compensate for the opening edge of the shutter moving through 
the field of view (A to B in the figures) by having the closing edge (C 
to D) move in exactly the same way with respect to the field of view. 
The non-uniformity resulting from the opening edge of the shutter 
moving across the field is thus canceled by the closing edge. Since the 
motor is a brushless DC motor there is some inherent torque ripple 
(one ripple per commutation step) that causes some speed variation 
even after the motor has reached its no-load speed. By placing the 
opening edge of the blade an integral number of commutation steps 
from the closing edge, the exposure non-uniformities caused by torque 
ripple during the opening move are canceled by the same torque 
ripple on the closing move. 
The MDI shutter is very similar in design to the shutter used on the 
Soft X-ray Telescope (SXT) on the Yohkoh space mission. On the SXT 
shutter we minimized the effect of the magnetic detent on the 
exposures by selecting a motor with an odd number of stator teeth. 
The SXT shutter motor has 8 rotor magnets and 27 stator teeth, or 216 
potential magnetic detent positions. The result of the small spacing of 
the detents is that under certain conditions small changes in voltage or 
bearing friction can cause the motor to stop in a different detent. 
Another difference between the MDI and SXT shutter is the SXT 
shutter has a single beam path and two openings in the blade, a 3 
degree opening for 1 millisecond exposures, and a 60 degree opening 
for 20 milliseconds and longer. 
For the MDI shutter we took a different approach. We selected a 
motor with 6 rotor magnets and 18 stator teeth. This causes a total of 
18 magnetic detents, 1 detent for each commutation step. Since the 
motor is designed to stop in the center of a magnetic detent it can be 
off by as much as +/- 10 degrees without falling into the next detent. 
We take advantage of the even spacing of the magnetic detents to 
insure that the opening and closing edges of the shutter blade always 
start from the same position. 
MICHELSON TUNING MOTORS 
The Michelson tuning motor assembly (figure 5 )  is used to tune the 
passband of the Michelson interferometers by rotating 112 wave 
retarders. The assembly consists of 2 brushless DC motors in a single 
housing. The motors were designed and built for MDI by H.Magnetics. 
The motors have hollow rotors to which the waveplates are directly 
attached, and incremental encoders for position feedback. 
Tuning Motor Characteristics: 
Repeatability +/- 1 arc min. 
Design Life 60 M moves 
Step Size 2 degrees 
Power Dissipation 50 mJ / 24 deg move (dissipated at 
the motors) 
Power 15 V @ 100 mA peak 
5 V @ 80 mA peak 
Weight 590 grams (2 motors) 
An unusual feature of the tuning motors is that each motor contains a 
single thin-section ball bearing. The bearing is an MPB part number 
S2936 thin section ball bearing. A preload force is applied by 
offsetting the rotor axially from the stator. This preloads the bearing 
because the magnets try to pull the rotor into the stator. The preload 
force was measured to be approximately 18 N (4 lbs). In order to 
verify that the tuning motor met the positioning requirements of MDI 
a test was done where a small mirror was glued to the center of the 
waveplate. By observing the mirror through a theodolite we verified 
that the motor could be positioned repeatably to well within the 
specification over a wide range of motor voltages. 
FILTERWHEELS 
The MDI contains three wheels, each of whose purpose is to place one 
of four optical elements into the beam path. The polarization analyzer 
wheel selects the polarization of light which enters the MDI in order to 
measure the magnetic field of the sun. The other two wheels comprise 
the calibration/focus system, which has two purposes. First they 
provide calibration of the MDI optical system by placing a pair of 
lenses into the optical path. In addition they enable one to adjust 
focus on-orbit by inserting flat glass elements of different thicknesses 
into the beam path. Each wheel consists of a brushless DC motor with 
an integral, optical, incremental encoder. The motors have hollow 
rotors within which reside the optical elements. The rotors are 
supported by wave spring preloaded pairs of ball bearings. The 
bearings are MPB part number SR4FCHH lubricated with BRAYCO 8152. 
The motors were also designed and built by H.Magnetics for MDI. 
Figure 6 shows the filterwheel assembly. 
Filterwheel Characteristics: 
Repeatability 
Design Life 
Step Size 
Power  
Weight 
+/- 1 arc min. 
2 M moves 
2.5 degrees 
15 V @ 100 mA peak 
5 V @ 80 mA peak 
420 grams 
COMPUTER SIMULATIONS 
Prior to building the motors, computer simulations were run for each 
of these mechanisms. These simulations were very helpful in the 
proper sizing of the motors and in eke selection of their windings. In 
addition they provided disturbance torque data to the spacecraft 
designers. 
The simulations were done in IDL (Interactive Data Language). The 
technique is to take a large number of small time steps. The motor 
windings are modeled as a series resistor and inductor. The motor 
current is calculated by subtracting the BEMF from the motor supply 
voltage, and applying it to the resistor and inductor. Torque ripple is 
modeled with the BEMF "constant" actually being a function of rotor 
position. Magnetic detent is assumed to be a sinusoidal function of 
rotor position. To initiate the simulation the motor is stopped, voltage 
is applied, current increases through the resistor and inductor, current 
causes torque, and torque causes speed and position to change. Speed 
causes BEMF which is subtracted from the applied voltage for the next 
time step. Figure 7 shows the output of this program as well as an 
actual oscilloscope measurement of the motor current. Figure 8 shows 
the IDL program which was used to model the tuning motors. 
CONTROL SYSTEMS 
The control systems for all three types of mechanisms are very 
similar. The Michelson tuning motors and the wheel mechanisms use 
identical electronics, a block diagram of which is shown in figure 9. 
The control system of the shutter is similar except that it incorporates 
a programmable timer to control the exposure, and does not have the 
ability to stop the motor at an arbitrary position. 
To move a filterwheel or tuning motor, the Dedicated Experiment 
Processor (DEP) first loads the desired stopping position into a latch in 
the motor drive electronics. Then the DEP tells the motor to run in 
either the clockwise or counterclockwise direction. The motor runs 
until the programmed stopping position is reached, plus a small time 
delay. The windings are then shorted together and the motor's energy 
is dissipated in the windings as the motor brakes to a stop. After 
another delay, the encoder is shut off to conserve power while the 
motors are not being used. Very little power is therefore consumed 
by these mechanisms when they are not moving. The first delay is 
adjusted so that the motor comes to a stop exactly in the center of the 
next detent. The second delay insures that the motor is completely 
stopped before the encoder is shut off. 
The method of operating the motors open-loop and making use of the 
magnetic detent for position accuracy allowed for a simple control 
system. This method of controlling the motors has proved itself to be 
robust, as the motors continued to function acceptabaly throughout 
their life tests even though in some cases the bearings had 
deteriorated considerably. This can be attributed to selecting (or 
designing) motors with adequate torque margins. 
LIFE-TESTING 
These mechanisms have all undergone extensive life-testing in a 
vacuum chamber. Prior to placing the mechanisms in the vacuum 
chamber they were subjected to a vibration test. Pressure in the 
vacuum chamber during the life tests varied from about 10-6 to 10-7 
Torr. The shutter and wheel mechanisms were at room temperature, 
and the tuning motors were in a temperature controlled oven at 35 C. 
This simulates the environment in which the mechanisms will actually 
be used. A PC clone controlled the mechanisms through prototype 
versions of their flight control electronics. The PC also controlled test 
equipment over an IEEE-488 bus, enabling the life-test to be 
automated. Each mechanism was alternately cycled through 20,000 
operations, and then characterized by running at 5 different voltages 
while recording the current and speed at each voltage. 
The design goal of the shutter and tuning motor mechanisms is 60 
million operations each since these mechanisms will be used once 
every 3 seconds for 6 years. In order that the life tests of these 
mechanisms be completed in a reasonable time it was necessary to 
accelerate the tests. This was done by running the motors at their 
design speeds, and on the same voltage they will run on in flight, but 
spending very little time between moves. The shutter test was done 
with a 50 millisecond exposure time, long enough to insure that the 
motor comes to a complete stop but much shorter than the planned 
exposures. The tuning motor tests were made with one motor making 
30 degree moves and the other 60 degrees. This is how they will be 
used in the instrument. The test acceleration was done by reducing 
the time the motors spent stopped between moves. In this way we 
were able to make approximately 4 moves per second on each motor, 
rather than a move every 3 seconds. 
The shutter and wheel mechanisms both used ball bearings lubricated 
with BRAYCO 8152. The shutter life test put the equivalant of 67 
million exposures on the motor. The friction during the test (figure 
10) was essentially constant. Examination of the bearings after the 
test showed them to be in perfect condition. 
The filterwheel test showed a gradual trend of increasing friction and 
of increasing variation of friction (figure 11). The test was considered 
a success because the design life of the filterwheel is 2 million 
operations. The filterwheel continued to function perfectly throughout 
the test. Examination of the bearings after this very excessive over 
test showed them to be in poor condition. 
The Michelson tuning motor has had three sets of bearings installed 
for three different life tests. The first tuning motor test used Teflon 
toroids and was lubricated with BRAYCO 8152 oil. Figures 12a and. 12d 
show the friction vs. time for the two motors. Each point represents a 
motor characterization done after 20,000 moves. After 34 million 
moves the friction of one of the motors was increasing at an 
unsatisfactory rate and the test was stopped. The Teflon separators 
showed considerable wear. 
This first tuning motor test used a constant power heater to attempt to 
keep the temperature at 35 C. Closed loop heater control was added 
for the second and third tests. An improved method of measuring 
current was also included in the second and third tests. The reduction 
of the scatter in the calculated friction for the second and third tests 
can be attributed to these improvements in the test setup. 
The second tuning motor test (figures 12b and 12e) used separators 
made of SALOX-M, a mixture of Teflon and bronze, and was also 
lubricated with BRAYCO 815Z. This second test was stopped when one 
of the motors again exhibited rapidly increasing friction. Examination 
of the bearings showed a lack of lubrication and a considerable 
amount of wear particles, especially in the bearing whose motor 
showed increasing friction. 
The third test (figures 12c and 12f) used bearings with SALOX-M 
separators lubricated with BRAYCOTE 600 grease. This test lasted 7 
months, put 66 million moves on one motor and 102 million on the 
other, and was stopped after a 6 year equivalent mission life was 
reached. Visual examination of the bearings showed them to, be in 
fine condition. BRAYCOTE 600 grease lubricated bearings are being 
used in the flight tuning motors. 
CONCLUSION 
The requirements on these flight mechanisms (tens of millions of 
cycles, performance stability, minimal disturbance torque, and low 
power consumption) led to custom designed, high pole-count, 
permanent magnet motors in conjunction with a unique control 
approach. The filterwheel and tuning motors designs were a 
cooperative and iterative effort by Lockheed Palo Alto Research 
Laboratories (LPARL) and H.Magnetics. LPARL designed the housings, 
encoders, and control electronics, while H.Magnetics designed the 
rotors and stators in accordance with LPARL requirements. An 
extensive, in-vacuum test program was conducted and in the case of 
the tuning motors design changes (lubrication) were required, as was 
retesting. At this time the mechanisms described in this paper have 
been fully qualified and are about to be installed into the flight MDI. 
They are also planned for use in a new solar payload. 
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Figure 7c. Oscilloscope Measurement of 50 Degree Tuning Motor Move 
RANGE = .10 
DT = .00002 
NUM = RANGEKIT 
KP = 1.48 
J = .0052 
R = 172 
VO = 15.4 
L = .032 
NPP = 30 
DF=  .17 
TD = 5.0 
STOPD = 50 
STOP = STOPDl57.2958 
HDRAG = 2.8 
A=FLTARR(NUM,G) 
; plot range 
time step 
;number of time steps 
;V / radlsec 
;inertia (oz-in sec"*2) 
;resistance 
;motor voltage 
;inductance (Henries) 
;number of pole pairs 
;viscous damping (02-in / radlsec) 
;detent torque (02-in) 
;stopping position (degrees) 
;stopping position (radians) 
;drag torque (02-in) 
FOR I=l  ,NUM-1 DO BEGIN 
A(I,O) = A(I-1,O) + DT ;ime 
A(1,l) = A(I-1 ,l ) + DTA(I-1,5) / J ;omega (radlsec) 
IF (A(I,l)GE 0.) AND (A(I-1 ,l)LE 0.) AND (ABS(T0RK)LE HDRAG) THEN A(1,1)=0. 
IF (A(I,l)LE 0.) AND (A(1-1,l)GE 0.) AND (ABS(T0RK)LE HDRAG) THEN A(1,1)=0. 
A(1,2) = A(1-1,2) + DTA(I,l) ;theta (rad) 
IF A(1,2) GT STOP THEN VO=O. 
THETAE = A(1,2)'NPP ;theta-electrical 
K = KP'SIN((THETAE MOD 1.0472) + 1.0472) ;torque ripple 
IF A(1,2) GT STOP THEN K=KP91 .I55 ;stopping K 
A(1,3) = (VO - A(I-1,4)*R - K'A(I,l)) I L ;dl/dt 
A(1,4) = A(I-1,4) + DT"A(1,3) ;current 
IF A(I,l) GT 0. THEN DRAG = HDRAG ELSE DRAG = -HDRAG 
TORK = K"141.6'A(1,4) - DF'A(I,l) - TD*SIN(G9THETAE+.75) 
A(1,5) = TORK - DRAG torque 
IF (A(I,l)GE 0.) AND (A(1-1,l)LE 0.) AND (ABS(T0RK)LE HDRAG) THEN A(1,5)=0. 
IF (A(I,l)LE 0.) AND (A([-1 ,l)GE 0.) AND (ABS(T0RK)LE HDRAG) THEN A(1,5)=0. 
ENDFOR 
Z=O ;I=0 after stop 
FOR I=l ,NUM-1 DO BEGIN 
IF A(1,2) GT STOP THEN Z=l 
IF Z EQ 1 THEN A(1,4)=0 
ENDFOR 
SET-PLOT,'PS' 
DEVICE,/PORTRAIT,/INCHES,YOFFSET=.5,YSIZE=l O.,XSIZE=7. 
!P.FONT=O 
!P.POSITION=[. 12,.8,.85,1] 
!Y.TITLE="Motor Current (mA)" 
!X.TITLE="Time (milliseconds)" 
PLOT,A(*,O)'1000,A(',4)'1000 
!Y.TITLE="Disturbance Torque (N'm)" 
PLOT,A(',O)*1000,A(",5)1141.6 
END 
;convert torque from oz in. to Nm 
Figure 8. IDL Program for Brushless DC Motor Simulation 
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Figure 9. Filterwheel and Tuning Motor Control System Block Diagram 
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Parachute Swivel Mechanism for Planetary Entry /{34c77-3 
R. Birner, J. Kaese* , F. Koller, E. Muhlner ** , H.-J. Luhmann '** 
ABSTRACT 
A parachute swivel mechanism (PSM) for planetary entry missions such as a 
Mars probe (MARSNET) or return of cometary material samples (ROSETTA mis- 
sion) has been developed. The purpose of the PSM is to decouple the spin of the 
probe from the parachute, with low friction torque, during both the deployment and 
descent phases. 
Critical requirements are high shock loads, low friction, low temperatures, and 
several years of storage in the deep space environment (during the cruise phase of 
the probe, prior to operation). 
The design uses a main thrust ball bearing to cope with the load requirement 
and a smaller thrust ball bearing for guiding of the shaft. Except for use on the 
Viking and Galileo swivels, it appears that this type of bearing has very rarely been 
employed in space mechanisms, so that little is known of its friction behavior with dry 
lubrication. A slip ring assembly allows the transfer of electrical power for post-reef- 
ing of the parachute. 
A test program has been conducted covering the environmental conditions of 
Mars entry and earth re-entry. 
This paper describes requirement constraints, model missions of planetary 
entries, a bearing trade-off, analyses performed, design details, the lubrication sys- 
tem, and test results (friction torque versus load 1 spin rate). In addition the design of 
the test rig is addressed. 
* Deutsche Aerospace AG, Munich, Germany 
" QRS, (~sterreichische Raumfahrt- und Systemtechnik GmbH) Vienna, Austria 
**' ESTEC, Noordwijk, The Netherlands 
1. INTRODUCTION 
The PSM for decoupling the parachute rotation from spinning probes during 
descent is a critical device which must operate after long storage time under severe 
environmental conditions. Very low friction torque is required and knowledge of its 
characteristics is essential for managing the spin of the probe by means of vanes for 
stabilization and scanning onboard instruments. The operational conditions and re- 
quirements have been identified and analyzed. A PSM has been designed, manu- 
factured and tested. The basic PSM design will be used on swivels of the 
HUYGENS probe parachutes for Titan entry. 
1.1 Model Mission3 
According to Reference [I], probes for parachute-borne descent in the atmo- 
spheres of Earth and Mars, with mass in the range between 45 kg and 300 kg, are 
considered typical applications for the PSM. The corresponding descent profiles are 
defined in Table 1. 
The baseline data, i.e., total probe mass, altitude at start of parachute deploy- 
ment, etc. were taken from available references, see e.g. 221, [3]. The number of 
parachutes (drogue, pilot, main) were defined using a trajectory calculation for verti- 
cal descent so as to meet the requirements as far as velocities and altitudes were 
concerned. 
2. DESIGN APPROACH AND ANALYSES 
A review of existing technology revealed that swivels with the required load 
capacity predominately utilize a pair of axial ball bearings. 
The baseline concept was selected as a result of trade-off studies. First, a 
bearing trade-off study was focused on the selection of promising bearing types (see 
Fig. 1). These types were then entered into a trade-off to find suitable bearing ar- 
rangements optimized for high and low loads. A third trade-off study was made to 
select the baseline for the test model and considered load bypass, preload and lubri- 
cation techniques 
The design was directed toward the 
following functional tasks of the PSM, to be accomplished with a minimum-mass 
requirement: 
- decoupling of the probe and parachute with lowest possible friction torque 
- reliable functioning after long-term storage on the ground and in deep-space 
vacuum 
- assurance of mechanical and electrical connection (bonding) 
- provision for load transfer 
- withstanding deployment shock 
- provision for power transfer 
The crucial elements of the swivel are its bearings; for this reason a detailed 
bearing trade-off study was performed. The main tasks for the bearings are: 
- high shock load capability 
- resistance to extreme environmental conditions 
- lowest friction torque 
- no contamination risk due to the lubrication 
The evaluation of all bearing candidates revealed that the most advantageous 
design in terms of mass, size, lowest friction level and load capability utilizes a thrust 
ball bearing. 
A design with load by-pass was also taken into account. The load by-pass 
design is shown in Fig. 2a. The needle bearing of high load capacity is normally of- 
floaded (by an axial clearance of = 0.15 mm). Under parachute-inflation shock load- 
ing, the Belleville spring allows an axial motion of the shaft to load the needle bear- 
ing and to off-load the main axial ball bearing. This approach is of special interest for 
a parachute system having a very high opening shock (i.e. greater than 25 kN), in 
relation to the post-opening drag force level. 
To ensure smooth running of the bearings, which means 
no sliding between balls and race, and to ensure a correct geometrical point of con- 
tact, a specified axial preload must be applied. 
This force may be applied in two ways: 
- Rigid preloading: created by an exact dimensioning of the housing and shaft 
and a predetermined elastic deformation 
- Compliant preloading: induced by spring force (Belleville springs) on the 
bearings 
The rigid preload is very sensitive to thermal changes (gradients) whereas the 
compliant (spring force) preload can be designed to cover a large temperature 
range, so that only small changes in preload and friction torque occur. Another 
advantage of the compliant preload is that the bearings can better tolerate debris in 
the race ways without high risk of blocking or seizing, via the inherent high degree of 
flexibility. Therefore compliant preloading was selected. 
Lubrication Svstem Since the swivel is required to tolerate cryogenic 
temperatures and to fulfil stringent cleanliness requirements, only dry lubrication was 
feasible. Candidate lubrication systems considered in a trade off study were: 
* Races: Sputtered or ion plated lead films 
CVD [4] or sputtered MoS2 [5] Coating 
Tungsten Stabilized Carbon Coating [6] 
* Balls: Sputtered lead films 
CVD or sputtered MoS2 Coatings 
Tic coating only or 
Tic + MoS2 coating 
* Retainers: PTFE/MoS2/Glass fibre composite [7](Duroid, Rulon A, 
Klueberplast LD) 
Steel with CVD or sputtered MOS2 coatings or tungsten 
Stabilized carbon coating or leaded bronze 
The trade-off resulted in an initial selection of lubrication systems for thrust 
ball bearings as follows: 
Races: MoS2 thin film coating (PVD) 
* Balls: Tic Coating (CVD), and MOS2 thin film coating (PVD) 
Retainers: MoS2- thin-film-coated steel 
The rationale for selection was: 
* MoS2: Provides lowest friction coefficients 
* TIC: Assures very low wear, provides best cold welding protection 
After the first tests of this system, in an attempt to minimize the friction torque the 
following changes were successfully introduced: 
* On the main bearing, Tic balls were used without MoS2 thin film coating 
* The standard retainers made from steel were replaced by special retainers 
(washer type, raceway guided) made from Rulon A 
* Bearing radial runout was measured and taken into account at assembly for 
compensation. 
Load Analvses A two degree-of-freedom analytical model of the Probe-PSM- 
Parachute System (PPPS) was developed for calculation of the loads on the PSM 
due to parachute inflation. The Mass-Time Method, as described in [4], was applied. 
A typical force-time history of these calculations is shown in Fig. 3. As a result, the 
maximum loading on the PSM can be limited to 7000 N by proper design of the 
drogue, pilot and main parachutes. 
A more sophisticated model of the PPPS, characterized by four degrees of 
freedom, was developed for determining the loads acting on the PSM when the 
probe with fully inflated parachute is subjected to vertical or horizontal gusts or wind 
shear. The dynamic model utilized for this analysis is depicted in Fig. 4. Wind shear 
can readily be converted into an equivalent horizontal gust. Even a sudden gust, 
which represents a conservative assumption, leads to negligible radial loads on the 
PSM and causes axial loads of the same order of magnitude as parachute inflation 
(see Fig. 5). 
Thermal Analvsis The thermal analysis considered heat transfer by conduc- 
tion, radiation, and on the outside surface, forced convection. The assumed inital 
temperature was -20°C for the function-critical, cold case. The results were low tem- 
perature extremes of -44 "C for Earth reentry and -37°C for Mars entry missions. A 
maximum gradient analysis revealed 12°C between housing and shaft for Earth 
reentry. The maximum temperature difference for the Mars missi~n was predicted to 
be 5°C. 
Analytical and numerical methods were used for stress 
and strength analysis. The chosen design load capacity of the PSM of 16000 N was 
found to be suitable to withstand the loads, as derived from the mission require- 
ments, with sufficient margin. 
The PSM design is insensitive to expansion. Its compliant 
preloading by two Belleville springs compensates the expansion. The temperature- 
induced preload change is in the range of 20 N, which has minor impact on the fric- 
tion level. The nominal preload was initially set to 160 N but was reduced to 100 N 
after the first tests in an attempt to minimize the friction torque. 
3. DESIGN DESCRIPTION 
The baseline design (see Fig. 2b) employs axial ball bearings for the main 
and guiding bearing (FAG types 51 203151 100). This cornbination was found to be 
optimum with respect to the restricting demands of very low torque and mass, under 
the applicable load conditions. The maximum static load capacity of the PSM main 
bearing is 27 kN. 
The housing is made of aluminum 7075. The housing and shaft include lugs 
for the interface to the parachute and to the probe. Low friction between the para- 
chute clevis and PSM is attained by use of a bonded MoS2 film in order to minimize 
radial loads on the swivel bearings. The same treatment was applied on the lug of 
the shaft. The shaft is made from titanium which matches the thermal expansion 
coefficient of the bearing races. 
Power transfer through the swivel for the post-reefing system of the parachute 
(pyro cutter or release device) is accomplished with a MECANEX slip ring assembly. 
The slip ring has 5 lines of 2 amps capacity. One of the slip rings serves as electrical 
bonding between shaft and housing. The 4 remaining lines allow power transfer to a 
redundant post-reefing actuator, if required. The slip rings are of an alloy composed 
of gold, silver and copper, while the brushes are made from an alloy composed of 
gold, silver and palladium. Each brush contact is redundant. The brushes are em- 
bedded in a block of epoxy resin. 
The PSM size and mass is: Outer diameter: 46 mm 
Length: 120 mm 
Mass: 38 grams 
The applied tribological system is as follows: The balls, made from AlSl 440C 
stainless steel, are coated with titanium carbide (Tic). The nominal thickness of the 
coating is 3-4 pm, with a fine grained microstructure (0.1 pm typically) and high 
hardness (3500 HV). High accuracy balls (Grade 3) and a very smooth surface 
finish (0.006 pm Ra) are obtained. The race washers of 1.3505 steel are coated with 
3-5 pm of thin dense chromium for corrosion protection and are lubricated with 0.4 
pm MOS2 (PVD process). The bearing cage is machined from Rulon A. The cage 
has been designed to achieve low friction by low surface roughness and to ensure a 
positive clearance for the balls under temperature extremes. 
The total friction torque comprises the contributions of friction in the main 
bearing, the guiding bearing and slip rings. The main bearing is loaded with the 
descent load and the preload, whereas the guiding bearing is loaded with the low 
preload of 100 N only. 
Torque predictions were performed by ESTL using a sliding friction coefficient 
for MoS2 and steel in vacuum of 0.07 (worst case). A comparison of prediction and 
test results is shown in Fig. 7. 
4. TESTING 
The test sequence comprised electrical tests of slip rings, followed by a torque 
characterization test at room temperature with loads from I 0 0  N to 8800 N at rates 
between 1.5 and 60 rpm. A shock load test at no rotation consisted of 10 load cycles 
up to 8800 N (7000 N parachute-inflation load times an uncertainty factor of 1.25). A 
life test in a simulated Mars environment (C02) required 4 hrs operation at 500 N 
load at - 55% and at a pressure of 1 mbar. 
An Earth environment life test in humid air of 70% RH required 10 minutes of 
operation at 3000 N at 15 rpm. A static load test of 20 kN completed the test pro- 
gram. 
The test results of the torque characterization test are shown in Table 2. A 
typical torque test record in the simulated Mars environment is shown in Fig. 6. Plots 
of the test results are depicted in Figures 7 and 8. The mean torque is determined 
by the difference of torque at rate reversals. The PSM survived the test program 
without detrimental degradation in performance. 
The influence of rate on the torque which was experienced had not been pre- 
dicted. The measured torque was lower than the predicted torque at high loads and 
vice versa at low loads. For low load cases one has to consider that the predictions 
by ESTL did not cover the friction of the cages. The slip ring friction (not directly 
measured) is considerably below the predicted value of 0.4 Ncm. 
Earth Environment: The mean friction torque at room temperature, 70% RH, 
was 12 Ncm under a 3kN Load at 15 rpm. The torque was found to be higher by a 
factor of 3 than the values at vacuum or dry GN2. The predicted factor was a mini- 
mum of 3. The post life test at 100 N load showed an increase about 0.2 Ncm in 
torque (slight degradation) compared to the test value at 100 N load at the begin- 
ning. 
Mars Environment: The mean friction torque at -55 "C , 1 mbar C02, was 
about the same as measured at room temperature at 1 bar GN2. The mean and 
ripple torque both showed considerable variation. No residual degradation occurred. 
These variations may be caused by traces of humidity in the test atmosphere. It is 
possible that the vapor entered the test chamber via the O-ring seal of the mechani- 
cal drive feedthrough of the test rig. 
A special Test Rig (see Fig.9) was designed and manufactured 
to allow simulation of PSM operation under the loads and environmental conditions 
to be expected during parachute-borne descent through a planetary atmosphere. 
The PSM to be tested is suspended by means of brackets inside of the sealed test 
chamber. Arbitrarily composed atmospheres from very low pressure to ambient 
pressure can be established in this test chamber. A "cold wall" envelopes the PSM 
to perform radiative heat transfer. This wall consists of a sheet metal surface with an 
attached tube coil for circulation of a cooling or heating fluid, such as liquid or 
gaseous nitrogen A test at a temperature of - 5 5 " ~  was successful. Temperatures to 
-1 80°C are considered to be feasible. 
The brackets are attached to fiber glass rods used to minimize conductive 
heat transport to the PSM from the exterior of the chamber. Axial load and torque are 
transferred to the PSM through these brackets and the fiber glass rods. The axial 
load can be applied either statically or as a transient starting from a specific value 
and increasing to a preset force. 
The Test Rig can be used for performing tests in atmospheres of arbitrary 
composition and for pressures between 100 Pa and 100 kPa as follows: 
(i) Measurement of PSM friction torque in the range from 1 Nmm to 3 Nm for 
specified static axial loads up to 16 kN at rotational speeds from 1 to 20 
rpm and different temperatures, 
(ii) Application additionally of transient load to the (rotating) PSM and mea- 
surement of the same friction torques as in (i). 
5. CONCLUSION AND SUMMARY 
A low-torque parachute swivel mechanism for planetary entry missions has 
been developed. Analysis of the loads acting on the probe-parachute system during 
parachute inflation and parachute-borne descent showed that radial loads are negli- 
gible. A test model was built and subjected to torque measurement. Descents in the 
low-temperature Mars atmosphere and the Earth atmosphere were simulated. The 
tests were successful. The mean friction torque at -55°C , 1 mbar (202, was about 
the same as measured at room temperature at 1 bar GN2. The friction torque of 
thrust ball bearings exhibited an unexpected increase in friction at rates above 1.5 
rpm on both unlubricated and lubricated bearings. The thin, dense chromium plating 
survived all tests. 
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1 ) ROSETTA (Land) 
2) MARSNET Semi Hard Lander 
3) MARSNET Hard Lander 
m total mass, i.e., mass of probe, PSM and parachute 
vo velocity of probe at start of parachute inflation 
-0 atmospheric density at start of parachute inflation 
ho altitude of probe at start of parachute inflation 
ve velocity of probe at touch-down or at start of inflation of next parachute 
Table 1 Probe Masses and Descent Profiles Representing Typical Applications for 
the PSM. 
Table 2 Summary of Torque Characterization Test Results 
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Figure 2b PSM Baseline Design 
Figure 3 Force v s .  time during inflation of the main parachute for earth 
descent, probe mass m = 300 kg, see Table 1 for reference. 
Figure 4 Dynamical model of the Probe-PSM-Parachute System represented by 
three point masses (four degree of freedom model). 
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Figure 5a Response of the Probe-PSM-Parachute System (PPPS) represented by 
three point masses (four degree of freedom model) to a sudden horizontal gust. 
The PPPS is initially in steady state vertical descent with 6m/s (parachute 
ful ly inflated) . See Figure 5b for further data of Probe-PSM-Parachute System. 
25 1 
EARTH, m=300 kg 
Figure 5b Difference between the angles q1 and q2 as a function of time. 
Masses: m, = 30 kg, m, = 0,.6 kg, m3 = 269.4 kg; 
parachute: area = 190.6 m , dragscoefficient c, = 0.7; 
atmospheric density = 1.225 kg/m ; 
gust: 6 m/s, suddenly in horizontal direction. 
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Figure 6 Torque versus Time at 500 N Load, 60 rpm, -55"C, lmbar CO, 
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Figure 7 Torque versus Load up to 3 k N  
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Figure 9 Test Rig for Simulation of PSM Operation under Loads and 
Environmental Conditions to be expected during Parachute-borne Descent through 
a Planetary Atmosphere. 
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Low Melting Temperature Alloy Deployment Mechanism 
and Recent Experiments 
M. J.  adde en* 
ABSTRACT 
This paper describes the concept of a low melting temperature alloy 
deployment mechanism, U.S. Patent 4,842,106. It begins with a brief history of 
conventional dimethyl-silicone fluid damped mechanisms. Design fundamentals of the 
new melting alloy mechanism are then introduced. Benefits of the new over the old 
are compared and contrasted. Recent experiments and lessons learned complete this 
paper. We find this mechanism to be particularly promising, and may soon be 
recommending its use. A demonstration unit is powered-up to visually illustrate the 
deployment. 
INTRODUCTION 
Spacecraft are launched with a variety of large payloads which are folded or 
stowed to minimize envelope and to withstand launch loads. In general, these 
structures are weight optimized and delicate. It is necessary to limit their rate of 
deployment during the mission to prevent damage. Deployment rate can be rigidly 
controlled by using a motor drive or simply limited by providing a damping feature on 
a spring or centrifugally driven deployment. This is generally provided by coulomb, 
viscous, or eddy current damping. While these methods have all been employed with 
varying degrees of success, all have significant drawbacks. Motor drives are complex 
mechanical assemblies which require special drive electronics. Coulomb damping or 
friction typically leads to a very small torque or force margin which jeopardizes the 
success of the deployment. Eddy current dampers can be as complex as motorized 
drives. Viscous dampers are moderately complex and create a potential source of 
contamination if leakage were to occur. All methods have narrow performance 
ranges, require some sort of launch lock to restrain the payload during launch, and 
are typically faced with backlash, latching and stiffness problems. 
Hughes Space and Communications has been a leader in spacecraft 
production for more than 25 years. A family of over fifteen different spring driven, 
rotary, viscous damped deployment mechanisms has evolved over the years. Over 
100 units have been built and more than 60 have provided successful mission 
* Hughes Space and Communications, El Segundo, California 
deployments. These mechanisms have a perFect track record - no mission failures! 
Despite this impressive record, a low melting temperature alloy deployment 
mechanism is an aHractive and exciting development which offers many advantages. 
DESIGN PHILOSOPHY 
First, consider our traditional dimethyl-silicone fluid filled damper found in Figure 
1. The cylindrical housing contains a pair of internal opposing teeth. The shaft boasts 
a pair of associated opposing paddles. Caps complete with o-rings and bearings seal 
off the ends. All gaps around the moving paddle are very closely controlled. The 
main radial gap determines the damping rate, as all other parasitic gaps are held as 
small as possible. Constant force springs (not shown) supply the driving torque for 
the mechanism. When the driving torque is applied, the fluid is forced to flow from the 
high pressure side of the paddles to the low pressure side. The viscous shear 
resistance developed in the process results in a slow, damped movement. 
Deployment continues until stops are reached. During the mission, thermal expansion 
and contraction of the fluid is accommodated by a spring-loaded o-ring sealed piston 
reservoir arrangement. 
Now, take this traditional unit and alter it into the low melting temperature alloy 
damper, shown in Figure 1A. Remove one paddle from the shaft, and the related 
tooth from the housing. Discard the temperature compensation assembly. Keep the 
same bearings, o-rings, and end caps. Open all the gaps to be very generous. Fit 
a heater to the paddle. Replace the fluid with the alloy. In this arrangement, when a 
driving torque is applied, nothing happens until heat is selectively put to the paddle. 
When deployment is desired, heaters are powered-up, warming the shaft paddle and 
it slowly sweeps its way through the melting alloy like a hot knife through butter. Melt 
rate is controlled by heater power compared to the energy required to melt the alloy. 
Deployment continues until hard structural stops are reached. Once heater power is 
terminated, the alloy solidifies and the rigid joint configuration is recovered. 
BENEFITS 
This is a logical development of the existing viscous damping technology used 
extensively at Hughes, and the benefits of this device are overwhelming. 
- Stiffness improvements are remarkable, since the alloy freezes whenever 
power is off. 
zero backlash is achieved 
s no latches are required 
- Complexity is reduced, since there are fewer parts. 
e tolerances open up 
design, assembly, and fill are easy 
bearings may not be needed 
@ clean room assembly is obsolete 
o no need for highly-filtered fluid 
e cost savings are dramatic 
- Low shock situation is achieved, since explosive launch locks are 
unnecessary. 
Other significant advantages are: 
o larger deployment angles are available 
o temperature compensation is unnecessary 
o phased, sequential deployments are possible 
o less dependency on bulk unit temperature 
o single design provides a range of deployment rates 
o modeling of complex non-Newtonian fluid not required 
A summary comparison chart of new vs old and its benefits can be seen in 
Table 1. 
DEVELOPMENTS 
The engineering model of the first Hughes viscous damped actuator was built 
in 1976 and provided rate control for the deployment of the omni-directional antenna 
on the HS-376 satellite. In 1986 this unit was disassembled, fitted with a conventional 
heater, and filled with a low melting temperature alloy. The mechanism has been 
repeatedly cycled at presentations to demonstrate the concept and has shown no 
signs of degraded performance. No performance testing has been conducted with 
this mechanism. A patent application was filed in 1987 based on this device, and a 
United States patent was awarded in 1989; patent number 4,842,106, Rate 
Controllable Damping Mechanism. 
Hughes is now in the process of testing a second generation engineering 
model unit, patterned after the new family of HS-601 deployment mechanisms. 
The fluid-filled HS-601 Solar Wing Actuator is shown in Figure 2, and the as- 
tested melting alloy version of that unit is shown in Figure 2A, Figure 3 and Figure 4. 
The modified unit is of simplified design for ease of test. The following items were test 
plan performance objectives: 
@ foil heaters vs. cartridge heater at similar power levels 
different power levels 
e same power level, but different allocation 
B eutectic vs. non-euteclic alloy 
e resistive torque vs. angle 
stiffness 
RESULTS 
Figure 5 illustrates that for the shaft, a cartridge heater arrangement is slightly 
more efficient than foil heaters. This efficiency increased the deployment rate near the 
end of deployment. Figure 6 results are obvious; namely that higher power level 
produces a faster deployment. Figure 7 power allocation curves show that if a steady 
deployment rate is desired, then power should be biased to the housing heaters. 
Some efficiency is lost, and deployment time increases. Figure 8 shows that there is 
no deployment rate distinction between the use of eutectic vs. non-eutectic alloys. 
Resistive torque tests were performed at various speeds, and consistent resistance 
readings indicate that there are no viscous effects in this unit. The melting of the alloy 
itself is key. Stiffness tests were inconclusive, since soft non-metallic sleeve bearings 
were used. All tests were run in air at room ambient temperature. 
OBSERVATIONS 
Foil heaters applied to the wall of the housing bore with RTV worked well, but 
ones applied to the radius and leading edge of the shaft paddle delaminated. In an 
attempt to prevent delamination, a top layer of R W  was applied to the foil heaters. 
They held, but blew-out when powered-up due to the reduction of heat transfer rate. 
A cartridge heater in the shaft centerline is definitely the way to go. The approach is 
much cleaner, as there are no heater wire feed-throughs, RTV mess, delamination, or 
burn-out issues. For best efficiencies of the cartridge heater, intimate contact area 
must be preserved. Housing heater wires were passed through a hole in the housing 
adjacent to the fill plug and RW'ed without incident. 
The melting alloy was very easily poured into the warmed mechanism. The unit 
was assembled and disassembled many times. The only time-consuming task was 
to scrape off a thin residual film of the alloy from wetted surfaces. No signs of wear 
or scoring have been noticed on the housing, shaft, sleeve bearings, or o-rings. An 
automotive type paper gasket was tried at the housing-to-end-fitting interface and 
performed very well. 
LESSONS LEARNED 
Given the findings mentioned above, our next test unit will do the following: 
c use a cartridge-type shaft heater for simplicity 
use precision ball bearings for increased stiffness 
minimize the amount of alloy used for weight and heat-up time benefits 
start with a clean sheet of paper in design 
We made use of a spare housing, and what we thought was convenient 
became a trap. It put unnecessary constraints and compromises into our test design. 
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Figure 1A. Low Melting Temperature Alloy Damper 
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ANGLE 
I 
A 
CONFIGURATION 
Foil heaters on shaft and 
power at 59.4 watts 
Cartridge heater in shaft; 
foil heaters in housing; 
power at 52.5 watts 
housing; 
TlME 
Figure 5. Comparison of Foil Heaters vs. Cartridge Heaters 
at Similar Power Levels 
Cartridge heater in shaft; 
foil heaters on housing; 
power at 52.5 watts 
Same as Run B except power 
at 32.5 watts 
TlME 
Figure 6. Comparison of Different Power Levels 
ANGLE 
C 
CONFIGURBTlON 
Cartridge heater in shaft at 18.5 watts; 
foil heaters on housing at 14 watts 
D Cartridge heater in shaft at 12.5 watts; 
foil heaters on housing at 20 watts 
TlME 
Figure 7.  Comparison of Same Power Level, but Different Allocation 
ANGLE 
I D 
E 
CONFIGURATION 
Cartridge heater in shaft at 12.5 watts; 
foil heaters on housing at 20 watts; alloy 158 
E Same as Run D except alloy 158-190 
TlME 
Figure 8. Comparison of Eutectic vs. Non-Eutectic Alloy 
THE SOLAR mOE4aEOUS AND MAGNETOSPHERIC 
PARTICLE EXPLORER (SAMPEX) 
YO-YO DESPIN AND SOLAR ARRAY DEPLOYMENT MECHANISM 
James W. ~ e l l o g g *  
ABSTRACT 
The SAMPEX s p a c e c r a f t ,  s u c c e s s f u l l y  launched i n  J u l y  of 1992, c a r r i e d  
a  yo-yo desp in  system and deployable  s o l a r  a r r a y s .  The desp in  and s o l a r  
a r r a y  mechanisms formed an i n t e g r a l  system a s  t h e  yo-yo c a b l e s  he ld  t h e  
s o l a r  a r r a y  r e l e a s e  mechanism i n  p l ace .  The SAMPEX des ign  phi losophy was 
t o  minimize s i z e  and weight through t h e  use of a  predominantly s i n g l e  
s t r i n g  system. The des ign  cha l lenge  was t o  b u i l d  a  system i n  a  l i m i t e d  
space ,  which was r e l i a b l e  wi th  minimal redundancy. This  paper  w i l l  cover 
t h e  des ign  and development of t h e  SAMPEX yo-yo desp in  and s o l a r  a r r a y  
deployment mechanisms. The problems encountered du r ing  development and 
t e s t i n g  w i l l  a l s o  be  d i scussed .  
INTRODUCTION 
The So la r ,  Anomalous and Magnetospheric P a r t i c l e  Explorer  (SAMPEX) was 
t h e  f i r s t  i n  a  series of Small Explorer  c l a s s  s a t e l l i t e s  (see photos ,  
f i g u r e s  1 and 2 ) .  SAMPEX, wi th  i t s  c l u s t e r  of p a r t i c l e  d e t e c t o r s ,  was 
launched i n t o  a  near  p o l a r  o r b i t  aboard a  Scout launch v e h i c l e  from 
Vandenberg A i r  Force Base on J u l y  3 ,  1992. The SAMPEX s p a c e c r a f t  c a r r i e d  a  
yo-yo desp in  system and deployable  s o l a r  a r r a y s .  The launch of SAMPEX and 
t h e  s u c c e s s f u l  o p e r a t i o n  of t h e  yo-yo desp in  and s o l a r  a r r a y  deployment 
culminated about two and a  ha l f  yea r s  of development e f f o r t  a t  NASA's 
Goddard Space F l i g h t  Center .  
The SAMPEX yo-yo desp in  and s o l a r  a r r a y  deployment mechanisms formed 
an i n t e g r a l  system a s  t h e  yo-yo c a b l e s  he ld  t h e  s o l a r  a r r a y  r e l e a s e  
mechanism i n  p l ace .  Tying t h e  yo-yo and s o l a r  a r r a y  o p e r a t i o n  t o g e t h e r  
allowed one s p a c e c r a f t  command t o  both desp in  t h e  s p a c e c r a f t  and deploy t h e  
s o l a r  a r r a y s ,  t he reby  reducing t h e  number of a c t u a t o r s ,  r e l a y s  and wir ing .  
Once t h e  yo-yo c a b l e s  unwrapped, t h e  r e l e a s e  mechanism was f r e e  t o  un l a t ch  
and deploy t h e  s o l a r  a r r a y s .  
SAMPEX i s  a  smal l  s p a c e c r a f t  weighing 157 Kg (347 l b )  wi th  a  launch 
s i z e  of  .74 meters i n  diameter  by 1 .4  meters  i n  he igh t .  The width a f t e r  
s o l a r  a r r a y  deployment grew t o  over  2 meters wi th  t h e  a r r a y s  provid ing  
about 1 .6  square  meters of s o l a r  c e l l  a r ea .  The s o l a r  a r r a y s  c o n s i s t  of 
two mi r ro r  image wings, each wing comprised of two hinged honeycomb pane l s .  
The a r r a y  deployment was s p r i n g  d r iven  wi th  v i scous  f l u i d  damping. 
The SAMPEX des ign  phi losophy was t o  minimize s i z e  and weight through 
t h e  u se  of a  predominantly s i n g l e  s t r i n g  system. The des ign  cha l lenge  was 
t o  b u i l d  a  r e l i a b l e  system i n  a  l i m i t e d  space with minimal redundancy t h a t  
would f u n c t i o n  under extreme cond i t i ons .  A major hu rd l e  was t o  have t h e  
system o p e r a t e  a t  t h e  worst  c a se  tes t  temperature  of -75°C. . 
Thi s  paper  w i l l  d i s c u s s  t h e  des ign  of t h e  SAMPEX yo-yo desp in  and 
s o l a r  a r r a y  deployment mechanisms. The problems encountered du r ing  t e s t i n g  
and t h e i r  r e s o l u t i o n s  w i l l  a l s o  be covered. 
*NASA Goddard Space F l i g h t  Center ,  Greenbel t ,  MD 
DESIGN REQUIREMENTS 
Yo-yo Despin Mechanism 
The SAMPEX s p a c e c r a f t  was launched a t o p  a  Scout launch v e h i c l e  which 
has  a  s p i n  s t a b i l i z e d  4 t h  s t age .  A system was needed t o  desp in  t h e  
s p a c e c r a f t  t o  a  r a t e  a t  which t h e  a t t i t u d e  c o n t r o l  system could ope ra t e .  
The Scout v e h i c l e  o f f e r s  a  s tandard  yo-yo desp in  system bu t  w e  chose t o  
provide  ou r  own f o r  two reasons:  f i r s t ,  i n  t h e  e a r l y  des ign  s t a g e s  w e  were 
very  weight c r i t i c a l  and could save weight by des ign ing  our  own desp in  
system; second, because our  s o l a r  a r r a y s  and lower antenna extend below t h e  
v e h i c l e  s e p a r a t i o n  p lane ,  a  sp inning  s e p a r a t i o n  was d e s i r e d  t o  minimize any 
t i p - o f f  t h a t  might occur  dur ing  s e p a r a t i o n  from t h e  4 t h  s t age .  The des ign  
requirements  of  t h e  yo-yo desp in  mechanism w e r e :  
Despin t h e  s p a c e c r a f t  a f t e r  4 t h  s t a g e  s e p a r a t i o n  t o  an a b s o l u t e  s p i n  
r a t e  of less than  3 rpm from an i n i t i a l  s p i n  r a t e  of 141 f 10 rpm. 
Yo-yo desp in  ope ra t i on  must i n i t i a t e  t h e  S o l a r  Array deployment. 
The t o t a l  desp in  system mass must be  less than  2.27 ~g ( 5  l b ) ,  t h e  
mass of t h e  Scout provided desp in  system. 
S o l a r  Array Deployment Mechanism 
The s o l a r  a r r a y  des ign  requirements  w e r e  determined by a  number of 
f a c t o r s .  Most important  of t h e s e  w e r e ;  s p a c e c r a f t  power requirements ,  
a t t i t u d e  c o n t r o l  system c o n s t r a i n t s ,  inst rument  p o i n t i n g  requi rements ,  
launch v e h i c l e  i n t e r f a c e ,  s p a c e c r a f t  dynamic and thermal  environment, and 
s p a c e c r a f t  t e s t i n g  requirements .  
The ins t rument  po in t ing  scheme and a t t i t u d e  c o n t r o l  p l a n  allowed t h e  
use  of f i x e d  s o l a r  a r r a y s .  The a r r a y s  w e r e  s i z e d  based on t h e  s p a c e c r a f t  
power requirement  of approximately 100 w a t t s ,  u s ing  f i x e d  a r r a y s  wi th  
ga l l i um a r s e n i d e  c e l l s .  The des ign  requirements ,  both g iven  and de r ived ,  
of t h e  s o l a r  a r r a y  deployment mechanism w e r e :  
Provide 1.67 square  meters  (18 f t 2 )  of f i x e d  s o l a r  a r r a y  a r ea .  
Withstand launch and s p i n  loads  whi le  i n  t h e  stowed p o s i t i o n .  For t h i s  
launch t h e  t h r u s t  loads  were log ,  l a t e r a l  l oads  w e r e  4.5g wi th  s p i n  
load ing  of 12g. There w e r e  a l s o  s i g n i f i c a n t  shock and random loads .  
F i t  w i t h i n  .735 meter (30 inch )  d iameter  envelope of t h e  Scout .86 
m e t e r  (34 i nch )  diameter  h e a t s h i e l d  i n  t h e  stowed p o s i t i o n .  
The fundamental mode of t h e  s o l a r  a r r a y  pane ls  i n  t h e  stowed p o s i t i o n  
must be g r e a t e r  t han  30Hz. This  prevented coupl ing  between t h e  
s p a c e c r a f t  and t h e  s o l a r  a r r a y s  ( t h e  s p a c e c r a f t  had a  requirement  f o r  
f i r s t  bending mode between 15Hz and 30Hz). 
The minimum n a t u r a l  frequency of deployed a r r a y  must be g r e a t e r  t han  
2Hz t o  prevent  coupl ing wi th  t h e  a t t i t u d e  c o n t r o l  system. 
Withstand s p a c e c r a f t  s p i n  r a t e  up t o  3  rpm du r ing  deployment. 
System must wi ths tand  i t s  own induced dynamic load ing  du r ing  
deployment. 
Deployment must be p o s s i b l e  i n  a  I g  environment f o r  e a s e  of t e s t i n g .  
System must ope ra t e  a t  t empera tures  from +30°C t o  -75OC. 
SYSTEM DESIGN 
The s o l a r  a r r a y  system c o n s i s t s  of 2 symmetric wings, each comprised 
of 2 s o l a r  a r r a y  pane ls  a s  shown i n  f i g u r e  3. The pane l s  a r e  a t t ached  t o  
t h e  s p a c e c r a f t  primary s t r u c t u r e  and t o  each o t h e r  by s p r i n g  loaded h inges  
wi th  dampers t o  c o n t r o l  t h e  r a t e  of deployment. Each wing was he ld  i n  t h e  
stowed p o s i t i o n  by a primary r e l e a s e  mechanism r e s t r a i n e d  by t h e  yo-yo 
desp in  cab l e s .  The c a b l e s  were wrapped tw ice  around t h e  s p a c e c r a f t  
c i rcumference and t h e  desp in  weights  a t  t h e  end of t h e  c a b l e s  w e r e  h e l d  
c a p t i v e  by e l ec t ro -exp los ive  p i n  p u l l e r s .  
F i r i n g  t h e  p i n  p u l l e r s  r e l e a s e d  t h e  yo-yo weights ,  a l lowing  t h e  c a b l e s  
t o  unwind and f l y  f r e e ,  t he reby  despinning t h e  s p a c e c r a f t .  The r e l e a s e  
l e v e r s ,  u n r e s t r a i n e d  by t h e  yo-yo c a b l e s ,  slowly r o t a t e d  o u t  r e l e a s i n g  t h e  
a r r a y s .  Upon r e l e a s e  t h e  pane l s  w e r e  pushed ou t  about a cen t ime te r  by 
k ickof f  s p r i n g s  and t h e n  s lowly deployed t o  t h e i r  o p e r a t i n g  p o s i t i o n  where 
t h e y  locked i n  p l ace .  
Y o - y o  D e s p i n  S y s t e m  
The yo-yo desp in  mechanism c o n s i s t e d  of a p a i r  of weights  and c a b l e s  
wrapped around t h e  s p a c e c r a f t  and was r equ i r ed  t o  desp in  t h e  s p a c e c r a f t  t o  
an a b s o l u t e  s p i n  r a t e  of l e s s  t h a n  3 rpm a f t e r  4 t h  s t a g e  s epa ra t i on .  A 
c a b l e  gu ide  ( t o p  view, f i g u r e  3 )  c o n s i s t i n g  of n ine  s e p a r a t e  s e c t i o n s ,  
formed a c i r c u l a r  pa th  on which t h e  c a b l e s  were wrapped. The t o t a l  mass of 
t h e  desp in  system inc luding  c a b l e s ,  weights ,  p i n  p u l l e r s ,  c a b l e  gu ides  and 
o t h e r  hardware was 1 .8  Kg (3 .9  l b ) .  
The yo-yo weights  w e r e  he ld  i n  p l a c e  by e l ec t ro -exp los ive  p i n  p u l l e r s .  
When t h e  p i n  p u l l e r s  f i r e d  t h e  weights  came f r e e  and t h e  c a b l e s  unwrapped. 
A t  t h e  p o i n t  where t h e  c a b l e s  completely unwrapped and reached a p o i n t  
r a d i a l  t o  t h e  s p a c e c r a f t  t h e y  f lew f r e e .  Due t o  t h e  conse rva t ion  of 
angular  momentum and k i n e t i c  energy t h e  s p a c e c r a f t  was despun. Through t h e  
u se  of w e l l  de f ined  equa t ions ,  t h e  system components were s i z e d  t o  desp in  
t o  t h e  d e s i r e d  r a t e . l a2  The v a r i a b l e s  needed t o  s i z e  t h e  yo-yo system and 
t h e  va lues  f o r  t h e  SAMPEX s p a c e c r a f t  w e r e :  
Spacec ra f t  Moment of I n e r t i a ,  I = 9.79 ~g-m2 (7.23 s l - f t 2 )  
Spacec ra f t  Radius, a = -38  m (1 .24 f t )  
T o t a l  Mass of Tip Weight, m = 154.15 grams 
Length of Yo-yo Cable, 1 = 4.7 m (15.443 f t )  
L inea l  Densi ty  of Cable, p = 21.9 gm/m (.0147 l b / f t )  
Spacec ra f t  I n i t i a l  Spin Rate,  W, = 141 RPM 
Spacec ra f t  Desired F i n a l  Spin Rate,  W, = 0 RPM 
Release  An,gle of Cable R e l a t i v e  t o  Radia l ,  O = 0' 
Yo-yo desp in  systems have been used on many s p a c e c r a f t  and sounding 
r o c k e t s  w i th  g r e a t  success  and t h e  b a s i c  des ign  i s  q u i t e  s t r a i g h t f o r w a r d .  
The SAMPEX des ign  though, had s e v e r a l  unique f e a t u r e s .  One, t h e  s p a c e c r a f t  
has  a t a n k  con ta in ing  8 Kg of i sobutane  f l u i d .  There was g r e a t  concern 
t h a t  t h i s  f l u i d  would a f f e c t  t h e  a b i l i t y  t o  balance and desp in  t h e  
s p a c e c r a f t  a ccu ra t e ly .  Next, t h e  yo-yo c a b l e s  he ld  t h e  s o l a r  a r r a y  
deployment mechanism i n  p lace .  F i n a l l y ,  due t o  t h e  c r i t i c a l i t y  of meeting 
t h e  +3 rpm f i n a l  s p i n  r a t e ,  a s e n s i t i v i t y  a n a l y s i s  was performed t o  a s s u r e  
normal v a r i a t i o n s  i n  t h e  i npu t  v a r i a b l e s  would no t  s i g n i f i c a n t l y  a f f e c t  t h e  
desp in  accuracy.  
The i sobutane  t a n k  on t h e  SAMPEX s p a c e c r a f t  i s  unbaf f led  and mounted 
d i r e c t l y  on t h e  s p i n  a x i s .  W e  had two main concerns about t h e  tank:  t h e  
f i r s t  was t h a t  t h e  f l u i d  would a f f e c t  t h e  accuracy of t h e  s p a c e c r a f t  moment 
of i n e r t i a  measurement, a va lue  needed f o r  t h e  desp in  a n a l y s i s ;  t h e  second 
was t h a t  t h e  f l u i d  would a f f e c t  t h e  accuracy of t h e  desp in  i t s e l f .  To d e a l  
with  t h e  i n e r t i a  measurement concern t h e  f l u i d  i n e r t i a  was c a l c u l a t e d  a s  i f  
it w e r e  a  s o l i d  and found t o  be about .6% of t h e  t o t a l  s p a c e c r a f t  i n e r t i a .  
This  number was added t o  t h e  i n e r t i a  t o l e r a n c e  numbers used i n  t h e  
s e n s i t i v i t y  a n a l y s i s .  To determine t h e  e f f e c t  of t h e  f l u i d  on t h e  desp in  
i t s e l f  two extreme cases  were analyzed. The f i r s t  c a s e  assumed t h e  f l u i d  
would a c t  a s  a  s o l i d  and t h e r e f o r e  no t  a f f e c t  t h e  desp in  a t  a l l .  The 
second ca se  assumed t h e  f l u i d  was completely decoupled from t h e  s p a c e c r a f t  
and a f t e r  desp in  would slowly d i s s i p a t e  i t s  momentum i n t o  t h e  s p a c e c r a f t .  
Fo r tuna t e ly ,  t h e  d i f f e r e n c e  between t h e s e  two c a s e s  was on ly  about h a l f  an 
rpm, w e l l  w i t h i n  t h e  3  rprn l i m i t .  
The f a c t  t h a t  t h e  yo-yo cab l e s  he ld  i n  t h e  s o l a r  a r r a y  r e l e a s e  a l s o  
posed two main concerns;  one, t h a t  t h e  s p r i n g  loaded r e l e a s e  l e v e r s  would 
push o u t  du r ing  desp in ,  a l t e r i n g  t h e  s p a c e c r a f t  r a d i u s ;  and two, t h a t  t h e  
a r r a y s  may begin deploying be fo re  desp in  was complete,  p o s s i b l y  damaging 
t h e  a r r a y s  o r  a f f e c t i n g  t h e  despin.  A s  it tu rned  o u t ,  once desp in  had 
begun, t h e  t e n s i o n  i n  t h e  cab l e s  was s u f f i c i e n t  t o  hold t h e  r e l e a s e  l e v e r s  
i n  p l ace .  To prevent  t h e  a r r a y s  from deploying prematurely,  dampers w e r e  
added t o  t h e  r e l e a s e  mechanism t o  slow down t h e  r e l e a s e  t i m e  t o  s e v e r a l  
seconds, whereas t h e  desp in  t i m e  was l e s s  t han  one second. 
A s e n s i t i v i t y  a n a l y s i s  was performed because it was very c r i t i c a l  t o  
m e e t  t h e  f 3  rprn desp in  t a r g e t .  This  was mainly due t o  power l i m i t a t i o n s ,  
a s  t h e  s o l a r  a r r a y s  needed t o  be po in ted  a t  t h e  sun be fo re  t h e  s p a c e c r a f t  
b a t t e r y  was dep le t ed .  A t  s p i n  r a t e s  h igher  t han  3  rprn t h i s  could no t  be  
guaranteed.  A t  even h igher  r a t e s  t h e  a t t i t u d e  c o n t r o l  system would become 
u n s t a b l e ,  unable  t o  s t a b i l i z e  t h e  s p a c e c r a f t ,  and t h e  mission would be 
l o s t .  This  a n a l y s i s  v a r i e d  a l l  i npu t  v a r i a b l e s  s imul taneous ly  t o  o b t a i n  
worst  c a se  p o s i t i v e  and nega t ive  f i n a l  s p i n  r a t e .  The t o l e r a n c e s  app l i ed  
t o  a l l  t h e  i npu t  v a r i a b l e s  were: 
Spacec ra f t  Moment of I n e r t i a ,  I: fl% 
Spacec ra f t  Radius, a :  f  6.3 mm ( .25 i n )  
T o t a l  Mass of T ip  Weight, m: f  .1 gm 
E f f e c t i v e  Length of Cable, 1: f  12.7 mm ( . 5  i n )  
L inea l  Densi ty  of Cable, p: f .06 gm/m 
Spacec ra f t  I n i t i a l  Spin Rate,  W,: 5 10 rprn 
Release Angle of Cable R e l a t i v e  t o  Radia l ,  O: f 5' 
The worst  c a s e  s p i n  r a t e  us ing  t h e s e  conse rva t ive  t o l e r a n c e s  wi th  no 
f l u i d  e f f e c t  came t o  1.98 rpm. The worst  c a s e  r a t e  i nc lud ing  t h e  f l u i d  
c o r r e c t i o n  (va ry  I + 1.6%,  decouple f l u i d  du r ing  desp in )  came t o  2.42 rpm, 
w i t h i n  t h e  3  rprn t a r g e t .  
Solar Array Panels 
The 4  SAMPEX s o l a r  a r r a y  pane ls  a r e  aluminum honeycomb, 1.15 meters  
t a l l  by .37 meters  wide (45.2 by 14.5 i n . ) .  The c o r e  is  9.5 mm ( 3 / 8  i n c h )  
t h i c k  wi th  f a c e  s h e e t s  of .2 mm ( .008 inch )  7075-T73 aluminum a l l o y .  
Hardpoints  f o r  hinge and component mounting a r e  i n t e g r a l l y  bonded i n t o  t h e  
pane ls .  The b a r e  pane l s  weigh about 1 .4  Kg ( 3  l b )  each. The pane ls  wi th  
t h e  ga l l ium a r s e n i d e  c e l l s  i n s t a l l e d  weigh j u s t  over  2.3 Kg ( 5  l b )  each.  
The minimum mode of  a  pane l ,  simply supported a t  t h e  hinge l o c a t i o n s  is  
about 45 H z .  
Panel Hinges 
The pane l  h inges  ( f i g u r e  4 )  a c t  i n  p a i r s ,  upper and lower, t o  form a  
hinge l i n e .  A l l  h inges  use  s p h e r i c a l  bear ings  w i th  a  6.35 mm (1 /4  i n )  
s t a i n l e s s  steel s h a f t .  The upper hinge bea r ings  a r e  f i x e d  t o  t h e  s h a f t  t o  
c a r r y  t h e  t h r u s t  l oad ing  of t h e  a r r ay .  The lower hinge bear ings  a r e  f r e e  
t o  s l i d e  a long  t h e  s h a f t  t o  a l low f o r  misalignment and thermal  expansion. 
Each upper hinge has  a  po ten t iometer  t o  provide  p o s i t i o n  d a t a  wh i l e  a  f l u i d  
damper i s  inco rpo ra t ed  i n t o  each lower hinge.  The dampers d i s s i p a t e  t h e  
deployment energy and minimize impact l oads  a t  pane l  l ock  i n .  The 
s t a i n l e s s  steel t o r s i o n a l  s p r i n g s  a r e  a d j u s t a b l e  i n  45" increments .  
The main d i f f e r e n c e  between t h e  inboard and outboard h inges  i s  t h e  
inboard h inges  t r a v e l  90' while  t h e  outboard hinges t r a v e l  3.80" (see f i g u r e  
5 ) .  This  r e q u i r e d  a  s l i g h t l y  d i f f e r e n t  con f igu ra t i on  and d i f f e r e n t  
t o r s i o n a l  s p r i n g s  bu t  o therwise  t h e  des igns  a r e  i d e n t i c a l .  
To enab le  t h e  deployed a r r a y  t o  m e e t  t h e  2  Hz minimum frequency 
requirement ,  each hinge inc ludes  a  lock ing  f e a t u r e .  This  l ock ing  f e a t u r e  
c o n s i s t s  of a  s imple p i n l d e t e n t  des ign  a s  shown i n  f i g u r e  6. Each hinge 
c o n t a i n s  a  s p r i n g  loaded s t a i n l e s s  steel p in .  When t h e  hinge r eaches  i t s  
f u l l y  deployed p o s i t i o n ,  t h e  p i n  s l i d e s  i n t o  a  d e t e n t ,  lock ing  t h e  a r r a y  i n  
t h e  open p o s i t i o n .  The s u r f a c e  where t h e  p i n  s l i d e s  on t h e  h inge  i s  
f i n i s h e d  w i t h  t e f l o n  impregnated, hard anodize.  The deployed pane l  
f requency i s  over  2.6 Hz. 
Rotary Viscous Damper 
There a r e  a  t o t a l  of 6  dampers on t h e  s o l a r  a r r a y  deployment 
mechanism, one on each s o l a r  a r r a y  hinge l i n e  and one on each primary 
r e l e a s e  mechanism. These dampers a r e  D.E .B  Manufacturing, Sesco Model 1080 
Sub-Miniature Rotary Viscous Damper. The dampers a r e  very  sma l l ,  3.5 cm 
d iameter  by 5 cm long,  and have t h e  fo l lowing  p r o p e r t i e s :  
Damping Rate: 2.8 N-m/rad/sec (25 in - lb / r ad / sec )  
F r i c t i o n  Torque: .03 N-m ( 4  oz- in)  
Maximum Torque Capacity: 1 1 , 3  N-m (100 i n - l b )  
Weight: 85 grams 
Damping F lu id :  McGhan Nus i l  CV-7300 s i l i c o n e  f l u i d  
Primary Release  Mechanism 
There a r e  two symmetric primary r e l e a s e  mechanisms, one f o r  each s o l a r  
a r r a y  wing. The primary r e l e a s e  mechanisms he ld  t h e  a r r a y s  i n  t h e  stowed 
p o s i t i o n  and w e r e  r e l e a s e d  by t h e  deployment of t h e  yo-yo cab l e .  When t h e  
yo-yo c a b l e  unwrapped, t h e  s p r i n g  loaded r e l e a s e  l e v e r s  w e r e  f r e e  t o  move. 
Each r e l e a s e  l e v e r  t u r n s  ou t  thereby  r o t a t i n g  a  deployment s h a f t  which i s  
l i nked  t o  an upper and lower r e l e a s e  plunger .  The r o t a r y  motion of t h e  
s h a f t  i s  conver ted  t o  l i n e a r  motion a t  t h e  r e l e a s e  p lungers .  The p lungers  
p u l l  c l e a r  from t h e i r  mating s l o t s  i n  t h e  outboard hinge bodies  and t h e  
a r r a y s  a r e  f r e e  t o  deploy. The deployment s h a f t  i s  t i e d  by means of a 
l i nkage  t o  a  r o t a r y  damper t o  slow down t h e  deployment and prevent  any 
p o s s i b i l i t y  of t h e  a r r a y s  deploying be fo re  desp in  i s  complete. A primary 
r e l e a s e  mechanism i s  shown i n  f i g u r e  8. 
The e n t i r e  arrangement i s  set up t o  prevent  backdriving t h e  system. 
The loads  c a r r i e d  by t h e  r e l e a s e  p lungers  a r e  no t  t aken  by t h e  r e l e a s e  
mechanism d r i v e t r a i n .  The upper plunger  c a r r i e s  on ly  t h r u s t  d i r e c t i o n  
loads  and pane l  o u t  of p lane  loads .  The lower plunger  c a r r i e s  on ly  pane l  
ou t  of p l ane  l oads .  These loads  a r e  r e a c t e d  by t h e  p lunger  housing which 
i s  mounted d i r e c t l y  t o  t h e  s p a c e c r a f t  primary s t r u c t u r e .  Loads i n  t h e  
d i r e c t i o n  of t h e  p lunger  a r e  t aken  by t h e  opposing inboard hinge.  
A l l  of t h e  r e l e a s e  mechanism p a r t s ,  except  p in s ,  bushings and 
f a s t e n e r s ,  a r e  made from 7075-T73 aluminum a l l o y .  This  a l l o y  has  high 
s t r e n g t h  and low s u s c e p t i b i l i t y  t o  stress co r ros ion  c rack ing .  A l l  a r e a s  of 
s l i d i n g  f r i c t i o n  a r e  f i n i s h e d  wi th  t e f l o n  impregnated hard anodize.  A 
l i g h t  c o a t i n g  of Braycote 601 g rease  was a l s o  app l i ed  t o  t h e s e  s u r f a c e s .  
The deployment s h a f t  i s  mounted us ing  t e f l o n  bushings.  
Outboard Panel Release Mechanism 
The outer panel release mechanism consists of a passive ballldetent 
arrangement as shown in figure 7. A hook with a steel ball is mounted to 
the outer panel opposite each hinge location. When the arrays are stowed, 
the ball fits into a detent in the fixed half of the inboard hinge 
assembly. Upon primary release, the inboard and outboard panels rotate 
together for about 30 degrees. At this point, due to the geometry of the 
system, the ball is clear of the detent and the outer panel is free to 
deploy, driven by its damped spring system. 
Kick-Off Plungers 
There are two spring loaded kick-off plungers on each inboard solar 
array panel. The plungers are located at each edge of the panel directly 
under the yo-yo cable location. The plungers serve a dual purpose. First, 
upon release of the primary release mechanism, the kick-off plungers 
provide an initial impetus to the arrays to help overcome any static 
friction. Second, the plungers act as standoffs between the outer solar 
array panel and the spacecraft structure to prevent the tensioned yo-yo 
cable from deflecting or damaging the panel. 
Thermal Concerns 
Our main thermal concern during design was that thermal expansion or 
contraction would causing binding and lockup the mechanism. This was 
accounted for in the hinge and release mechanism design. The upper hinges 
and upper panel release mechanisms carried the panel loads in the thrust 
direction. The lower hinges and release mechanisms were free to slide in 
the thrust direction allowing for thermal expansion. Similarly the hinged 
side of the panel (inboard hinge for the inboard panel) carried the lateral 
loads in the plane of the panel where the release mechanisms allow 
expansion and contraction in that direction. 
We had two other thermal concerns. One was damper freezing at cold 
temperatures and the other was heat from the arrays conducting into the 
spacecraft through the inboard hinge. The solar arrays get very hot due to 
the solar flux and the power system shunts mounted to the back of the 
arrays. This heat could flow into the spacecraft and cause overheating 
under certain conditions. To solve this problem the hinge piece mounted to 
the inboard solar array was made from titanium; thus reducing heat flow 
from the arrays but allowing heat to reach the inboard dampers, preventing 
them from freezing. In the event of a cold deployment, heat flow from the 
spacecraft would protect the inboard dampers; however, the outboard dampers 
were at risk of freezing. A heater was applied to the outboard damper to 
prevent possible freezing. 
SYSTEM TESTING 
The testing of the SAMPEX spacecraft consisted of a combination of 
environmental, functional and measurement tests. Since the SAMPEX 
spacecraft was a completely new design, vigorous testing was required to 
qualify it for flight. To accomplish much of the testing, a mechanical 
Engineering Test Unit (ETU) of the spacecraft was built. The ETU was 
structurally and mechanically identical to the SAMPEX flight unit. All 
instruments, electronics and other components were represented by mass 
models. The tes ts  performed on t h e  SAMPEX ETU w e r e :  
Yo-yo desp in  mechanism deployment tes t ,  ambient and vacuum 
Deployment t e s t i n g  of t h e  s o l a r  a r r a y ,  ambient and thermal  vacuum 
Vib ra t i on  t e s t i n g  
Spin ba lance  
Mass p r o p e r t i e s  measurement (Spin  a x i s  moment of i n e r t i a  o n l y )  
The tests performed on t h e  SAMPEX f l i g h t  u n i t  w e r e :  
Deployment t e s t i n g  of t h e  s o l a r  a r r a y ,  ambient and thermal  vacuum 
Vib ra t i on  t e s t i n g  
Spin ba lance  
Mass p r o p e r t i e s  measurement 
Acous t ics  t e s t i n g  
Other "non-mechanical" tests a r e  no t  enumerated here .  Despin t e s t i n g  was 
no t  performed on t h e  f l i g h t  u n i t  a s  it was deemed t o o  r i s k y .  
Despin Testing 
Our f i r s t  set of desp in  tes ts  was performed a t  NASA's Wallops F l i g h t  
F a c i l i t y  i n  October 1991. The tests w e r e  performed outdoors  s i n c e  t h e  t es t  
r equ i r ed  an  a r e a  10.5 meters i n  diameter  and w e  could no t  f i n d  a  s u i t a b l e  
indoor  f a c i l i t y .  A t  t h a t  t i m e  our  p red i c t ed  i n i t i a l  s p i n  r a t e  was 162 rpm, 
it was l a t e r  r e v i s e d  t o  141 rpm when t h e  t r u e  s p a c e c r a f t  mass p r o p e r t i e s  
w e r e  known. W e  i n i t i a l l y  wanted t o  run  3 tests, one nominal s p i n  r a t e ,  one 
high s p i n  r a t e ,  and one low s p i n  r a t e .  Due t o  an anomaly t h e  f i r s t  tes t  
was repea ted .  Each t e s t  was recorded on v ideo  t a p e  and h igh  speed f i lm .  
We w e r e  i n i t i a l l y  wary of a l lowing t h e  a r r a y s  t o  deploy a f t e r  desp in  
because t h e y  could  be damaged i f  t h e  desp in  d i d  no t  func t ion  proper ly .  
Af t e r  s e v e r a l  runs ,  t h e  system appeared t o  be  func t ion ing  p rope r ly  and t h e  
a r r a y s  were r e l e a s e d  on t h e  f i n a l  t e s t .  The r e s u l t  of each deployment t e s t  
w e r e  a s  fo l lows:  
Tes t  1: 162 RPM, Arrays Locked ( n o t  dep loyable)  
Resul t :  Spin t a b l e  f a i l e d  t o  dec lu t ch ,  and one c a b l e  f a i l e d  
t o  r e l e a s e  due t o  o u t  of spec b a l l  end on cab l e .  
T e s t  2: 162 RPM, Arrays Locked 
Resu l t :  Tes t  appeared succes s fu l  bu t  on ly  despun 
t o  about 4.6 RPM 
Tes t  3: 192 RPM, Arrays Locked 
Resu l t :  T e s t  appeared succes s fu l  bu t  on ly  despun 
t o  about 8 RPM 
Tes t  4: 142 RPM, Arrays Unlocked 
Resu l t :  Tes t  succes s fu l ,  despun t o  about 2.3 RPM, a r r a y s  
deployed s u c c e s s f u l l y  
An anomaly occur red  i n  Tes t  1 where t h e  swaged b a l l  on one c a b l e  
f a i l e d  t o  r e l e a s e  from t h e  cab l e  r e t a i n e r .  The s p i n  t a b l e  a l s o  f a i l e d  t o  
dec lu t ch  on t h i s  t es t .  W e  o r i g i n a l l y  thought  t h a t  t h e  t a b l e  malfunct ion 
caused t h e  f a i l u r e  by not  a l lowing t h e  cab l e  t o  reach  t h e  r a d i a l  ( r e l e a s e )  
p o s i t i o n .  Upon review of t h e  high speed f i l m  however, it was apparen t  t h a t  
t h e  c a b l e  d i d  r each  t h e  r a d i a l  p o s i t i o n  and should have r e l ea sed .  
In spec t ion  of t h e  hardware found t h a t  t h e  c a b l e  b a l l  was caught i n  i t s  
r e l e a s e  s l o t  because t h e  b a l l  was .1 mm o v e r s i z e  and t h e  s l o t  was .08 mm 
t o o  smal l .  Due t o  t h e  small  nominal c l ea rance  ( . I 5  m m ) ,  t h e s e  o u t  of 
s p e c i f i c a t i o n  c o n d i t i o n s  caused i n t e r f e r e n c e  and t h e  b a l l  wedged i n  t h e  
s l o t .  To r e s o l v e  t h i s  problem t h e  s l o t s  were opened up t o  provide  1.7 mm 
of nominal clearance, all hardware was reinspected to assure compliance 
with the drawings, and an analysis was performed to assure no interference 
could occur due to thermal contraction or expansion. Only one of the 
despin tests performed met the + 3 rpm despin requirement. We attributed 
this to air resistance since the lower the initial rate, the closer the 
despin was to zero. To assure the accuracy of the system and checkout the 
fixes made to correct the release problem, we decided to run another despin 
test in vacuum. 
The final despin test was performed in a 16 meter diameter vacuum 
chamber at NASA's Langley Research Center in April 1992. This test was 
performed using the spacecraft ETU with the flight cable retainers and an 
improved spin table. This time the spacecraft despun to exactly zero rpm 
with no detectable residual rate. 
Solar Array Testing 
The solar array deployment mechanism was tested in ambient conditions 
and in thermal vacuum at hot, nominal and cold conditions. The system 
functioned flawlessly in all cases except extreme cold. 
During our-initial ETU solar array testing the system functioned 
properly at hot and nominal temperatures but the outboard panels failed to 
deploy at cold temperature (-65OC). Upon warming of the thermal vacuum 
chamber, the arrays deployed. In this test the outboard arrays failed to 
deploy. Upon investigation, it was discovered that the damper fluid 
freezes between -41°C and -42OC. 
To alleviate the freezing problem, 1 watt heaters were applied to the 
outboard dampers. This modification incorporated a limit switch to turn 
off the heaters when the arrays started to deploy. The inboard dampers 
being thermally coupled to the spacecraft did not have a freezing problem. 
The system was tested a second time with the heaters installed and 
again functioned properly at nominal temperatures. At cold temperature 
(-75OC) however, the outboard arrays deployed to over 90% of their full 
open position then stalled. The dampers, even with heaters, were running 
about -33OC before deployment and the temperature dropped rapidly (below 
-40°C before movement stopped) when heater power was cut off at initial 
deployment. The arrays deploy very slowly at these temperatures, due to 
the high viscosity of the damping fluid. It was assumed (incorrectly) that 
the failure was due to the damper fluid freezing before the deployment was 
complete. Upon warming the chamber, the arrays fully deployed when the 
damper temperature read -38OC. The arrays deploying when warmed made 
trouble shooting difficult because the arrays could not be inspected in the 
failed configuration. 
To solve the problems of the second test, three fixes were employed. 
Thermal isolation of the damper was increased by adding a non-conductive 
coupling to prevent heat loss through the damper shaft. The spring torsion 
in the hinge was increased to provide a faster deployment rate, thereby 
minimizing the effect of the temperature drop. The heater power was 
increased to 2 watts to provide a higher initial temperature in the damper. 
The increase in heater power was employed on only one solar array damper to 
determine if the other fixes would be sufficient to solve the problem. 
After these fixes were employed a third ETU test was run at cold 
temperature (-75OC). The damper with the 2 watt heater was running about 
-19"C, the damper with the 1 watt heater was running about -41°C. We 
predicted that the 2 watt side would open because we had successful 
deployments below -lg°C and that the 1 watt side would fail because it had 
failed the previous test at a warmer temperature. 
To our surprise the 1 watt side opened, while the 2 watt side opened 
about 90% then stalled. After verifying that the 2 watt heater was on the 
correct side the chamber was brought to ambient. Again the array deployed 
fully upon warming. 
Upon inspection of the mechanisms we discovered a problem with the 2 
watt side that was not evident on the 1 watt side. On the upper outboard 
hinge, the rotating leg of the torsion spring was rubbing on the fixed 
hinge, causing a noticeable amount of drag that was not evident on the 1 
watt side. This occurred because the torsion spring was catching in a gap 
between the spring mandrel and the hinge (see figure 9). The condition 
also put the torsion spring under a bending force which caused some galling 
between the coils of the spring. Apparently the spring would catch in the 
gap intermittently. The drag that occurred was not severe enough to 
prevent deployment at warmer temperatures. Apparently the aluminum hinge 
would contract at colder temperatures, aggravating the problem and 
preventing deployment. To fix this problem the spring mandrel was modified 
to eliminate the gap. 
Based on our testing to this point we selected a flight unit 
configuration to minimize changes from the latest ETU test. This 
configuration consisted of 2 watt heaters on both outboard dampers, the 
outboard hinge spring torsion was increased, the dampers were thermally 
isolated, and the mandrels were modified to eliminate any gap. 
The flight unit was tested at -50°C and deployed successfully. 
Unfortunately the cold temperature was limited by the cold limit on the 
SAMPEX instruments and the mechanism was not technically qualified to the 
worst case temperature of -75OC. A fourth ETU solar array test was then 
run at -75OC with the configuration identical to the flight unit. The 
arrays deployed very slowly at this temperature, but after sufficient hand 
wringing they finally deployed to the full open position and locked in 
place. 
CONCLUSION 
The SAMPEX launch took place on July 3, 1992 at 7:19 AM Pacific time. 
About ten minutes after liftoff the spacecraft separated from the Scout 4th 
stage with the despin command set to occur 12 seconds later. Although we 
had to wait four and half agonizing hours before the first ground contact 
confirmed the successful operation of our system. 
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LOCK-UP FAILURE OF A FOUR-BAR LINKAGE DEPLOYMENT 
MECHANISM 
Michael Zinn* 
ABSTRACT 
A successful failure investigation of a four-bar linkage deployment 
mechanism has been performed. Possible failure causes such as the 
mismatch of material coefficient of thermal expansion (CTE), excessive 
hinge friction, limit switch interference, and thermal-gradient-induced 
resistive preload were investigated and are discussed. The final 
conclusions and corrective actions taken are described. Finally, valuable 
lessons learned during the investigation are discussed. 
INTRODUCTION 
Four-bar linkages have been used extensively in aerospace 
mechanisms to transmit torque, motion, and power, and/or to transform 
one type of motion or force to another (e.g. linear to rotary). The 
popularity of four-bar mechanisms among aerospace mechanism 
designers is due to their unique characteristics including (1) the rapid 
increase in their effective gear ratio (mechanical advantage) as the 
linkage approaches the top-dead-center toggle position and (2) the 
ability of a four-bar linkage to provide positive lock-up at the end of 
travel without the increased resistive torque associated with latching 
mechanisms. 
The work described in this paper was performed in response to a 
functional failure of a panel deployment system which employs a set of 
eight four-bar linkages to transmit torque and to provide positive lock- 
up at the end-of-travel (Figures 1 and 2). During a gravity off-loaded 
cold thermal-vacuum deployment test,. three of the four outboard hinge 
four-bar linkages failed to lock-up into their over-center position after 
the panel had fully deployed. Review of high-speed film showed that 
the input (drive) links of the three outboard four-bar linkages that had 
failed had come within approximately 5 to 10 degrees of their top- 
dead-center positions (see Figure 3). After the test, as the chamber 
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temperature was increased, each of the four-bar mechanisms that had 
failed to lock-up at -lOO°C moved into their over-center positions by 
the time the chamber temperature had reached O°C - 5OC. The four 
inboard hinge four-bar linkages, which had functioned properly during 
the cold thermal-vacuum deployment test and are of a different design 
than the outboard linkages, are not discussed in this paper. 
MECHANISM DESCRIPTION 
The panel deployment system is made up of a set of four spring- 
driven four-bar linkages that were designed to provide a redundant 
deployment system for a two-panel configuration (see Figure 1). There 
are two inboard and two outboard hinges. Each hinge has two four-bar 
linkage mechanisms which provide redundant drive torque sources. 
The individual spring-driven four-bar mechanism of the outboard hinge 
consists of a helical torsion spring, a monoball main hinge bearing, and a 
four-bar linkage. The outboard four-bar linkage is formed by a drive 
(input) link, a turnbuckle link, and the structural frame of the inboard 
and outboard panels (see Figure 2). The driving or input torque of the 
torsion spring is applied to the input link and is transmitted through the 
linkage to the main (output) hinge. The output torque about the main 
hinge causes the outboard panel to rotate 180' with respect to the 
inboard panel, from its stowed position to its deployed position. 
The four-bar linkage is designed so that it reaches its top-dead- 
center position when the outboard panel has fully rotated (deployed) 
from the inboard panel. As the linkage moves beyond it top-dead- 
center position the input link hits the input link stop which arrests the 
deployment. The high mechanical advantage of the input link just 
beyond the top-dead-center position prevents any back-driving of the 
input link. In addition, there is a hard stop between the inboard and 
outboard panels that (1) helps absorb the lock-up load forces and (2) 
provides a bearing surface between the inboard and outboard panels 
through which a "locking" preload is applied to eliminate any backlash 
in the joint after deployment (see Figure 2). 
During assembly, the inboard and outboard panels are aligned to 
each other (coplanar in their deployed configuration) by adjusting the 
hard stop between the inboard and outboard panels. The next 
adjustment involves setting the over-center distance of the four-bar 
linkage (see Figure 4). This adjustment is performed by adjusting the 
input link stop. The over-center distance is set nominally to 0.762 mm 
(0.030 inch). Finally, the four-bar linkage turnbuckle is adjusted such 
that the mechanism preloads the outboard panel into the inboard panel 
in order to eliminate hinge backlash while still being able to travel 
over-center and lock-up. 
INITIAL FAILURE INVESTIGATION 
Initially, the failure investigation focused on the most probable 
causes which included (1) possible mismatch of the linkage material's 
coefficient of thermal expansion which could cause binding in the 
mechanism pivots, (2) possible excessive hinge friction torque of a 
monoball bearing which had caused a deployment failure in a previous 
cold deployment test, or (3) excessive actuation force produced from 
mechanically actuated limit switches which are used to verify four-bar 
over-center motion. 
CTE Mismatch 
An initial review of the linkage design revealed that the material 
of the linkage pins was different than that of the linkage itself. Because 
of the difference in their CTEs, suspicion arose that interference 
between the linkage and the pivot pins had caused the mechanism to 
seize. However, the possible mismatch of the linkage material's CTE was 
eliminated as a failure cause after a review of the design showed that 
the clearance between the linkage pins and links was more than 
sufficient for the temperature range of the test. The analysis included 
the differential expansion of the pins and links due to their different 
material CTE, worst-case cold bulk temperature change and 
temperature gradients between the pin and link. In addition, analysis 
of the friction torque that would be present if the pin-link interference 
did occur, showed that the maximum possible level of linkage hinge 
friction (0.2 N-m) was well below the drive capabilities of the input 
torsion spring after having been transmitted through the four-bar 
linkage (>5 N-m). 
Excessive Hinge Frict ion 
In an earlier deployment test of the panel, the main hinge 
monoball bearing had caused a deployment failure of the panel. Very 
high monoball friction, caused by the differential growth sf the steel 
monoball and its aluminum housing, had caused the deployment motion 
of the panel to stop (at approximately 120') before it reached its 
deployed position (180') during cold temperature deployment. As a 
result, the monoball bearing was immediately suspected as the cause of 
the recent failure. However, after reviewing high-speed camera data of 
the deployment, the possibility that excessive monoball bearing torque 
had caused the failure was eliminated. The camera data clearly showed 
that the panel deployment motion proceeded in a normal fashion and 
within the expected deployment time, which proved that the hinge 
friction torque was no greater than in prior successful deployments. In 
addition, the monoball bearing design flaw1 that had caused the 
previous deployment failure had since been corrected. 
Limit Switch Resistive Force 
To verify four-bar mechanism lock-up, a limit switch had been 
incorporated into the mechanism design. When the linkage moves 
over-center, the input link actuates the spring-loaded limit switch (see 
Figure 4). The resistive spring force applied to the input link from the 
limit switch is not insignificant and, as a result, during assembly, special 
care is taken to properly adjust the limit switch so that it does not 
interfere with the over-center motion of the linkage. Because the panel 
deployment failure involved the failure of the four-bar linkage to move 
over-center, a possible misadjustment of the limit switches was 
suspected as the cause of the failure. However, the limit switch 
actuation force was disproved as the cause of the failure when an 
additional cold vacuum deployment test, with the limit switches 
adjusted so as to minimize the limit switch resistive spring force, also 
failed. In addition, the limit switch resistive spring torque (<0.1 N), 
measured after the limit switches were readjusted, was much less than 
the measured deployment spring force2 (>3.0 N) and, therefore, would 
Epoxy that was applied to the threads on the exterior surface of  the bearing 
outer race acted as a shim when exposed to cold thermal vacuum testing and 
caused the bearing to bind. 
The  limit switch resistive torque and the available spring torque were measured 
about the input link pivot axis. 
not be large enough to prevent over-center motion of the four-bar 
linkage. 
DETAILED FAILURE INVESTIGATION 
With the most probable failure causes eliminated, the 
investigation focused on the conditions of this test that might make it 
different from previous successful cold thermal vacuum tests. The 
investigation focused on what mechanism assembly adjustments were 
performed and how the cold thermal vacuum environment could affect 
the mechanism's behavior. 
Linkage Kinematics 
During assembly, the linkage is adjusted such that the hinge line 
of the panel is preloaded against a hard stop in its deployed position to 
prevent relative motion of the inboard and outboard panels (see Figure 
4). As the linkage approaches the top-dead-center position, the hard 
stop on the outboard panel is preloaded against the end of the inboard 
panel by the spring force. The preload reaches a maximum at the 
linkage top-dead-center position. As the four-bar continues past top- 
dead-center to its final over-center position, the outboard panel backs 
away from the inboard panel because of the rocker-crank kinematic 
property of the four-bar mechanism [I],  and the preload in the hard 
stop is reduced (see Figures 5 and 6). It is the reduced preload in the 
over-center position that prevents relative motion between the inboard 
and outboard panels. The assembly adjustment instructions require 
that the preload be adjusted such the outboard panel is securely 
preloaded against the inboard panel while still allowing the input link to 
be driven over-center by the deployment spring. As a result, the level 
of the preload force is not measured and is set purely by feel. 
Effect of Linkage Thermal Gradients 
During the cold thermal-vacuum test, the orientation of the cold 
wall in the thermal vacuum chamber creates a non-uniform 
temperature distribution in the four-bar mechanism links and 
surrounding hardware. The total gradient across the mechanism was 
approximately 10°C which was measured during the cold deployment 
test. The change in the four-bar geometry, brought on by the 
differential thermal expansion of the mechanism, modified the 
kinematic properties of the linkage such that the outboard hard-stop 
prematurely preloaded against the inboard panel (see Figure 7). As a 
result, an extremely high resistive torque develops as the four-bar 
mechanism approaches top-dead-center. The magnitude of this 
resistive torque is dependent upon the temperature gradient created as 
well as the stop stiffness of the four-bar mechanism. The stop stiffness 
depends on the instantaneous geometry of the linkage, the local 
stiffness of the mechanism links and pins, and the stiffness of the 
preload hard stop (see Figure 8). Note that the relative change in link 
lengths due to their differential thermal expansion is very small (0.01 1 
mm for a 10' C gradient) while the corresponding change in resistive 
torque can be very high (> 30 N-m). 
The resistive torque developed by the hard stop preload for 
various levels of linkage temperature gradient and the available input 
spring torque are shown in Figure 9. The torques in Figure 9 are 
measured about the main hinge of the panel and are plotted vs the 
input link angle as measured from the top-dead-center position. The 
torques are plotted vs the input link angle so as to increase the 
resolution of the torque calculations very close to the top-dead-center 
position. Note that the resistive torques developed are a direct result of 
the temperature gradient across the linkage, not as a result of a gross 
temperature change of the linkage which would not cause a change in 
the kinematic properties of the linkage. Figure 9 clearly shows that a 
temperature gradient of 10°C or greater could create a resistive torque 
which exceeds the available torque of the input spring. 
Effect of Linkage Adjustments 
During assembly, the linkage is adjusted such that the hinge line 
of the panel is preloaded against a hard stop in its deployed position to 
prevent relative motion of the inboard and outboard panels. The 
turnbuckle link is adjusted such that the spring force of the input link is 
capable of pushing the input link to its over-center position while 
maintaining the preload of the outboard to inboard panels. The preload 
developed is at a maximum at the top-dead-center position. As the 
linkage travels to its over-center position, the outboard hard stop backs 
away from the inboard panel and relaxes the preload. The amount of 
relaxation depends upon the over-center distance adjustment which is 
determined by the adjustment of the link stop (see Figure 2). 
Because of the difficulty of taking measurements at the exact top- 
dead-center position of the linkage, the adjustments described below 
are performed as the linkage is in its over-center position. As a result, 
the measurable adjustment parameters include the linkage over-center 
distance and the gap between the hard stop on the outboard panel and 
inboard panel while the linkage is in its over-center position (see Figure 
4). Both parameters affect the maximum level of hard stop preload 
which occurs at the linkage top-dead-center position. 
The resistive torque developed by the hard-stop preload for 
various levels of hard stop gap and linkage over-center distance are 
shown in Figures 10 and 11, respectively. Figure 10 shows that as the 
hard stop gap is decreased, as measured in the over-center position, the 
maximum resistive torque developed at the top-dead-center position 
increases. In addition, Figure 11 shows that as the over-center distance 
is increased, as measured in the over-center position, the maximum 
resistive torque developed at the top-dead-center position increases. In 
fact, for a measured hard stop gap of less than 0.0025 mm (0.0001 inch) 
or for a measured over-center distance of greater than 1.143 mm 
(0.045 inch) the resistive torque exceeds the available torque of the 
input spring. 
Affect on Torque Margin and Mechanism Function 
Additionally, factors such as linkage-to-pin backlash and pin 
friction torques significantly contribute to the resistive torque as the 
linkage approaches top-dead-center. The sum of these resistive 
torques, created by and/or significantly increased by the effects of 
differential thermal expansion, can exceed the available torque from the 
torsion input spring and cause a negative torque margin3 condition 
which could prevent over-center lock-up of the four-bar linkage. 
Figure 12 shows the minimum torque margin for various levels of 
linkage temperature gradient and hard stop gap. The over-center 
distance was set at its nominal 0.76 mm (0.03 inch) distance for Figure 
12. Torque margin calculations of less than 0% indicate that the linkage 
will fail to move over-center and lock-up. 
During the panel deployment lock-up failure, the total gradient 
across the mechanism was measured at approximately 10°C. The hard 
stop gap distance, measured in the over-center position, ranged from 
0.000 mm (0.000 inch) to 0.0254 mm (0.001 inch) while the over- 
center distance was set precisely at 0.760 mm (0.030 inch). Figure 12 
3 Torque margin is defined as the quotient of the quasi-static available torque to 
resistive torque minus 1 .O. 
clearly shows that the conditions described above would cause the 
panel deployment mechanism to fail. 
CORRECTIVE ACTIONS AND SUBSEQUENT TESTING 
In order to eliminate the cause of the failure, the preload 
requirement between the inboard and outboard panels had to be 
relaxed. In fact, discussions with experienced technicians revealed that 
during previous testing the linkage was adjusted with some hinge line 
backlash. The technicians had observed that the mechanism performed 
correctly when some backlash in the hinge was allowed. These previous 
units had all successfully passed their thermal vacuum deployment 
tests. This would explain why previous cold thermal vacuum tests of an 
identical mechanism were successful. However, relaxing or eliminating 
this requirement created additional concerns about backlash along the 
hinge line of the panel and how this might possibly interact with other 
system elements. The final solution involved modifying the four-bar 
mechanism adjustment and preload procedure such as to minimize the 
panel hinge line backlash while guaranteeing positive over-center lock- 
up for the worst-case thermal environment. 
The new procedure specified that the turnbuckle linkage would be 
adjusted such that a 0.254 mm (0.01 inch) gap would exist between the 
hard stop of the outboard and inboard panels. In addition, the over- 
center distance of the linkage is to be adjusted to 0.760 mm (0.030 
inch) or less. These adjustments would guarantee positive over-center 
lock-up for a worst-case temperature gradient of 55OC (100°F). 
Following the implementation of the modifications discussed above, 
there were three subsequent deployment tests, two in a cold vacuum 
and one at ambient. All three tests were 100% successful. 
CONCLUSION 
A successful failure investigation of a four-bar linkage 
deployment mechanism was performed. Possible failure causes such as 
the mismatch of material CTEs, excessive hinge friction, or limit switch 
interference were investigated and discarded. Further investigation 
revealed that thermal gradients across the linkage caused the outboard 
panel hard stop to prematurely preload against the inboard panel, 
which caused the resistive torques to exceed the available torque. 
Corrective adjustment procedures were implemented to minimize the 
panel hinge line backlash while guaranteeing positive over-center lock- 
up for worst-case thermal environment. Three subsequent deployment 
tests, two in a cold vacuum and one at ambient, have been successful. 
Finally, eke important "lessons learned" during our experience in 
this failure investigation include: 
( I )  Do not ignore resistive torque contributions close to  the 
top  -dead-center  position: Mechanism designers often do not engage 
in a thorough analysis of the potential resistive torques that occur near 
the top-dead-center position because the analysis of a four-bar linkage 
is difficult and because of the presumption of near-infinite torque 
transmission. In fact, the large increase in resistive torque (>30 N-m), 
due to very small change in the four-bar linkage geometry (-0.01 mm 
relative length change), occurred as a result of the same kinematic 
properties that make a four-bar linkage attractive to mechanism 
designers. The major system-level thermal-vacuum test failure 
described in this report might have been avoided if a complete analysis 
had been performed beforehand. 
( 2 )  Impor tance  of thermal  gradient  and  direction of 
grad ien t :  Thermal design considerations usually take into 
consideration only bulk temperature changes, which are important in 
the case of material CTE differences. However, because the kinematic 
properties of a four-bar linkage are dependent upon the ratio of link 
lengths and not on the absolute link lengths, the relative link 
temperatures are the determining factor. Mechanism designers should 
note that serious problems can arise in the presence of relatively small 
temperature gradients, as was the case in the test failure described in 
this report. 
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MINIAT LINEAR-TO-ROTARY MOTION ACTUATOR 
Michael R. Sorokach, Jr." 
A miniature hydraulic actuation system capable of converting linear actuator 
motion to control surface rotary motion has been designed for application to active 
controls on dynamic wind tunnel models. Due to space constraints and the torque 
requirements of an oscillating control surface at frequencies up to 50 Hertz, a new 
actuation system was developed to meet research objectives. This new actuation 
system was designed and developed to overcome the output torque limitations and 
fluid loss/sealing difliculties associated with an existing vane type actuator. Static 
control surface deflections and dynamic control surface oscillations through a given 
angle are provided by the actuation system. The actuator design has been 
incorporated into a transonic flutter model with an active trailing edge flap and two 
active spoilers. The model is scheduled for testing in the LaRC 16 Foot Transonic 
Dynamics Tunnel during Summer 1993. This paper will discuss the actuation system, 
its design, development difficulties, test results, and application to aerospace vehicles. 
DESIGN CRITE 
The actuation system had to meet the following requirements in order to 
accomplish research objectives: 
@ Actuation system operating range from 0-50 Hertz for control surface 
deflections of 0 to + 15 degrees. 
@ A maximum of + 0.3 degrees rotary motion play in the system over the 
frequency range. 
@ Mechanically efficient design. 
@ Compact design due to space restrictions. 
+ Maximum actuator operating pressure of 1000 psi. 
@ Reliable and simple to maintain. 
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+ C o d o m  to the design guidelines and safev requirements of the Wind 
Tunnel Model Systems Criteria (NASA Langley LHB 17 10.15). 
The actuation system consists of a linear, piston driven, hydraulic actuator with 
direct load measurement instrumentation and a linear-to-rotary motion conversion 
insert. Figure 1 is a schematic of the actuator assembly identifying its components. 
The actuator consists of its body, piston, two end cap subassemblies (composed of the 
end cap, an air bleeding screw, fitting, and supply line) for enclosing the system, a 
drive link subassembly (consisting of the drive link, bearing, journal, and retaining 
ring), forward and aft drive link constraints which are used to restrict the drive link to 
linear motion, o-rings for sealing the system, and attachment screws. Two miniature 
pressure transducers capable of monitoring servo loads are incorporated into the end 
caps. Figure 2 shows the actuator, both assembled and disassembled, and its 
components. The actuator is a single-degree-of-freedom mechanism allowing drive 
link translation along the piston axis. 
Figure 3 is a schematic showing the manner in which the linear motion of the 
pistonldrive link arrangement is produced. The cutaway sections shown on the 
actuator assembly are located along its centerline. A servovalve is connected to the 
actuator by means of two supply lines, each of which is brazed to an end cap, and the 
necessary fittings. The end caps channel the flow of hydraulic fluid into the left and 
right side chambers of the actuator body. The chambers are round holes bored in-line 
through the actuator body to accommodate the piston. Piston length regulates the 
amount of linear travel for the drive link. The actuator body is relieved between the 
two chambers to allow for drive link translation. The amount of relief between the 
two chambers on the actuator body is larger than the combined chamber clearance 
between the end of the piston and end cap on both sides. As a result, the piston will 
bottom out on the end caps when full actuator throw is encountered. This prevents 
damage to the drive link from occurring since it cannot make hard contact with the 
sidewalls of the actuator body relief at maximum travel. An o-ring on both ends of 
the piston is used to seal each chamber at the actuator body relieuchamber interfaces. 
To initiate drive link motion, the system is first pressurized to 1000 psi. The 
servovalve then pulsates a small volume of hydraulic fluid into each chamber at 
alternating time intervals. The alternating flow of fluid between the two chambers 
causes the piston to translate in a reciprocating manner. The drive link follows the 
same motion as the piston since it is attached to the piston. The desired frequency and 
displacement of drive link oscillation is controlled by a closed loop feedback system 
which adjusts the time interval and mass flow rate of fluid pulsation into each 
chamber. 
The linear, reciprocating motion ofthe actuator is converted to rotary motion for 
control surface actuation (hrough a linear-to-rotary motion conversion insert. This 
insert has a high precision, helical trough machined in it and the insert is incorporated 
into the aehated con&ol surface ;as part of its leading edge. F i p e  4 is a view 
showing the actuator assembly and the linear-to-rotary conversion insert attached to 
the model trailing edge control surface. The control surface is mounted to the wing on 
two needle roller bearings. Nylon shims, located at the flaplwing interface, are used 
as a bearing to restrict axial free play of the control surface. As the drive link 
assembly reciprocates linearly, the helical trough on the insert converts the actuator 
linear motion into rotary motion of the control surface about its hinge line. The 
frequency of drive link reciprocation is equal to the rate of control surface oscillation. 
This actuation system is kinematically equivalent to a reverse cam mechanism, i.e., 
linear motion is converted to rotary motion. 
The bearing which is attached to the drive link rides inside the helical trough on 
the insert during actuation. The bearing is fabricated to a very close running f i t  
(.0001-.0002 inch clearance) with the helical trough to reduce the free play between 
the two components. Any excessive free play between the bearing and helical trough 
will introduce undesirable rotary free play into the system. The bearing is fabricated 
from graphitic molybdenum-alloy tool steel (ASTM A681, Type 06) and is tempered 
to Rc 61-64. The linear-to-rotary conversion insert is fabricated from PH 13-8 Mo 
stainless steel, heat treated to Rc 43-45. As a result, any high points on the contacting 
surfaces of the helical trough will wear to form a continuous helix upon initial 
operation of the actuator. This "wearing-in" of the helical trough will reduce the 
rotary play and help to sustain the rotary play in the system to a constant value. The 
combination of high hardness and the inherent lubricating properties of the bearing 
help to reduce its wear. 
Constraining the rotation of the drive link about the piston axis (see Figure 1) is 
another factor which reduces rotary play in the actuation system. Restricting the drive 
link to linear motion is accomplished by reducing the cumulative tolerance buildup 
between the drive link and the contacting surfaces which prohibit any drive link 
rotation (forward and aft drive link constraints and the upper surface of the actuator 
body relief). These mating surfaces actually make contact with the drive link. A 
nickel alloy plating (NEDOX) is applied to all surfaces having relative motion to 
improve their surface hardness (Rc 63-67) and lubricity, thus decreasing galling and 
wear. The internal bore in the actuator body which houses the piston is also plated to 
help decrease o-ring wear, thus prolonging seal life. Since the piston o-rings exhibit 
inherent compressibility, they are the only components of the actuator assembly 
which introduce rotary play into the system. The other location where rotary play 
occurs in the system is at the interface between the bearing and helical trough. The 
* General Magnaplate Corporation, Linden, New Jersey 
cumulative rotary play in the actuation system was measured during testing and 
d to be f 0.3 degree. 
ctuator loads are moitored by the means of two ature pressure transducers. 
Each trmsducer is located on m end cap md mo_rritors tke pressure load on its 
respective chamber (see Figure 2). The hinge line torque output of the actuation 
system can be calculated fiom these pressure load measurements. Any pressure 
fluctuation in the chambers can be determined and compensated for by the servovalve 
during operation. 
DESIGN OVERVIEW 
The actuation system is designed to conform to the requirements of the Wind 
Tunnel Model Systems Criteria (NASA Langley LHB 1710.15). This document 
addresses various design guidelines and safety requirements for models and model 
systems which are to be tested at the Langley Research Center facilities. 
The weakest link in the actuation system is the journal which supports the bearing 
on the drive link subassembly (see Figure 1). Journal failure during wind tunnel 
testing would result in no damage to the facility since the journal is not a structural 
attachment for the control surface. The control surface is hinged to the wing body and 
would remain attached to the wing in the event of journal failure. The journal is 
fabricated fiom 18 Ni 300 grade maraging steel. Under normal wind tunnel testing 
operating conditions (20 Hertz oscillation for control surface deflections o f f  5 
degrees) the worst case stress, including stress concentration factors, results in a 
safety factor of 23 on the material ultimate strength. For the upper limit operating 
conditions (50 Hertz oscillation for control surface deflections of f 15 degrees), the 
worst case stress results in a safety factor of 1.2 on material ultimate strength. The 
upper limit operating conditions of the actuation system will not be exercised during 
wind tunnel testing. However, the actuation system may be operated to obtain short 
throw, high fiequency control surface deflections (f 5 degrees at 40-50 Hertz) during 
testing. The worst case stress for this scenario results in a safety factor of 3.7 on the 
material ultimate strength. 
Figure 5 shows the results of a fatigue analysis performed on the journal for 
normal wind tunnel testing operating conditions and upper limit operating conditions. 
This analysis conforms to the requirements of NASA Langley LHB 17 10.15 which 
assumes a strength reduction factor of 0.5 to account for surface finish, reliability, etc. 
The malysis is therefore conservative. As stated previously, the upper I h i t  operating 
conditions will not be applied during wind tunnel testing. For short throw, high 
frequency control surface deflections ( f  5 degrees at 40-50 Hertz), journal life is 
increased by a factor of 406 as compared with journal life at the upper limit operating 
conditions. 
m e  actuator bod5 end caps, and f o w a d  and afi &ve l i d  constraints are 
fabricded from 15-5 PH stainless steel, heat treated to Rc 55-38. To el 
difficulties associated with gallling, the piston and &ve link a e  fabricated from PH 
13-8 Me staidess steel, heat treated to Rc 43-45, As discussed previiousby, all 
contachg surfaces with relative motion are nickel alloy plated to decrease wear. All 
fasteners are 180 ksi minimum tensile streng8h and are preloaded to manufacturer's 
specified torque. 
The transonic flutter model for which the actuator design has been incorporated is 
shown in Figure 6. Cover plates and the upper spoiler are removed to show the access 
ents which house the actuators and instrumentation. The model is equipped 
with an active trailing edge flap and two active spoilers. Fifty-eight pressure 
transducers are installed chord wise at 60 percent model span (mid-span on the control 
sdaces) for dynamic pressure distribution measurement. Additionally, 17 pressure 
transducers are installed at 40 percent model span, slightly inboard of the control 
surfaces, to measure any unsteady pressure distributions due to control surface 
actuation. Accelerometers are mounted on the wing panel and control surfaces to 
measure model displacements and control surface dynamic response during actuation. 
Rotary potentiometers are used to monitor control surface angular displacements. 
Figure 7 is a detail of the actuators showing their locations and method of control 
surface actuation. As discussed previously, the flap actuator converts its linear motion 
to control surface rotary motion through the leading edge insert on the flap. The 
spoiler actuator consists of two servos incorporated into a common body and is 
similar in design to the flap actuator. The upper and lower spoilers are independently 
actuated and static deflections or dynamic control surface oscillations about a given 
angle are provided by the actuator. The chord wise, linear motion of the spoiler 
actuator is converted into upper and lower spoiler rotary motion through the control 
shown on section B-B in figure 7. Maximum spoiler deployment is 45 degrees 
from the undeflected position as shown in figure 7. Rotary play in the spoiler actuator 
is not a major concern due to geometry and since control surface deflections zire 
parallel to the plane of actuation. The spoilers are fabricated from unidirectional 
graphite tape to increase stiffness and reduce their mass moment of inertia. The wing 
panel and trailing edge control surface are manufactured from 7075-T65 1 aluminum 
alloy. The wing panel and trailing edge control surface are also designed and 
fabricated to minimize their mass moment of inertia without sacrificing structural 
integriv. 
TESTING AN%) EVALUATION 
Prior to the fabrication of the production actuator (shown in figures 1-4), a 
protowe actuator, similar to the production configuration, was designed and 
fabfieated for validation testing and evaluation. Figure 8 is a schematic of the 
actuator bench test setup. The bench test setup consists of the testbed, actuator 
assembly, flap simulator, rotary potentiometer, bellows coupling, servovalve, supply 
lines, and the necessary mounting hardware. The production actuation co~gura t ion  
is s h o w  wi& the bench test setup in f iwe  8. 'The setup also hcludes a diEerenhal 
pressure transducer for monitoring the difference in actuator chamber pressure and 
can be used if so desired. The rotary potentiometer is used to measure angular 
displacements and is connected to the generic control surface by a bellows coupling to 
compensate for any misalignment. The flap simulator is designed so its mass moment 
of inertia is equivalent to the mass moment of inertia for the trailing edge control 
surface on the model. The inertia of the flap simulator is easily modified by either 
adding or removing material as necessary. Figure 9 shows the bench test setup with 
the prototype actuator which is similar in design to the production codiguration. 
Testing and evaluation of the prototype actuator has revealed its capability of short 
throw, high fiequency control surface oscillations (k 5 degrees at 40-50 Hertz) and 
long throw, low fiequency oscillations (st 15 degrees at 5-10 Hertz). Control surface 
deflections were found to be accurate within 0.3 degree over the frequency range. As 
a result, the rotary play in the actuation system fell within the acceptable margin. It 
was determined that the actuation system was capable of meeting research objectives. 
Prior to wind tunnel testing, the production configuration will be tested and evaluated 
in the same manner as the prototype system. 
LESSONS LEAmED 
Four significant problems were resolved while the actuation system was 
undergoing testing and evaluation. A needle roller bearing was originally used to 
transfer the motion of the drive link to the helical trough on the insert for control 
surface actuation. Excessive rotary play was detected in the system and it was 
determined that the needle roller bearing was the primary source. This excessive 
rotary play was eliminated by replacing the roller bearing with the solid, precision 
ground bearing fabricated fiom graphitic molybdenum-alloy tool steel. In addition to 
eliminating a significant source of rotary play in the system, wear in the helical trough 
on the insert was reduced by the inherent lubricating capability of the bearing 
material. 
Another origin of rotary play was introduced into the actuation system fiom the 
manner in which bearing and linear-to-rotary conversion insert manufacturing was 
carried out. Initially the insert was fabricated and then the bearing was hand fitted to 
the insert. It was determined that the curvature of the helical trough was not a perfect 
helix. As a result, the trough had some high and low spots on it (.002 inch m 
deviation). Since the bearing could only be manufactured to a specific diameter, the 
fit between the bearing and helical trough varied over the length of the trough. This 
v q h g  fit between the two components resulted in a varying amount of rotary play in 
the system. To meet research objectives, the rotary play in the system needs to be a 
constant value. 
The method of be and insert fabrication was reversed to el ate the variable 
m o m t  of r o t q  play. A range of be s fnr increments sf .000 1 inch above and 
below nominal helical trough height were manufactured. The helical trough will then 
be fitted to the bearing by progressively changing the bearing diameter until the trough 
is "worn-in" to fit a specific size bearing over its length. That bearing size will then 
be used on the actuator. This lapping operation will help to sustain the rotary play to 
a constant value and at the same time reduce the amount of rotary play due to the 
bearingtrough fit. 
Wear between mating surfaces with relative motion due to rubbing contact was 
initially a problem. This wear was relieved by coating the components with the nickel 
alloy plating as previously discussed. The plating greatly improved surface lubricity 
and hardness, thus decreasing wear and prolonging component life. 
Piston o-ring wear led to increased free play between components, decreased o- 
ring life, and fluid leakage. An o-ring material more appropriate for high frequency 
reciprocating motion was selected to remedy these problems. Coating the internal 
bore on the actuator body with the nickel alloy plating also helped to decrease o-ring 
wear. Rotary play was reduced since the new o-ring material was harder and 
therefore less compressible than the originally selected material. 
APPLICATION TO AEROSPACE VEHICLES 
The primary h c t i o n  of this actuation system is provide flutter suppression 
capabilities for dynamic wind tunnel models. The system could be applied to military 
and commercial aircraft which require a flutter suppressing control surface actuation 
system. Compactness and mechanical efficiency are two merits of this actuation 
system when space constraints and torque requirements are design parameters which 
need to be addressed. 
Another application of the system is it can be used as a rotary actuator in the 
traditional sense. Static control surface deflections for any aircraft configuration can 
be provided for by the actuation system. For applications where airfoil thickness is 
very thin, the compact design of this actuation system is advantageous. For example, 
the High Speed Civil Transport has airfoil thicknesses as low as two percent chord 
length and could be a possible candidate for the system because of its compact design. 
The quick response of the actuator to its input (the servovalve) is another trait of the 
system which could be applied to aerospace vehicles. 
For applications where rotary play in the control surface is not a concern (2 I1 
degree), manufacture of the achation system is less difficult and less expensive. The 
reason is manufac ances do not have to be held as tight as those for 
applications requiring a1 rotary play (M.2 - 0.3 degree). The manufacturing 
cost is inversely proportional to the m o m t  of tolerable rotary play in the acbation 
system. 
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Figure 2. Actuator Assembly and Components 
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Journal Fatigue Analysis for Normal Operating Conditions 
Yield Stress psi (Sy) = 
Ultimate Stress psi (Su) = 
Endurmce Limit psi (Se) = 
Mean Stress psi (Sm) = 
Stress Amplitude psi (Sa) = 
Stress Concentration Factor = 
Adj. Endurance Limit (Se') = 
Fatigue Limit psi (Sf) = 
Infinite Life cycles (Ne) = 
Fatigue Life cycles (Nf) = 
Operating Conditions: 20 Hertz for control surface d&ections of + 5" 
T = Journal Idfe for 20 Hertz Fk-equency @ f 5 "  
T = Nf/w = w 8 8 4 7 4 c y c l e s l  r l h r  1 
Journal Fatigue Analysis for Upper Limit Operating Conditions 
Yield Stress psi (Sy) = 270000. 
Ultimate Stress psi (Su) = 280000. 
Endurance Limit psi (Se) = 140000. 
Mean Stress psi (Sm) = 64382. 
Stress Amplitude psi (Sa) = 64382. 
Stress Concentration Factor = 1.75 
Adj. Endurance Limit (Se') = 40000. 
Fatigue Limit psi (Sf3 = 83606. 
Infinite Life cycles (Ne) = 10000000. 
Fatigue Life cycles (Nf) = 11474. 
N 
Opera- Conditions: 50 Hertz for control surface deflections of 215" 
T = Journal Life for 50 Hertz Operating FLequency @ f 15" 
Figure 5. Journal Fatigue Analysis 
310 




Portable Linear Sled (PLS) for Biomedical Research 
Will Vallotton*", Dennis Matsuhiro*, Tom Wynn*, and John Temple*" 
ABSTRACT 
The PLS is a portable linear motion generating device conceived by 
researchers at Ames Research Center's Vestibular Research Facility and 
designed by engineers at Ames for the study of motion sickness in space. It is 
an extremely smooth apparatus, powered by linear motors and suspended on 
air bearings which ride on precision ground ceramic ways. (FIGURE 1). 
INTRODUCTION 
Bioaccelerometers in the inner ear sense head motion and orientation 
relative to Earth gravity. These sensors automatically control eye position during 
head motion to ensure stable vision. An important objective of NASA's 
Biomedical Research Program is to understand how this system adapts to 
weightlessness and re-adapts to Earth gravity on return from space. To achieve 
this objective, responses must be recorded during well-defined, well-controlled, 
noise-free (<.001 g) linear oscillations. Linear sleds to provide such 
accelerations to human and animal subjects already exist at Ames. The 
purpose of the present report is to present a description of a new portable linear 
sled (PLS) designed to be transported to a pre-launch and post-landing test-site 
in Russia for pre- and post-flight testing of rhesus monkey responses. The 
paper will focus on the mechanical design of the PLS, as well as the problems 
and solutions found during design and system development and deployment. 
PROJECT REQUIREMENTS AND PERFORMANCE SPECIFICATIONS 
This project required the design of an exceptionally smooth linear motion 
sled capable of distortion free sinusoidal motion. Unlike current Ames models 
which ride on large granite blocks, it had to be portable allowing it to be 
transported to different locations and to be carried and set up by hand. In 
addition, there were only 22 months to take the project from initial concept to 
operational status in Russia. 
*NASA-Ames Research Center, Moffett Field, CA 
**Sverdrup Technology Inc., Ames Division, Moffett Field, CA 
The performance specifications of the PLS were derived from the needs 
of the Principal Investigators to have a linear sled capable of smooth, distortion 
free sinusoidal motion to: 
Prevent "cueing the test subject that a change in direction had 
occurred or was about to occur. 
Allow the use of simple single frequency Fourier analysis vs. 
more rigorous analyses that would be required if distortion or 
non-linearities were present. 
Distortion and noise levels were not to exceed .001g. This requirement 
was dictated by the science community as being just below the threshold of 
perception of human and animal subjects and therefore, necessary if the data 
was to be free of ambiguity. It encompassed all noise and vibration caused by 
the PLS structure, drive system and controls. Vibrations coming from the site 
locations or installation (external sources) are not included in the .001g noise 
limit requirement. 
The drive system is designed to requirements for generating sinusoidal 
acceleration with a peak value of 1 g at frequencies ranging from 1 to 5 Hz. 
Maximum peak to peak travel of 20 inches occurs at 1 Hz and 1 g. Peak to peak 
travel at 5 Hz and 1 g is .8 inches. It was also required that the system be 
capable of either horizontal of vertical operation. (FIGURES 1 and 2). 
DESCRIPTION OF THE PLS SYSTEM-MECHANICAL 
The PLS consists of an air bearing supported, linear motor driven 
carriage. Trunnion mounted to the carriage is a capsule designed to 
accommodate a rhesus monkey. When operating vertically, the 650 Ib. weight 
of the carriage and capsule are balanced by an air powered equilibration 
system. This system consists of 95 psi air applied to a 3" diameter piston. The 
piston and it's cylinder reside along the central axis of a 7" diameter by 84" long 
reservoir cylinder. Air is ported from the reservoir into the pressure side of the 
piston. A 112" diameter polished steel rod is connected to the piston. It passes 
through a seal and is, then, joined to a 114" diameter wire rope, routed 
over two sheaves and connected to the carriage. (FIGURE 2 ). 
The reservoir in pressurized until the weight of the carriage and capsule 
are exactly balanced at the mid-travel position. The ratio of displaced volume to 
total system volume is such that the pressure balancing force variation (even for 
the 20 inch travel) is just over 2.5% at the travel extremes. 
Similar air equilibration systems, which greatly ease motor control, have 
been used successfully for many years in aircraft motion simulators at Ames. 
The capsule position on the carriage can be oriented about three 
independent axes. The monkey's behavior is monitored as it is taken through a 
program consisting of many sinusoidal acceleration profiles with different 
capsule orientations in both the horizontal and vertical operating configurations. 
The interior of the capsule can be completely blacked-out during motion 
generation or the cover over a large window directly in front of the subject's 
head can be removed. A point-light source is also used in the studies with the 
window covered. 
Referring to FIGURE 3, the portion in the lower center of the figure is 
called the "backbone". It consists of two roughly 6"xI2"x84" long, honeycomb 
structures bolted to the sides of the rectangular aluminum structure housing the 
equilibrator assembly. To the upper surface on each side of the backbone are 
bolted the hollow, ceramic rails (or ways) on which the air bearings ride. Also 
bolted to the backbone are the motor coil assembly, and the "foot" which 
supports the entire system when operating in the vertical mode. The carriage 
itself, which resembles a reclining capital "E" in cross section in the figure, is 
also a honeycomb structure. It is made in two, roughly "C" shaped sections for 
portability and joined along the centerline at assembly. 
The ceramic rails were manufactures by Wilbank Division of Coors 
brewing company, at Portland, Oregon to specifications dictated by the PLS 
project engineers. Each rail consists of two, roughly 6" square by 112" wall by 
84" long, aluminum oxide ceramic tubes. After firing, the sets of tubes were 
bonded together and all outside surfaces were ground to a 16-20 micro-inch 
finish. Once they are fired, the rails can only be machined using diamond tools. 
The very low "flying height" of the air bearings requires that the surfaces of the 
rails be extremely smooth and flat. Flatness, parallelism and perpendicularly 
were held to less than 0.001" over their entire length and the flatness, over any 
6" length of the surfaces, was held to less than 30 millionths (0.000030) 
of an inch. 
One half inch thick ceramic plates were bonded into place to 
close the tubes and a number of holes were bored through both the upper and 
lower surfaces so that tubular, ceramic inserts could be bonded into place for 
mounting the rails to the backbone. 
The air bearings are state-of-the-art and operate with a flying height of 
only 0.0003". They are 5.6" in diameter and about 3" high. Two different 
configurations are used, ball joint mounted and rolling diaphragm mounted 
units (FIGURE 4 ). The two types of bearing assemblies are mounted in 
opposed sets. The ball joint mounted types establish the position of the 
carriage relative to the rails and the rolling diaphragm type permit tiny variations 
in the rail thickness. Both types allow for the minute variations in parallelism 
and perpendicularly. The minimum pressure required to float the carriage is 
about 25 psi. The optimum pressure, from the standpoint of system stiffness, is 
56 psi. 
Only the rail on the left side in FIGURE 3 is used to guide the carriage 
parallel to the motor axis (in the horizontal plane). Counterweights 
approximately equal to the mass or these bearings are added to the carriage on 
the opposite side to maintain mass symmetry about the motor thrust axis. 
Both rails are used to support the dead weight load in the horizontal 
operating mode and to react the overturning moment in both the vertical and 
horizontal modes. 
A light weight gantry crane was designed, built and shipped to Russia 
with the rest of the equipment so that it could be used to unload equipment and 
to erect the 2000 pound PLS into the vertical operating position. The very tight 
schedule did not permit time even to try out this system at Ames. After a few 
bugs were ironed out, though, it worked very well at the Russian site. 
(FIGURE 5 ). 
ELECTRICAL-ELECTRONIC 
The drive system for the PLS consists of a brushless DC, 
3-phase, linear motor, with a total stroke (displacement) greater than 20 inches; 
a 3-phrase, Pulse-Width-Modulate (PWM) power amplifier using an optical 
position encoder to generate the commutation switch-over commands; and an 
isolation transformer which could operate from 3-phrase 380 volt, 50 Hz supply 
or from a 3-phrase 480 volt, 60 Hz supply. 
The motor is comprised of a configuration of eight coils and four 
permanent magnet assemblies (referred to as 'magnet tracks'). Two coils are 
aligned end-to-end in each magnet tract with four of these, two coil, assemblies 
arranged in parallel (FIGURE 6 ). The eight coils are each 5-pole, 3-phase units 
with a thrust coefficient of 20 pounds per amp. 
The coil configuration was chosen to permit up to 640 pounds of sliding 
weight to be accommodates without causing over-heating problems. The 32 
amps required to accelerate the 640 pound mass to one g requires only four 
amps per coil. With the heat load reduced it became possible to air cool the 
motors and to avoid water cooling and the operational problems that water 
would create. 
The coil assemblies are constructed entirely of non-ferrous materials 
which permits operation without the 'cogging' effects which occur when a 
ferrous material enters or leaves the magnetic field surrounding a permanent 
magnet. This cogging effect can cause unwanted accelerations far in excess of 
the one milli-g smoothness required for the PLSis motion. 
The coil assemblies are fixed and the magnet tracks are required to 
move as part of the carriage assembly payload. The coils weighed no more 
than a pound or so each and the magnet track assembly weighs over one 
hundred pounds, so from the standpoint of reducing payload weight it would 
have been better to reverse the situation. However, mounting the coils and 
moving the magnet tracks permitted hard wiring the stiff, heavy, power cables 
and mounting the bulky air cooling lines rigidly to the backbone and this 
advantage was deemed far more important than the payload weight 
consideration. 
The maximum displacement of the carriage is 20 inches peak-lo-peak (at 
one g and one Hz, as mentioned earlier). The magnet tracks had to be long 
enough to permit this motion and still have the coils contained within a uniform 
magnetic field. The coil length is 12.4 inches and since there are two coils, end- 
to-end, in each magnet track, this requires a magnet track length of 48 inches. 
(FIGURE 6). 
The control system for the PLS is a Digital Signal Processor (DSP) 
based, digital controller card located on the bus of an IBM compatible PC. The 
DSP controller card accepts position feedback from the carriage of the PLS, 
compares the coded position against the desired acceleration, and generates a 
command for the motor drive amplifier which will achieve the desired condition. 
The desired acceleration waveform is generated by the digital controller from 
the frequency and amplitude commands input by the operator to the control 
program for the particular test to be run. The actual waveform is obtained from 
the optical position encoder located on the carriage. 
The controller operating software was successful in generating an 
operating scenario which allowed frequencies of 0.25 Hz to 10Hz to be 
generated at acceleration levels (g-levels) of 0.005 to 1.0 g, were run in 
Moscow to simulate space craft motions at the request of the Russian 
investigators. The PLS performed these loadings without any difficulty. 
A separate, stand-alone safety system is used which continuously 
monitors the performance and operating conditions of the PLS and ensures that 
unsafe conditions are not allowed to persist. The safety system monitors motor 
coil temperature, air-bearing supply pressure, carriage position limits, carriage 
over-speed, power amplifier conditions, motor current limits and motor set-up 
procedures. Movement is not permitted to begin if any of these parameters are 
in an unsafe condition. I f  unsafe conditions occur during operation, the safety 
system will initiate a programmed shutdown while maintaining safe 
deceleration characteristics. 
DESIGN PROBLEMS AND SOLUTIONS 
The motor that was finally selected (manufactured by Trilogy Motor 
Company of Webster, Texas) was the third in a series of candidates for the job. 
All linear motors have extremely high attractive forces between magnet 
and coil elements. In the standard, single interface configuration, used by the 
other motor candidates, it would have been required that these forces be 
reacted by the air bearings. At maximum motor thrust the attractive force can 
reach 3000#. This is approximately three times the design capacity of the 
bearings. An attempt was made to design around the problem using a second 
motor candidate which promised slightly lower attractive forces, but without 
much success. 
In the Trilogy motor design, the magnets are arranged on either side of 
the coil in a strong 'Uu shaped frame so that the attractive forces are balanced 
and there is no net reaction which must be carried by the air bearings. 
Needless to say, the introduction of this motor design was a real high water 
mark in the design process. 
Like the motors, the rails are the third in a series of candidates designed 
to fill their function. The first set of rails was designed around the capabilities of 
an exclusive manufacturer of furnace brazed, aluminum foam composites. 
Each rail was to be made in three sections (because of the size limitation of the 
brazing furnace) and joined end-to-end. The air bearings were to operate on 
either side of the splice between two sections. Each section was to be ground 
and lapped to the final dimensions and finish. Unfortunately, the manufacturer 
of this system was unable to guarantee delivery of the finished product in a time 
frame which was compatible with the schedule for developing the PLS. 
The second set of rails was based on an aluminum honeycomb 
composite structure. Finishing was to be done in the same manner as the first 
system, except that, without the constraint imposed by a brazing furnace, it was 
decided that they could be made in single, 84" long units. However, when the 
air bearing designer-fabricator was made aware of the change from three short 
sections to one long one, he strongly advised against it on the grounds that the 
grinding and lapping would be prohibitively time consuming and expensive. 
He recommended the ceramic rail approach which was finally developed for the 
PLS. 
The extremely tight schedule for developing and checking out the PLS 
required that the motors and control system be tested in a parallel effort with the 
manufacture of the air bearings, rails and carriage structure. In order to do this 
a system (shown in FIGURE 7) was devised to simulate the configuration and 
mass of the PLS. This relatively inexpensive rail and ball bushing system was 
very stiff in the drive plane. Obviously, it couldn't be made nearly as smooth 
and friction free as the air bearing system, but it was adequate for motor check 
out and for control system and software de-bugging and refinement. The 
upside-down arrangement shown in the figure eased mounting problems and 
did not effect the performance. 
IMPORTANT CONSIDERATIONS IN AIR BEARING DESIGN 
The most important reasons for choosing air bearings over more 
conventional rolling or sliding bearings are as follows: 
To reduce friction 
To increase life 
To reduce mechanical noise 
To increase accuracy 
TO provide the ability to dampen mechanical resonances 
The first three items are guaranteed by the non-contacting nature of air 
bearings. With regard to the fourth item, air bearing systems have been 
designed for dimensional control down to the micron range. The last item was 
especially important to the development of the PLS because the requirement for 
light weight structures severely limited the amount of stiffness that could be built 
into the system. Air bearings can be designed with tuned internal cavities and 
restrictors such that particular frequencies can be selected or avoided. Space 
does not permit a detailed discussion of exactly how this is accomplished. A 
number of factors such as bearing gap and diameter, rail smoothness and 
flatness, laminar flow quality, flow restrictor type, etc., must be taken into 
account in this process. 
In a system with near perfectly parallel rail surfaces, all bearings could be 
of the fixed gap (ball and socket) type. These systems are approximately 40% 
stiffer than the one used in the PLS. However, the requirement for relatively 
inexpensive, light weight rails demanded that they be less accurately made 
and, therefore, that a pre-loading device be used in half of the units as 
discussed earlier. The rolling diaphragm units are much easier to install and 
adjust than fixed spring type pre-loaders and have a much lower risk or 
resonance. 
OPERATING RESULTS AT NASA-AMES 
The PLS system was assembled at Ames and checked out completely for 
horizontal operation in July '92; two test subjects were run at 0.1, 0.3, 0.35 and 
0.5 g-levels at all integer frequencies from 1 to 10 Hz. The PLS system was 
judged to perform satisfactorily and to meet the system test objectives even with 
a few deficiencies present. 
The most obvious deficiency was the acoustic noise present when 
operating at high amplitude displacements and frequencies. However, since 
this acoustic noise was several hundred Hz's higher frequency than the data 
bandwidth, it was concluded it would not affect the test results and no further 
effort was made to eliminate it. 
OPERATING RESULTS IN RUSSIA 
The location of the operating lab in Russia was changed from the second 
floor room previously designated; it is on the ground floor and, fortunately, 
slightly larger than anticipated. The floor is not as rigid as the one at Ames. It is, 
however, much more rigid than the floor of any room on the second floor would 
have been. The larger room, (particularly the higher ceiling) reduced the 
acoustic coupling into the accelerometer used to measure the PLS's 
performance. The acoustic noise is approximately I OdB greater than that 
achieve at Ames. A 15-20 dB increase in harmonic distortion was due two 
factors: 
The floor in Russia is much more compliant than the floor at Ames. 
The AC power line frequency of 50 Hz is less well conditioned and 
regulated than that at Ames. 
The increase in harmonic content is more noticeable at 0.5 g level and 
higher; therefore 0.5 was selected as the maximum g- loading to be used. 
However, since the Russians did not want to expose the test subjects to g- 
levels higher than 0.5 g anyway, for fear of instrument failures, this limitation did 
not represent an additional constraint. 
As mentioned earlier, the Russian investigators requested that the PLS 
be used to simulate the motion environment of the spacecraft in orbit. This 
required that it operated at frequencies as low as 0.25 Hz and at acceleration 
levels as low as 0.005 g. The PLS was not designed for, and was never 
operated (at Ames) at these, ultra-low g-levels and frequencies. However, the 
system performed without problems except that the accelerometer used to 
measure and display sled performance (but not used for control purposes) does 
not have sufficient dynamic range to measure accurately these ultra-low levels. 
The low frequencies did not degrade the performance of the accelerometer as 
did the low amplitude of acceleration. The accelerometer incorporates a nul- 
balance servo system which has DC (or zero Hz) frequency response. A 
different signal conditioner will have to be used if these ultra-low loading are to 
be repeated in an effort to obtain higher signal amplitude outputs to improve the 
signal-to-noise ratio. 
RUSSIAN PROBLEMS IN RUSSIA 
The machine and its support equipment were shipped to Russia in a total 
16 large, heavy crates. Three weeks of intensive labor for three to five people 
was required in order to set up and check out the sled at the site. The change of 
location of the lab from the second to the ground floor helped, but certainly did 
not eliminate, the serious, hand-powered logistic problems. A method of lifting 
and transporting the heavy elements of the machine and the electronic racks 
and other heavy, bulky equipment had to be built and checked out in advance 
and shipped over with the machine (FIGURE 8). At the site, a method of 
providing about 40 feet of rolling surface from the nearest paved road to a door 
in the side of the building had to be devised so that equipment could be moved 
from the parking lot, siaging area inis the room which became the operating lab. 
(FIGURE 9). 
Virtually everything that was required to set up and operate the 
equipment in Russia had to be shipped over. All tools, fasteners, adhesives, 
power cables, grout and mortar, even paper towels and toilet paper had to be 
sent over because these things are simply not available there. Even the 
compressor to supply air to cool the motors and to float the air bearings had to 
be sent over because "shop air" was practically unheard of. Bottled air was 
available but in short supply and it was determined, in tests at Ames, that 
operating the PLS required one bottle of compressed air about every twenty 
minutes. 
The compressor is powered by a 23 horsepower, gasoline engine. The 
noise and exhaust problems required that it be located outside the main 
building. The Russian winters and the possibility of losing the precious battery 
and fuel tanks required that the compressor be in its own, securable building. 
An assemble-in-place metal building had to be sent over with all the rest and a 
foundation had to be devised to set it up on. (FIGURES 10 and 11). 
The lab at Ames was near clean-room quality. The room at the Institute 
for Biomedical problems in Moscow left a great deal to be desired from the 
cleanliness standpoint. The floor consists of terra cotta tile which had been 
applied directly to an earthen floor with mortar which varies from 112 to 1 " thick. 
As a result, about 10% of the tiles are loose in their sockets and produce a 
constant stream of gritty dust as they are walked on. Repairs were made to the 
worst areas of the floor at the time the pads for mounting the machine were 
poured. However, the room remains dirty and dusty despite repeated wiping 
and vacuuming. This situation probably caused the air bearing "crash" 
experienced mid-way through the pre-flight test program. Replacement of the 
air bearing and repair of the ceramic rail was very expensive and difficult to 
accomplish without serious interference with the test schedule. 
SUMMARY AND CONCLUSIONS 
In spite of all the hazards and difficulties, the operation has been very 
smooth and, for the most part, trouble free. As of the present writing, all pre- 
flight testing has been completed. 
The'concern on the part of the Russian staff over the possibility of test 
subject instrumentation failure precluded testing in the vertical configuration. 
However, the machine was operated in that mode for the first time at the 
Moscow site and it performed extremely well. There is still a possibility that 
vertical testing will be performed after all other, post-flight tests are completed, 
since instrumentation failure at that point would not have disastrous 
consequences. Vertical operating capability will, no doubt, prove invaluable in 
future tests, both here at Ames and at other, more remote sites. 
The space flight is currently scheduled to begin on December 29, 1992. 
And post-flight testing will begin immediately after the landing 10 to 14 days 
later. 
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Laminar Flow Supersonic Wind Tunnel -- j /y+&f~ 
/' 
Primary Air Injector 
Brooke Edward Smith * 
A b s t r a c t  
This paper describes the requirements, design, and prototype testing 
of the Flex-Section and Hinge Seals for the Laminar Flow Supersonic Wind 
Tunnel Primary Injector. The supersonic atmospheric Primary Injector 
operates between Mach 1.8 and Mach 2.2 with mass-flow rates of 62 to 128 
lbm/s providing the necessary pressure reduction to operate the tunnel in 
the desired Reynolds number (Re) range. 
I n t r o d u c t i o n  
Research in supersonic flow has been reawakened with the recent 
interest in the commercial supersonic transports such as the High Speed 
Civil Transport (HSCT). Creating low-disturbance, laminar flow at 
supersonic speeds inside a wind tunnel has been elusive. The Laminar 
Flow Supersonic Wind Tunnel (LFSWT) at NASA-Ames Research Center will 
support supersonic laminar flow control research using a radically new 
design approach. Most wind tunnels, regardless of speed have either a 
blow-down or recirculating configuration. Blow-down tunnels are normally 
limited by the supply volume of compressed air. Recirculating supersonic 
wind tunnels are usually pressurized and require heat exchangers to 
remove the adiabatic-compression-temperature rise during each circuit. In 
addition, temporal and spatial turbulence is also a problem. 
The LFSWT at NASA-Ames Research Center is a radical departure 
from existing wind tunnel designs. The LFSWT is a continuously operating, 
quiet flow, supersonic wind tunnel utilizing a nonspecific centrifugal 
compressor, settling chamber, nozzle, test section, two atmospheric air 
injectors, and the Center's existing 207 bar (3000 psi) air system (Figure 
1). Most supersonic wind tunnels operate at higher than atmospheric 
* NASAIAmes Research Center, Moffett Field, CA 
pressure and all are "noisy" or high disturbance wind tunnels. Quiet 
supersonic wind tunnels are defined as tunnels with pressure fluctuations 
of 0.05% or less in the test core.' Wind tunnels are described by the size of 
the test section. The LFSWT is 20.32 cm (8 in.) high by 40.64 cm (16 in) 
wide. Mass-flow rates for the test section range up to 9.52 kg/s (20 
lbm/s) with speeds ranging from Mach 1.6 to Mach 2.5. Reynolds numbers 
(Re) will range from one million to five million. To achieve the low end of 
the desired Re, the tunnel stagnation or total pressure (Po) must be below 
the minimum exit pressure (PE) at the throat. The stagnation pressure is 
the pressure created by bringing the flow to rest isentropically. This 
means the LFSWT must operate with a compression ratio uniquely less 
than unity (Po/PE down to 0.6251 with Re=l million per foot at Po = 0.34 
bar (5 psia)).l To achieve a lower stagnation pressure than the capability 
of the compressor, two supersonic air injectors were utilized down stream 
of the test section. Taking advantage of extremely high mass-flow 
capability of the compressor (much higher than the 20 lbm/s required 
from the test section), two full-scale, supersonic ambient air injectors, 
Primary and Secondary, are used in the LFSWT. Supersonic air injectors 
create jets of low pressure, high energy air downstream of the test section. 
Air injectors are designed in pairs, opposite of one another. The low 
pressure created downstream reduces the Reynolds number and test 
section exit pressure into the desired range. Thus, by using two air 
injectors, the tunnel operates at lower pressure than the downstream 
indraft air compressor is capable of achieving. The first injector has a 
variable mass-flow and mach number. The second injector has a fixed 
geometry, a constant mass-flow of 95.2 kg/s (200 lbm/s), and an exit of 
Mach 2.0. 
This paper will address the unique design requirements, full scale 
prototype development, and consequent design solutions for the Primary 
Injector (Figure 2). 
The Primary injector is composed of two pairs of four moving component 
sub-assemblies; the Slider Assembly, the Flex-Section, the Contoured 
Throat Plate, and the Hinge Plate. The Contoured Throat Plate is actuated 
by two sets of ball screws. One set of hand-operated ball screws controls 
the injector nozzle throat and the other set actuates the nozzle exit. Each 
ball screw set can be moved independently of the other. Moving the 
throat ball screw set varies the mass-flow rate through the nozzle. Moving 
the nozzle exit ball-screw set varies the exit velocity. The system was 
designed to be infinitely adjustable and to be repeatable within the design 
criteria described below. Infinite adjustment required that only one end 
of the mechanism assembly be fixed. The exit end of the Hinge Plate is 
attached to the tunnel side walls via an 88,960 N (20,000 lbf) radial 
capacity hinge. As the Contoured Throat Plate is positioned from 
maximum mass-flow rate and Mach number to the minimum mass-flow 
rate and Mach number, the Hinge Plate oscillates through f 20 O .  The Flex- 
Section is fixed to both the Contour Throat Plate and the Slider Assembly. 
The Slider Assembly allows only longitudinal motion and has a low 
pressure, sliding seal. When changing the nozzle and exit positions of the 
Primary Injector, the Contour Throat Plate moves longitudinally and 
rotates simultaneously. The Flex-Section and Slider Assembly combine to 
form a flexible, continuous duct through out all design parameters. 
Overall Design Parameters 
Speeds in the Primary Injector nozzle range from Mach 1.8 to Mach 
2.2 while the injected mass-flow range changes from 30.46 kg/s to 60.92 
kg/s (64 lbm/s to 128 lbm/s). Inside the injector and mixing region, the 
flow is unstable and, consequently, structural vibrations are high. Nozzle 
and exit geometries must be repeatable to within 0.136 mm (0.005 in). To 
insure accurate and repeatable measurements of the throat and exit 
geometries, optical encoders coupled to eight (four each side) zero- 
backlash ball screws are used for positioning. External pressure loads 
range from 0.136 bar (2 psia) at the two inlets to 0.92 bar (13.5 psia) in 
the mixing region. Due to the low internal pressure, all hinge and flex 
joints and sliding plates must be leak-tight and maintenance free in all 
positions. Slight leaks perpendicular to the flow will severely decrease 
injector performance. Pressure loads created during operation deflect the 
50.8 mm (2 in.) thick Side-Walls so that moving the Contour Throat Plate is 
not possible. The structure required for throat and exit adjustment during 
operation was not feasible. 
Sealing Requirements 
To seal the sides of the Slider Assembly, Flex-Section, Contour Throat 
Section and Hinge Plate a continuous, longitudinal, 114 nominal, buna-N 0 -  
ring was used on each side. A simple sliding motion study determined that 
the O-ring would not fail by twisting longitudinally inside the O-ring gland 
during repositioning (Figure 3). 
DesignIPrototype Development 
Development and prototype testing concentrated on the Flex-Section 
and the Hinge Joints. The Flex-Section is between the Slider Assembly and 
the Contour Throat Plate. The hinge joints are between the Contour Throat 
Plate and the Hinge Plate and between the Hinge Plate and Bridge Plate. 
Flex-Section Development 
The Flex-Section Prototype was made from 0.81 mm (0.032 in) thick 
C1095 spring steel and a medium viscosity, adjustable durometer 
polyurethane (Figure 4). The urethane was cast to the spring steel to form 
a O-ring gland for the longitudinal O-ring seal. Speeds in the Flex-Section 
begin at Mach 0.3 and terminate at Mach 0.8 just before critical flow in the 
Contour Throat Plate. Bend testing of the prototype far beyond the 
operating range of motion yielded no problems. Two changes were made 
to the final design. First, the O-ring gland was moved downward until the 
bottom of the O-ring gland was formed by the spring steel. Urethane 
formed the other two sides. For the second modification, a 6.3 mm (0.25 
in.) layer of polyurethane was bonded to the back side of the spring steel 
to dampen and lowered the spring steel's natural frequency (Figure 5) .  
Hinge Seal Development 
Two zero-leak hinge joints are required. Each hinge joint must seal 
across the  axis of hinge motion and seal longitudinally, using the linear O- 
ring seal. The range of motion for the hinge is +- 20' past center. 
Three hinge concepts were tested and two failed. As with many 
great ideas, the translation from the concept/design phase to the testing 
phase was not always satisfactory. 
Hinge Concept No. 1 
The initial series of three prototypes only used the polyurethane 
rubber to form the flexible hinge section (Figure 6). (This idea is similar to 
the living hinges on plastic cases). If this concept had worked an O-ring 
gland for the longitudinal O-ring would have been cast into the hinge. Two 
of the prototypes had a triangular hinge joint design. The angle was 
determined by the maximum combined stress from the shear and tensile 
properties of the polyurethane material. Spacing between the metal parts 
was varied to determine the joint shear strength versus bending 
resistance. The third prototype had two straight joints perpendicular to 
the flow surface. 
Test Results 
Bending tests were performed using the Material Test System MTS 810 
and Graphtec X Y Recorder. Force verses deflection graphs were plotted. 
The joint deflection was limited to 20 degrees. The first and second 
prototypes delaminated around the tip of the radiused triangle. 
Delamination and tears in the material were caused by strain over too little 
material. The third prototypes did not fail visibly, however the material 
continued to relax with sustained loading. In ternally, the molecular bonds 
were breaking and would eventually fail, similar to an old rubber band. 
Shear tests on the joints were not performed. 
Hinge Concept No 2. 
The second series of prototypes was a combination of two ideas. A 
mechanical hinge on the top of the joint would eliminate the shear and 
some tensile loading from the polyurethane hinge seal. Since seal strength, 
other than pressure loading, was not important, three more hinge 
prototypes were fabricated with 60 durometer (softer) polyurethane 
instead of the 80 durometer polyurethane used in the first series (Figure 
7). Installing the hinge on the top of the joint forced the seal to stretch 
outside the neutral axis of the seal. The trapezoidal seal shape was defined 
by a line from the center point of hinge action to the sealing edge. 
Calculations based on the allowable strain for the polyurethane determined 
the joint angle. To reduce the tensile forces required to open the hinge and 
compression forces required to close the hinge, two composite hinge seals 
were fabricated. The third seal was solid polyurethane. The Contoured 
Throat Plate and Hinge Plate material was changed from A-36 steel to 
6061-T6 aluminum to reduce part machining time. The first prototype 
contained trapezoidal foam cores, each 3 inches long. Between the soft 
foam cores, a solid 12.7 mm (0.5 in.) rib of urethane material remained. 
The trapezoidal foam cores were smaller than the joint and surrounded by 
a 9.5 mm (0.375 in) thick urethane layer. The ribs helped restrain the thin 
seal membrane from folding into the air flow when the hinge joint was 
closed. The foam also helped reduce the actuation forces during operation. 
The second prototype contained seven, 9.5 mm (0.375 in.) diameter, 30 
durometer, closed cell, neoprene cords strung laterally along the joint in a 
trapezoidal formation. Again the softer material reduced the actuation 
forces and stress on the joint during fabrication. The last prototype was 
solid, 60 durometer polyurethane. Each sample was oven cured to full 
strength before testing. 
Test Results 
The most promising design, the trapezoidal foam core prototype was tested 
first. Again the MTS 810 and graphic recorder test apparatus was used 
and the same parameters of force versus deflection were plotted. The 
prototype delaminated along the outer flow side. However, the foam core 
concept seemed to restrain the flow-side membrane from popping out into 
the air flow when the joint was compressed during closing. The second, 
neoprene cored prototype did not delaminate. Actuation forces were not 
excessive. However it was the second prototype that called to our 
attention another design flaw. Because of the off-center hinge point, the 
strain in the bottom fibers was the highest. This caused the bottom 
corners of the seal to draw inward, away from the longitudinal O-ring seal 
on the side walls. This effect was created by a volumetric, (Poisson's) 
contraction due to the strain in the bottom fibers. The third, solid 
prototype failed at both the joint and in the middle of the seal. In all three 
cases, the stresses and strains were well within the manufacturer's 
recommendations. If the polyurethane hinge seal was to be used, the 
maximum strain had to be no more than 25 percent of the strains we 
tested. 
More Design Concepts 
Three more design concepts were considered. In each we tried to 
overcome the limitations of the material and meet the design criteria of 
20" in each direction. The design concepts became more and more 
complicated requiring more prototype testing. 
Final Design 
The final design was a radical departure from the previously described 
hinge seals. Prototype testing of the Flex Plate inspired a similar design 
approach for the hinge seals (Figure 8). Two U-shaped pieces of stainless 
steel sheet with cast O-ring glands provided the sealing around both 
hinges. The hinge design was mechanically limited by the amount of 
travel in the downward position. The upward rotation was not directly 
limited, however, the seal sheet could only withstand so much rotation 
without permanent deformation. The skeet thickness was a compromise 
between buckling strength and bending stress. To eliminate the large 
bending stresses, the sheets were rolled to the average bend radius, thus 
dividing the required deflection. This modification did, however, 
complicate the mold required to cast the polyurethane O-ring gland onto 
the sheet. To confirm the seal design and the influence of the 
polyurethane on buckling strength, a PatranINastran computer analysis 
was performed. The bucking strength was only increased by 2 psi with 
the polyurethane added. 
Conclus ion  
The final design of the key sealing areas in the Primary Injector 
included three flexible composite seals. Each seal had an O-ring gland cast 
into each side to provide longitudinal sealing of moving parts. All parts 
are in fabrication at this time. The first test will be an F-16XL Aircraft 
wing in support of the Supersonic Laminar Flow Control (SLFC) studies. 
Lessons Learned  
1) Keep the design simple. 
2) If you have a novel solution to a unique problem, test it first. 
3) Simple models can be made to test and confirm ideas. 
4) If your solution doesn't work the first time, don't take it too 
seriously. ( Don't give up!!) 
5) Keep the project in perspective. 
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Figure 1 .  Laminar Flow Supersonic Wind Tunnel (LFSWT) 
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Design and Test of Electromechanical Actuators for Thrust 
Vector Control 
J. R. Cowan* and Rae Ann Weir* 
National Aeronautics and Space (Administration 
Marshall Space Flight Center 
ABSTRACT 
New control mechanisms technologies are currently being 
explored to provide alternatives to hydraulic thrust vector control 
(TVC) actuation systems. For many years engineers have been 
encouraging the investigation of electromechanical actuators (EMA) to 
take the place of hydraulics for spacecraft control/gimballing systems. 
The rationale is to deliver a lighter, cleaner, safer, more easily 
maintained, as well as energy efficient space vehicle. In light of this 
continued concern to improve the TVC system, the Propulsion 
Laboratory at the NASA George C. Marshall Space Flight Center (MSFC) 
is involved in a program to develop electromechanical actuators for 
the purpose of testing and TVC system implementation. Through this 
effort, an electromechanical thrust vector control actuator has been 
designed and assembled. The design consists of the following major 
components: Two three-phase brushless dc motors, a two pass gear 
reduction system, and a roller screw, which converts rotational input 
into linear output. System control is provided by a solid-state 
electronic controller and power supply. A pair of resolvers and 
associated electronics deliver position feedback to the controller such 
that precise positioning is achieved. Testing and evaluation is 
currently in progress. Goals focus on performance comparisons 
between EMAs and similar hydraulic systems. 
INTRODUCTION 
Recent studies have shown that hydraulic actuation systems cost 
the space program many valuable hours for tests, maintenance, and 
repairs. During the typical turnaround cycle for a space shuttle orbiter 
and its integrated systems, many maintenance personnel inspect the 
entire vehicle, repairing hydraulic leaks and examining lines, while at 
the same time qualifying each hydraulic unit for its next flight. 
Qualification alone necessitates extensive hours, or about 10 per cent 
of the total inspection time. Estimates submit that fully electric 
orbiters could possibly be readied for flight ten days earlier than 
hydraulic ones. These problems affecting mission readiness have 
prompted investigations by NASA into alternate actuation systems for 
use in existing space applications, as well as new programs soliciting 
heavy lift TVC technology. Some reservations of implementing electric 
TVC systems into these very new programs overshadow the fact that 
EMAs have been in service for more than thirty years. A good 
example of an early EMA technology application is the Redstone 
Missile in the 1950's. In this system, an electrical chain drive actuated 
air fins for aerodynamic steering. As early as 1972, NASA engineers 
expressed concern over the space shuttle's hydraulic system due to 
difficult maintainability and some minor inefficiencies. In the last few 
years, many advances in the fields of power electronics and motor 
technology have renewed interest in the use of EMAs for both low and 
high power actuation in space applications. In 1987, the Control 
Mechanisms and Propellant Delivery Branch at MSFC designed and 
tested an electromechanical propellant valve actuator applicable to the 
space shuttle main engine. It performed as well as, and in some areas 
better than its hydraulic counterpart. Therefore, realizing the potential 
what this new science can provide for space vehicle actuation systems, 
MSFC has undertaken this project to explore the full potential of EMAs. 
After fine tuning of the hardware and system, implementation of a 
family of EMAs designed for use in multiple applications will follow. 
DESIGN 
The electromechanical thrust vector control (EMTVC) actuator was 
designed to meet basic loading requirements necessary to support 
future heavy lift space vehicles. These requirements are given in 
Table 1. The primary mechanical components of an EMTVC actuator 
can be seen in Figure 1. These components are, 1) some type of 
electric motor, 2) if needed, a gear train, and 3) a linear screw. Figure 
2 shows an assembly drawing of the EMTVC. 
Table 1. Basic Design Requirements 
Dynamic Load Capacity: 35,000 lb 
Linear Velocity: 5 in/sec 
Maximum Stroke: +/- 6 in 
Control: Two Channel Redundant 
Bandwidth: >3.0 Hz 
Linearity: < 2% 
Accuracy: < 0.050 inch 
I. Motors 
Several types of motors were considered for this application. 
Through careful deliberation and various trade studies, three-phase, 
permanent magnet (PM), brushless, direct current (DC) motors 
containing a large number of poles were chosen. A fundamentally 
sound design and combined overall characteristics helped finalize this 
choice. PM, brushless motors have high torque-to-weight ratios and 
high torque capability at low speeds. They are able to operate at high 
speeds with moderately linear output (torque versus speed) curves. 
The most significant feature of the brushless PM motor that proves 
most beneficial to the actuator is its ability to integrate into a 
redundant single shaft system. In this arrangement, a shorted 
winding proves to be less of a problem than would be expected. A 
shorted winding in a redundant electric motor system forces the fully 
operational motor to overcome drag torque produced by the failed 
motor. To overcome this drag torque, or generator effect, requires 
extreme overdesign in motor sizing unless a type of clutching device is 
used to separate the systems. Figure 3 shows important data 
necessary to the design of the entire motor scheme. As can be seen by 
the curve, at higher speeds drag torque decreases sharply. This 
decrease in drag torque occurs due to the multiplicative property that 
signal frequency has upon the inductive element in an electric motor. 
More poles in the motor make available a larger reactive component of 
the impedence, which increases the total impedence. Thus, a smaller 
current through the motor winding is created and, therefore, less 
power to cause drag on the system. Others have done work using this 
theory and have proven it with credible results. 
Characteristics of the motor used are: 
. Type: Three-phase brushless dc 
. No Load Speed: 9300 RPM @ 270 volts 
B Torque Constant: 34.6 oz-inlamp 
e Back EMF Constant: 25.6 v/1000 rpm 
. Dimensions: 5.50 inch O.D. 
x 5.045 inch length 
a Weight: 17 lb 
11. Gear  System 
To satisfy linear velocity requirements, a speed reduction is 
needed to the output shaft of approximately 9:l. The two pass gear 
system utilizes a design such that backlash is nearly eliminated (Figure 
4). Spur gears transmit high torques necessary to drive the system in 
either direction. A two piece idler shaftlgear allows for on assembly 
adjustment to aid in minimizing rotational play. Characteristics of the 
gear system are shown below: 
e Type of Gearing: Spur 
e Teeth: Involute, 20 deg 
e Face Width: 0.50 in. (1st pass) 
0.75 in. (2nd pass) 
e Material: Steel alloy 8620 
e Lubricant: Molybdenum disulfide Grease 
Internal gear stresses and tooth contact stresses were calculated, 
which directly affected structural sizing of the gears. 
111. Linear Screw 
Rotational motion is converted to linear motion using a roller 
screw. Roller screws are high efficiency linear devices which provide a 
robust means of transmitting very high loads with considerable 
accuracy. They consist of a threaded screw shaft and a nut which 
houses contacting rolling elements (Figure 5). Triangular threads, with 
an included angle of 90 degrees, are machined onto the main screw 
shaft. Thread pitch may range from 0.015 inch to as much as 1.250 
inches with 4, 5, or 6 starts. The rollers housed in the nut are 
machined with a single start triangular thread. Contact is made 
between the nut and shaft by the rollers. A barrelled thread form 
provides a large contact radius for high load carrying capacity and 
rigidity. 
Two critical areas of highest concern were: 
1) Dynamic load capacity for the given geometric envelope 
2) Shock load capability 
The Dynamic load rating in an application depends on the type 
and magnitude of the load applied, and the life of the screw in millions 
of revolutions. In a TVC system, the maximum dynamic load is only 
experienced at very short intervals during a flight. This characteristic 
duty cycle aids in compacting the actuators' geometry which, of course, 
is much to the advantage of the overall system design. Extreme shock 
loads and adverse environments may also be encountered on a 
mission. Transient shocks much larger than those loads experienced 
under normal continuous operation may be experienced by a TVC 
actuator at engine start up. Documentation shows that roller screws 
are best suited for these conditions. Data for the roller screw used are 
as follows: 
. Material: Shaft - 4140, Nut - 52100 
. Lead: 0.40 incheslrev 
0 Shaft Dia: 1.89 inches 
0 Lubrication: Molybdenum disulfide Grease 
Other linear actuation devices were considered for this 
application, although none proved as worthy, based on all literature 
and performance data, as the roller screw. 
IV. Electronic Controller 
The Control Electronics Branch of the Information and Electronics 
Systems Laboratory was responsible for the design and fabrication of 
the analog controller (270V, 100A, 27kW) for the TVC actuator system. 
A switching regulator in the controller pulse width modulates (PWM) 
the 270 volt power source (currently provided by a battery bank). 
The modulated source is then passed through a coupling inductor to 
provide current for a three-phase, six transistor, six step, bridge 
network. The six transistors in this network aided by two additional 
transistors used in the PWM process, as well as the regenerative 
circuitry are insulated gate bipolar transistors (IGBT) rated at 500V, 
200A. This bridge assembly provides the correct commutation of 
current to the motor windings. Synchronization is achieved by 
utilizing output applied to the commutation logic from motor Hall 
Effect devices. This logic also protects the circuit by ensuring that both 
transistors of a phase are not turned on simultaneously. Current is 
sensed out of the inductor by a separate Hall Effect device for current 
feedback to the controller. Position feedback is provided by the 
resolver at the output of the gear train. This signal is then 
compensated for the difference between measured position and the 
actuator position (at the output of the roller screw) before it is used 
for feedback to the controller. For redundancy purposes, a controller 
for each motor will be built. 
TESTING 
I, Facility 
A rigorous testing program is currently under way in a full scale 
hydraulic test facility at MSFC. Component and subsystem 
development from concept through flight qualification can be 
performed. This facility, originally constructed for Apollo and Space 
Shuttle TVC systems, contains operational test facilities such as fluid 
pumping systems, flow test benches, static load application test 
fixtures, and dynamic inertia simulators which are fully supported by 
instrumentation, data acquisition, and analysis equipment. Data 
acquisition equipment used for all tests consisted of a 200 Hz, 12 bit, 8 
channel computer operated system. Data analysis was performed 
using MATLAB based program. 
This facility will allow comparisons to be made of the EMA to 
similar hydraulic provisions. A broad spectrum of capabilities are 
available. 
Fluid power requirements for the entire facility are provided by 
several pumping systems. Two large units, when combined, have a 
flow capability of 800 gallmin at 5000 psig. Four small pumps 
provide fluid power to the smaller test fixtures. These units, rated 30 
gallmin at 3500 psig, may be combined to supply 120 gallmin total 
capacity. A separate pumping network rated 15 gal/min at an 
operating pressure of 8000 psig supports a high pressure prototype 
system. 
Hydraulic flow benches deliver directional flow and operational 
control to various test panels. Fluid manifolds and test blocks are 
available to interface with all standard servovalve and high flow 
deflector jet types. Pressure can be regulated from start-up to full 
system capacity. Flow and pressure instrumentation is available in 
real-time. 
A dynamic load simulator (Figure 6), originally configured to 
simulate structural compliance, inertia, and mounting provisions for 
the TVC system on the Solid Rocket Booster (SRB) of the Space Shuttle 
facilitates testing of the EMA. Tests such as frequency response, 
stability, and step response are discussed in more detail in the next 
section. 
Load stand characteristics are: 
Pendulum mass: 5000 lbm 
Moment arm: 65 in 
Dynamic spring rate: 140 Mlblin 
Power: '27 kw 
11. Testing Scheme/Results 
The first phase of testing has been completed. Data analysis for 
this series of tests was performed and documented and will be used to 
update mathematical models of the system. Tests include step 
response, discrete sine dwells, frequency sweep response, and 
linearity. In addition, actual flight duty cycles were performed by the 
EMA and hydraulic systems. These tests determined the performance 
parameters of the actuator for comparison against design parameters. 
All design parameters were verified with the exception of piston rate 
under maximum load. Rate-vs-Load tests were omitted due to 
inadequacies encountered with the load fixtures. These tests will be 
performed during the second phase of the testing program. 
All tests were executed at full power (270V, 100A) and are 
summarized below. Peak power reached 33.75 kW when the current 
spiked to 125 amps. Five channels of data were acquired relating the 
following: command signal, actuator position, load position, motor 
current, and supply current. 
Figure 7 shows a plot of the frequency response of the actuator. 
The envelope around the data exhibits the current SSME requirement. 
The bandwidth is 4 Hz with 20-25 degrees of phase lag at 1 Hz (an 
SSME requirement). Resonance with the load structure occurs between 
8 and 9 Hz. The peak in response magnitude corresponds to a critical 
damping ratio between 0.5 and 0.6. Figure 8 shows both a small and 
large excursion step response. The small step (0.25 inches) falls within 
the requirement envelope of SSME specifications. A 15 percent 
overshoot is seen. Data from the large step (5.0 inches) demonstrates 
that the actuator exceeds the design requirement velocity of 5 in/sec, 
and is actually capable of 6.8 in/sec under inertia load. The overshoot 
corresponding to the large step is approximately 14 percent. 
Overshoot associated with these step responses relate to the damping 
ratio determined by the frequency response. During the next phase of 
testing, a piston velocity of 5 in/sec will be verified with the actuator 
under rated load. Linearity tests on the actuator produced excellent 
results. Position data for a large excursion (5.0 inches) resulted in an 
error less than 0.030 inch which exceeds the 0.050 inch requirement. 
Both linearity and position error data may be seen in Figure 9. The 
position error for the small excursion was below the noise level of the 
data. For an initial comparison between the hydraulic and EMA 
systems, an actual STS flight profile was commanded to the actuator. 
Response to the STS-44 SRB command profile may be seen in Figure 
10. Actuator position response error in relation to the command signal 
is shown in the bottom plot. Note though, that while the EMA showed 
less error than the hydraulic unit, the test was run on the inertia 
simulator only and lacked the flight loads the hydraulic unit 
experienced. The capability to apply flight type loads for testing 
purposes is included in future plans for the test facility. 
Since this testing was performed, a new single pass gear system 
has been designed for the actuator. A rate loop has also been added 
and is now undergoing tuning such that a l l  design parameters are 
accomodated. Following the completion of this task, an additional test 
series will be run. Testing the actuator in a redundant configuration 
will be the next milestone. These tests will prove helpful in future 
redundancy studies as well as the introduction of Vehicle Health 
Management (VHM) to these systems. 
SECOND GENERATION EMA 
A second generation high power EMTVC actuator has been 
designed and is currently being assembled at NASA, MSFC. This 
actuator incorporates features that will increase performance, reduce 
weight, and provide a more compact package' than that of the first 
generation discussed earlier. The primary mechanical scheme of both 
actuators are relatively the same, yet the second generation EMA 
utilizes features that enhance the entire component design. This 
actuator also incorporates length, stroke, and power capabilities 
required to support TVC system testing for heavy lift vehicles. 
Basic Design Requirements: 
o Dynamic Load Capacity: 45,000 1b 
o Null Length: 47.330 inches 
o Maximum Stroke: +/- 6 in 
o Control: Four Channel Redundant 
o Linear Velocity: 5 in/sec 
o Bandwidth: 9 4.2 Hz 
Four high speed low inertia motors configured in a torque 
summing arrangement power the system. Since inertia is a major 
concern due to the EMA's nature of operation, optimization of 
horsepower, RPM, and motor rotor diameter is imperative. The 
amount of inertia seen by the controller governs the power required 
for each cycle of the actuator. Calculations show that the amount of 
inertia created by the rest of the system is essentially negligible when 
compared to the inertia created by the cyclic action of each rotor 
inertia. 
The motors deliver torque to a single pass gear reduction system. 
The gear system transmits the necessary torque to a roller screw shaft 
which has been hollowed to decrease inertia. Torque to the roller 
screw shaft is converted to linear movements by the roller screw nut. 
As the nut moves, precise gimbal outputs are translated to the output 
piston. 
A small harmonic drive (Figure 11) has been added to aid in 
position control. It provides a reduction mechanism such that the 
moving resolver race will not rotate greater than 360 degrees. 
High strength aluminum (7075) is used in more parts to reduce 
overall weight. Figure 12 shows the second generation EMA 
conception. Component specifications are shown in Table 2. 
Table 2. Component specifications 
Motors: 
o Type: Three phase DC brushless permanent magnet 
o No load speed: 20,000 RPM @ 230 volts 
o Torque constant: 16.8 oz-inlamp 
o Back EMF constant: 13.8~/1000 RPM 
o Dimensions: length-9.875 in 
dia-2.380 in 
o Weight: Approx. 6 lb 
Gearing: 
o Type of gears: spur 
o Teeth: Involute, 20 deg 
o Face width: ,625 in 
o Material: Steel alloy 8620 
o Lubricant: Dry film 
Linear Screw: (same specifications as 1st generation EMA 
discussed earlier) 
CONCLUSION 
Conclusive system data concerning the EMA is forthcoming. Final 
testing goals will soon be fulfilled for this phase of MSFC's EMA 
program. These results are expected to supply greater confidence in 
the capabilities of EMTVC systems for future comparisons to hydraulic 
equivalents. 
Following the final phase of testing, the 25 hp EM actuator will be 
shipped to Kennedy Space Center, Florida, where it will be used to 
familiarize personnel with operational issues associated with EM TVC 
systems. Design changes are being incorporated into the gear train 
and motors to better suit data criteria and EMA performance. Problem 
issues arising from the operations area may then be taken into account 
and incorporated into future actuator requirements and designs. Using 
information gained from experience with the first generation 
prototype EMA, MSFC will utilize the second generation, 4-motor, 45 
hp EMA to further provide insight into topics such as load sharing 
(between channels), full redundancy implementation, and start 
transient load capabilities. MSFC test facilities will undergo upgrading 
to support this effort with additions of flight programmable loads to 
the inertia simulators, a possible VHM test platform, and other 
modifications to existing facilities to better handle specific 
requirements associated with the EMA. After the completion of 
extensive component testing, the actuator will undergo Technology 
Test Bed (TTB) qualification . TTB data will include vibration analysis, 
EMIJEMC, as well as thermal, shock, and acoustic information. The TTB 
hot fire tests will support the NASA Electrical Actuation Technology 
Bridging program. 
NASA, MSFC plans to investigate all avenues of this technology 
such that optimization is accomplished. Upcoming EMA designs will 
aid in establishing a continued learning process to integrate test data 
and hardware for development of a proven EMTVC system. 
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SP-100 Control Drive Assembly Development / 5 f b  8~ 
Thomas Gleason*, A. Richard Gilchrist*, Gary Schuster* 
ABSTRACT 
The SP-100 is an electrical generating nuclear power system for space 
operation. This paper describes the nuclear reactor control systems and the 
methods used to assure reliable performance for the 10-year design life. Reliable 
performance is achieved by redundancy and by selecting highly reliable 
components and design features. Reliability is quantified by analysis using 
established reliability data. Areas lacking reliability data are identified for 
development testing. A specific development test description is provided as an 
example to demonstrate how this process is meeting the system reliability goals. 
INTRODUCTION 
The nuclear system control and shutdown functions are provided by the 
moving reflector segments surrounding the reactor core and by the in-core safety 
rods. The moving reflector drive system is capable of precise reactor control as 
well as reactor shutdown while the safety rod drive system provides fail-safe 
reactor shutdown capabilities. Figure 1 shows the overall reactor system 
arrangement and the relative locations of the two reactor control systems. Figures 
2 and 3 show components tested and typical results obtained. Table 1 gives the 
nominal design environments of the control systems. 
DESIGN DESCRIPTION 
Reflector Control Svstem 
Reactor power control is achieved by moving neutron reflecting material 
axially relative to the reactor core. Electromechanical drive units located aft of the 
radiation shielding provide the power to move the reflector sections. A ball nut 
and screw assembly converts the rotary motion of the drive motor to linear motion 
needed to move the reflectors. A brake assembly locks the reflector in position 
when it is not being driven. Figure 1 includes a figure of the single reflector drive 
assembly. The drive system is capable of moving the reflector segments in small 
increments and has precise positioning capabilities. Figure 2 shows some of the 
test results for the reflector components tested. 
*General Electric Company, San Jose, CA 
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Safetv Rod 
Reactor shutdown capabilities are provided by the incore safety rods for 
launch and for severe accidents. Figure 1 includes a schematic of a safety rod 
and its drive system. Figure 3 shows some of the test results and key features for 
the safety rod components. Each rod contains sufficient neutron poison to 
prevent operation. When the poison is located within the core region, the safety 
rod is mechanically locked in position to prevent inadvertent withdrawal. 
Electromechanical drive assemblies located aft of the reactor shielding provide the 
unlock and the drive functions needed to move the poison out of the reactor core 
region. Electromagnetic clutches and brakes connected to the drive motor are 
used to select the desired drive and/or unlock function. A spring motor device 
stores energy to move the safety rod to the shutdown position on command or 
automatically at predetermined reactor conditions. 
Desirrn Challenges 
The mechanical designs of the two systems share many common features 
all of which share the challenge of reliable operation in the harsh environment of 
high temperature, vacuum and radiation. Both include stepper motors, clutches, 
brakes, bearings, sliding surfaces, and springs, all of which must remain 
functional and maintenance free for 10 years. Material selections are limited for 
this extreme environment. Changes in material properties and strength 
characteristics, dimensional stability, self-welding, diffusion and evaporation must 
be considered for each material selected and for each material couple. 
Moving and sliding elements near the reactor core region are challenged by 
the extremely high temperatures. Refractory metals are needed for the structural 
materials with carbide coatings on the critical contacting surfaces. Radiation 
induced material swelling is a major concern for items located near the reactor 
core. 
RELIABILITY CONSIDERATIONS 
Overview 
Reliability of the reflector control and safety rod drive assemblies for the 
overall 10-year mission depends upon the presence of initial operational reliability, 
operational reliability throughout the mission, and an end-of-life significantly 
beyond the mission time. 
Initially, the reflectors and safety rods must be capable of moving to the 
operational positions and remaining there with high reliability. This depends on 
the drive assemblies 1) being capable of performing their functions subsequent to 
fabrication and assembly--confirmed by acceptance testing, 2) surviving the 
launch--assured by design and structural analysis according to prescribed NASA 
methodology, validated by component and subassembly testing, and 3) reliably 
deploying and going into initial operation, given that they survived launch--assured 
by qualification testing, low component failure rates and the short time lapse 
before initial operation. 
For the duration of the mission between start-up and end-of-mission, 
redundancy and low component failure rates assure the reliability of the reflector 
and safety rod functions to hold, scram, and shutdown. For most functions, the 
loss of a reflector or a safety rod can be tolerated. 
Satisfactory margins between the mission time and the mean lifetime of the 
reflector control and safety rod drive assembly critical components assures that 
wear will not be a source of mission failure, Identification of failure modes and 
associated failure mechanisms in Failure Modes and Effects Analysis provides the 
basis for failure mechanism analysis, a process whereby identified failure 
mechanisms are examined for adequacy of data to support lifetime validation. If 
sufficient data are available, design margin studies are performed to provide an 
assessment of the margin of lifetime beyond the mission time. If sufficient data 
are lacking, specific needs are identified and factored into development programs 
planned or underway. 
Assurance of Initial Operation Reliabilitv 
Prior to the SP-100 System Design Review held in 1988, structural analyses 
were done for the reflector control and safety rod drive assemblies. As part of 
these analyses, the structural response of the drive assemblies to the dynamic 
loading and vibration of launch were evaluated. Satisfactory margins were 
demonstrated for both types of drive assemblies. Since the System Design 
Review, the designs of both drives have changed; the changes to the safety rod 
drive assembly are small enough that the analysis results still hold true. The 
reflector control drive assembly changes are significant and, therefore, the 
structural analysis will be repeated. In the interim, preliminary analysis indicates 
satisfactory margin is available. 
Mission Reliabilitv Enhancement Through Redundancv 
In the reflector control drive assemblies, redundancy has been built into the 
coils of the motor, brake, and position sensors, allowing reflector failures to be 
tolerated while meeting mission requirements. 
In the safety rod drive assemblies, redundancy has been built into the 
safety rod drive motors, clutches, and brakes, supporting particularly the 
withdrawal function necessary for initial operation. To enhance the operational 
reliability throughout the mission, dual coils are built into the scram clutches so 
that inadvertent scram is less likely due to c ~ i l  wire failure or a controller false 
signal. Multiple safety rod drive assemblies assure that the scram function will be 
reliable over the mission time, since, for most anticipated events requiring safety 
rod action, insertion of one safety rod is sufficient to safely shutdown the reactor. 
Lifetime Reliabilitv Through Failure Mechanism Control and Desiun Marsins 
Understanding of life limiting failure mechanisms through failure mechanism 
analysis (FMA) and the validation that lifetime margins exist through design 
margin studies (DMS), provide assurance that component end-of-life is sufficiently 
beyond the mission time. To date, 23 FMA's and four DMS's have been 
completed for the reflector control and safety rod drive assemblies. 
Of the completed DMS's, one addressed the reflector and safety rod 
cladding failure due to embrittlement from oxygen released from the beryllium 
oxide (BeO) during irradiation. The conclusion of this study was that over the 
mission time the oxygen released in the lattice by the beryllium transmutation can 
be easily accommodated within the Be0 lattice itself. As such, no oxygen release 
by diffusion from the Be0 will occur. The potential failure mechanism identified 
and evaluated is not operative over the 10-year mission and cannot lead to safety 
rod or reflector element cladding failure. 
Another completed DM§ addressed the reflector and safety rod cladding 
failure due to Be0 volumetric bulk expansion from irradiation induced swelling or 
microcracking. End-of-life was defined to correspond with take-up of the gap that 
exists at beginning-of-life between the Be0 and the cladding. This is a 
conservative limit in that actual failure would correspond to considerable 
expansion beyond take-up of the gap, producing cladding distortion and, 
ultimately, jamming of the safety rod or reflector. Detailed designs will provide 
gaps that assure the desired lifetime goal are met. 
A third DM§ addressed the crack/ship/spalling/wear failure mechanisms of 
the alumina coating used to protect reflector drive assembly tantalum-tungsten 
alloy components within self-aligning bearings. The conclusion was that the 
coating, on the basis of tests performed in the early 1970's in connection with the 
advanced zirconium hydride reactor control system drives, had a reasonable 
margin on lifetime. This result will be reviewed for consistency with the modified 
application of the self-aligning bearing as we change the design from the hinged 
to the sliding reflector concept. 
The fourth DMS addressed one of several failure mechanisms that could 
lead to self-welding of the safety rod to the molybdenum alloy thimble liner - 
specifically, the liner material fusing to itself in the event of liner material pickup 
onto the hardfaced safety rod slider bearing. Three generic material transport 
processes were identified as applicable to this failure mechanism. 
Sufficient data were available to show that two of these processes had very 
large margins to failure over the mission lifetime; data to close out the third will 
come from experiments planned in the development program. 
Twelve planned DMS's will address life-limiting failure mechanisms affecting 
coils, insulation and mechanical components. Included are several DMS's which 
explore other failure mechanisms that could lead to self-welding of the safety rod 
to the thimble liner. One of these is self-welding of the actual safety rod slider 
bearing carbide coating to the molybdenum alloy liner of the thimble. Another is 
the loss of the carbide coating in that, should loss of coating occur, the PWC-11 
substrate material of the slider bearing would then be exposed to the 
molybdenum alloy, resulting in a couple more prone to self-welding. The causes 
that drive or enable these mechanisms to process have been identified as thermal 
aging, thermal cycling, and radiation. The need to adequately understand these 
failure mechanisms and the respective lifetime margins are the basis for the 
development programs described below. This program is a typical example of the 
ongoing process development and material evaluation resulting from the failure 
mechanism analysis. 
SAFETY ROD MATERIAL SELECTION AND TESTING 
Theoretical considerations and practical experience suggest a refractory 
metal carbide paired with Mo-41 Re alloy is a promising material couple for use in 
the control rodlthimble system, This combination should not self-weld. 
Furthermore, the chemical stability of these carbides and their refractory nature 
make them likely to withstand the reactor core environment. Testing is required 
under prototypic conditions to validate material selections and applications. 
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